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	Reason for change:
	Exchange intended TDD DL-UL configurations IE between SN node is not support for UE CLI Measurement for MR-DC.

	
	

	Summary of change:
	Introduce the description of MN and SN behavior for exchange intended TDD DL-UL configurations IE in a new section 13.3. 

	
	

	Consequences if not approved:
	Behavior of support for UE CLI Measurement for MR-DC is missing.
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Change Start
[bookmark: _Toc46492853][bookmark: _Toc37200987][bookmark: _Toc29248400]13	Other aspects
[bookmark: _Toc46492854][bookmark: _Toc37200988][bookmark: _Toc29248401]13.1	Interference avoidance for in-device coexistence
In-Device Coexistence (IDC) solution as described in TS 36.300 [2] is extended to address EN-DC operation. Only FDM solution, where the list of NR carriers suffering from IDC problems is signalled in IDC indication, is supported in this version of the specifications. The requirement on RRM/RLM/CSI measurements in different phases of IDC interference defined in TS 36.300 [2] is applicable except that for NR serving cell, the requirements in TS 38.133 [8] and TS 38.101-1 [12], TS 38.101-2 [13], TS 38.101-3 [14] apply.
[bookmark: _Toc37200989][bookmark: _Toc46492855][bookmark: _Toc5707112][bookmark: _Toc20428260]13.2	Sidelink
In MR-DC, only the MN is allowed to control/configure UE(s) performing NR Sidelink Communication and/or V2X Sidelink Communication.
13.3	Cross-Link Interference Management
For cross-link interference mitigation, the MN may coordinate the exchange of  intended TDD DL-UL configuration by merging, forwarding and selective forwarding of intended TDD DL-UL configuration(s) between its connected SNs. 
End of Change


