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Change Start

[bookmark: _Toc29460982][bookmark: _Toc29505714]9.2.1.4	GNB-CU-UP E1 SETUP REQUEST
This message is sent by the gNB-CU-UP to transfer information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	M
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
This IE shall be ignored when Extended gNB-CU-UP Name IE is present.
	YES
	ignore

	CN Support  
	M
	
	ENUMERATED (EPC. 5GC, both, …)
	
	YES
	reject

	Supported PLMNs
	
	1..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES

	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	9.3.1.8
	Supported S-NSSAIs per PLMN. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters per PLMN.
	-
	-

	gNB-CU-UP Capacity
	O
	
	9.3.1.56
	
	YES
	ignore

	Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore

	Extended gNB-CU-UP Name 
	O
	
	OCTET STRING(SIZE(1..150, ...))
	Extended human readable name of the gNB-CU-UP.
	YES
	ignore



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 12.



[bookmark: _Toc29460983][bookmark: _Toc29505715][bookmark: _Toc20955548]9.2.1.5	GNB-CU-UP E1 SETUP RESPONSE
This message is sent by the gNB-CU-CP to transfer information for a TNL association.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-CP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-CP. 
This IE shall be ignored when Extended gNB-CU-CP Name IE is present.
	YES
	ignore

	[bookmark: _Hlk22282094]Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore

	Extended gNB-CU-CP Name 
	O
	
	OCTET STRING(SIZE(1..150, ...))
	Extended human readable name of the gNB-CU-CP.
	YES
	ignore



[bookmark: _Toc20955550][bookmark: _Toc29505717][bookmark: _Toc29460985]9.2.1.7	GNB-CU-CP E1 SETUP REQUEST
This message is sent by the gNB-CU-CP to transfer information for a TNL association.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-CP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-CP.
This IE shall be ignored when Extended gNB-CU-CP Name IE is present.
	YES
	ignore

	Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore

	Extended gNB-CU-CP Name 
	O
	
	OCTET STRING(SIZE(1..150, ...))
	Extended human readable name of the gNB-CU-CP.
	YES
	ignore



[bookmark: _Toc29460986][bookmark: _Toc29505718][bookmark: _Toc20955551]9.2.1.8	GNB-CU-CP E1 SETUP RESPONSE
This message is sent by the gNB-CU-UP to transfer information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	M
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
This IE shall be ignored when Extended gNB-CU-UP Name IE is present.
	YES
	ignore

	CN Support  
	M
	
	ENUMERATED (EPC. 5GC, both, …)
	
	YES
	reject

	Supported PLMNs
	
	1..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES

	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	9.3.1.8
	Supported S-NSSAIs per PLMN. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters per PLMN.
	-
	-

	gNB-CU-UP Capacity
	O
	
	9.3.1.56
	
	YES
	ignore

	Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore

	Extended gNB-CU-UP Name 
	O
	
	OCTET STRING(SIZE(1..150, ...))
	Extended human readable name of the gNB-CU-UP.
	YES
	ignore



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 12.



[bookmark: _Toc29460988][bookmark: _Toc29505720][bookmark: _Toc20955553]9.2.1.10	GNB-CU-UP CONFIGURATION UPDATE
This message is sent by the gNB-CU-UP to transfer updated information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	O
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
This IE shall be ignored when Extended gNB-CU-UP Name IE is present.
	YES
	ignore

	Supported PLMNs
	
	0..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES

	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	9.3.1.8
	Supported S-NSSAIs per PLMN. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters per PLMN.
	-
	-

	gNB-CU-UP Capacity
	O
	
	9.3.1.56
	
	YES
	ignore

	gNB-CU-UP TNLA To Remove List
	
	0..1
	
	
	YES
	reject

	>gNB-CU-UP TNLA To Remove Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU-UP.
	-
	-

	>>TNLA Transport Layer Address gNB-CU-CP
	O
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU-CP.
	-
	-

	Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore

	Extended gNB-CU-UP Name 
	O
	
	OCTET STRING(SIZE(1..150, ...))
	Extended human readable name of the gNB-CU-UP.
	YES
	ignore



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 12.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU-UP and the gNB-CU-CP. Value is 32.




[bookmark: _Toc29460991][bookmark: _Toc29505723][bookmark: _Toc20955556]9.2.1.13	GNB-CU-CP CONFIGURATION UPDATE
This message is sent by the gNB-CU-CP to transfer updated information for a TNL association.
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-CP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-CP.
This IE shall be ignored when Extended gNB-CU-CP Name IE is present.
	YES
	ignore

	gNB-CU-CP TNLA To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU-CP.
	-
	-

	>>TNLA Usage
	M
	
	ENUMERATED (ue, non-ue, both, …)
	Indicates whether the TNLA is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.462 [18].
	-
	-

	gNB-CU-CP TNLA To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Remove Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU-CP.
	-
	-

	>>TNLA Transport Layer Address gNB-CU-UP
	O
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU-UP.
	YES
	reject

	gNB-CU-CP TNLA To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU-CP TNLA To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.2
	Transport Layer Address of the gNB-CU-CP.
	-
	-

	>>TNLA Usage
	O
	
	ENUMERATED (ue, non-ue, both, …)
	Indicates whether the TNLA is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.462 [18].
	-
	-

	Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore

	Extended gNB-CU-CP Name 
	O
	
	OCTET STRING(SIZE(1..150, ...))
	Extended human readable name of the gNB-CU-CP.
	YES
	ignore



	Range bound
	Explanation

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU-CP and the gNB-CU-UP. Value is 32.
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