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	Reason for change:
	During the UE Context Modification Required procedure, the DL UP TNL Information is allowed to be modified by ng-eNB-DU but not ng-eNB-CU. However, the current semantic description is wrong.
The Cell Group Config IE in ASN.1 shall be removed because it was not used.
The reference of the IE “RRC Reconfiguration Complete Indicator” is wrong.

	
	

	Summary of change:
	1. Change the reference of RRC Reconfiguration Complete Indicator IE from 9.3.1.27 to 9.3.1.28.
2. Update the semantic description of DL UP TNL Information IE in the UE CONTEXT MODIFICATION REQUIRED message.
3. Remove CellGroupConfig in ASN.1.
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This message is sent by the ng-eNB-CU to provide UE Context information changes to the ng-eNB-DU.
Direction: ng-eNB-CU  ng-eNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	ng-eNB-CU UE W1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	ng-eNB-DU UE W1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	E-UTRAN CGI
9.3.1.12
	Special Cell as defined in TS 38.321 [9]. For handover case, this IE shall be considered as target cell.
	YES
	ignore

	ServCellIndex
	O
	
	INTEGER (0..31, ...)
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 
9.3.1.24
	
	YES
	ignore

	CU to DU RRC Information

	O

	
	9.3.1.57
	
	YES
	reject

	Transmission Action Indicator
	O
	
	9.3.1.11
	
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MR-DC Resource Coordination Information IE as defined in TS 38.423 [7] for NGEN-DC and NE-DC cases.
	YES
	ignore

	RRC Reconfiguration Complete Indicator
	O
	
	9.3.1.2728
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the RRCConnectionReconfiguration message as defined in TS 36.331 [2], encapsulated in a PDCP PDU.
	YES
	reject

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	1.. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	E-UTRAN CGI
9.3.1.12
	SCell Identifier in ng-eNB
	-
	

	>>SCellIndex
	M
	
	INTEGER (1..31)
	
	-
	

	SCell To Be Removed List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Removed Item IEs
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	E-UTRAN CGI
9.3.1.12
	SCell Identifier in ng-eNB
	-
	

	SRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>SRB to Be Setup Item IEs
	
	1..<maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	M
	
	
	
	-
	

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for DC case to convey E-RAB Level QoS Parameters
	
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>DRB QoS
	M
	
	9.3.1.34
	
	-
	

	>>>>S-NSSAI
	M
	
	9.3.1.32
	
	-
	

	>>>>Notification Control
	O
	
	9.3.1.44
	
	-
	

	>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>QoS Flow Identifier
	M
	
	9.3.1.46
	
	-
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.34
	
	-
	

	>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.51
	
	YES
	ignore

	>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	ng-eNB-CU endpoint of the W1 transport bearer. For delivery of UL PDUs.
	-
	

	>> RLC Mode
	M
	
	9.3.1.25
	
	-
	

	>>DL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>CHOICE QoS Information
	O
	
	
	
	-
	

	>>>E-UTRAN QoS
	M
	
	9.3.1.19
	Shall be used for EN-DC case to convey E-RAB Level QoS Parameters
	-
	

	>>>DRB Information
	
	1
	
	Shall be used for NG-RAN cases
	YES
	ignore

	>>>>DRB QoS
	M
	
	9.3.1.34
	
	-
	

	>>>>S-NSSAI
	M
	
	9.3.1.32
	
	-
	

	>>>>Notification Control
	O
	
	9.3.1.44
	
	-
	

	>>>>Flows Mapped to DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	-
	

	>>>>>QoS Flow Identifier
	M
	
	9.3.1.46
	
	-
	

	>>>>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.34
	
	-
	

	>>>>>QoS Flow Mapping Indication
	O
	
	9.3.1.51
	
	YES
	ignore

	>>UL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	ng-eNB-CU endpoint of the W1 transport bearer. For delivery of UL PDUs.
	-
	

	>>DL PDCP SN length
	O
	
	ENUMERATED(12bits,18bits, ...)
	
	YES
	ignore

	>>UL PDCP SN length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	YES
	ignore

	>>Bearer Type Change
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	>> RLC Mode
	O
	
	9.3.1.25
	
	YES
	ignore

	SRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>SRB To Be Released Item IEs
	
	1.. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	
	

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Inactivity Monitoring Request
	O
	
	ENUMERATED (true, ...)
	
	YES
	reject

	ng-eNB-DU UE Aggregate Maximum Bit Rate Uplink
	O
	
	Bit Rate 9.3.1.22
	The ng-eNB-DU UE Aggregate Maximum Bit Rate Uplink is to be enforced by the ng-eNB-DU.
	YES
	ignore

	RAT-Frequency Priority Information
	O
	
	9.3.1.30
	
	YES
	reject

	Resource Coordination Transfer Information
	O
	
	9.3.1.52
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 4. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 32. 

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.



	2nd Change
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This message is sent by the ng-eNB-DU to request the modification of a UE context.
Direction: ng-eNB-DU  ng-eNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	ng-eNB-CU UE W1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	ng-eNB-DU UE W1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MR-DC Resource Coordination Information IE as defined in TS 38.423 [7] for NGEN-DC and NE-DC cases.
	YES
	ignore

	DU To CU RRC Information

	O
	
	9.3.1.58
	
	YES
	reject

	DRB Required to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB Required to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	ng-eNB-CU DU endpoint of the W1 transport bearer. For delivery of DL PDUs.
	-
	

	>>RLC Status
	O
	
	9.3.1.49
	Indicates the RLC has been re-established at the ng-eNB-DU.
	YES
	ignore

	SRB Required to be Released List
	
	0..1
	
	
	YES
	reject

	>SRB Required to be Released List Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	DRB Required to be Released List
	
	0..1
	
	
	YES
	reject

	>DRB Required to be Released List Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 4. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 32. 
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<Unchanged Text Omitted>

CauseTransport ::= ENUMERATED {
	unspecified,
	transport-resource-unavailable,
	...
}

CellGroupConfig ::= OCTET STRING


Cells-Failed-to-be-Activated-List-Item ::= SEQUENCE {
	eUTRANCGI			EUTRANCGI,
	cause				Cause,
	iE-Extensions		ProtocolExtensionContainer { { Cells-Failed-to-be-Activated-List-ItemExtIEs } }	OPTIONAL,
	...
}

<Unchanged Text Omitted>


	Change Ends



