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1 Introduction
In this contribution, we provide the TP to remove the FFS in the F1AP BLCR[1] consistent with NRPPa in TP[2] we proposed.

2 Discussion
There are some FFSs in the content of the IE definitions in F1AP BLCR[1]. These IE, such as Measurement Result and the content of the IE,  need to be consistent with NRPPa. Hence, we provide the TP to remove the FFSs in Measurement Result consistent with the TP[2] and update content of the IE . 
Proposal 1:  Consistence with the NRPPa,  and update the content of the IE.
3 Conclusions
Proposal 1: Consistence with the NRPPa,  and update the content of the IE.
4 References
[1] R3-204477, Introduction of positioning support over F1AP
[2] [bookmark: _GoBack]R3-205288, (TP to NRPPa BLCR for TS38.455) NRPPa Left Issues for NR positioning, ZTE
5 TP for 38.473 related to F1AP 
<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
9.3.1.a	Measurement Result 
The purpose of this information element is to provide the measurement result.



	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR CGI
	O
	
	9.3.1.12
	

	5GS TAC
	O
	
	9.3.1.29
	

	Access Point Position
	O
	
	9.3.1.b
	The configured estimated geographical position of the antenna of the cell.

	Cell Portion ID
	O
	
	9.3.1.c
	

	
	
	
	
	

	Measured Result
	
	0..1
	
	

	Measured Result Item
	
	1 .. <maxnoMeas>
	
	

	>CHOICE Measured Results Value
	M
	
	
	

	>>UL Angle of Arrival
	M
	
	9.3.1.a1
	

	>>UL SRS-RSRP
	M
	
	INTEGER (0..127)
	

	>>UL RTOA
	M
	
	9.3.1.a2
	

	>>gNB Rx-Tx Time Difference
	M
	
	9.3.1.a3
	

	>Time Stamp
	M
	
	9.3.1.a4
	

	>Measurement Quality
	O
	
	9.3.1.a5
	

	>Measurement Beam Information
	O
	
	9.3.1.a6
	



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 64.



<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
9.3.1.a3	gNB Rx-Tx Time Difference
This information element contains the gNB Rx-Tx Time Difference measurement.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Rx-Tx Time Difference
	M

	
	
	

	   >k0
	M
	
	INTEGER(0..1970049,…)
	

	   >k1
	M
	
	INTEGER(0..985025,…)
	

	   >k2
	M
	
	INTEGER(0..492513,…)
	

	   >k3
	M
	
	INTEGER(0..246257,…)
	

	   >k4
	M
	
	INTEGER(0..123129,…)
	

	   >k5
	M
	
	INTEGER(0..61565,…)
	

	Additional Path List
	M
	
	9..3.1.a2a
	



<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>

