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	The function of CCO has not been introduced in NR.

	
	

	Summary of change:
	Add the Coverage Modification List in the NG-RAN Node Configuration Update message.
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Start of the First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc29991346][bookmark: _Toc36555746][bookmark: _Toc45107812][bookmark: _Toc44497424][bookmark: _Toc45901432][bookmark: _Toc20955151]8.4.2	NG-RAN node Configuration Update
<Unchanged Part Skipped>
If case of network sharing with multiple cell ID broadcast with shared Xn-C signalling transport, as specified in TS 38.300 [9], the NG-RAN NODE CONFIGURATION UPDATE message and the NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE message shall include the Interface Instance Indication IE to identify the corresponding interface instance.
If the Coverage Modification List IE is present, NG-RAN node2 may use the information in the Cell Coverage State IE to identify the cell deployment configuration enabled by NG-RAN node1 and for configuring the mobility towards the cell(s) indicated by the NR CGI IE, as described in TS 38.300 [9]. If the Cell Deployment Status Indicator IE is present in the Coverage Modification List IE, the NG-RAN node2 shall consider the cell deployment configuration of the cell to be modified as the next planned configuration and shall remove any planned configuration stored for this cell. If the Cell Deployment Status Indicator IE is present and the Cell Replacing Info IE contains non-empty cell list, the NG-RAN node2 may use this list to avoid connection or re-establishment failures during the reconfiguration, e.g. consider the cells in the list as possible alternative handover targets. If the Cell Deployment Status Indicator IE is not present, the NG-RAN node2 shall consider the cell deployment configuration of cell to be modified as activated and replace any previous configuration for the cells indicated in the Coverage Modification List IE.

<<<<<<<<<<<<<<<<<<<< End of the First Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< Start of the Second Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc36555818][bookmark: _Toc29991418][bookmark: _Toc45901536][bookmark: _Toc45107916][bookmark: _Toc44497528][bookmark: _Toc20955221]9.1.3.4	NG-RAN NODE CONFIGURATION UPDATE
This message is sent by a NG-RAN node to a neighbouring NG-RAN node to transfer updated information for an Xn-C interface instance.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	TAI Support List
	O
	
	9.2.3.20
	List of supported TAs and associated characteristics.
	GLOBAL
	reject

	CHOICE Initiating NodeType
	M
	
	
	
	YES
	ignore

	>gNB
	
	
	
	
	
	

	>>Served Cells To Update NR
	O
	
	9.2.2.15
	
	YES
	ignore

	>>Cell Assistance Information NR
	O
	
	9.2.2.17
	
	YES
	ignore

	>>Cell Assistance Information E-UTRA
	O
	
	9.2.2.43
	
	YES
	ignore

	>ng-eNB
	
	
	
	
	
	

	>>Served Cells to Update E-UTRA
	[bookmark: OLE_LINK357]O
	
	9.2.2.16
	
	YES
	ignore

	>>Cell Assistance Information NR
	O
	
	9.2.2.17
	
	YES
	ignore

	>>Cell Assistance Information E-UTRA
	O
	
	9.2.2.43
	
	YES
	ignore

	TNLA To Add List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Add Item
	
	1..<maxnoofTNLAssociations>
	
	
	–
	

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information
9.2.3.31
	CP Transport Layer Information of NG-RAN node1
	–
	

	>> TNL Association Usage
	M
	
	9.2.3.84
	
	–
	

	TNLA To Update List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Update Item
	
	1..<maxnoofTNLAssociations>
	
	
	–
	

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information
9.2.3.31
	CP Transport Layer Information of NG-RAN node1
	–
	

	>> TNL Association Usage
	O
	
	9.2.3.84
	
	–
	

	TNLA To Remove List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Remove Item
	
	1..<maxnoofTNLAssociations>
	
	
	–
	

	>>TNLA Transport Layer Information
	M
	
	CP Transport Layer Information
9.2.3.31
	CP Transport Layer Information of NG-RAN node1
	–
	

	Global NG-RAN Node ID
	O
	
	9.2.2.3
	
	YES
	reject

	AMF Region Information To Add
	O
	
	AMF Region Information 9.2.3.83
	List of all added AMF Regions to which the NG-RAN node belongs.
	YES
	reject

	AMF Region Information To Delete
	O
	
	AMF Region Information 9.2.3.83
	List of all deleted AMF Regions to which the NG-RAN node belongs.
	YES
	reject

	Interface Instance Indication
	O
	
	9.2.2.39
	
	YES
	reject

	TNL Configuration Info
	O
	
	9.2.3.96
	
	YES
	ignore

	Coverage Modification List
	
	0 .. <maxCellinNG-RAN node>
	
	List of cells with modified coverage
	GLOBAL
	reject

	>NR CGI
	M
	
	
	NR Cell Global Identifier of the cell to be modified
	-
	

	>Cell Coverage State
	M
	
	INTEGER (0..15, …)
	Value '0' indicates that the cell is inactive. Other values Indicates that the cell is active and also indicates the coverage configuration of the concerned cell
	-
	

	>Cell Deployment Status Indicator
	O
	
	ENUMERATED(pre-change-notification, ...)
	Indicates the Cell Coverage State is planned to be used at the next reconfiguration
	
	

	>Cell Replacing Info
	C-ifCellDeploymentStatusIndicatorPresent
	
	
	
	
	

	>>Replacing Cells
	
	0 .. <maxCellinNG-RAN node>
	
	
	
	

	>>>NR CGI
	
	
	
	NR Cell Global Identifier of a cell that may replace all or part of the coverage of the cell to be modified
	
	



	Range bound
	Explanation

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the NG RAN nodes. Value is 32.

	maxnoofCellsinNG-RAN node
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.



<<<<<<<<<<<<<<<<<<<< End of the Second Change >>>>>>>>>>>>>>>>>>>>

