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	Reason for change:
	To capture the solution on inter-system inter-RAT energy saving. 
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	Other comments:
	


<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>

9.3.3.34
Inter-system SON Information

This IE identifies the nature of the configuration information transferred.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Inter-system SON Information
	M
	
	
	

	>Inter-system SON Information Report
	
	
	
	

	>>Inter-system SON Information Report
	M
	
	9.3.3.36
	

	>Inter-system SON Information Request
	
	
	
	

	>>Inter-system Energy Saving Request
	M
	
	9.3.3.x
	

	>Inter-system SON Information Reply
	
	
	
	

	>>Inter-system Energy Saving Reply
	M
	
	9.3.3.y
	


<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
9.3.3.36
Inter-system SON Information Report

This IE contains the configuration information to be transferred.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Information Report 
	M
	
	
	

	>HO Report Information
	
	
	
	

	>>Inter-system HO Report
	M
	
	9.3.3.39
	

	>Failure Indication Information
	
	
	
	

	>>Inter-system Failure Indication
	M
	
	9.3.3.40
	

	> Energy Saving Information
	
	
	
	

	  >>Inter-system Cell Status Indication
	M
	
	9.3.3.z
	


<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
9.3.3.x
Inter-system Energy Saving Request 

This IE contains the Inter-system energy saving request from eNB to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR Cells to be Activated List
	
	
	
	
	
	

	>NR Cells item
	
	1..<maxnoofCellsingNB>
	
	
	
	

	>>NR CGI
	M
	
	9.3.1.7
	
	
	


	Range bound
	Explanation

	maxnoofCellsingNB
	Maximum no. of cells that can be served by a gNB. Value is 16384.


<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
9.3.3.y
Inter-system Energy Saving Reply 

This IE contains the Inter-system energy saving reply information from gNB to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Activated Cell List
	
	
	
	
	
	

	>NR Cells item
	
	1..<maxnoofCellsingNB>
	
	
	
	

	>>NR CGI
	M
	
	9.3.1.7
	
	
	


	Range bound
	Explanation

	maxnoofCellsingNB
	Maximum no. of cells that can be served by a gNB. Value is 16384.


<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
9.3.3.z
Inter-system Cell Status Indication 
This IE contains the status information of NR cells for Inter-system energy saving to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Cell Status List
	
	
	
	
	
	

	>NR Cells item
	
	1..<maxnoofCellsingNB>
	
	
	
	

	>>NR CGI
	M
	
	9.3.1.7
	
	
	

	>>Activation state
	M
	ENUMERATED (Activated, Deactivated, ...)
	
	
	
	


	Range bound
	Explanation

	maxnoofCellsingNB
	Maximum no. of cells that can be served by a gNB. Value is 16384.


<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>
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