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1 Introduction
In this contribution, we are addressing some clarifications to QoS Mapping Information IE over E1 interface. 
2 Discussions
In both BEARER CONTEXT SETUP/MODIFICATION REQUEST message, the text related to QoS Mapping Information is shown as below:
	For each requested DRB, if the QoS Mapping Information IE is contained in the DL UP Parameters IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall use it to set DSCP and/or flow label fields in the downlink IP packets which are transmitted through the GTP tunnels indicated by the UP Transport Layer Information IE.


	For each requested DRB, if the QoS Mapping Information IE is contained in the DL UP Parameters IE in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall use it to set DSCP and/or flow label fields in the downlink IP packets which are transmitted through the GTP tunnels indicated by the UP Transport Layer Information IE.


The descriptions above indicate that the QoS Mapping Information IE can be applied to any case rather than IAB only. However, the fact is that this IE is only applicable for IAB case, at least we didn’t identify any other cases to configure DSCP/Flow label field by gNB-CU-UP. With above considerations, it is benefit to make a clear clarification in the specification. 

Proposal: Clarify the usage of QoS Mapping Information IE as IAB only. 
3 Conclusions
In this contribution, we clarify the usage of QoS Mapping Information IE, and propose:
Proposal: Clarify the usage of QoS Mapping Information IE as IAB only.  
The corresponding CR is given in [1]. 
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