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1 Introduction
This contribution provides scenario and issue description to support service continuity for slicing in TR 38.832.
2	Text proposal for TR 38.832
--------------------------------------------------Start of the change---------------------------------------------------
[bookmark: _Toc46765288]6	Study necessity and mechanisms to support service continuity
[bookmark: _Toc46765289]6.1	Scenario and issue description
Editor Note: capture the description of scenario and issue.
In general, there are two scenarios that can be considered to support service continuity,
Scenario 1: As shown by Figure 1 (a), the UE’s ongoing slice is supported by both the source and the target node. The source node sends handover request message associated with S-NSSAI for UE’s ongoing slice to the target node. The target node fails to accept the UE with the indicated S-NSSAI due to e.g. high slice-related load of the target node. Under such circumstance, the service is interrupted for the UE.
Scenario 2: As shown by Figure 1 (b), the UE is moving toward an area that does not support UE’s ongoing slice. Under such circumstance, the service is interrupted for the UE.



Figure 1 Service interruption scenarios for slicing

[bookmark: _Toc46765290]6.2	Solutions 
Editor Note: Capture the solutions for the scenario and issue.
[bookmark: _Toc46765291]7	Conclusion
--------------------------------------------------End of the change-----------------------------------------------------
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