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1 Introduction

CB: # 68_AS-rekey_emergencyFallback

- wait for SA2 reply

- we should not fail a procedure related to emergency scenarios

(HW - moderator)

Summary of offline disc R3-205580
2 For the Chairman’s Notes
To be continued.
3 Discussion
RAN3 discussion

Based on the SA3 reply, it is proposed in [1] and [2] to introduce abnormal condition to elaborate the handling of NG-RAN node, in case both AS-rekey and emergency fallback are triggered in a UE Context Modification Request procedure, which is similar to the EPS handling.

It was clarified that SA2 will discuss the topic based on the received LSs from RAN3 and SA3, it was commented that RAN3 needs to wait for SA2 reply.

In [1] and [2], it is clarified that the AMF will not trigger these two procedures simultaneously, therefore in case it happens, it should be regarded as abnormal case by the NG-RAN node, the NG-RAN node shall ignore both IEs and send back the UE CONTEXT MODIFICATION FAILURE message. It was commented by two companies that in such case the emergency fallback should be performed.
SA2 discussion

In SA2, there is an email discussion triggered as below:

Subject: [SA2#140E, AI#4.1, S2-2005406] Reply LS on AS rekeying handling
It is noticed that the outcome (reply LS) of the email discussion will probably be provided at the end of this e-meeting.

Proposed way forward
Considering the status, it is proposed to further discuss this topic in next RAN3 meeting based on the SA2 replied LS.
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