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1. Overall Description:

RAN3 discussed the RACH optimisation feature for two-step RA, and found that some information is needed to optimise the network parameters related to two-step RAs.
Following is the information that all companies agree to include into the RACH report for two-step RA:
-
Information included in Rel-16 RA report which also applied to 2-step RA e.g. CBRA VS CFRA, SSB where the RACH access is performed.
-
Information that can distinguish 2-step RA from 4-step RA in the granularity of per-RA attempt.
-
Whether the DL beam quality associated to each random access attempt is above or below the msgA-RSRP-ThresholdSSB-r16.
-
For each 2-step RA attempt, whether it is fallen back to 4-step RA following indication from the network.

For following information, different companies have different opinion on whether they are needed to be included into the RACH report for two-step RA:

-
The configured threshold for 2-Step RACH msgA-RSRP-Threshold-r16.

-
The configured maximum transmission number of MSG A preamble i.e. msgA-TransMax-r16.

-
PUSCH resources allocated for msgA.
For whether the DL beam quality is above or below the msgA-RSRP-Threshold-r16, all companies agree that this information should be included, but view is split on the granularity, i.e. whether it should be per-RA-procedure or per-RA-attempt.
2. Actions:

To RAN2:
ACTION: RAN3 respectfully asks RAN2 to analyse and confirm the solutions during the normative work.
3. Date of Next TSG-RAN3 Meetings:

TSG-RAN3 Meeting #110-e
2nd – 12th November 2020
E-meeting
TSG-RAN3 Meeting #111
TBD
TBD
