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1 Introduction

CB: # 88_X2mappingRACS

- consensus to introduce a new procedure?

- check details

(E/// - moderator)

Summary of offline disc R3-205621
2 For the Chairman’s Notes
Propose the following:
1.
It is agreed to introduce an UE Radio Capability ID Mapping procedure, which is initiated by the en-gNB on X2.

2.
The CR for 36.300 is agreed in R3-205363 [10].
3.
The CR for 37.340 is agreed in R3-204994 [9].
4.
The CR for 36.420 is agreed in R3-205070 [12].
5.
The CR for 36.423 is agreed in R3-205068 [13].
3 Discussion
3.1 Consensus to introduce the mapping procedure on X2 for EN-DC
From what I sensed during the meeting, it appeared, that we can ask right away for agreement on introducing the mapping procedure on X2 for EN-DC. So the following agreement text is proposed:
1.
It is agreed to introduce an UE Radio Capability ID Mapping procedure, which is initiated by the en-gNB on X2.
	Company
	Comment

	Ericsson
	agree

	Huawei
	agree

	
	


3.2 Stage 2 CR 36.300
Please don’t ask for reasons ;-) - the moderator [14] proposes the following:

2.
The CR for 36.300 is agreed in R3-205363 [10].
	Company
	Comment

	Ericsson
	agree

	Huawei
	agree

	
	


3.3 Stage 2 CR 37.340
The moderator proposes the following:

3.
The CR for 37.340 is agreed in R3-204994 [9].
	Company
	Comment

	Ericsson
	agree

	Huawei
	agree

	
	


3.4 Stage 2 CR 36.420

The moderator proposes the following:

4.
The CR for 36.420 is agreed in R3-205070 [12].
	Company
	Comment

	Ericsson
	agree

	Huawei
	It seems to us that the CR is not quite needed since the UE Radio Capability ID Mapping is a function for EN-DC, and should not put in parallel with EN-DC. 

	
	


3.5 Stage 3 CR 36.423

The moderator proposes the follwing:

5.
The CR for 36.423 is agreed in R3-205068 [13].
	Company
	Comment

	Ericsson
	agree

	Huawei
	Agree. 
In section 7, some procedural texts (e.g. this function is used by the en-gNB to request a connected eNB to provide the UE Radio Capability information that maps to a specific UE Radio Capability ID) is needed after UE Radio Capability ID Mapping.

	
	


4 Conclusion, Recommendations [if needed]
If needed
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