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--------------------------------------------------------Change Start--------------------------------------------------------
8.3.1
S-NG-RAN node Addition Preparation

8.3.1.1
General

The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation

//skip the unchanged part
If the S-NODE ADDITION REQUEST ACKNOWLEDGE message includes the DRB IDs taken into use IE, the M-NG-RAN node, if applicable, shall act as specified in TS 37.340 [8].

If Trace Activation IE has previously been received for this UE, it shall be included in the S-NODE ADDITION REQUEST message. If the Trace Activation IE is included in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall, if supported, initiate the requested trace function as described in TS 32.422 [23].

If the Requested Fast MCG recovery via SRB3 IE set to "true" is included in the S-NODE ADDITION REQUEST message and the S-NG-RAN node decides to configure fast MCG link recovery via SRB3 as specified in TS 37.340 [32], the S-NG-RAN shall include the Available fast MCG recovery via SRB3 IE set to "true" in the S-NODE ADDITION REQUEST ACKNOWLEDGE message.
If the QoS Monitoring Request IE is included in the QoS Flow Level QoS Parameters IE for a QoS flow contained in the DRBs To Be Setup List IE of the PDU Session Resource Setup Info – MN terminated IE, the S-NG-RAN node shall, if supported, use it to configure lower layers for the purpose of delay measurement and QoS monitoring as specified in TS 23.501 [7]. 

For each QoS flow which has been successfully established in the S-NG-RAN node, if the QoS Monitoring Request IE was included in the QoS Flow Level QoS Parameters IE contained in the PDU Session Resource Setup Info – SN terminated IE, the S-NG-RAN node shall store this information, and, if supported, perform delay measurement and QoS monitoring as specified in TS 23.501 [7]. In case such a QoS flow is included in the DRBs To Be Setup List IE of the PDU Session Resource Setup Response Info – SN terminated IE, the M-NG-RAN node shall, if supported, use it to configure lower layers for the purpose of delay measurement and QoS monitoring.
--------------------------------------------------------Next Change Start--------------------------------------------------------

8.3.3
M-NG-RAN node initiated S-NG-RAN node Modification Preparation

8.3.3.1
General

This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.

The procedure uses UE-associated signalling.

8.3.3.2
Successful Operation


[image: image2.emf]M-NG-RAN node S-NG-RAN node

S-NODE MODIFICATION REQUEST

S-NODE MODIFICATION REQUEST ACKNOWLEDGE


Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.

//skip the unchanged part
The M-NG-RAN node may propose to apply forwarding of UL data when offloading QoS flows for which in-order delivery is requested by including the UL Forwarding Proposal IE in the Data Forwarding and Offloading Info from source NG-RAN node IE within the PDU Session Resource Setup Info – SN terminated IE or PDU Session Resource Modification Info – SN terminated IE of the S-NODE MODIFICATION REQUEST message. The S-NG-RAN node may include the PDU Session Level UL Data Forwarding UP TNL Information IE in the Data Forwarding Info from target NG-RAN node IE within the PDU Session Resource Setup Response Info – SN terminated IE or PDU Session Resource Modification Response Info – SN terminated IE of the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding.
If the S-NODE MODIFICATION REQUEST message contains the Requested Split SRBs IE, the S-NG-RAN node may use it to add split SRBs. If the S-NODE MODIFICATION REQUEST message contains the Requested Split SRBs release IE, the S-NG-RAN node may use it to release split SRBs.

If the Requested Fast MCG recovery via SRB3 IE set to "true" is included in the S-NODE MODIFICATION REQUEST message and the S-NG-RAN decides to configure fast MCG link recovery via SRB3 as specified in TS 37.340 [32], the S-NG-RAN node shall include the Available fast MCG recovery via SRB3 IE set to "true" in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message. If the Requested Fast MCG recovery via SRB3 Release IE set to "true" is included in the S-NODE MODIFICATION REQUEST message and the S-NG-RAN decides to release fast MCG link recovery via SRB3, the S-NG-RAN shall include the Release fast MCG recovery via SRB3 IE set to "true" in the S-NODE MODIFICATION REQUEST ACKNOWLEDGE message.
If the Lower Layer presence status change IE set to "release lower layers" is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall act as specified in TS 37.340 [8].
If the Lower Layer presence status change IE set to "re-establish lower layers" is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall act as specified in TS 37.340 [8].

If the Lower Layer presence status change IE set to "suspend lower layers" is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall act as specified in TS 37.340 [8].

If the Lower Layer presence status change IE set to "resume lower layers" is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall act as specified in TS 37.340 [8].
--------------------------------------------------------Next Change Start--------------------------------------------------------

9.1.2.2
S-NODE ADDITION REQUEST ACKNOWLEDGE

This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node about the S-NG-RAN node addition preparation.
Direction: S-NG-RAN node ( M-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU Session Resources Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 

nor the

PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted to be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	

	PDU Session Resources Not Admitted List
	O
	
	
	
	YES
	ignore

	>PDU Session Resources Not Admitted List – SN terminated
	O
	
	PDU Session Resources Not Admitted List

9.2.1.3
	
	–
	

	>PDU Session Resources Not Admitted List – MN terminated
	O
	
	PDU Session Resources Not Admitted List

9.2.1.3
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	reject

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID

9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates the fast MCG recovery via SRB3 is enabled.
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256


--------------------------------------------------------Next Change Start--------------------------------------------------------

9.1.2.6
S-NODE MODIFICATION REQUEST ACKNOWLEDGE

This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node’s request to modify the S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU Session Resources Admitted List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources Admitted To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Response Info – SN terminated IE 

nor the

PDU Session Resource Setup Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>PDU Session Resource Setup Response Info – SN terminated
	O
	
	9.2.1.6
	
	–
	

	>>>PDU Session Resource Setup Response Info – MN terminated
	O
	
	9.2.1.8
	
	–
	

	>PDU Session Resources Admitted To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources Admitted To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Response Info – SN terminated IE 

nor the

PDU Session Resource Modification Response Info – MN terminated IE
is present in a PDU Session Resources Admitted To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>PDU Session Resource Modification Response Info – SN terminated
	O
	
	9.2.1.10
	
	–
	

	>>>PDU Session Resource Modification Response Info – MN terminated
	O
	
	9.2.1.12
	
	–
	

	>PDU Session Resources Admitted To Be Released List
	
	0..1
	
	
	–
	

	>>PDU Session Resources admitted to be released List – SN terminated
	O
	
	PDU session List with data forwarding request info

9.2.1.24
	
	–
	

	>>PDU Session Resources admitted to be released List – MN terminated
	O
	
	PDU session List with data Cause

9.2.1.26
	
	–
	

	PDU Session Resources Not Admitted to be Added List
	O
	
	PDU session List

9.2.1.27
	
	YES
	ignore

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Admitted Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	ignore

	Admitted Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs release
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID

9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	Ignore

	PDU Session Resources with Data Forwarding List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources with Data Forwarding List – SN terminated
	M
	
	PDU session List with data forwarding request info

9.2.1.24
	
	–
	

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	Available fast MCG recovery via SRB3
	O
	
	ENUMERATED {true, ...}
	Indicates the fast MCG recovery via SRB3 is enabled.
	YES
	ignore

	Release fast MCG recovery via SRB3
	O
	
	ENUMERATED {true, ...}
	Indicates the fast MCG recovery via SRB3 is released.
	YES
	ignore


--------------------------------------------------------End of the Changes--------------------------------------------------------
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