3GPP TSG-RAN WG3 Meeting #109-e	R3-205571
17 - 28 August 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.413
	CR
	0006
	rev
	1
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Update the list of IEs that is not applicable to non-3GPP access

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell, Huawei, BT, Intel 

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2020-07-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The latest NGAP specification has added some IEs not applicable to non-3GPP access, but not captured in TS29.413. 


	
	

	Summary of change:
	Updated the list of IEs that is not applicable to non-3GPP access. 

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because it clarified the IE that is not applicable to non-3GPP access.

	
	

	Consequences if not approved:
	It is unclear whether an IE is applicable to non-3GPP access, and may cause IOT issue. 

	
	

	Clauses affected:
	5.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	[bookmark: _GoBack]Rev 1: correct the typo in the Title 




Page 1






Start of change 
[bookmark: _Toc20953286][bookmark: _Toc45830740][bookmark: _Toc45830665][bookmark: _Toc20955088][bookmark: _Toc29503534][bookmark: _Toc29504118][bookmark: _Toc29504702][bookmark: _Toc36553148][bookmark: _Toc36554875][bookmark: _Toc45652170][bookmark: _Toc45658602][bookmark: _Toc45720422][bookmark: _Toc45798302][bookmark: _Toc45897691][bookmark: _Toc20953426][bookmark: _Toc29390603][bookmark: _Toc36551340][bookmark: _Toc45831537][bookmark: _Toc20955308][bookmark: _Toc29503579]5.3	Exceptions for NGAP message contents and information element coding when used for non-3GPP access 
For the NGAP messages transferred between the N3IWF and the AMF, the following exceptions to the specification in TS 38.413 [2] shall be applied:
PDU SESSION RESOURCE SETUP REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
PDU SESSION RESOURCE RELEASE COMMAND message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
PDU SESSION RESOURCE MODIFY REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
INITIAL CONTEXT SETUP REQUEST	message:
-	the following IEs shall be ignored, when received:
[bookmark: _Hlk509393909]-	Core Network Assistance Information for RRC INACTIVE IE
-	Trace Activation IE
-	MobilityRestriction List IE
-	UE Radio Capability IE
-	Index to RAT/Frequency Selection Priority IE 
-	Emergency Fallback Indicator IE
-	RRC Inactive Transition Report Request IE
-	UE Radio Capability for Paging IE
-	Redirection for Voice EPS Fallback IE
-	Location Reporting Request Type IE
-	CN Assisted RAN Parameters Tuning IE
UE CONTEXT RELEASE COMPLETE message:
-	the following IEs shall be ignored, when received:
-	Information on Recommended Cells and RAN Nodes for Paging IE
UE CONTEXT MODIFICATION REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
-	Index to RAT/Frequency Selection Priority IE 
-	Core Network Assistance Information IE
-	Emergency Fallback Indicator IE
-	RRC Inactive Transition Report Request IE
-	CN Assisted RAN Parameters Tuning IE
-	if this is the first message received from a new AMF, the N3IWF shall identify the old AMF and the UE using the received RAN UE NGAP ID, release the UE-associated logical NG-connection to the old AMF and create a new UE-associated logical NG-connection to the new AMF.
UE CONTEXT MODIFICATION RESPONSE message:
-	the following IEs shall be ignored, when received:
-	RRC State IE
INITIAL UE MESSAGE message:
-	RRC Establishment Cause IE: the information given within this IE is to indicate the establishment cause as specified in TS 23.502 [4]. 
-	Selected PLMN Identity IE: the information given within this IE provides the selected PLMN ID for untrusted non-3GPP access as specified in TS 23.502 [4].
DOWNLINK NAS TRANSPORT message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
-	MobilityRestriction List IE
-	Index to RAT/Frequency Selection Priority IE 
NG SETUP REQUEST message:
-	the following IEs shall be ignored, when received:
-	Default Paging DRX IE
RAN CONFIGURATION UPDATE message:
-	the following IEs shall be ignored, when received:
-	Default Paging DRX IE
The Global RAN Node ID IE in the applicable NGAP messages includes the Global N3IWF ID as specified in TS 38.413 [2]. 
The User Location Information IE in the applicable NGAP messages includes the IP address and port number as specified in TS 38.413 [2].
The Security Key IE in the applicable NGAP messages includes the N3IWF key as specified in TS 33.501 [5].
The RAN UE NGAP ID IE in the applicable NGAP messages identifies the UE association over the NG interface within the N3IWF node as specified in TS 38.413 [2].
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