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8.3.4.2
Successful Operation
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Figure 1: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC. 

Upon reception, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
DCH Modification :

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allocation/Retention Priority IE for a DCH to be modified, the DRNS should use this information when reserving resources for this DCH in the new configuration.


If the RADIO LINK RECONFIGURATION PREPARE message includes the Frame Handling Priority IE for a DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Format Set (UL) IE for a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Transport Format Set (DL) IE for a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the UL DCH FP Mode IE for a DCH to be modified, the DRNS shall apply the new DCH FP Mode in the Uplink of the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes on the ToAWS IE for a DCH to be modified, the DRNS shall apply the new ToAWS in the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes on the ToAWE IE for a DCH to be modified, the DRNS shall apply the new ToAWE in the user plane for this DCH in the new configuration.

DCH Addition:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to be added to the Radio Link(s), the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the DCH Combination Indicator IE for a DCH to be added, the DRNS shall 

1.
treat all DCHs with the same value of this IE as a set of co-ordinated DCHs and

2.
include this DCH in the new configuration only if it can include all DCHs with the same value of the DCH Combination Indicator IE in the new configuration

 

The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

The DRNS may use the included RLC Mode IE to optimise the power control.

The DRNS shall use the included UL DCH FP Mode IE for a DCH to be added as the new DCH FP Mode in the Uplink of the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWS IE for a DCH to be added as the new Time of Arrival Window Start Point in the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWE IE for a DCH to be added as the new Time of Arrival Window End Point in the user plane for this DCH in the new configuration.

DCH Deletion:

If the RADIO LINK RECONFIGURATION PREPARE message includes any DCH to be deleted from the Radio Link(s), the DRNS shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Uplink Scrambling Code IE, the DRNS shall apply this Uplink Scrambling Code to the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one or more Uplink Channelisation Code IEs, the DRNS shall apply the new Uplink Channelisation Code(s) in the new configuration.

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes one or more Spreading Factor of Channelisation Code (DL) IE, for each Spreading Factor of Channelisation Code (DL) IE the DRNS shall allocate one new Downlink Channelisation Code per Radio Link and apply the new Downlink Channelisation Code(s) to the new configuration. Each Downlink Channelisation Code allocated for the new configuration shall be included as a Channelisation Code (DL) IE in the RADIO LINK RECONFIGURATION READY message when sent to the SRNC.]

The DRNS shall use the TFCS (UL) IE when reserving resources for the uplink of the new configuration. The DRNS shall apply the new TFCS in the Uplink of [TDD – the CCTrCH of] the new configuration.

The DRNS shall use the TFCS (DL) IE when reserving resources for the downlink of the new configuration. The DRNS shall apply the new TFCS in the Downlink of [TDD – the CCTrCH of] the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Mean Bit Rate (UL) IE, the DRNS should use this information when reserving resources for the Uplink of the new configuration.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Mean Bit Rate (DL) IE, the DRNS should use this information when reserving resources for the Downlink of the new configuration.

[Editor's note: There is presently no clear definition of the Mean Bit Rate IEs. The handling of these IEs is thus regarded as FFS.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes on the UL DPCCH Structure IE, group the DRNS shall apply the new Uplink DPCCH Structure to the new configuration.]

SSDT Activation/Deactivation:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SSDT Indication IE set to "SSDT Active in the UE", the DRNS may activate SSDT using the SSDT Cell Identity IE and SSDT Cell Identity Length IE in the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the SSDT Indication IE set to "SSDT not Active in the UE", the DRNS shall deactivate SSDT in the new configuration.]

If the requested modifications are allowed by the DRNS, and the DRNS has successfully reserved the required resources for the new configuration of the Radio Link(s) it shall respond to the SRNC with the RADIO LINK RECONFIGURATION READY message.

The DRNS decides the maximum and minimum Eb/No for the uplink of the Radio Link(s) and shall return this in the Maximum Uplink Eb/No IE and Minimum Uplink Eb/No IE for each Radio Link in the RADIO LINK RECONFIGURATION READY message.

[TDD – The DRNC shall include all the IEs corresponding to the new physical channel parameters for the DL DPCH and/or the UL DPCH to be reconfigured in the RADIO LINK RECONFIGURATION READY message.]

[Editor's note: Which information in the RL RECONFIGURATION PREPARE message triggers the DRNC to include any of the following Optional TDD information?:
a) DL DPCH Group
b) UL DPCH Group
c) TDD Physical Channel Offset, Repetition Length, and TFCI Presence IEs as part of the DL DPCH Group
d) TDD Physical Channel Offset, Repetition Length, and TFCI Presence IEs as part of the UL DPCH Group.]

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the DCH to be Added IE group or the DCH to be Modified IE group shall be included only for one of the DCHs in the set of co-ordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the DRNS the DCH to be Added IE group and the DCH to be Modified IE group shall be included only for one of the combined Radio Links.

8.3.7.2
Successful Operation
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Figure 2: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon reception, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Allocation/Retention Priority IE for a DCH to be modified, the DRNS should use this new value when reserving resources for this DCH in the new configuration.


If the RADIO LINK RECONFIGURATION REQUEST message includes on the Frame Handling Priority IE for a DCH to be modified, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Transport Format Set (UL) IE for a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Transport Format Set (DL) IE for a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the UL DCH FP Mode IE for a DCH to be modified, the DRNS shall apply the new DCH FP Mode in the Uplink of the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the ToAWS IE for a DCH to be modified, the DRNS shall apply the new ToAWS in the user plane for this DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the ToAWE IE for a DCH to be modified, the DRNS shall apply the new ToAWE in the user plane for this DCH in the new configuration.

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be added to the Radio Link(s), the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes the DCH Combination Indicator IE for a DCH to be added, the DRNS shall.

1.
treat all DCHs with the same value of this IE as a set of co-ordinated DCHs and

2.
include this DCH in the new configuration only if it can include all DCHs with the same value of the DCH Combination Indicator IE in the new configuration

 

The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

If the RADIO LINK RECONFIGURATION REQUEST message includes the RLC Mode IE, the DRNS may use this information to optimise the power control.

The DRNS shall use the included UL DCH FP Mode IE for a DCH to be added as the new DCH FP Mode in the Uplink of the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWS IE for a DCH to be added as the new Time of Arrival Window Start Point in the user plane for this DCH in the new configuration.

The DRNS shall use the included ToAWE IE for a DCH to be added as the new Time of Arrival Window End Point in the user plane for this DCH in the new configuration.

DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to be deleted from the Radio Link(s), the DRNS shall not include this DCH in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration

Physical Channel Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes on the TFCS (UL) IE, the DRNS shall apply the new TFCS in the Uplink of [TDD – the CCTrCH of] the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the TFCS (DL) IE, the DRNS shall apply the new TFCS in the Downlink of [TDD – the CCTrCH of] the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Mean Bit Rate (UL) IE, the DRNS should use this information when reserving resources for the Uplink of the new configuration.

If the RADIO LINK RECONFIGURATION REQUEST message includes on the Mean Bit Rate (DL) IE, the DRNS should use this information when reserving resources for the Downlink of the new configuration.

[Editor's note: There is presently no clear definition of the Mean Bit Rate IEs. The handling of these IEs is thus regarded as FFS.]

f the requested modifications are allowed by the DRNS, the DRNS has successfully allocated the required resources, and changed to the new configuration it shall respond to the SRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

The DRNS decides the maximum and minimum Eb/No for the uplink of the Radio Link(s) and shall return this in the IEs Maximum Uplink Eb/No and Minimum Uplink Eb/No for each Radio Link in the RADIO LINK RECONFIGURATION RESPONSE message.

In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur the DCH to be Added IE group or the DCH to be Modified IE group shall be included only for one of the DCH in the set of co-ordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the DRNS the DCH to be Added IE group and the DCH to be Modified IE group shall be included only for one of the combined Radio Links.

9.2.1.1
Allocation/Retention Priority

This parameter indicates the priority level in the allocation and retention of transport channel resources in DRNS. DRNS uses the Allocation/Retention priority information of the transport channels composing the RL to prioritise requests for RL Setup/addition and reconfiguration. In similar way, DRNS uses the allocation/Retention priority information of the transport channels composing the RL to prioritise which RL shall be set to failure in case of, for example, congestion.
IE/Group Name
Presence
Range
IE type and reference
Semantics description

Allocation/Retention Priority


Frame Handling Priority
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