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9.3
Message and Information element abstract syntax (with ASN.1)

This chapter is for the time being only INFORMATIVE.

In case of misalignment with the tabular format of the messages in chapter 9.1 the ASN.1 needs to be aligned with the tabular format.

The setting of the criticality field and the level on which criticality is set for the IEs and sequences of IEs is still to be decided upon.

9.3.1
Usage of Private Message mechanism for non-standard use

The private message mechanism for non-standard use may be used

-
For special operator- (and/or vendor) specific features considered not to be part of the basic functionality, i.e. the functionality required for a complete and high-quality specification in order to guarantee multi-vendor inter-operability.

-
By vendors for research purposes, e.g. to implement and evaluate new algorithms/features before such features are proposed for standardisation

The private message mechanism shall not be used for basic functionality. Such functionality shall be standardised.

9.3.2
PDU Description for NBAP

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDUREiptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes


CommonTransportChannelSetupRequestFDD,


CommonTransportChannelSetupRequestTDD,


CommonTransportChannelSetupResponse,


CommonTransportChannelSetupFailure,


CommonTransportChannelReconfigurationRequestFDD,


CommonTransportChannelReconfigurationRequestTDD,


CommonTransportChannelReconfigurationResponse,


CommonTransportChannelReconfigurationFailure,


CommonTransportChannelDeletionRequest,


CommonTransportChannelDeletionResponse,


BlockResourceRequest,


BlockResourceResponse,


BlockResourceFailure,


UnblockResourceIndication,


AuditRequiredIndication,


AuditRequest,


AuditResponse,


CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementInitiationFailure,


CommonMeasurementTerminationRequest,


CommonMeasurementFailureIndication,


CommonMeasurementReport,


CellSetupRequestFDD,


CellSetupRequestTDD,


CellSetupResponse,


CellSetupFailure,


CellReconfigurationRequestFDD,


CellReconfigurationRequestTDD,


CellReconfigurationResponse,


CellReconfigurationFailure,


CellDeletionRequest,


CellDeletionResponse,


ResourceStatusIndication,


SystemInformationUpdateRequest,


SystemInformationUpdateResponse,


SystemInformationUpdateFailure,


RadioLinkSetupRequestFDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupFailureFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseTDD,


RadioLinkSetupFailureTDD,


NeighbourCellMeasurementRequestTDD,


NeighbourCellMeasurementResponseTDD,


NeighbourCellMeasurementFailureTDD,


SynchronisationAdjustmentRequestTDD,


SynchronisationAdjustmentResponseTDD,


SynchronisationAdjustmentFailureTDD,


NodeBOutOfSyncIndicationTDD,


SynchronisationRestartRequestTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseTDD,


RadioLinkAdditionFailureTDD,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReady,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


DLPowerControlRequestFDD,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementTerminationRequest,


DedicatedMeasurementFailureIndication,


DedicatedMeasurementReport,


RadioLinkFailureIndication,


RadioLinkRestoreIndication,


CompressedModePrepareFDD,


CompressedModeReadyFDD,


CompressedModeCommitFDD,


CompressedModeFailureFDD,


CompressedModeCancelFDD,


ErrorIndication

FROM NBAP-PDU-Contents


id-audit,


id-auditRequired,


id-blockResource,


id-cellDeletion,


id-cellReconfiguration,


id-cellSetup,


id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelDeletion,


id-commonTransportChannelReconfiguration,


id-commonTransportChannelSetup,


id-compressedModeControlCancellation,


id-compressedModeControlCommit,


id-compressedModeControlPreparation,


id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReport,


id-dedicatedMeasurementTermination,


id-dlPowerControl,


id-neighbourCellMeasurement,


id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkReconfigurationCommit,


id-radioLinkReconfirurationCancel,


id-radioLinkRestoration,


id-radioLinkSetup,


id-resourceStatusIndication,


id-synchronisationAdjustment,


id-synchronisationFailure,


id-synchronisationRestart,


id-synchronisedRadioLinkReconfigurationPreparation,


id-systemInformationUpdate,


id-unblockResource,


id-unsynchronisedRadioLinkReconfiguration

FROM NBAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&Outcome




OPTIONAL,


&messageDiscriminator

MessageDiscriminator,


&procedureID


ProcedureID 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


[OUTCOME


&Outcome]


MESSAGE DISCRIMINATOR

&messageDiscriminator


PROCEDURE ID


&procedureID


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

NBAP-PDU ::= CHOICE {


initiatingMessage

InitiatingMessage,


succesfulOutcome

SuccessfulOutcome,


unsuccesfulOutcome

UnsuccessfulOutcome,


outcome



Outcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureID

NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality

NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator










({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 

TransactionID,


value


NBAP-ELEMENTARY-PROCEDURE.&InitiatingMessage










({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

SuccessfulOutcome ::= SEQUENCE {


procedureID

NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality

NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator










({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),

 
transactionID 

TransactionID,


value


NBAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome











({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureID

NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality

NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator










({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 

TransactionID,


value


NBAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome











({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

Outcome ::= SEQUENCE {


procedureID

NBAP-ELEMENTARY-PROCEDURE.&procedureID
({NBAP-ELEMENTARY-PROCEDURES}),


criticality

NBAP-ELEMENTARY-PROCEDURE.&criticality
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


messageDiscriminator
NBAP-ELEMENTARY-PROCEDURE.&messageDiscriminator










({NBAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID 

TransactionID,


value


NBAP-ELEMENTARY-PROCEDURE.&Outcome
({NBAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2



,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-1 NBAP-ELEMENTARY-PROCEDURE ::= {


commonTransportChannelSetupFDD



|


commonTransportChannelSetupTDD



|


commonTransportChannelReconfigurationFDD

|


commonTransportChannelReconfigurationTDD

|


commonTransportChannelDeletion



|


blockResource





|


audit






|


commonMeasurementInitiation



|


cellSetupFDD





|


cellSetupTDD





|


cellReconfigurationFDD




|


cellReconfigurationTDD




|


cellDeletion





|


systemInformationUpdate




|


radioLinkSetupFDD




|


radioLinkSetupTDD




|


neighbourCellMeasurementTDD



|


synchronisationAdjustmentTDD



|


radioLinkAdditionFDD




|


radioLinkAdditionTDD




|


radioLinkReconfigurationCommit



|


radioLinkReconfigurationCancellation


|


radioLinkDeletion




|


dedicatedMeasurementInitiation



|


compressedModeControlPreparationFDD


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


unblockResource





|


auditRequired





|


commonMeasurementTermination



|


commonMeasurementFailure



|


commonMeasurementReport




|


resourceStatusIndication



|


synchronisationFailureTDD



|


synchronisationRestartTDD



|


synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unsynchronisedRadioLinkReconfigurationFDD

|


unsynchronisedRadioLinkReconfigurationTDD

|


dlPowerControlFDD




|


dedicatedMeasurementTermination



|


dedicatedMeasurementFailure



|


dedicatedMeasurementReport



|


radioLinkFailure




|


radioLinkRestoration




|


compressedModeControlCommitFDD



|


compressedModeControlCancellationFDD


|


errorIndication





|


privateMessage





,


...

}





-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

-- Class 1

-- *** CommonTransportChannelSetup (FDD) ***

commonTransportChannelSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelSetupRequestFDD


SUCCESSFUL OUTCOME
CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonTransportChannelSetup, ddMode fdd } 


CRITICALITY 

ignore

}

-- *** CommonTransportChannelSetup (TDD) ***

commonTransportChannelSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelSetupRequestTDD


SUCCESSFUL OUTCOME
CommonTransportChannelSetupResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonTransportChannelSetup, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** CommonTransportChannelReconfiguration (FDD) ***

commonTransportChannelReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonTransportChannelReconfiguration, ddMode fdd } 


CRITICALITY 

ignore

}

-- *** CommonTransportChannelReconfiguration (TDD) ***

commonTransportChannelReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationResponse


UNSUCCESSFUL OUTCOME
CommonTransportChannelReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonTransportChannelReconfiguration, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** CommonTransportChannelDeletionRequest ***

commonTransportChannelDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelDeletionRequest


SUCCESSFUL OUTCOME
CommonTransportChannelDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonTransportChannelDeletion, ddMode common } 


CRITICALITY 

ignore

}

-- *******************************************************************

-- *** BlockResourceRequest ***

blockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
BlockResourceRequest


SUCCESSFUL OUTCOME
BlockResourceResponse


UNSUCCESSFUL OUTCOME
BlockResourceFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-blockResource, ddMode common } 


CRITICALITY 

ignore

}

-- *** UnblockResourceIndication ***

unblockResource NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
UnblockResourceIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-unblockResource, ddMode common } 


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** AuditRequired ***

auditRequired NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
AuditRequiredIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-auditRequired, ddMode common } 


CRITICALITY 

ignore

}

-- *** Audit ***

audit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
AuditRequest


SUCCESSFUL OUTCOME
AuditResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-audit, ddMode common } 


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** CommonMeasurementInitiation ***

commonMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementInitiationRequest


SUCCESSFUL OUTCOME
CommonMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
CommonMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonMeasurementInitiation,
ddMode common } 


CRITICALITY 

ignore

}

-- *** CommonMeasurementTermination ***

commonMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonMeasurementTermination, ddMode common } 


CRITICALITY 

ignore

}

-- *** CommonMeasurementFailure ***

commonMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementFailureIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonMeasurementFailure, ddMode common } 


CRITICALITY 

ignore

}

-- *** CommonMeasurementReport ***

commonMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonMeasurementReport


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-commonMeasurementReport, ddMode common } 


CRITICALITY 

ignore

}

-- ***********************************************************************

-- *** CellSetup (FDD) ***

cellSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellSetupRequestFDD


SUCCESSFUL OUTCOME
CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-cellSetup, ddMode fdd } 


CRITICALITY 

ignore

}

-- *** CellSetup (TDD) ***

cellSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellSetupRequestTDD


SUCCESSFUL OUTCOME
CellSetupResponse


UNSUCCESSFUL OUTCOME
CellSetupFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-cellSetup, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** CellReconfiguration(FDD) ***

cellReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellReconfigurationRequestFDD


SUCCESSFUL OUTCOME
CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-cellReconfiguration, ddMode fdd } 


CRITICALITY 

ignore

}

-- *** CellReconfiguration(TDD) ***

cellReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellReconfigurationRequestTDD


SUCCESSFUL OUTCOME
CellReconfigurationResponse


UNSUCCESSFUL OUTCOME
CellReconfigurationFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-cellReconfiguration,
ddMode tdd } 


CRITICALITY 

ignore

}

-- *** CellDeletion ***

cellDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CellDeletionRequest


SUCCESSFUL OUTCOME
CellDeletionResponse


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-cellDeletion, ddMode common } 


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** ResourceStatusIndication ***

resourceStatusIndication NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ResourceStatusIndication


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-resourceStatusIndication, ddMode common } 


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** SystemInformationUpdate ***

systemInformationUpdate NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SystemInformationUpdateRequest


SUCCESSFUL OUTCOME
SystemInformationUpdateResponse


UNSUCCESSFUL OUTCOME
SystemInformationUpdateFailure


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-systemInformationUpdate, ddMode common } 


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** RadioLinkSetup (FDD) ***

radioLinkSetupFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkSetupRequestFDD


SUCCESSFUL OUTCOME
RadioLinkSetupResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureFDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-radioLinkSetup, ddMode fdd } 


CRITICALITY 

ignore

}

-- *** RadioLinkSetup (TDD) ***

radioLinkSetupTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkSetupRequestTDD


SUCCESSFUL OUTCOME
RadioLinkSetupResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-radioLinkSetup, ddMode tdd } 


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** NeighbourCellMeasurement (TDD only) ***

neighbourCellMeasurementTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
NeighbourCellMeasurementRequestTDD


SUCCESSFUL OUTCOME
NeighbourCellMeasurementResponseTDD


UNSUCCESSFUL OUTCOME
NeighbourCellMeasurementFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-neighbourCellMeasurement, ddMode tdd } 


CRITICALITY 

ignore

}

-- **********************************************************************

-- *** SynchronisationAdjustment (TDD only) ***

synchronisationAdjustmentTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SynchronisationAdjustmentRequestTDD


SUCCESSFUL OUTCOME
SynchronisationAdjustmentResponseTDD


UNSUCCESSFUL OUTCOME
SynchronisationAdjustmentFailureTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-synchronisationAdjustment, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** NodeBOutOfSyncIndication (TDD only) ***

synchronisationFailureTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
NodeBOutOfSyncIndicationTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-synchronisationFailure, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** SynchronisationRestart (TDD only) ***

synchronisationRestartTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SynchronisationRestartRequestTDD


MESSAGE DISCRIMINATOR
common


PROCEDURE ID 

{ procedureCode id-synchronisationRestart, ddMode tdd } 


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** RadioLinkAddition (FDD) ***

radioLinkAdditionFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkAdditionRequestFDD


SUCCESSFUL OUTCOME
RadioLinkAdditionResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-radioLinkAddition, ddMode fdd } 


CRITICALITY 

ignore

}

-- *** RadioLinkAddition (TDD) ***

radioLinkAdditionTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkAdditionRequestTDD


SUCCESSFUL OUTCOME
RadioLinkAdditionResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureTDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-radioLinkAddition, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** RadioReconfirurationPrepare (FDD) ***

synchronisedRadioLinkReconfigurationPreparationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationPrepareFDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode fdd } 


CRITICALITY 

ignore

}

-- *** RadioReconfirurationPrepare (TDD) ***

synchronisedRadioLinkReconfigurationPreparationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationPrepareTDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationReady


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-synchronisedRadioLinkReconfigurationPreparation, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** (FDD) ***

unsynchronisedRadioLinkReconfigurationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationRequestFDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-unsynchronisedRadioLinkReconfiguration, ddMode fdd } 


CRITICALITY 

ignore

}

-- *** (TDD) ***

unsynchronisedRadioLinkReconfigurationTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationRequestTDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationResponse


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-unsynchronisedRadioLinkReconfiguration, ddMode tdd } 


CRITICALITY 

ignore

}

-- *** RadioLinkReconfirurationCommit ***

radioLinkReconfigurationCommit NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationCommit


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-radioLinkReconfigurationCommit, ddMode common } 


CRITICALITY 

ignore

}

-- *** RadioReconfigurationCancellation ***

radioLinkReconfigurationCancellation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationCancel


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-radioLinkReconfirurationCancel, ddMode common } 


CRITICALITY 

ignore

}

-- *** RadioLinkDeletion
***

radioLinkDeletion NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkDeletionRequest


SUCCESSFUL OUTCOME
RadioLinkDeletionResponse


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-radioLinkDeletion, ddMode common }


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** DLPowerControl (FDD only) ***

dlPowerControlFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DLPowerControlRequestFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-dlPowerControl, ddMode fdd }


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** DedicatedMeasurementInitiation  ***

dedicatedMeasurementInitiation NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementInitiationRequest


SUCCESSFUL OUTCOME
DedicatedMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
DedicatedMeasurementInitiationFailure


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-dedicatedMeasurementInitiation, ddMode common }


CRITICALITY 

ignore

}

-- *** DedicatedMeasurementTermination  ***

dedicatedMeasurementTermination NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementTerminationRequest


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-dedicatedMeasurementTermination, ddMode common }


CRITICALITY 

ignore

}

-- *** DedicatedMeasurementFailure ***

dedicatedMeasurementFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-dedicatedMeasurementFailure, ddMode common }


CRITICALITY 

ignore

}

-- *** DedicatedMeasurementReport ***

dedicatedMeasurementReport NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementReport


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-dedicatedMeasurementReport, ddMode common }


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** RadioLinkFailureIndication ***

radioLinkFailure NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkFailureIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-radioLinkFailure, ddMode common }


CRITICALITY 

ignore

}

-- *** RadioLinkRestoreIndication ***

radioLinkRestoration NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkRestoreIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-radioLinkRestoration, ddMode common }


CRITICALITY 

ignore

}

-- ************************************************************************

-- *** CompressedModePrepare (FDD only) ***

compressedModeControlPreparationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModePrepareFDD


SUCCESSFUL OUTCOME
CompressedModeReadyFDD


UNSUCCESSFUL OUTCOME
CompressedModeFailureFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-compressedModeControlPreparation, ddMode fdd }


CRITICALITY 

ignore

}

-- *** CompressedModeCommit (FDD only) ***

compressedModeControlCommitFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModeCommitFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-compressedModeControlCommit, ddMode fdd }


CRITICALITY 

ignore

}

-- *** CompressedModeCommit (FDD only) ***

compressedModeControlCancellationFDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModeCancelFDD


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ procedureCode id-compressedModeControlCancellation, ddMode fdd }


CRITICALITY 

ignore

}

-- *** ErrorIndication ***

errorIndication NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
errorIndication


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 

{ 
procedureCode



 id- errorIndication Cancellation, ddMode common }


CRITICALITY 

ignore

}

-- *** PrivateMessage ***

privateMessage NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage


MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID


{ procedureCode
id-privateMessage, ddMode common }


CRITICALITY



ignore

}








END

9.3.3
NBAP PDU Content Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.

--

-- **************************************************************

NBAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AICH-InformationList,


AICH-Parameters,


AICH-Power,


AICH-TransmissionTiming,


AddOrDeleteIndicator,


AvailabilityStatus,


BindingID,


BlockingPriorityIndicator,


BurstType,


CCTrCH-ID,


CFN,


CN-CSDomainIdentifier,


CN-PSDomainIdentifier,


CRNC-CommunicationContextID,


Cause,


CellParameter,


Cell-Parameter,


ChipOffset,


CommonMeasurementType,


CommonPhysicalChannelID,


CommonPhysicalChannelType,


CommonTransportChannelID,


CommonTransportChannelType,


CommunicationControlPortID,


CommunicationControlPortInformationList,


CompressesModeMethod,


ConfigurationGenerationID,


DCH-CombinationIndication,


DCH-Delete-RL-ReconfReqTDDItem,


DCH-ID,


DCH-InformationResponse-RL-setupResFDD,


DCH-Modify-RL-ReconfPrepTDDItem,


DL-CCTrCH-ID,


DL-CodeInformation,


DL-DPCH-InformationItem-RL-ReconfReqFDD,


DL-DPCH-SlotFormat,


DL-FrameType,


DL-Power,


DL-ReferencePower,


DL-ReferencePowerInformationItem,


DL-ScramblingCode,


DPCH-ID,


DPCH-Offset,


DSCH-ID,


DSCH-InformationResponse-RL-setupResFDD,


DSCH-ModifyList-RL-ReconfResp,


DSCH-SetupList-RL-ReconfResp,


DSCH-TransportFormatSet,


DTX-InsertionPoint,


DTX-InsertionPosition,


D-FieldLength,


DedicatedMeasurementType,


DedicatedMeasurementValue,


DeltaTPC,


DiversityControlField,


DiversityMode,


FACH-Power,


FDD-DL-ChannelisationCodeNumber,


FDD-SCCPCH-Offset,


FrameHandlingPriority,


FrameOffset,


GapStartingSlotNumber,


LocalCellID,


LocalCellInformationList,


LocalCell-ID,


Local-CellID,


MIB-SG-POS,


MIB-SG-REP,


MaxFACH-Power,


MaxNrOfUL-DPDCHs,


MaxNumberOfUL-DPDCHs,


MaximumDLPowerCapability,


MaximumDL-PowerCapability,


MaximumTransmissionPower,


MaximumUL-EbN0,


Maximum-DL-PowerCapability,


MeasuredCellInfo,


MeasurementCharacteristics,


MeasurementID,


MeasurementType,


MessagePartScramblingCode,


MidambleShift,


Midambleshift,


MinUL-ChannelisationCodeLength,


MinimumSpreadingFactor,


MinimumUL-EbN0,


NodeB-CommunicationContextID,


NumberOfChannelElements,


Offset,


PCCPCH-Power,


PCCPCH-TimeSloti,


PCH-Power,


PICH-Information,


PICH-Power,


PSCH-Power,


PSCHandPCCPCH-Allocation,


PSCHandPCCPCH-TimeSlotK,


PUSCH,


PagingIndicatorLength,


PatternDuration,


PayloadCRC-PresenceIndicator,


PilotBitsUsedIndicator,


PowerControlMode,


PowerOffset,


PowerResumeMode,


PreambleScramblingCode,


PreambleSignatures,


PrimaryCPICH-Power,


PrimarySCH-Power,


PrimaryScramblingCode,


Primary-ScramblingCode,


PropagationDelay,


PunctureLimit,


RACH-SlotFormat,


RACH-SubChannelNumbers,


RLC-Mode,


RL-ID,


RL-Information,


RL-InformationItem,


RL-InformationItem-RL-SetupReqTDD,


RL-InformationList-DMeasureRequest,


RL-ReconfigurationFailure-RL-ReconfFailItem,


RadioLinkInformation-RL-ReconfReqTDD,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


ResourceOperationState,


ResourceOperationalState,


SAI,


SFN,


SIB-SG-POS,


SIB-SG-REP,


SSDT-CellIdentity,


SSDT-CellIdentityLength,


SSDT-Cell-IDLength,


SSDT-Indication,


SSDT-SupportIndicator,


STTD-Indicator,


S-CCPCH-Offset,


S-CCPCH-Power,


S-FieldLength,


ScramblingCode,


ScramblingCodeChange,


SecondaryCCPCH-SlotFormat,


SecondaryCPICH-Power,


SecondarySCH-Power,


ShutdownTimer,


SynchronisationMethod,


TDDChipOffset,


TDD-ChannelisationCode,


TFCI-Presence,


TFCI-SignallingMode,


TFCS,


TSTD-Indicator,


T-Cell,


TimeSlot,


TimeSlotDirection,


TimeSlotStatus,


ToAWE,


ToAWS,


TransmissionGapDistance,


TransmissionGapPeriod,


TransmitGapLength,


TransmitGapPositionMode,


TransportFormatCombinationSet,


TransportFormatSet,


TransportLayerAddress,


UARFCN,


C-ID,


UL-CCTrCHInformation,


UL-CCTrCH-ID,


UL-DPCCH-SlotFormat,


UL-FP-Mode,


UL-InterferenceLevel,


UL-PunctureLimit,


UL-ScramblingCode,


UplinkEbNo

FROM NBAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},



ProtocolIE-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION,


FROM NBAP-Containers


id-AICH-Information-ResourceStatIndItem,


id-AICH-ParametersList,


id-AICH-ParametersListItem,


id-AllowedSlotFormatInformationListItem-CTCHreconf-Req-FDD,


id-AllowedSlotFormatInformationListItem-CTCHsetup-Req-FDD,


id-BlockingPriorityIndicator,


id-CCTrCH-ParametersList,


id-CCTrCH-ParametersListItem,


id-CFN,


id-CRNC-CommunicationContextID,


id-CRNCommunicationContextID,


id-Cause,


id-Cell-Information-ResourceStatIndItem,


id-Cell-InformationItem,


id-Cell-InformationList,


id-Cell-Parameter,


id-Cell-ParametersItem,


id-Cell-ParametersList,


id-CellParameter,


id-CommonMeasurementObjectType,


id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCHsetup-Req-FDD,


id-CommonPhysicalChannelType-CTCHsetup-Response,


id-CommunicationControlPort-InformationItem,


id-CommunicationControlPortID,


id-CommunicationControlPortInformation-ResourceStatIndItem,


id-CommunicationControlPortInformationList,


id-CompressesModeMethod,


id-ConfigurationGenerationID,


id-DCH-Add-RL-ReconfPrepFDDItem,


id-DCH-Add-RL-ReconfPrepTDDItem,


id-DCH-Add-RL-ReconfReadyItem,


id-DCH-Add-RL-ReconfReqFDDItem,


id-DCH-Add-RL-ReconfReqTDDItem,


id-DCH-AddItem-RL-ReconfResp,


id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfReqFDD,


id-DCH-AddList-RL-ReconfReqTDD,


id-DCH-Delete-RL-ReconfPrepFDDItem,


id-DCH-Delete-RL-ReconfPrepTDDItem,


id-DCH-Delete-RL-ReconfReqFDDItem,


id-DCH-Delete-RL-ReconfReqTDDItem,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfReqFDD,


id-DCH-DeleteList-RL-ReconfReqTDD,


id-DCH-Information-RL-SetupReqFDDItem,


id-DCH-Information-RL-SetupReqTDDItem,


id-DCH-InformationList-RL-SetupReqFDD,


id-DCH-InformationList-RL-SetupReqTDD,


id-DCH-InformationResponse-RL-SetupFailFDDItem,


id-DCH-InformationResponse-RL-setupResTDDItem,


id-DCH-InformationResponseItem,


id-DCH-Modify-RL-ReconfPrepFDDItem,


id-DCH-Modify-RL-ReconfPrepTDDItem,


id-DCH-Modify-RL-ReconfReadyItem,


id-DCH-Modify-RL-ReconfReqFDDItem,


id-DCH-Modify-RL-ReconfReqTDDItem,


id-DCH-ModifyItem-RL-ReconfResp,


id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfReqFDD,


id-DCH-ModifyList-RL-ReconfReqTDD,


id-DL-CCTrCH-Information-RL-ReconfPrepTDDItem,


id-DL-CCTrCH-Information-RL-ReconfReqTDDItem,


id-DL-CCTrCH-Information-RL-SetupReqTDDItem,


id-DL-CCTrCH-InformationItem,


id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationList-RL-ReconfReqTDD,


id-DL-CCTrCH-InformationList-RL-SetupReqTDD,


id-DL-CCTrCHInformationItem,


id-DL-CCTrCHInformationList,


id-DL-CodeInformation,


id-DL-CodeInformation-RL-ReconfPrepFDDItem,


id-DL-CodeInformation-RL-SetupReqFDDItem,


id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-ReconfPrepTDDItem,


id-DL-DPCH-Information-RL-SetupReqTDDItem,


id-DL-DPCH-InformationItem,


id-DL-DPCH-InformationItem-RL-ReconfReqFDD,


id-DL-DPCH-InformationItem-RL-SetupReqFDD,


id-DL-FrameType,


id-DL-ReferencePowerInformationItem,


id-DSCH-AddItem-RL-ReconfPrepFDD,


id-DSCH-AddItem-RL-ReconfReqFDD,


id-DSCH-DeleteItem-RL-ReconfPrepFDD,


id-DSCH-DeleteItem-RL-ReconfReqFDD,


id-DSCH-ID,


id-DSCH-Information-RL-SetupReqFDDItem,


id-DSCH-InformationList-RL-SetupReqFDD,


id-DSCH-InformationResponse-RL-SetupFailFDDItem,


id-DSCH-InformationResponse-RL-setupResFDDItem,


id-DSCH-ModifyItem-RL-ReconfPrepFDD,


id-DSCH-ModifyItem-RL-ReconfReqFDD,


id-DedicatedMeasurementObjectType,


id-DedicatedMeasurementType,


id-FACH-Information-ResourceStatIndItem,


id-FACH-InformationItem,


id-FACH-ListItem,


id-FACH-ParametersList-CTCHreconf-Req-FDD,


id-FACH-ParametersList-CTCHreconf-Req-TTD,


id-FACH-ParametersListItem-CTCHreconf-Req-FDD,


id-FACH-ParametersListItem-CTCHreconf-Req-TTD,


id-FACH-ParametersListItem-CTCHsetup-Req-FDD,


id-FACH-ParametersListItem-CTCHsetup-Response,


id-GapStartingSlotNumber,


id-IndicationType,


id-Local-Cell-Information-ResourceStatIndItem,


id-Local-CellInformation-ResourceStatIndItem,


id-LocalCell-ID,


id-LocalCell-InformationItem,


id-LocalCellInformationList,


id-MIB-SegmentInformationItem,


id-MIB-SegmentInformationList,


id-MaximumTransmissionPower,


id-MeasuredCellInfo,


id-MeasurementCharacteristics,


id-MeasurementID,


id-MeasurementType,


id-NeighbouringFDD-Cell-InformationItem,


id-NeighbouringTDD-Cell-InformationItem,


id-NodeB-CommunicationContextID,


id-PCCPCH-Information,


id-PCH-Information-ResourceStatIndItem,


id-PCH-InformationItem,


id-PCH-ListItem,


id-PCH-Parameters-CTCHreconf-Req-FDD,


id-PCH-ParametersList,


id-PCH-ParametersListItem,


id-PICH-Parameters-CTCHreconf-Req-FDD,


id-PRACH-ParametersList,


id-PRACH-ParametersListItem,


id-PSCH-Information,


id-PSCHandPCCPCH-Information,


id-PUSCH-ListItem,


id-PatternDuration,


id-PowerControlMode,


id-PowerResumeMode,


id-PrimaryCCPCH-Information,


id-PrimaryCPICH-Information,


id-PrimarySCH-Information,


id-PrimaryScramblingCode,


id-ProcedureScopeType,


id-RACH-Information-ResourceStatIndItem,


id-RACH-InformationItem,


id-RL-ID,


id-RL-Information,


id-RL-Information-DMeasureReportItem,


id-RL-Information-DMeasureRequestItem,


id-RL-Information-DMeasureResponseItem,


id-RL-Information-RL-ReconfPrepFDDItem,


id-RL-Information-RL-SetupReqFDDItem,


id-RL-InformationItem,


id-RL-InformationItem-RL-SetupReqTDD,


id-RL-InformationList,


id-RL-InformationList-RL-ReconfReqFDD,


id-RL-InformationList-RL-SetupReqFDD,


id-RL-InformationResponse-RL-setupResFDDItem,


id-RL-InformationResponseItem-RL-ReconfResp,


id-RL-InformationResponseList-RL-ReconfReady,


id-RL-InformationResponseList-RL-ReconfReadyItem,


id-RL-InformationResponseList-RL-ReconfResp,


id-RL-InformationResponseList-RL-setupResFDD,


id-RL-InformationResponseList-RL-setupResTDD,


id-RL-ReconfigurationFailure-RL-ReconfFailItem,


id-RL-ReconfigurationFailureList-RL-ReconfFail,


id-RL-ResponseInformation,


id-RL-ResponseInformationItem,


id-RL-ResponseInformationList,


id-RL-informationItem,


id-RL-informationList,


id-RadioLinkInformation-RL-ReconfPrepFDDItem,


id-RadioLinkInformation-RL-ReconfPrepTDD,


id-RadioLinkInformation-RL-ReconfReqTDD,


id-RadioLinkInformationList-RL-ReconfPrepFDD,


id-ReportCharacteristics,


id-SFN,


id-SIB-SegmentInformationItem,


id-SIB-SegmentInformationList,


id-ScramblingCodeChange,


id-Secondary-CCPCHListItem,


id-SecondaryCPICH-Information,


id-SecondarySCH-Information,


id-ShutdownTimer,


id-Successful-RL-InformationResponse-RL-SetupFailFDDItem,


id-Successful-RL-InformationResponseItem,


id-Successful-RL-InformationResponseList,


id-Successful-RL-InformationResponseList-RL-SetupFailFDD,


id-SynchronisationMethod,


id-T-Cell,


id-TDDChipOffset,


id-TimeSlotConfigurationItem,


id-TimeSlotConfigurationList,


id-TransmissionGapDistance,


id-TransmissionGapPeriod,


id-TransmitGapLength,


id-TransmitGapPositionMode,


id-UARFCN,


id-C-ID,


id-UL-CCTrCH-Information-RL-ReconfPrepTDDItem,


id-UL-CCTrCH-Information-RL-ReconfReqTDDItem,


id-UL-CCTrCH-Information-RL-SetupReqTDDItem,


id-UL-CCTrCH-InformationItemIE,


id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationList-RL-ReconfReqTDD,


id-UL-CCTrCH-InformationList-RL-SetupReqTDD,


id-UL-CCTrCHInformation,


id-UL-CCTrCHInformationList,


id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfPrepTDDItem,


id-UL-DPCH-Information-RL-SetupReqTDDItem,


id-UL-DPCH-InformationItem-RL-ReconfReqFDD,


id-UL-DPCH-InformationItem-RL-SetupReqFDD,


id-UL-DPCH-InformationItemIE,


id-USCH-Information-ResourceStatIndItem,


id-USCH-InformationItem,


id-USCH-ListItem-CTCHsetup-Req-TDD,


id-Unsuccessful-RL-InformationResponse,


id-Unsuccessful-RL-InformationResponse-RL-SetupFailFDDItem,


id-Unsuccessful-RL-InformationResponseItem,


id-Unsuccessful-RL-InformationResponseItem-RL-SetupFailTDD,


id-Unsuccessful-RL-InformationResponseList,


id-Unsuccessful-RL-InformationResponseList-RL-SetupFailFDD,


maxAICHCell,


maxCCPinNodeB,


maxCellinNodeB,


maxFACHCell,


maxLocalCellinNodeB,


maxMIBSEG,


maxPCHCell,


maxPCHinNodeB,


maxRACHCell,


maxSF,


maxSIBSEG,


maxUCIDinNodeB,


maxUSCHCell,


maxnoCCTrCHs,


maxnoofCCTrCHs,


maxnoofDCHs,


maxnoofDLCodes,


maxnoofDPCHs,


maxnoofDSCHs,


maxnoofFACHCell,


maxnoofFACHs,


maxnoofFDDNeighbours,


maxnoofPCHs,


maxnoofPRACHs,


maxnoofPUSHs,


maxnoofRL-1,


maxnoofRL-2,


maxnoofRLs,


maxnoofSCCPCHs,


maxnoofTDDNeighbours,


maxnoofUSCHs

FROM NBAP-Constants;

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST FDD

--

-- **************************************************************

CommonTransportChannelSetupRequestFDD ::= SEQUENCE {


protocolIEs                     
ProtocolIE-Container       {{CommonTransportChannelSetupRequestFDD-IEs}},


protocolExtensions         

ProtocolExtensionContainer {{CommonTransportChannelSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
}|


{ ID id-ConfigurationGenerationID

CRITICALITY ignore
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID id-CommonPhysicalChannelType-CTCHsetup-Req-FDD  CRITICALITY ignore
TYPE CommonPhysicalChannelType-CTCHsetup-Req-FDD      PRESENCE mandatory 

},


...

}

CommonTransportChannelSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCHsetup-Req-FDD ::= ENUMERATED {


secondary-CCPCH-parameters-CTCHsetup-Req-FDD







Secondary-CCPCH-parameters-CTCHsetup-Req-FDD,

pRACH-parameters-CTCHsetup-Req-FDD







PRACH-parameters-CTCHsetup-Req-FDD

}

Secondary-CCPCH-parameters-CTCHsetup-Req-FDD ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


fdd-SCCPCH-Offset


FDD-SCCPCH-Offset,


dl-ScramblingCode


DL-ScramblingCode,


fdd-DL-ChannelisationCodeNumber

FDD-DL-ChannelisationCodeNumber,


tFCS




TFCS,


secondaryCCPCH-SlotFormat

SecondaryCCPCH-SlotFormat,


pilotBitsUsedIndicator


PilotBitsUsedIndicator,


multiPlexingPosition


MultiPlexngPosition,


sTTD-Indicator



STTD-Indicator,

commonTransportChannelType








CommonTransportChannelType-CTCHsetup-Req-FDD

}

CommonTransportChannelType-CTCHsetup-Req-FDD ::= ENUMERATED {


fACH-ParametersList

FACH-ParametersList-CTCHsetup-Req-FDD,


pCH-Parameters


PCH-Parameters-CTCHsetup-Req-FDD,


bothCH-Parameters

BothCH-Parameters-CTCHsetup-Req-FDD

}

BothCH-Parameters-CTCHsetup-Req-FDD ::= SEQUENCE {


fACH-ParametersList

FACH-ParametersList-CTCHsetup-Req-FDD,


pCH-Parameters


PCH-Parameters-CTCHsetup-Req-FDD

}

FACH-ParametersList-CTCHsetup-Req-FDD ::= SEQUENCE (SIZE (1..maxnoofFACHs)) OF


ProtocolIE-Container {{ FACH-ParametersListItemIE-CTCHsetup-Req-FDD }}

FACH-ParametersListItemIE-CTCHsetup-Req-FDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListItem-CTCHsetup-Req-FDD   CRITICALITY ignore
TYPE FACH-ParametersListItem-CTCHsetup-Req-FDD
PRESENCE mandatory },


...

}

FACH-ParametersListItem-CTCHsetup-Req-FDD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


transportFormatSet

TransportFormatSet,


toAWS



ToAWS,


toAWE



ToAWE,


maxFACH-Power


DL-Power

}

PCH-Parameters-CTCHsetup-Req-FDD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


transportFormatSet

TransportFormatSet,


toAWS



ToAWS,


toAWE



ToAWE,


pCH-Power


DL-Power,


pICH-Parameters


PICH-Parameters-CTCHsetup-Req-FDD

}

PICH-Parameters-CTCHsetup-Req-FDD ::= SEQUENCE {


cmmonPhysicalChannelID


CommonPhysicalChannelID,


dl-ScramblingCode 


DL-ScramblingCode,


fdd-dl-ChannelisationCodeNumber

FDD-DL-ChannelisationCodeNumber,


pICH-Power



DL-Power,


pICH-Mode



PICH-Mode,



sTTD-Indicator



STTD-Indicator

}

PRACH-parameters-CTCHsetup-Req-FDD ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


tFCS




TFCS,


preambleSignatures


PreambleSignatures,


scramblingCodeWord


ScramblingCodeWord

allowedSlotFormatInformationList







AllowedSlotFormatInformationList-CTCHsetup-Req-FDD,


rACH-SubChannelNumbers


RACH-SubChannelNumbers,


ul-punctureLimit


PunctureLimit,


rACH-Parameters












RACH-Parameters-CTCHsetup-Req-FDD,


aICH-Parameters












AICH-Parameters-CTCHsetup-Req-FDD

}

AllowedSlotFormatInformationList-CTCHsetup-Req-FDD ::= SEQUENCE (SIZE (1..maxSF)) OF
ProtocolIE-Container {{AllowedSlotFormatInformationItemIE-CTCHsetup-Req-FDD}}

AllowedSlotFormatInformationItemIE-CTCHsetup-Req-FDD NBAP-PROTOCOL-IES ::= {


{ ID id-AllowedSlotFormatInformationItem-CTCHsetup-Req-FDD



CRITICALITY ignore






TYPE
AllowedSlotFormatInformationItem-CTCHsetup-Req-FDD

PRESENCE
mandatory },


...

}

AllowedSlotFormatInformationItem-CTCHsetup-Req-FDD ::= SEQUENCE {


rACHSlotFormat



RACH-SlotFormat

}

RACH-Parameters ::= SEQUENCE {

 
commonTransportChannelID

CommonTransportChannelID,

 
transportFormatSet


TransportFormatSet

 }

AICH-Parameters ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


dl-ScramblingCode


DL-ScramblingCode,


aICH-TransmissionTiming


AICH-TransmissionTiming,


fDD-DL-ChannelisationCodeNumber

FDD-DL-ChannelisationCodeNumber,


aICH-Power



DL-Power,


sTTD-Indicator



STTD-Indicator

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST TDD

--

-- **************************************************************

CommonTransportChannelSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore

TYPE C-ID



PRESENCE mandatory
}|


{ ID id-ConfigurationGenerationID

CRITICALITY ignore

TYPE ConfigurationGenerationID

PRESENCE mandatory
}|


{ ID id-CommonPhysicalChannelType-CTCHsetupReqTDD
CRITICALITY

 ignore

TYPE 
CommonPhysicalChannelType-CTCHsetupReqTDD

PRESENCE 
mandatory

}|

{ ID id-CommontranportChannelType-CTCHsetupReqTDD
CRITICALITY

 ignore

TYPE 
CommontransportChannelType-CTCHsetupReqTDD

PRESENCE 
mandatory

},


...

}

CommonTransportChannelSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCHsetupReqTDD ::= ENUMERATED {


secondary-CCPCH-parameters-CTCHsetupReqTDD







Secondary-CCPCH-parameters-CTCHsetupReqTDD,

pRACH-parameters-CTCHsetupReqTDD







PRACH-parameters-CTCHsetupReqTDD

}

Secondary-CCPCH-parameters-CTCHsetupReqTDD ::= SEQUENCE {


cCTrCH-ID


CCtrCH-ID,


tFCS



TFCS,


secondaryCCPCH


SecondaryCCPCHList-CTCHsetupReqTDD,

}

SecondaryCCPCHList-CTCHsetupReqTDD ::= SEQUENCE (SIZE (1..maxnoofSCCPCHs)) OF


ProtocolIE-Container {{ SecondaryCCPCHList-CTCHsetupReqTDDItemIE }}

SecondaryCCPCHList-CTCHsetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-SecondaryCCPCHList-CTCHsetupReqTDDItem
CRITICALITY ignore
TYPE SecondaryCCPCHList-CTCHsetupReqTDDItem
PRESENCE
mandatory 

},


...

}

SecondaryCCPCHList-CTCHsetupReqTDDItem ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


tdd-ChannelisationCode

TDD-ChannelisationCode,


timeslot


TimeSlot,


burstType


BurstType,


midambleShift


MidambleShift,


tdd-PhysicalChannelOffset
TDD-PhysicalChannelOffset,



repetitionPeriod

RepetitionPeriod,


repetitionLength

RepetitionLength,


s-CCPCH-Power


DL-Power,


tSTD-Indicator


TSTD-Indicator

}

PRACH-parameters-CTCHsetupReqTDD ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


timeslot


TimeSlot,


tdd-ChannelisationCode

TDD-ChannelisationCode,


burstType


BurstType,


maxPRACH-MidambleShift

MaxPRACH-MidambleShift
OPTIONAL,


pRACH-Midamble 


PRACH-Midamble,


commonTransportChannelType









CommonTransportChannelType-CTCHsetupReqTDD,


rACH



RACH-CTCHsetupReqTDD

}

CommonTransportChannelType-CTCHsetupReqTDD ::= ENUMERATED {


fACH-ParametersList

FACH-ParametersList-CTCHsetupReqTDD,


pCH-Parameters


PCH-Parameters-CTCHsetupReqTDD,


bothCH-Parameters

BothCH-Parameters-CTCHsetupReqTDD

}

BothCH-Parameters-CTCHsetupReqTDD ::= SEQUENCE {


fACH-ParametersList

FACH-ParametersList-CTCHsetupReqFDD,


pCH-Parameters


PCH-Parameters-CTCHsetupReqFDD

}

FACH-ParametersList-CTCHsetupReqFDD ::= SEQUENCE (SIZE (1..maxnoofFACHs)) OF


ProtocolIE-Container {{FACH-ParametersLit-CTCHsetupReqFDD ItemIE }}

FACH-ParametersList-CTCHsetupReqFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersList-CTCHsetupReqFDDItem
CRITICALITY ignore
TYPE FACH-ParametersList-CTCHsetupReqFDDItem
PRESENCE mandatory 
},


...

}

FACH-ParametersList-CTCHsetupReqFDDItem ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


dl-TransportFormatSet

DL-TransportFormatSet,


toAWS



ToAWS,


toAWE



ToAWE

}

PCH-ParametersList-CTCHsetupReqFDD ::= SEQUENCE (SIZE (1..maxnoofPCHs)) OF


ProtocolIE-Container {{PCH-ParametersLit-CTCHsetupReqFDD ItemIE }}

PCH-ParametersList-CTCHsetupReqFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersList-CTCHsetupReqFDDItem
CRITICALITY ignore
TYPE PCH-ParametersList-CTCHsetupReqFDDItem
PRESENCE mandatory 
},


...

}

PCH-ParametersList-CTCHsetupReqFDDItem ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


dl-TransportFormatSet

DL-TransportFormatSet,


toAWS



ToAWS,


toAWE



ToAWE,


pICH-Parameters


PICH-Parameters-CTCHsetupReqTDD

}

PICH-Parameters-CTCHsetup-Req-TDD ::= SEQUENCE {


CommonPhysicalChannelID

CommonPhysicalChannelID,

 
tdd-ChannelisationCode

TDD-ChannelisationCode,

 
timeSlot  


TimeSlot,

 
pICH-Power


PICH-Power,

 
burstType


BurstType

OPTIONAL,

 
midambleshift


Midambleshift,

 
tdd-PhysicalChannelOffset
TDD-PhysicalChannelOffset,

 
repetitionPeriod

RepetitionPeriod,

 
repetitionLength

RepetitionLength,

 
pagingIndicatorLength

PagingIndicatorLength,


pICH-Power


DL-Power


...

}

RACH-CTCHsetupReqTDD ::= SEQUENCE {


commontransportChannelID
CommontransportChannelID

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP RESPONSE

--

-- **************************************************************

CommonTransportChannelSetupResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelSetupResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelSetupResponse-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelSetupResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CommonPhysicalChannelType-CTCHsetup-Resp
CRITICALITY

 ignore

TYPE

CommonPhysicalChannelType-CTCHsetup-Resp
PRESENCE 
mandatory

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional
},


-- At least either or Cause IE or Criticality Diagnostic IE shall be present--


...

}

CommonTransportChannelSetupResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelType-CTCHsetup-Resp ::= ENUMERATED {


fACH-ParametersList

FACH-ParametersList-CTCHsetup-Resp,


pCH-Parameters


PCH-Parameters-CTCHsetup-Resp,


bothCH-Parameters

BothCH-Parameters-CTCHsetup-Resp

}

BothCH-Parameters-CTCHsetup-resp ::= SEQUENCE {


fACH-ParametersList

FACH-ParametersList-CTCHsetup-Resp,


pCH-Parameters


PCH-Parameters-CTCHsetupResp

}

FACH-ParametersList-CTCHsetup-Resp ::= SEQUENCE (SIZE (1..maxnoofFACHs)) OF

 
ProtocolIE-Container {{FACH-ParametersList-CTCHsetup-RespItemIE}}

FACH-ParametersList-CTCHsetup-RespItemIE NBAP-PROTOCOL-IES ::= {

 
{ ID id-FACH-ParametersList-CTCHsetup-RespItem  CRITICALITY ignore
TYPE FACH-ParametersList-CTCHsetup-RespItem
PRESENCE mandatory
 },

 
...

}

FACH-ParametersList-CTCHsetup-RespItem ::= SEQUENCE {

 
commonTransportChannelID

CommonTransportChannelID,


transportLayerAddress


TransportLayerAddress, 


bindingID



BindingID

}

PCH-Parameters-CTCHsetup-Resp ::= SEQUENCE {

  
commonTransportChannelID

CommonTransportChannelID,


transportLayerAddress


TransportLayerAddress, 


bindingID



BindingID

}

PRACH-Parameters-CTCHsetup-Resp ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


transportLayerAddress


TransportLayerAddress, 


bindingID



BindingID

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP FAILURE

--

-- **************************************************************

CommonTransportChannelSetupFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelSetupFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelSetupFailure-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelSetupFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CommonTransportChannelSetupFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-ConfigurationGenerationID

CRITICALITY ignore
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID id-FACH-ParametersList-CTCHreconf-Req-FDD
CRITICALITY ignore
TYPE FACH-ParametersList-CTCHreconf-Req-FDD
PRESENCE optional
}|


{ ID id-PCH-Parameters-CTCHreconf-Req-FDD
CRITICALITY ignore
TYPE PCH-Parameters-CTCHreconf-Req-FDD

PRESENCE optional
}|


{ ID id-PICH-Parameters-CTCHreconf-Req-FDD
CRITICALITY ignore
TYPE PICH-Parameters-CTCHreconf-Req-FDD

PRESENCE optional
}|


{ ID id-PRACH-ParametersList-CTCHreconf-Req-FDD


CRITICALITY ignore
TYPE
 PRACH-ParametersList-CTCHreconf-Req-FDD
PRESENCE optional

}|

{ ID id-AllowedSlotFormatInformationList-CTCHreconf-Req-FDD

CRITICALITY ignor






TYPE
AllowedSlotFormatInformationList-CTCHreconf-Req-FDD

PRESENCE
optional

}|


{ ID id-AICH-ParametersList-CTCHreconf-Req-FDD
CRITICALITY
ignore
TYPE
AICH-ParametersList-CTCHreconf-Req-FDD
PRESENCE optional
},


...

}

CommonTransportChannelReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCHreconf-Req-FDD ::= SEQUENCE (SIZE (1..maxFACHCell)) OF


ProtocolIE-Container {{FACH-ParametersListItemIE-CTCHreconf-Req-FDD}}

FACH-ParametersListItemIE-CTCHreconf-Req-FDD NBAP-PROTOCOL-IES ::= {

 
{ ID id-FACH-ParametersListItem-CTCHreconf-Req-FDD  

CRITICALITY
ignore






TYPE
FACH-ParametersListItem-CTCHreconf-Req-FDD


PRESENCE
mandatory
},

 
...

}

FACH-ParametersListItem-CTCHreconf-Req-FDD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


maxFACH-Power


DL-Power

OPTIONAL,


toAWS



ToAWS


OPTIONAL,


toAWE



ToAWE


OPTIONAL

}

PCH-Parameters-CTCHreconf-Req-FDD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


pCH-Power


DL-Power

OPTIONAL,


toAWS



ToAWS


OPTIONAL,


toAWE



ToAWE


OPTIONAL

}

PICH-Parameters-CTCHreconf-Req-FDD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


pICH-Power


DL-Power

}

PRACH-ParametersList-CTCHreconf-Req-FDD ::= SEQUENCE (SIZE (1..maxnoofPRACHs)) OF


ProtocolIE-Container {{PRACH-ParametersListItemIE-CTCHreconf-Req-FDD}}

PRACH-ParametersListItemIE-CTCHreconf-Req-FDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-ParametersListItem-CTCHreconf-Req-FDD

CRITICALITY
ignore






TYPE
PRACH-ParametersListItem-CTCHreconf-Req-FDD


PRESENCE
optional },


...

}

PRACH-ParametersListItem-CTCHreconf-Req-FDD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


preambleSignatures

PreambleSignatures,

}

AllowedSlotFormatInformationList-CTCHreconf-Req-FDD ::= SEQUENCE (SIZE (1..maxSF)) OF
ProtocolIE-Container {{ AllowedSlotFormatInformationListItemIE-CTCHreconf-Req-FDD }}

AllowedSlotFormatInformationListItemIE-CTCHreconf-Req-FDD NBAP-PROTOCOL-IES ::= {

 
{ ID id-AllowedSlotFormatInformationListItem-CTCHreconf-Req-FDD   


CRITICALITY 
ignore






TYPE 
AllowedSlotFormatInformationListItem-CTCHreconf-Req-FDD

PRESENCE
mandatory },

 
...

}

AllowedSlotFormatInformationListItem-CTCHreconf-Req-FDD ::= SEQUENCE {


slotFormat


SlotFormat


rACH-SubChannelNumbers

RACH-SubChannelNumbers

OPTIONAL

}

AICH-ParametersList-CTCHreconf-Req-FDD ::= SEQUENCE (SIZE (1..maxnoofPRACHs)) OF


ProtocolIE-Container {{ AICH-ParametersListItemIE-CTCHreconf-Req-FDD }}

AICH-ParametersListItemIE-CTCHreconf-Req-FDD NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-ParametersListItem-CTCHreconf-Req-FDD


CRITICALITY
ignore






TYPE
AICH-ParametersListItem-CTCHreconf-Req-FDD


PRESENCE
mandatory },


...

}

AICH-ParametersListItem-CTCHreconf-Req-FDD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


aICH-Power


DL-Power

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
}|


{ ID id-ConfigurationGenerationID

CRITICALITY ignore
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID id-CommonPhysicalChannelType-CTCHreconfReqTDD
CRITICALITY

 ignore

TYPE 
CommonPhysicalChannelType-CTCHreconfReqTDD

PRESENCE 
mandatory

}|


{ ID id-FACH-ParametersList-CTCHreconfReqTTD
CRITICALITY ignore
TYPE FACH-ParametersList-CTCHreconfReqTTD
PRESENCE optional
}|


{ ID id-PCH-ParametersList-CTCHreconfReqTTD
CRITICALITY ignore
TYPE 
PCH-ParametersList-CTCHreconfReqTTD
PRESENCE optional
},


...

}

CommonTransportChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCHreconfReqTDD ::= ENUMERATED {


secondaryCCPCH


SecondaryCCPCH—CTCHreconfReqTDD

}

SecondaryCCPCH—CTCHreconfReqTDD::= SEQUENCE {


cCTrCH-ID


CCTrCH-ID,


secondaryCCPCHList

SecondaryCCPCHList—CTCHreconfReqTDD

}

SecondaryCCPCHList—CTCHreconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofSCCPCHs)) OF

 
ProtocolIE-Container {{ SecondaryCCPCHList—CTCHreconfReqTDDItemIE}}

SecondaryCCPCHList—CTCHreconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {

 
{ ID id-SecondaryCCPCHList—CTCHreconfReqTDDItem  CRITICALITY ignore
TYPE SecondaryCCPCHList—CTCHreconfReqTDDItem
 PRESENCE mandatory
 },

 
...

}

SecondaryCCPCHList—CTCHreconfReqTDDItem ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


pICH-Power



PICH-Power

}

FACH-ParametersList-CTCHreconfReqTTD ::= SEQUENCE (SIZE (1..maxFACHCell)) OF

 
ProtocolIE-Container {{ FACH-ParametersListItemIE-CTCHreconfReqTTD }}

FACH-ParametersListItemIE-CTCHreconfReqTTD NBAP-PROTOCOL-IES ::= {

 
{ ID id-FACH-ParametersListItem-CTCHreconfReqTTD  CRITICALITY ignore
TYPE FACH-ParametersListItem-CTCHreconfReqTTD PRESENCE mandatory
 },

 
...

}

FACH-ParametersListItem-CTCHreconf-Req-TTD ::= SEQUENCE {

 
commonTransportChannelID
CommonTransportChannelID,


toAWS



ToAWS


OPTIONAL,

 
toAWE



ToAWE


OPTIONAL

}

PCH-ParametersList-CTCHreconfReqTTD ::= SEQUENCE (SIZE (1..maxnoofPCHs)) OF


ProtocolIE-Container {{ PCH-ParametersListItemIE-CTCHreconfReqTTD }}

PCH-ParametersListItemIE-CTCHreconfReqTTD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersListItem-CTCHreconfReqTTD
CRITICALITY ignore
TYPE PCH-ParametersListItem-CTCHreconfReqTTD
PRESENCE optional 
},


...

}

PCH-ParametersListItem-CTCHreconfReqTTD ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


toAWS



ToAWS


OPTIONAL,


toAWE



ToAWE


OPTIONAL

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION RESPONSE

--

-- **************************************************************

CommonTransportChannelReconfigurationResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelReconfigurationResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelReconfigurationResponse-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional

},


...

}

CommonTransportChannelReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION FAILURE

--

-- **************************************************************

CommonTransportChannelReconfigurationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelReconfigurationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelReconfigurationFailure-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CommonTransportChannelReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL DELETION REQUEST

--

-- **************************************************************

CommonTransportChannelDeletionRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelDeletionRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelDeletionRequest-Extensions}}                   OPTIONAL,

CommonTransportChannelDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
}|


{ ID id-CommonPhysicalChannelID


CRITICALITY ignore
TYPE CommonPhysicalChannelID


PRESENCE mandatory
}|


{ ID id-ConfigurationGenerationID

CRITICALITY ignore
TYPE ConfigurationGenerationID


PRESENCE mandatory
},


...

}

CommonTransportChannelDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL DELETION RESPONSE

--

-- **************************************************************

CommonTransportChannelDeletionResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelDeletionResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelDeletionResponse-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional

},


...

}

CommonTransportChannelDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE REQUEST

--

-- **************************************************************

BlockResourceRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{BlockResourceRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{BlockResourceRequest-Extensions}}                   OPTIONAL,


...

}

BlockResourceRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
}|


{ ID id-BlockingPriorityIndicator

CRITICALITY ignore
TYPE BlockingPriorityIndicator


PRESENCE mandatory
}|


{ ID id-ShutdownTimer



CRITICALITY ignore
TYPE ShutdownTimer



PRESENCE conditional


},


-- The information element is present when the Blocking Priority Indicator
 IE indicates 'Normal Priority'--


...

}

BlockResourceRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE RESPONSE

--

-- **************************************************************

BlockResourceResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{BlockResourceResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{BlockResourceResponse-Extensions}}                   OPTIONAL,


...

}

BlockResourceResponse-IEs NBAP-PROTOCOL-IES ::= {

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

BlockResourceResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- BLOCK RESOURCE FAILURE

--

-- **************************************************************

BlockResourceFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{BlockResourceFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{BlockResourceFailure-Extensions}}                   OPTIONAL,


...

}

BlockResourceFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause



CRITICALITY ignore

TYPE Cause



PRESENCE mandatory

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

BlockResourceFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UNBLOCK RESOURCE INDICATION

--

-- **************************************************************

UnblockResourceIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UnblockResourceIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{UnblockResourceIndication-Extensions}}                   OPTIONAL,


...

}

UnblockResourceIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
},


...

}

UnblockResourceIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- AUDIT REQUIRED INDICATION

--

-- **************************************************************

AuditRequiredIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{AuditRequiredIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{AuditRequiredIndication-Extensions}}                   OPTIONAL,


...

}

AuditRequiredIndication-IEs NBAP-PROTOCOL-IES ::= {


...

}

AuditRequiredIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- AUDIT REQUEST

--

-- **************************************************************

AuditRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{AuditRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{AuditRequest-Extensions}}                   OPTIONAL,


...

}

AuditRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-ParametersList-Audit-Req
CRITICALITY 
ignore

TYPE Cell-ParametersList-Audit-Req
PRESENCE
optional
},


...

}

AuditRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-ParametersList-Audit-Req ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF


ProtocolIE-Container {{Cell-ParametersItemIE-Audit-Req}}

Cell-ParametersItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-ParametersItem-Audit-Req

CRITICALITY ignore
TYPE Cell-ParametersItem-Audit-Req
PRESENCE
mandatory

},


...

}

Cell-ParametersItem-Audit-Req ::= SEQUENCE {


c-ID



C-ID,


configurationGenerationID
ConfigurationGenerationID

}

-- **************************************************************

--

-- AUDIT RESPONSE

--

-- **************************************************************

AuditResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{AuditResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{AuditResponse-Extensions}}                   OPTIONAL,


...

}

AuditResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-InformationList-Audit-Res

CRITICALITY ignore
TYPE Cell-InformationList-Audit-Res

PRESENCE optional
}|


{ ID id-CommunicationControlPort-InformationList-Audit-Res


CRITICALITY
ignore






TYPE CommunicationControlPort-InformationList-Audit-Res


PRESENCE
optional

}|


{ ID id-Cell-InformationList-Audit-Res
CRITICALITY ignore
TYPE Cell-InformationList-Audit-Res
PRESENCE optional
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

AuditResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-InformationList-Audit-Res ::= SEQUENCE (SIZE (1..maxUCIDinNodeB)) OF


ProtocolIE-Container {{Cell-InformationItemIE-Audit-Res }}

Cell-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-InformationItem-Audit-Res

CRITICALITY ignore
TYPE Cell-InformationItem-Audit-Res

PRESENCE 
optional

},


...

}

Cell-InformationItem-Audit-Res ::= SEQUENCE {


c-ID



C-ID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus,


maximumDLPowerCapability
MaximumDLPowerCapability,


-- to do


minimumSpreadingFactor

MinimumSpreadingFactor,


-- to do


primary-SCH-Information

P-SCH-Information-Audit-Res
OPTIONAL,


secondary-SCH-Information
S-SCH-Information-Audit-Res
OPTIONAL,


primary-CPICH-Information
P-CPICH-Information-Audit-Res
OPTIONAL,


secondary-CPICH-Information
S-CPICH-Information-Audit-Res
OPTIONAL,


primary-CCPCH-Information
P-CCPCH-Information-Audit-Res
OPTIONAL,


bCH-Information


BCH-Information-Audit-Res
OPTIONAL,


secondary-CCPCH-Information
S-CCPCH-Information-Audit-Res
OPTIONAL,


pCH-InformationList

PCH-InformationList-Audit-Res
OPTIONAL,


pICH-Information

PICH-Information-Audit-Res
OPTIONAL,


fACH-InformationList

FACH-InformationList-Audit-Res
OPTIONAL,


pRACH-InformationList

PRACH-InformationList-Audit-Res
OPTIONAL,


rACH-InformationList

RACH-InformationList-Audit-Res
OPTIONAL,


aICH-InformationList

AICH-InformationList-Audit-Res
OPTIONAL,


sCH-InformationList

SCH-InformationList-Audit-Res

OPTIONAL,


pSCH-InformationList

PSCH-InformationList-Audit-Res

OPTIONAL,


communicationControlPortInformation
CommunicationControlPortInformation-Audit-Res

OPTIONAL,


local-CellInformation

Local-CellInformation-Audit-Res

OPTIONAL

}

P-SCH-Information-Audit-Res ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

S-SCH-Information-Audit-Res ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

P-CPICH-Information-Audit-Res ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

S-CPICH-InformationList-Audit-Res ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF


ProtocolIE-Container {{S-CPICH-InformationItemIE-Audit-Res }}

S-CPICH-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-InformationItem-Audit-Res

CRITICALITY ignore
TYPE S-CPICH-InformationItem-Audit-Res
PRESENCE
mandatory

},


...

}

S-CPICH-InformationItem-Audit-Res ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

P-CCPCH-Information-Audit-Res ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

BCH-Information-Audit-Res ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

S-CCPCH-InformationList-Audit-Res ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF


ProtocolIE-Container {{S-CCPCH-InformationItemIE-Audit-Res }}

S-CCPCH-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-InformationItem-Audit-Res

CRITICALITY ignore
TYPE S-CCPCH-InformationItem-Audit-Res
PRESENCE
mandatory

},


...

}

S-CCPCH-InformationItem-Audit-Res ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

PCH-InformationList-Audit-Res ::= SEQUENCE (SIZE (1..maxPCHCell)) OF


ProtocolIE-Container {{PCH-InformationItemIE-Audit-Res }}

PCH-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-InformationItem-Audit-Res

CRITICALITY ignore
TYPE PCH-InformationItem-Audit-Res
PRESENCE
mandatory

},


...

}

PCH-InformationItem-Audit-Res ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

FACH-InformationList-Audit-Res ::= SEQUENCE (SIZE (1..maxFACHCell)) OF


ProtocolIE-Container {{FACH-InformationItemIE-Audit-Res}}

FACH-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-InformationItem-Audit-Res

CRITICALITY ignore
TYPE FACH-InformationItem-Audit-Res
PRESENCE
mandatory

},


...

}

FACH-InformationItem-Audit-Res ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

PRACH-InformationList-Audit-Res ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF


ProtocolIE-Container {{PRACH-InformationItemIE-Audit-Res}}

PRACH-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-InformationItem-Audit-Res

CRITICALITY ignore
TYPE PRACH-InformationItem-Audit-Res
PRESENCE
mandatory

},


...

}

PRACH-InformationItem-Audit-Res ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

RACH-InformationList-Audit-Res ::= SEQUENCE (SIZE (1..maxRACHCell)) OF


ProtocolIE-Container {{RACH-InformationItemIE-Audit-Res}}

RACH-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-InformationItem-Audit-Res

CRITICALITY ignore
TYPE RACH-InformationItem-Audit-Res
PRESENCE
mandatory

},


...

}

RACH-InformationItem-Audit-Res ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

AICH-InformationList-Audit-Res ::= SEQUENCE (SIZE (1..maxRACHCell)) OF


ProtocolIE-Container {{RACH-InformationItemIE-Audit-Res}}

AICH-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-InformationItem-Audit-Res

CRITICALITY ignore
TYPE RACH-InformationItem-Audit-Res
PRESENCE
mandatory

},


...

}

AICH-InformationItem-Audit-Res ::= SEQUENCE {


CommonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

SCH-InformationItem-Audit-Res ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

RACH-InformationItem-Audit-Res ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

CommunicationControlPort-InformationList-Audit-Res ::=SEQUENCE (SIZE (1..maxCCPinNodeB)) OF


ProtocolIE-Container {{CommunicationControlPort-InformationItemIE }}

CommunicationControlPort-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ID id-CommunicationControlPort-InformationItem-Audit-Res
CRITICALITY
ignore






TYPE
CommunicationControlPort-InformationItem-Audit-Res

PRESENCE
mandatory


},

}


CommunicationControlPort-InformationItem-Audit-Res ::= SEQUENCE {


communicationControlPortID
CommunicationControlPortID,


resourceOperationalState
ResourceOperationalState,


availabilityStatus

AvailabilityStatus

}

LocalCell-InformationList-Audit-Res ::=SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF


ProtocolIE-Container {{LocalCell-InformationItemIE-Audit-Res}}

LocalCell-InformationItemIE-Audit-Res NBAP-PROTOCOL-IES ::= {


{ ID id-LocalCell-InformationItem-Audit-Res
CRITICALITY ignore
TYPE LocalCell-InformationItem-Audit-Res
PRESENCE mandatory
},


...

}

LocalCell-InformationItem-Audit-Res ::= SEQUENCE {


localCellID



LocalCellID,


numberOfChannelElements


NumberOfChannelElements

OPTIONAL,


maximumDLPowerCapability

MaximumDLPowerCapability
OPTIONAL

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

CommonMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonMeasurementInitiationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonMeasurementInitiationRequest-Extensions}}                   OPTIONAL,


...

}

CommonMeasurementInitiationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
}|


{ ID id-CommonMeasurementObjectType-CMeasureInitReq
CRITICALITY

 ignore

TYPE 
CommonMeasurementObjectType-CMeasureInitReq

PRESENCE 
mandatory

}|


{ ID id-CommonMeasurementType


CRITICALITY ignore

TYPE CommonMeasurementType


PRESENCE mandatory
}|


{ ID id-MeasurementCharacteristics

CRITICALITY ignore
TYPE MeasurementCharacteristics


PRESENCE mandatory
}|


{ ID id-ReportCharacteristics


CRITICALITY ignore
TYPE ReportCharacteristics


PRESENCE mandatory
},


...

}

CommonMeasurementInitiationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-CMeasureInitReq ::= ENUMERATED {


cell



Cell-CMeasureInitReq,


rACH



RACH-CMeasureInitReq

}

Cell-CMeasureInitReq ::= SEQUENCE {


c-ID



C-ID,


timeSlot


TimeSlot

}

RACH-CMeasureInitReq ::= SEQUENCE {


c-ID



C-ID,


commonTransportChannelID
CommonTransportChannelID

}

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

CommonMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonMeasurementInitiationResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonMeasurementInitiationResponse-Extensions}}                   OPTIONAL,


...

}

CommonMeasurementInitiationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
}|


{ ID id-CommonMeasurementObjectType-Res

CRITICALITY ignore
TYPE CommonMeasurementObjectType-Res

PRESENCE mandatory
}|


{ ID id-SFN




CRITICALITY ignore
TYPE SFN




PRESENCE optional
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CommonMeasurementInitiationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

 CommonMeasurementObjectType-Res ::= CHOICE {

 
cell




Cell-CommonMeasurement-Res,

 
rACH




RACH-CommonMeasurement-Res

 }

Cels-CommonMeasurement-Req ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue

 }

RACH-CommonMeasurement-Req ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue

 }

-- **************************************************************

--

-- COMMON MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

CommonMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonMeasurementInitiationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonMeasurementInitiationFailure-Extensions}}                   OPTIONAL,


...

}

CommonMeasurementInitiationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
}|


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CommonMeasurementInitiationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT REPORT

--

-- **************************************************************

CommonMeasurementReport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonMeasurementReport-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonMeasurementReport-Extensions}}                   OPTIONAL,


...

}

CommonMeasurementReport-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
}|


{ ID id-CommonMeasurementObjectType-Rep

CRITICALITY ignore
TYPE CommonMeasurementObjectType-Rep

PRESENCE mandatory
}|


{ ID id-SFN




CRITICALITY ignore
TYPE SFN




PRESENCE optional
},


...

}

CommonMeasurementReport-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementObjectType-Rep ::= ENUMERATED {

 
cell




Cell-CommonMeasurement-Rep,


rACH




RACH-CommonMeasurement-Rep

 }

Cell-CommonMeasurement-Rep ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue

 }

RACH-CommonMeasurement-Rep ::= SEQUENCE {

 
commonMeasurementValue


CommonMeasurementValue

 }

-- **************************************************************

--

-- COMMON MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

CommonMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonMeasurementTerminationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonMeasurementTerminationRequest-Extensions}}                   OPTIONAL,


...

}

CommonMeasurementTerminationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
},


...

}

CommonMeasurementTerminationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

CommonMeasurementFailureIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonMeasurementFailureIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonMeasurementFailureIndication-Extensions}}                   OPTIONAL,


...

}

CommonMeasurementFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
}|


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CommonMeasurementFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL SETUP REQUEST FDD

--

-- **************************************************************

CellSetupRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

CellSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-LocalCell-ID



CRITICALITY ignore
TYPE LocalCell-ID



PRESENCE mandatory
}|


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
}|


{ ID id-ConfigurationGenerationID

CRITICALITY ignore
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID id-T-Cell




CRITICALITY ignore
TYPE T-Cell




PRESENCE mandatory
}|


{ ID id-UARFCN




CRITICALITY ignore
TYPE UARFCN




PRESENCE mandatory
}|


{ ID id-MaximumTransmissionPower

CRITICALITY ignore
TYPE MaximumTransmissionPower


PRESENCE mandatory
}|


{ ID id-PrimaryScramblingCode


CRITICALITY ignore
TYPE PrimaryScramblingCode


PRESENCE mandatory
}|


{ ID id-PrimarySCH-Information-Cellsetup-Req
CRITICALITY ignore
TYPE PrimarySCH-Information-Cellsetup-Req
PRESENCE mandatory
}|


{ ID id-SecondarySCH-Information-Cellsetup-Req
CRITICALITY ignore
TYPE SecondarySCH-Information-Cellsetup-Req
PRESENCE mandatory
}|


{ ID id-PrimaryCPICH-Information-Cellsetup-Req
CRITICALITY ignore
TYPE PrimaryCPICH-Information-Cellsetup-Req
PRESENCE mandatory
}|


{ ID id-SecondaryCPICH-Information-Cellsetup-Req

CRITICALITY ignore






TYPE
SecondaryCPICH-Information-Cellsetup-Req


PRESENCE optional

}|


{ ID id-PrimaryCCPCH-Information-Cellsetup-Req
CRITICALITY ignore
TYPE PrimaryCCPCH-Information-Cellsetup-Req
PRESENCE mandatory
},


...

}

CellSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimarySCH-Information-Cellsetup-Req ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


primarySCH-Power

DL-Power,


tSTD-Indicator


TSTD-Indicator

}

SecondarySCH-Information-Cellsetup-Req ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


secondarySCH-Power

DL-Power,


transmitDiversityIndication
TransmitDiversityIndication

}

PrimaryCPICH-Information-Cellsetup-Req ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


primaryCPICH-Power

DL-Power,


sTTD-Indicator


STTD-Indicator

}

SecondaryCPICH-Information-Cellsetup-Req ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


dl-ScramblingCode

DL-ScramblingCode,


secondaryCPICH-Power

DL-Power,


transmitDiversityIndication
TransmitDiversityIndication

}

PrimaryCCPCH-Information-Cellsetup-Req ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


bCH-information-Cellsetup-Req
BCH-Information-PrimCCPCH-Cellsetup-Req,


sTTD-Indicator


STTD-Indicator

}

BCH-Information-PrimCCPCH-Cellsetup-Req ::= SEQUENCE {

 
commonTransportChannelID
CommonTransportChannelID,

 
bCH-Power


DL-Power

 }

-- **************************************************************

--

-- CELL SETUP REQUEST TDD

--

-- **************************************************************

CellSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

CellSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-LocalCell-ID



CRITICALITY ignore
TYPE LocalCell-ID



PRESENCE mandatory
}|


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
}|


{ ID id-ConfigurationGenerationID

CRITICALITY ignore
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID id-UARFCN




CRITICALITY ignore
TYPE UARFCN




PRESENCE mandatory
}|


{ ID id-Cell-Parameter-ID


CRITICALITY ignore
TYPE Cell-Parameter-ID



PRESENCE mandatory
}|


{ ID id-MaximumTransmissionPower

CRITICALITY ignore
TYPE MaximumTransmissionPower


PRESENCE optional
}|


{ ID id-TransmissionDiversityApplied

CRITICALITY ignore
TYPE TransmissionDiversityApplied

PRESENCE mandatory
}|


{ ID id-SyncCase



CRITICALITY ignore
TYPE TransmissionDiversityApplied

PRESENCE mandatory
}|


{ ID id-PSCH-Information-CellsetupReqTDD
CRITICALITY ignore
TYPE PSCH-Information-CellsetupReqTDD

PRESENCE mandatory
}|


{ ID id-PCCPCH-Information-CellsetupReqTDD
CRITICALITY ignore
TYPE PCCPCH-Information-CellsetupReqTDD

PRESENCE mandatory
}|

{ ID id-TimeSlotConfigurationList-CellsetupReqTDD
CRITICALITY
 ignore

TYPE 
TimeSlotConfigurationList-CellsetupReqTDD

PRESENCE
mandatory

},


...

}

CellSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PSCH-Information-CellsetupReqTDD ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


syncCaseIndicator

SyncCaseIndicator-CellsetupReqTDD,


pSCH-Power


DL-Power,


tSTD-Indicator


TSTD-Indicator

}

SyncCaseIndicator-CellsetupReqTDD ::= ENUMURATED {


case1



Case1-CellsetupReqTDD,


case2andCcase3


Case2andCase3-CellsetupReqTDD

}

Case1-CellsetupReqTDD ::= SEQUNCE {


timeSlot


TimeSlot

}

Case2andCase3-CellsetupReqTDD ::= SEQUNCE {


PSCH-TimeSlot


PSCH-TimeSlot

}

PCCPCH-Information-CellsetupReqTDD ::= SEQUENCE {


syncCaseIndicator

SyncCaseIndicator-CellsetupReqTDD2,


repetitionPeriod

RepetitionPeriod,


repetitionLength

RepetitionLength,


pCCPCH-Power


DL-Power,


tSTD-Indicator


TSTD-Indicator

}

SyncCaseIndicator-CellsetupReqTDD2 ::= ENUMERATED {


case3



Case3-CellsetupReqTDD

}

Case3-CellsetupReqTDD ::= SEQUENCE {


timeSlot


TimeSlot

}

TimeSlotConfigurationList-CellsetupReqTDD ::= SEQUENCE (SIZE (1..15)) OF


ProtocolIE-Container{{TimeSlotConfigurationList-CellsetupReqTDD ItemIE }}

TimeSlotConfigurationList-CellsetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-TimeSlotConfigurationList-CellsetupReqTDDItem

CRITICALITY ignore






TYPE

TimeSlotConfigurationList-CellsetupReqTDDItem


PRESENCE
mandatory

},


...

}

TimeSlotConfigurationList-CellsetupReqTDDItem ::= SEQUENCE {


timeSlot


TimeSlot,


timeSlotStatus


TimeSlotStatus,


timeSlotDirection

TimeSlotDirection

}

-- **************************************************************

--

-- CELL SETUP RESPONSE

--

-- **************************************************************

CellSetupResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellSetupResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellSetupResponse-Extensions}}                   OPTIONAL,


...

}

CellSetupResponse-IEs NBAP-PROTOCOL-IES ::= {

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CellSetupResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL SETUP FAILURE

--

-- **************************************************************

CellSetupFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellSetupFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellSetupFailure-Extensions}}                   OPTIONAL,


...

}

CellSetupFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CellSetupFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CellReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

CellReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID



PRESENCE mandatory
}|


{ ID id-ConfigurationGenerationID

CRITICALITY ignore
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID id-MaximumTransmissionPower

CRITICALITY ignore
TYPE MaximumTransmissionPower


PRESENCE optional
}|


{ ID id-PrimarySCH-Information-Cellreconf-Req
CRITICALITY ignore
TYPE PrimarySCH-Information-Cellreconf-Req
PRESENCE optional
}|


{ ID id-SecondarySCH-Information-Cellreconf-Req
CRITICALITY ignore
TYPE SecondarySCH-Information-Cellreconf-Req
PRESENCE optional
}|


{ ID id-PrimaryCPICH-Information-Cellreconf-Req
CRITICALITY ignore
TYPE PrimaryCPICH-Information-Cellreconf-Req
PRESENCE optional
}|


{ ID id-SecondaryCPICH-Information-Cellreconf-Req

CRITICALITY ignore






TYPE
SecondaryCPICH-Information-Cellreconf-Req


PRESENCE optional

}|


{ ID id-PrimaryCCPCH-Information-Cellreconf-Req
CRITICALITY ignore
TYPE PrimaryCCPCH-Information-Cellreconf-Req
PRESENCE optional
},


...

}

CellReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimarySCH-Information-Cellreconf-Req ::= SEQUENCE {

 
commonPhysicalChannelID


CommonPhysicalChannelID,

 
primarySCH-Power


DL-Power

 }

SecondarySCH-Information-Cellreconf-Req ::= SEQUENCE {

 
commonPhysicalChannelID


CommonPhysicalChannelID,

 
secondarySCH-Power


DL-Power

 }

PrimaryCPICH-Information-Cellreconf-Req ::= SEQUENCE {

 
commonPhysicalChannelID


CommonPhysicalChannelID,

 
primaryCPICH-Power


DL-Power

 }

SecondaryCPICH-Information-Cellreconf-Req ::= SEQUENCE {

 
commonPhysicalChannelID


CommonPhysicalChannelID, 
secondaryCPICH-Power


DL-Power

 }

 PrimaryCCPCH-Information-Cellreconf-Req ::= SEQUENCE {

 
bCH-information



BCH-information-Cellreconf-Req

 }

BCH-Information-Cellreconf-Req ::= SEQUENCE {

 
commonTransportChannelID

CommonTransportChannelID,

 
bCH-Power



DL-Power

 }

-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CellReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


...

}

CellReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-LocalCell-ID



CRITICALITY ignore
TYPE LocalCell-ID



PRESENCE mandatory
}|


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
}|


{ ID id-ConfigurationGeneration-ID

CRITICALITY ignore
TYPE ConfigurationGeneration-ID


PRESENCE optional
}|


{ ID id-MaximumTransmissionPower

CRITICALITY ignore
TYPE MaximumTransmissionPower


PRESENCE optional
}|


{ ID id-PSCH-Information-CellReconfReq

CRITICALITY ignore
TYPE PSCH-Information-CellReconfReq

PRESENCE optional
}|


{ ID id-PCCPCH-Information-CellReconfReq
CRITICALITY ignore
TYPE PCCPCH-Information-CellReconfReq

PRESENCE optional
}|


{ ID id-TimeSlotConfigurationList-CellReconfReq
CRITICALITY ignore
TYPE TimeSlotConfigurationList-CellReconfReq
PRESENCE mandatory
},


...

}

CellReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

PSCH-Information-CellReconfReq ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


pSCH-Power


PSCH-Power

}

PCCPCH-Information-CellReconfReq ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


pCCPCH-Power


PCCPCH-Power

}

TimeSlotConfigurationList-CellReconfReq ::= SEQUENCE (SIZE (1..15)) OF

 
ProtocolIE-Container {{TimeSlotConfiguration-CellReconfReqItemIE }}

 TimeSlotConfiguration-CellReconfReqItemIE NBAP-PROTOCOL-IES ::= {

 
{ I D id-TimeSlotConfiguration-CellReconfReqItem
CRITICALITY

 ignore

TYPE 
TimeSlotConfiguration-CellReconfReqItem


PRESENCE
mandatory

},

 
...

 }

TimeSlotConfiguration-CellReconfReqItem ::= SEQUENCE {

 
timeSlot



TimeSlot,

 
timeSlotStatus



TimeSlotStatus,

 
timeSlotDirection


TimeSlotDirection

 }

-- **************************************************************

--

-- CELL RECONFIGURATION RESPONSE

--

-- **************************************************************

CellReconfigurationResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellReconfigurationResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellReconfigurationResponse-Extensions}}                   OPTIONAL,


...

}

CellReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CellReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION FAILURE

--

-- **************************************************************

CellReconfigurationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellReconfigurationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellReconfigurationFailure-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CellReconfigurationFailure-PrivateExtensions}}            OPTIONAL,


...

}

CellReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CellReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL DELETION REQUEST

--

-- **************************************************************

CellDeletionRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellDeletionRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellDeletionRequest-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{CellDeletionRequest-PrivateExtensions}}            OPTIONAL,


...

}

CellDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
},


...

}

CellDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL DELETION RESPONSE

--

-- **************************************************************

CellDeletionResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CellDeletionResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CellDeletionResponse-Extensions}}                   OPTIONAL,


...

}

CellDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CellDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

ResourceStatusIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ResourceStatusIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{ResourceStatusIndication-Extensions}}                   OPTIONAL,


...

}

ResourceStatusIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-IndicationType



CRITICALITY ignore
TYPE IndicationType



PRESENCE mandatory
}|


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

ResourceStatusIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

IndicationType ::= ENUMERATED {


no-Failure



No-Failure,


serviceImpacting


ServiceImpacting

}

No-Failure ::= SEQUENCE {


local-CellInformationList-ResourceStatInd







Local-CellInformationList-ResourceStatInd

}

Local-CellInformationList-ResourceStatInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF


ProtocolIE-Container {{Local-CellInformation-ResourceStatIndItemIE}}

Local-CellInformation-ResourceStatIndItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-Local-CellInformation-ResourceStatIndItem   CRITICALITY ignore
TYPE Local-CellInformation-ResourceStatIndItem
PRESENCE mandatory
},


...

}

Local-CellInformation-ResourceStatIndItem ::= SEQUENCE {


local-CellID


Local-CellID,


addOrDeleteIndicator

AddOrDeleteIndicator,


numberOfChannelElements

NumberOfChannelElements,

maximum-DL-PowerCapability
Maximum-DL-PowerCapability

}

ServiceImpacting ::= SEQUENCE {


local-Cell-InformationList-ResourceStatInd





Local-Cell-InformationList-ResourceStatInd
OPTIONAL,


communicationControlPortInformationList-ResourceStatInd





CommunicationControlPortInformationList-ResourceStatInd OPTIONAL,


cell-InformationList-ResourceStatInd







Cell-InformationList-ResourceStatInd
OPTIONAL,


primary-SCH-Information

P-SCH-Information-Audit-Res
OPTIONAL,


secondary-SCH-Information
S-SCH-Information-Audit-Res
OPTIONAL,


primary-CPICH-Information
P-CPICH-Information-Audit-Res
OPTIONAL,


secondary-CPICH-Information
S-CPICH-Information-Audit-Res
OPTIONAL,


primary-CCPCH-Information
P-CCPCH-Information-Audit-Res
OPTIONAL,

bCH-InformationItem-ResourceStatInd







BCH-InformationItem-ResourceStatInd 
OPTIONAL,


secondary-CCPCH-Information
S-CCPCH-Information-Audit-Res
OPTIONAL,

pCH-InformationList-ResourceStatInd







PCH-InformationList-ResourceStatInd 
OPTIONAL,

pICH-InformationItem-ResourceStatInd







PICH-InformationItem-ResourceStatInd
OPTIONAL,

fACH-InformationList-ResourceStatInd







FACH-InformationList-ResourceStatInd 
OPTIONAL,


pRACH-InformationList

PRACH-InformationList-Audit-Res
OPTIONAL,

rACH-InformationList-ResourceStatInd







RACH-InformationList-ResourceStatInd 
OPTIONAL,

aICH-InformationList-ResourceStatInd







AICH-InformationList-ResourceStatInd 
OPTIONAL,

sCH-InformationList-ResourceStatInd







SCH-InformationList-ResourceStatInd 
OPTIONAL,


pSCH-InformationList

PSCH-InformationList-Audit-Res

OPTIONAL,

}

Local-Cell-InformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF


ProtocolIE-Container {{Local-Cell-Information-ResourceStatIndItemIE }}

Local-Cell-Information-ResourceStatIndItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Information-ResourceStatIndItem  CRITICALITY ignore
TYPE Local-Cell-Information-ResourceStatIndItem
PRESENCE mandatory
},


...

}

Local-Cell-Information-ResourceStatIndItem ::= SEQUENCE {


local-CellID


Local-CellID,


numberOfChannelElements

NumberOfChannelElements

OPTIONAL,

maximum-DL-PowerCapability
Maximum-DL-PowerCapability

OPTIONAL

}

CommunicationControlPortInformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxCCPinNodeB)) OF


ProtocolIE-Container {{CommunicationControlPortInformation-ResourceStatIndItemIE }}

CommunicationControlPortInformation-ResourceStatIndItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-CommunicationControlPortInformation-ResourceStatIndItem  


CRITICALITY
ignore






 
TYPE
CommunicationControlPortInformation-ResourceStatIndItem 


PRESENCE mandatory
},


...

}

CommunicationControlPortInformation-ResourceStatIndItem ::= SEQUENCE {


communicationControlPortID

CommunicationControlPortID,


resourceOperationalState
 
ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

Cell-InformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF


ProtocolIE-Container {{Cell-Information-ResourceStatIndItemIE }}

Cell-Information-ResourceStatIndItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-Information-ResourceStatIndItem
CRITICALITY ignore
TYPE Cell-Information-ResourceStatIndItem
PRESENCE mandatory},


...

}

Cell-Information-ResourceStatIndItem ::= SEQUENCE {


c-ID



C-ID,


resourceOperationalState 
ResourceOperationalState,


availabilityStatus

AvailabilityStatus,

maximumDL-PowerCapability
MaximumDL-PowerCapability,

minimumSpreadingFactor

MinimumSpreadingFactor

}

P-SCH-Information-ResourceStatInd ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

S-SCH-Information-ResourceStatInd ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

P-CPICH-Information-ResourceStatInd ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

S-CPICH-InformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF


ProtocolIE-Container {{S-CPICH-InformationItemIE-ResourceStatInd }}

S-CPICH-InformationItemIE-ResourceStatInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-InformationItem-ResourceStatInd

CRITICALITY ignore
TYPE S-CPICH-InformationItem-ResourceStatInd
PRESENCE
mandatory

},


...

}

S-CPICH-InformationItem-ResourceStatInd ::= SEQUENCE {


commonTransportChannelID
CommonTransportChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

P-CCPCH-Information-ResourceStatInd ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

BCH-InformationItem-ResourceStatInd ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


resourceOperationalState
 
ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

PCH-InformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxPCHinNodeB)) OF


ProtocolIE-Container {{PCH-Information-ResourceStatIndItemIE }}

PCH-Information-ResourceStatIndItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-Information-ResourceStatIndItem
CRITICALITY ignore
TYPE PCH-Information-ResourceStatIndItem
PRESENCE mandatory},


...

}

PCH-Information-ResourceStatIndItem ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


resourceOperationalState 

ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

PICH-InformationItem-ResourceStatInd ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


resourceOperationalState 

ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

FACH-InformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxFACHCell)) OF


ProtocolIE-Container {{FACH-Information-ResourceStatIndItemIE }}

FACH-Information-ResourceStatIndItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-Information-ResourceStatIndItem
CRITICALITY ignore
TYPE FACH-Information-ResourceStatIndItem
PRESENCE mandatory},


...

}

FACH-Information-ResourceStatIndItem ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


resourceOperationalState 

ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

PRACH-InformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF


ProtocolIE-Container {{PRACH-InformationItemIE-ResourceStatInd}}

PRACH-InformationItemIE-ResourceStatInd NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-InformationItem-ResourceStatInd

CRITICALITY ignore
TYPE PRACH-InformationItem-ResourceStatInd
PRESENCE
mandatory

},


...

}

PRACH-InformationItem-ResourceStatInd ::= SEQUENCE {


commonPhysicalChannelID

CommonPhysicalChannelID,


resourceOperationState

ResourceOperationState,


availabilityStatus

AvailabilityStatus

}

RACH-InformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxRACHCell)) OF


ProtocolIE-Container {{RACH-Information-ResourceStatIndItemIE }}

RACH-Information-ResourceStatIndItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-Information-ResourceStatIndItem
CRITICALITY ignore
TYPE RACH-Information-ResourceStatIndItem
PRESENCE mandatory},


...

}

RACH-Information-ResourceStatIndItem ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


resourceOperationalState 

ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

AICH-InformationList-ResourceStatInd ::= SEQUENCE (SIZE (1..maxAICHCell)) OF


ProtocolIE-Container {{AICH-Information-ResourceStatIndItemIE }}

AICH-Information-ResourceStatIndItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-Information-ResourceStatIndItem
CRITICALITY ignore
TYPE AICH-Information-ResourceStatIndItem 
PRESENCE mandatory},


...

}

AICH-Information-ResourceStatIndItem ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


resourceOperationalState 

ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

SCH-Information-ResourceStatInd ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


resourceOperationalState 

ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

PSCH-Information-ResourceStatInd ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


resourceOperationalState 

ResourceOperationalState,


availabilityStatus


AvailabilityStatus

}

-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE REQUEST

--

-- **************************************************************

SystemInformationUpdateRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SystemInformationUpdateRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{SystemInformationUpdateRequest-Extensions}}                   OPTIONAL,


...

}

SystemInformationUpdateRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore

TYPE C-ID




PRESENCE mandatory 
}|


{ ID id-BCCH-ModificationTime


CRITICALITY ignore

TYPE BCCH-ModificationTime


PRESENCE mandatory 
}|

{ ID id-MIB-SIB-InformationList-SystemInfoUpdate
CRITICALITY ignore

TYPE
MIB-SIB-InformationList-SystemInfoUpdate


PRESENCE 
optional

},


...

}

SystemInformationUpdateRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

MIB-SIB-InformationList-SystemInfoUpdate ::= SEQUENCE (SIZE (1..maxIB)) OF


ProtocolIE-Container{{ MIB-SIB-InformationList-SystemInfoUpdateItemIE }}

MIB-SIB-InformationList-SystemInfoUpdateItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-MIB-SIB-InformationList-SystemInfoUpdateItem
CRITICALITY

 ignore

TYPE 
MIB-SIB-InformationList-SystemInfoUpdateItem

PRESENCE
optional

},


...

}

MIB-SIB-InformationList-SystemInfoUpdateItem ::= SEQUENCE {

iB-Type



IB-Type,


sIB-DeletionIndicator

SIB-DeletionIndicator-SystemInfoUpdate

}

SIB-DeletionIndicator-SystemInfoUpdate ::= ENUMERATED {


no-Delition


No-Delitionist-SystemInfoUpdate

}

No-DelitionList-SystemInfoUpdate ::= SEQUENCE (SIZE (1..maxIBSEG)) OF


ProtocolIE-Container{{ No-DelitionList-SystemInfoUpdateItemIE }}

No-DelitionList-SystemInfoUpdateItemIE NBAP-PROTOCOL-IES ::= {


{ ID id- No-DelitionList-SystemInfoUpdate
CRITICALITY ignore
TYPE No-DelitionList-SystemInfoUpdate

PRESENCE optional
},


...

}

No-DelitionList-SystemInfoUpdate ::= SEQUENCE {

sIB-Originator


sIB-Originator

OPTIONAL,

segmentInformation

SegmentInformation-SystemInfoUpdate

}

SegmentInformation-SystemInfoUpdate ::= SEQUENCE (SIZE (1..maxIBSEG)) OF


ProtocolIE-Container{{ SegmentInformation-SystemInfoUpdateItemIE }}

SegmentInformation-SystemInfoUpdateItemIE NBAP-PROTOCOL-IES ::= {


{ ID id- SegmentInformation-SystemInfoUpdateItem

CRITICALITY
ignore

TYPE
SegmentInformation-SystemInfoUpdateItem

PRESENCE
optional

},


...

}

SegmentInformation-SystemInfoUpdateItem ::= SEQUENCE {


segmentType


SegmentType,


iB-SG-REP


IB-SG-REP,


iB-SG-POS


IB-SG-POS,


iB-SG



IB-SG

OPTIONAL

}

-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE RESPONSE

--

-- **************************************************************

SystemInformationUpdateResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SystemInformationUpdateResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{SystemInformationUpdateResponse-Extensions}}                   OPTIONAL,


...

}

SystemInformationUpdateResponse-IEs NBAP-PROTOCOL-IES ::= {

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

SystemInformationUpdateResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SYSTEM INFORMATION UPDATE FAILURE

--

-- **************************************************************

SystemInformationUpdateFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{SystemInformationUpdateFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{SystemInformationUpdateFailure-Extensions}}                   OPTIONAL,


...

}

SystemInformationUpdateFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

SystemInformationUpdateFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore
TYPE CRNC-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-UL-DPCH-InformationItem-RL-SetupReq-FDD
CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-SetupReq-FDD
PRESENCE mandatory
}|


{ ID id-DL-DPCH-InformationItem-RL-SetupReq-FDD
CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-SetupReq-FDD
PRESENCE mandatory
}|


{ ID id-DCH-InformationList-RL-SetupReq-FDD
CRITICALITY ignore
TYPE DCH-InformationList-RL-SetupReq-FDD
PRESENCE mandatory
}|


{ ID id-RL-ID




CRITICALITY ignore
TYPE RL-ID




PRESENCE optional
}|


{ ID id-DSCH-ID




CRITICALITY ignore
TYPE DSCH-ID




PRESENCE optional
}|


{ ID id-DSCH-InformationList-RL-SetupReq-FDD
CRITICALITY ignore
TYPE DSCH-InformationList-RL-SetupReq-FDD
PRESENCE optional
}|


{ ID id-RL-InformationList-RL-SetupReq-FDD
CRITICALITY ignore
TYPE RL-InformationList-RL-SetupReq-FDD

PRESENCE mandatory
},


...

}

RadioLinkSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationItem-RL-SetupReq-FDD ::= SEQUENCE {


ul-ScramblingCode

UL-ScramblingCode,


minUL-ChannelisationCodeLength
MinUL-ChannelisationCodeLength,


maxNumberOfUL-DPDCHs

MaxNumberOfUL-DPDCHs
OPTIONAL


-- This IE is present only if "Min UL Channelisation Code length" equals to
 4 -- ,


ul-PunctureLimit

UL-PunctureLimit,


transportFormatCombinationSet
TransportFormatCombinationSet,


ul-DPCCH-SlotFormat

UL-DPCCH-SlotFormat,


ul-EbNo-Target


UplinkEbNo,


diversityMode


DiversityMode,


d-FieldLength


D-FieldLength

OPTIONAL


-- This IE is present only if Feed Back mode diversity is activated -- ,


sSDT-Cell-IDLength

SSDT-Cell-IDLength
OPTIONAL,


s-FieldLength


S-FieldLength

OPTIONAL

}

DL-DPCH-InformationItem-RL-SetupReq-FDD ::= SEQUENCE {


transportFormatCombinationSet
TransportFormatCombinationSet,


dl-DPCH-SlotFormat

DL-DPCH-SlotFormat,


tFCI-SignallingMode

TFCI-SignallingMode,


multiplexingPosition,

MultiplexingPosition,


tFCI-Presence


TFCI-Presence,


powerOffsetInformationItem-RL-SetupReq-FDD





PowerOffsetInformationitem-RL-SetupReq-FDD,


deltaTPC


DeltaTPC

}

PowerOffsetInformationItem-RL-SetupReq-FDD ::= SEQUENCE {


pO1



PowerOffset,


pO2



PowerOffset,


pO3



PowerOffset

}

DCH-InformationList-RL-SetupReq-FDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container{{DCH-Information-RL-SetupReq-FDDItemIE }}

DCH-Information-RL-SetupReq-FDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Information-RL-SetupReq-FDDItem
CRITICALITY ignore
TYPE DCH-Information-RL-SetupReq-FDDItem
PRESENCE mandatory
},


...

}

DCH-Information-RL-SetupReq-FDDItem ::= SEQUENCE {


dCH-ID



DCH-ID,


dCH-CombinationIndication
DCH-CombinationIndication
OPTIONAL,


rLC-Mode


RLC-Mode,


ul-TransportFormatSet

TransportFormatSet,


dl-TransportFormatSet

TransportFormatSet,


frameHandlingPriority

FrameHandlingPriority,


payloadCRC-PresenceIndicator
PayloadCRC-PresenceIndicator,


ul-FP-Mode


UL-FP-Mode,


toAWS



ToAWS,


toAWE



ToAWE

}

DSCH-InformationList-RL-SetupReq-FDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container{{DSCH-Information-RL-SetupReq-FDDItemIE }}

DSCH-Information-RL-SetupReq-FDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Information-RL-SetupReq-FDDItem
CRITICALITY ignore
TYPE DSCH-Information-RL-SetupReq-FDDItem
PRESENCE mandatory
},


...

}

DSCH-Information-RL-SetupReq-FDDItem ::= SEQUENCE {


dSCH-ID



DSCH-ID,


dSCH-TransportFormatSet

DSCH-TransportFormatSet,


frameHandlingPriority

FrameHandlingPriority,


toAWS



ToAWS,


toAWE



ToAWE

}

RL-InformationList-RL-SetupReq-FDD ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container{{RL-Information-RL-SetupReq-FDDItemIE }}

RL-Information-RL-SetupReq-FDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-SetupReq-FDDItem
CRITICALITY ignore
TYPE RL-Information-RL-SetupReq-FDDItem

PRESENCE optional
},


...

}

RL-Information-RL-SetupReq-FDDItem ::= SEQUENCE {


rL-ID



RL-ID,


c-ID



C-ID,


frameOffset


FrameOffset,


chipOffset


ChipOffset,


propagationDelay

PropagationDelay,


diversityControlField

DiversityControlField
OPTIONAL,


-- This IE is present only if the RL is not the first one in the RL Information


dl-CodeInformationList-RL-SetupReqFDD









DL-CodeInformationList-RL-SetupReqFDD,


initialDL-transmissionPower
DL-Power,


maximumDL-power


DL-Power,


minimumDL-power


DL-Power,


sSDT-CellIdentity

SSDT-CellIdentity
OPTIONAL

}

DL-CodeInformationList-RL-SetupReqFDD ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container{{DL-CodeInformation-RL-SetupReqFDDItemIE }}

DL-CodeInformation-RL-SetupReqFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformation-RL-SetupReqFDDItem
CRITICALITY ignore
TYPE DL-CodeInformation-RL-SetupReqFDDItem
PRESENCE optional
 },


...

}

DL-CodeInformation-RL-SetupReqFDDItem ::= SEQUENCE {


dl-ScramblingCode


DL-ScramblingCode,


fdd-DL-ChannelisationCodeNumber

FDD-DL-ChannelisationCodeNumber

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore
TYPE CRNC-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-UL-CCTrCH-InformationList-RL-SetupReqTDD  CRITICALITY ignore
TYPE UL-CCTrCH-InformationList-RL-SetupReqTDD
PRESENCE optional
}|


{ ID id-DL-CCTrCH-InformationList-RL-SetupReqTDD  CRITICALITY ignore
TYPE DL-CCTrCH-InformationList-RL-SetupReqTDD
PRESENCE optional
}|


{ ID id-DCH-InformationList-RL-SetupReqTDD
CRITICALITY ignore
TYPE DCH-InformationList-RL-SetupReqTDD

PRESENCE optional
}|

{ID id-DSCH-InformationList-RL-SetupReqTDD
CRITICALITY
ignore
TYPE
DSCH-InformationList-RL-SetupReqTDD
PRESENCE optional
}|

{ID id-USCH-InformationList-RL-SetupReqTDD
CRITICALITY
ignore
TYPE
USCH-InformationList-RL-SetupReqTDD
PRESENCE optional
}|


{ ID id-RL-InformationItem-RL-SetupReqTDD
CRITICALITY ignore
TYPE RL-InformationItem-RL-SetupReqTDD

PRESENCE mandatory 
},


...

}

RadioLinkSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-SetupReqTDD ::= SEQUENCE (SIZE(1..maxnoofCCTrCHs)) OF


ProtocolIE-Container{{UL-CCTrCH-Information-RL-SetupReqTDDItemIE }}

UL-CCTrCH-Information-RL-SetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-Information-RL-SetupReqTDDItem CRITICALITY ignore
TYPE UL-CCTrCH-Information-RL-SetupReqTDDItem
PRESENCE mandatory
},


...

}

UL-CCTrCH-Information-RL-SetupReqTDDItem ::= SEQUENCE {


cCTrCH-ID



CCTrCH-ID,


transportFormatCombinationSet

TransportFormatCombinationSet,


tFCI-Coding



TFCI-Coding,


puncturing-Limit


Puncturing-Limit,


ul-DPCH-InformationList-RL-SetupReqTDD






UL-DPCH-InformationList-RL-SetupReqTDD

OPTIONAL

}

UL-DPCH-InformationList-RL-SetupReqTDD ::= SEQUENCE (SIZE (1..maxnoofDPCHs)) OF


ProtocolIE-Container{{UL-DPCH-Information-RL-SetupReqTDDItemIE }}

UL-DPCH-Information-RL-SetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-Information-RL-SetupReqTDDItem
CRITICALITY ignore
TYPE UL-DPCH-Information-RL-SetupReqTDDItem
PRESENCE mandatory },


...

}

UL-DPCH-Information-RL-SetupReqTDDItem ::= SEQUENCE {


dPCH-ID




DPCH-ID,


tdd-ChannelisationCode


TDD-ChannelisationCode,


burstType



BurstType,


midambleShift



MidambleShift,


timeSlot



TimeSlot,


tdd-PhysicalChannelOffset

TDD-PhysicalChannelOffset,


repetitionPeriod


RepetitionPeriod,


repetitionLength


RepetitionLength,


tFCI-Presence



TFCI-Presence

}

DL-CCTrCH-InformationList-RL-SetupReqTDD ::= SEQUENCE (SIZE (1..maxnoCCTrCHs)) OF


ProtocolIE-Container{{DL-CCTrCH-Information-RL-SetupReqTDDItemIE }}

DL-CCTrCH-Information-RL-SetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-Information-RL-SetupReqTDDItem CRITICALITY ignore
TYPE DL-CCTrCH-Information-RL-SetupReqTDDItem
PRESENCE mandatory },


...

}

DL-CCTrCH-Information-RL-SetupReqTDDItem ::= SEQUENCE {


cCTrCH-ID



CCTrCH-ID,


transportFormatCombinationSet

TransportFormatCombinationSet,


tFCI-Coding



TFCI-Coding,


puncturing-Limit


Puncturing-Limit,


dl-DPCH-InformationList-RL-SetupReqTDD






DL-DPCH-InformationList-RL-SetupReqTDD

OPTIONAL

}

DL-DPCH-InformationList-RL-SetupReqTDD ::= SEQUENCE (SIZE (1..maxnoofDPCHs)) OF


ProtocolIE-Container{{DL-DPCH-Information-RL-SetupReqTDDItemIE }}

DL-DPCH-Information-RL-SetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-Information-RL-SetupReqTDDItem
CRITICALITY ignore
TYPE DL-DPCH-Information-RL-SetupReqTDDItem
PRESENCE mandatory},


...

}

DL-DPCH-Information-RL-SetupReqTDDItem ::= SEQUENCE {


dPCH-ID




DPCH-ID,


tdd-ChannelisationCode


TDD-ChannelisationCode,


burstType



BurstType,


midambleShift



MidambleShift,


timeSlot



TimeSlot,


tdd-PhysicalChannelOffset

TDD-PhysicalChannelOffset,


repetitionPeriod


RepetitionPeriod,


repetitionLength


RepetitionLength,


tFCI-Presence



TFCI-Presence

}

DCH-InformationList-RL-SetupReqTDD ::= SEQUENCE (SIZE (1..maxnoofDPCHs)) OF


ProtocolIE-Container{{DCH-Information-RL-SetupReqTDDItemIE }}

DCH-Information-RL-SetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Information-RL-SetupReqTDDItem
CRITICALITY ignore
TYPE DCH-Information-RL-SetupReqTDDItem
PRESENCE mandatory},


...

}

DCH-Information-RL-SetupReqTDDItem ::= SEQUENCE {


ul-CCTrCH-ID


UL-CCTrCH-ID,


dl-CCTrCH-ID


DL-CCTrCH-ID,


dCH-CombinationIndication
DCH-CombinationIndication
OPTIONAL,


ul-TransportFormatSet

TransportFormatSet,


dl-TransportFormatSet

TransportFormatSet,


frameHandlingPriority

FrameHandlingPriority,


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode



UL-FP-Mode,


toAWE




ToAWE,


toAWS




ToAWS

}

DSCH-InformationList-RL-SetupReqTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container{{DSCH-Information-RL-SetupReqTDDItemIE}}

DSCH-Information-RL-SetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ID id-DCH-Information-RL-SetupReqTDDItem
CRITICALITY
ignore
TYPE
DSCH-Information-RL-SetupReqTDDItem
PRESENCE mandatory}


...

}

DSCH-Information-RL-SetupReqTDDItem ::= SEQUENCE {


dSCH-ID




DSCH-ID,


cCTrCH-ID



CCTrCH-ID,


transportFormatSet


TransportFormatSet,


frameHandlingPriority


FrameHandlingPriority,


toAWE




ToAWE,


toAWS




ToAWS

}

USCH-InformationList-RL-SetupReqTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container{{USCH-Information-RL-SetupReqTDDItemIE}}

USCH-Information-RL-SetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ID id-USCH-Information-RL-SetupReqTDDItem
CRITICALITY
ignore
TYPE
USCH-Information-RL-SetupReqTDDItem
PRESENCE mandatory}


...

}

USCH-Information-RL-SetupReqTDDItem ::= SEQUENCE {


uSCH-ID



USCH-ID,


cCTrCH-ID


CCTrCH-ID,


transportFormatSet

TransportFormatSet

}

RL-Information-RL-SetupReqTDD ::= SEQUENCE {


rL-ID




RL-ID,


c-ID




C-ID,


tdd-PhysicalChannelOffset

TDD-PhysicalChannelOffset,


initialDL-transmissionPower

DL-Power,


maximumDL-power



DL-Power,


minimumDL-power



DL-Power

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore
TYPE CRNC-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore
TYPE NodeB-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-CommunicationControlPortID

CRITICALITY ignore
TYPE CommunicationControlPortID


PRESENCE mandatory
}|


{ ID id-RL-InformationResponseList-RL-setupResFDD

CRITICALITY ignore
TYPE RL-InformationResponseList-RL-setupResFDD
PRESENCE mandatory






}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkSetupResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-setupResFDD ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container{{RL-InformationResponse-RL-setupResFDDItemIE }}

RL-InformationResponse-RL-setupResFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-setupResFDDItem CRITICALITY ignore
TYPE RL-InformationResponse-RL-setupResFDDItem
PRESENCE mandatory
},


...

}

RL-InformationResponse-RL-setupResFDDItem ::= SEQUENCE {


rL-ID




RL-ID,


ul-InterferenceLevel


UL-InterferenceLevel,


diversityIndication


DiversityIndication
OPTIONAL,

-- This IE is present only if the RL is not the first one in the RL Information


dSCH-InformationResponse-RL-setupResFDD






DSCH-InformationResponse-RL-setupResFDD

OPTIONAL,


sSDT-SupportIndicator


SSDT-SupportIndicator

}

DiversityIndication ::= ENUMERATED {


combining


CombiningItem,


non-Combining


Non-CombiningItem

}

CombiningItem ::= SEQUENCE {


dCH-ID



DCH-ID

}

Non-CombiningItem ::= SEQUENCE {


dCH-InformationResponse-RL-setupResFDD




DCH-InformationResponse-RL-setupResFDD


OPTIONAL

}

DCH-InformationResponseList-RL-setupResFDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container{{DCH-InformationResponse-RL-setupResFDDItemIE }}

DCH-InformationResponse-RL-setupResFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponse-RL-setupResFDDItem  CRITICALITY ignore
TYPE DCH-InformationResponse-RL-setupResFDDItem
PRESENCE
mandatory







},


...

}

DCH-InformationResponse-RL-setupResFDDItem ::= SEQUENCE {


dCH-ID




DCH-ID,

bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

DSCH-InformationResponseList-RL-setupResFDD ::= SEQUENCE (SIZE (1..numofDSCH)) OF


ProtocolIE-Container{{DSCH-InformationResponse-RL-setupResFDDItemIE }}

-- ** TODO **

numofDSCH INTEGER ::= 10

DSCH-InformationResponse-RL-setupResFDDItemIE NBAP-PROTOCOL-IES ::= {

{ ID id-DSCH-InformationResponse-RL-setupResFDDItem
CRITICALITY ignore

TYPE
DSCH-InformationResponse-RL-setupResFDDItem


PRESENCE
 mandatory






},


...

}

DSCH-InformationResponse-RL-setupResFDDItem ::= SEQUENCE {


dSCH-ID




DSCH-ID,

bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore
TYPE CRNC-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore
TYPE NodeB-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-CommunicationControlPortID

CRITICALITY ignore
TYPE CommunicationControlPortID


PRESENCE mandatory
}|


{ ID id-RL-Information-RL-setupResTDD

CRITICALITY ignore
TYPE RL-Information-RL-setupResTDD

PRESENCE mandatory
}|

{ID id-DSCH-InformationResponseList-RL-setupResTDD
CRITICALITY
ignore

TYPE
DSCH-InformationResponseList-RL-setupResTDD
PRESENCE
 optional

}|

{ID id-USCH-InformationResponseList-RL-setupResTDD
CRITICALITY
ignore

TYPE
USCH-InformationResponseList-RL-setupResTDD
PRESENCE
 optional

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkSetupResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-setupResTDD ::= SEQUENCE {


rL-ID




RL-ID,


ul-InterferenceLevel


UL-InterferenceLevel,


dCH-InformationResponseList-RL-setupResTDD







DCH-InformationResponseList-RL-setupResTDD

}

DCH-InformationResponseList-RL-setupResTDD ::= SEQUENCE (SIZE (1..maxnumofDCHs)) OF
ProtocolIE-Container{{DCH-InformationResponse-RL-setupResTDDItemIE }}

 DCH-InformationResponse-RL-setupResFDDItemIE NBAP-PROTOCOL-IES ::= {


{ I D id-DCH-InformationResponse-RL-setupResTDDItem
CRITICALITY 
ignore

TYPE 
DCH-InformationResponse-RL-setupResTDDItem
PRESENCE
mandatory

},

 
...

 }

 DCH-InformationResponse-RL-setupResTDDItem ::= SEQUENCE {

 
dCH-ID




DCH-ID,


bindingID



BindingID,

 
transportLayerAddress


TransportLayerAddress

 }

DSCH-InformationResponseList-RL-SetupResTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF
ProtocolIE-Container{{DSCH-InformationResponse-RL-SetupResTDDItemIE}}

DSCH-Informationresponse-RL-SetupResTDDItemIE NBAP-PROTOCOL-IES ::= {


{ID id-DCH-InformationResponse-RL-SetupResTDDItem
CRITICALITY
ignore

TYPE
DSCH-Informationresponse-RL-SetupReqTDDItem
PRESENCE
mandatory

}


...

}

DSCH-Information-RL-SetupReqTDDItem ::= SEQUENCE {


dSCH-ID



DSCH-ID,


binding-ID


Binding-ID,


transport-Layer-Address

Transport-Layer-Address

}

USCH-InformationResponseList-RL-SetupResTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF
ProtocolIE-Container{{USCH-InformationResponse-RL-SetupResTDDItemIE}}

USCH-Informationresponse-RL-SetupReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ID id-USCH-InformationResponse-RL-SetupReqTDDItem
CRITICALITY
ignore

TYPE
USCH-InformationResponse-RL-SetupReqTDDItem
PRESENCE
 mandatory

}


...

}

USCH-InformationResponse-RL-SetupReqTDDItem ::= SEQUENCE {


uSCH-ID



USCH-ID,


binding-ID


Binding-ID,


transport-Layer-Address

Transport-Layer-Address

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore
TYPE CRNC-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore
TYPE NodeB-CommunicationContextID

PRESENCE mandatory
}|

{ I D id-CommunicationControlPortID

CRITICALITY
ignore


TYPE CommunicationControlPortID


PRESENCE mandatory 
}|


{ ID id-Unsuccessful-RL-InformationResponseList-RL-SetupFailFDD
  


CRITICALITY 
ignore 






TYPE
Unsuccessful-RL-InformationResponseList-RL-SetupFailFDD


PRESENCE
mandatory





}|


{ ID id-Successful-RL-InformationResponseList-RL-SetupFailFDD   


CRITICALITY
ignore







 TYPE 
Successful-RL-InformationResponseList-RL-SetupFailFDD




PRESENCE 
optional





}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkSetupFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationResponseList-RL-SetupFailFDD ::= 


SEQUENCE (SIZE (1..maxnoofRLs)) OF

ProtocolIE-Container
{{Unsuccessful-RL-InformationResponse-RL-SetupFailFDDItemIE }}

Unsuccessful-RL-InformationResponse-RL-SetupFailFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-Unsuccessful-RL-InformationResponse-RL-SetupFailFDDItem



CRITICALITY
ignore






TYPE
Unsuccessful-RL-InformationResponse-RL-SetupFailFDDItem


PRESENCE 
optional





},


...

}

Unsuccessful-RL-InformationResponse-RL-SetupFailFDDItem ::= SEQUENCE {


rL-ID



RL-ID,

cause



Cause

}

Successful-RL-InformationResponseList-RL-SetupFailFDD ::= SEQUENCE 

(SIZE (1.. maxnoofRLs-1)) OF


ProtocolIE-Container
{{Successful-RL-InformationResponse-RL-SetupFailFDDItemIE }}

Successful-RL-InformationResponse-RL-SetupFailFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-Successful-RL-InformationResponse-RL-SetupFailFDDItem   


CRITICALITY
ignore 






TYPE
Successful-RL-InformationResponse-RL-SetupFailFDDItem


PRESENCE
optional





},


...

}

Successful-RL-InformationResponse-RL-SetupFailFDDItem ::= SEQUENCE {


rL-ID




RL-ID,


ul-InterferenceLevel


UL-InterferenceLevel,


diversityIndication


DiversityIndication,


dSCH-InformationResponseList-RL-SetupFailFDD





DSCH-InformationResponseList-RL-SetupFailFDD
OPTIONAL,


sSDT-SupportIndicator

SSDT-SupportIndicator

}

DiversityIndicationRL-SetupFailFDD ::= ENUMERATED {

 
combining


Combining-RL-SetupFailFDD,

 
non-combining


Non-CombiningRL-SetupFailFDD

 }

Combining-RL-SetupFailFDD ::= SEQUENCE {

 
rL-ID



RL-ID

 }

Non-Combining-RL-SetupFailFDD ::= SEQUENCE {

 
dCH-InformationResponseList-RL-SetupFailFDD






DCH-InformationResponseList-RL-SetupFailFDD
OPTIONAL

}

DCH-InformationResponseList-RL-SetupFailFDD ::= SEQUENCE (SIZE (1.. maxnoofDCHs)) OF


ProtocolIE-Container{{DCH-InformationResponse-RL-SetupFailFDDItemIE }}

DCH-InformationResponse-RL-SetupFailFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse-RL-SetupFailFDDItem
CRITICALITY 
ignore
TYPE
DCH-InformationResponse-RL-SetupFailFDDItem

PRESENCE 
mandatory





},


...

}

DCH-InformationResponse-RL-SetupFailFDDItem ::= SEQUENCE {


dCH-ID




DCH-ID,


bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

DSCH-InformationResponseList-RL-SetupFailFDD ::= SEQUENCE (SIZE (1..numofDSCH)) OF


ProtocolIE-Container{{DSCH-InformationResponse-RL-SetupFailFDDItemIE }}

DSCH-InformationResponse-RL-SetupFailFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationResponse-RL-SetupFailFDDItem
CRITICALITY

 ignore

TYPE 
DSCH-InformationResponse-RL-SetupFailFDDItem

PRESENCE
mandatory





},


...

}

DSCH-InformationResponse-RL-SetupFailFDDItem ::= SEQUENCE {


dSCH-ID




DSCH-ID,


bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE TDD

--

-- **************************************************************

RadioLinkSetupFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID
PRESENCE mandatory

}|


{ ID id-Unsuccessful-RL-InformationResponseItem-RL-SetupFailTDD
CRITICALITY
ignore 

TYPE 
Unsuccessful-RL-InformationResponseItem-RL-SetupFailTDD


PRESENCE
mandatory

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkSetupFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationResponseItem-RL-SetupFailTDD ::= SEQUENCE {


rL-ID



RL-ID,


cause



Cause

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-Add-ReqFDD
CRITICALITY ignore

TYPE RL-InformationList-RL-Add-ReqFDD

PRESENCE optional
},


...

}

RadioLinkAdditionRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionRequestFDD-PrivateExtensions NBAP-PRIVATE-EXTENSION ::= {


...

}

RL-InformationList-RL-Add-ReqFDD ::= SEQUENCE (SIZE (1..maxnoofRL-1)) OF


ProtocolIE-Container {{RL-informationList-RL-Add-ReqFDDItemIE }}

RL-InformationList-RL-Add-ReqFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationList-RL-Add-ReqFDDItem
CRITICALITY ignore

TYPE RL-InformationList-RL-Add-ReqFDDItem
PRESENCE mandatory
},


...

}

RL-InformationList-RL-Add-ReqFDDItem ::= SEQUENCE {


rL-ID



RL-ID,


c-ID



C-ID,


frameOffset


FrameOffset,


chipOffset


ChipOffset,


diversityControlField

DiversityControlField,


dl-CodeInformationList-RL-Add-ReqFDD









DL-CodeInformationList-RL-Add-ReqFDD


initialDL-TransmissionPower
DL-Power,

 
maximumDL-Power


DL-Power

OPTIONAL,

 
minimumDL-Power


DL-Power

OPTIONAL,

 
sSDT-CellIdentity

SSDT-CellIdentity
OPTIONAL


 }

DL-CodeInformationList-RL-Add-ReqFDD ::= SEQUENCE (SIZE (1..maxnoofDLCodes)) OF


ProtocolIE-Container {{ DL-CodeInformationList-RL-Add-ReqFDDItemIE }}

DL-CodeInformationList-RL-Add-ReqFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformationList-RL-Add-ReqFDD
CRITICALITY ignore

TYPE DL-CodeInformationList-RL-Add-ReqFDD
PRESENCE mandatory
},


...

}

DL-CodeInformationList-RL-Add-ReqFDD ::= SEQUENCE {

 
scramblingCode


ScramblingCode,

 
fdd-DL-ChannelisationCodeNumber
FDD-DL-ChannelisationCodeNumber

 }

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-UL-CCTrCHInformationList-RL-Add-ReqTDD
CRITICALITY ignore

TYPE UL-CCTrCHInformationList-RL-Add-ReqTDD
PRESENCE optional
}|


{ ID id-DL-CCTrCHInformationList-RL-Add-ReqTDD
CRITICALITY ignore

TYPE DL-CCTrCHInformationList-RL-Add-ReqTDD
PRESENCE optional
}|


{ ID id-RL-Information-RL-Add-ReqTDD

CRITICALITY ignore

TYPE RL-Information-RL-Add-ReqTDD

PRESENCE mandatory
},


...

}

RadioLinkAdditionRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCHInformationList-RL-Add-ReqTDD ::= SEQUENCE (SIZE (1..maxnoofCCTrCH)) OF


ProtocolIE-Container {{UL-CCTrCHInformation-RL-Add-ReqTDDItemIE }}

UL-CCTrCHInformation-RL-Add-ReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCHInformation-RL-Add-ReqTDDItem
CRITICALITY ignore

TYPE UL-CCTrCHInformation-RL-Add-ReqTDDItem
PRESENCE mandatory
},


...

}

UL-CCTrCHInformation-RL-Add-ReqTDDItem ::= SEQUENCE {


cCTrCH



CCTrCH,


ul-DPCH-InformationList

UL-DPCH-InformationList-RL-Add-ReqTDD
OPTIONAL

}

UL-DPCH-InformationList-RL-Add-ReqTDD ::= SEQUENCE (SIZE (1..maxnoofDPCHs)) OF


ProtocolIE-Container {{UL-DPCH-InformationList-RL-Add-ReqTDDItemIE}}

UL-DPCH-InformationList-RL-Add-ReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ID id- UL-DPCH-InformationList-RL-Add-ReqTDDItem

CRITICALITY
ignore






TYPE
UL-DPCH-InformationList-RL-Add-ReqTDDItem


PRESENCE
mandatory

},


...

}

UL-DPCH-InformationList-RL-Add-ReqTDDItem ::= SEQUENCE {



dPCH-ID



DPCH-ID,


tdd-ChannelisationCode

TDD-ChannelisationCode,


burstType


BurstType,


midambleShift


MidambleShift,


timeSlot


TimeSlot,


tdd-PhysicalChannelOffset
TDD-PhysicalChannelOffset,


repetitionPeriod

RepetitionPeriod,


repetitionLength

RepetitionLength,


tFCI-Presence


TFCI-Presence

}

DL-CCTrCHInformationList-RL-Add-ReqTDD ::= SEQUENCE (SIZE (1..maxnoofCCTrCHs)) OF


ProtocolIE-Container {{ DL-CCTrCHInformationList-RL-Add-ReqTDDItemIE }}

DL-CCTrCHInformationList-RL-Add-ReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCHInformationList-RL-Add-ReqTDDItem
CRITICALITY

 ignore

TYPE
DL-CCTrCHInformationList-RL-Add-ReqTDDItem

PRESENCE 
mandatory

},


...

}

DL-CCTrCHInformationList-RL-Add-ReqTDDItem ::= SEQUENCE {


cCTrCH-ID


CCTrCH-ID,


dl-DPCH-InformationList-RL-Add-ReqTDD






DL-DPCH-InformationList-RL-Add-ReqTDD

OPTIONAL

}

DL-DPCH-InformationList-RL-Add-ReqTDD ::= SEQUENCE (SIZE (1..maxnoofDPCHs)) OF


ProtocolIE-Container {{ DL-DPCH-InformationList-RL-Add-ReqTDDItemIE }}

DL-DPCH-InformationList-RL-Add-ReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationList-RL-Add-ReqTDDItem
CRITICALITY

 ignore

TYPE
DL-DPCH-InformationList-RL-Add-ReqTDDItem

PRESENCE 
mandatory

},


...

}

DL-DPCH-InformationList-RL-Add-ReqTDDItem ::= SEQUENCE {


dPCH-ID



DPCH-ID,


tdd-ChannelisationCode

TDD-ChannelisationCode,


burstType


BurstType,


midambleShift


MidambleShift,


timeSlot


TimeSlot,


tdd-PhysicalChannelOffset
TDD-PhysicalChannelOffset,


repetitionPeriod

RepetitionPeriod,


repetitionLength

RepetitionLength,


tFCI-Presence


TFCI-Presence

}

 RL-informationItem-RL-Add-ReqTDD ::= SEQUENCE {

 
rL-ID




RL-ID,

 
c-ID




C-ID,


cFN




CFN

OPTIONAL,

 
frameOffset



FrameOffset,

 
diversityControlField


DiversityControlField,


initial-DL-Transmission-Power

DL-Power
OPTIONAL,

 
maximumDL-Power



DL-Power
OPTIONAL,

 
minimumDL-Power



DL-Power
OPTIONAL

 }

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID
CRITICALITY ignore

TYPE CRNC-CommunicationContextID
PRESENCE
mandatory
}|


{ ID id-RL-ResponseInformationList-RL-Add-ResFDD

CRITICALITY
ignore






TYPE

RL-ResponseInformationList-RL-Add-ResFDD

PRESENCE
mandatory





}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkAdditionResponseFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-ResponseInformationList-RL-Add-ResFDD ::= SEQUENCE (SIZE (1..maxnoofRL-1)) OF


ProtocolIE-Container {{RL-ResponseInformationList-RL-Add-ResFDDItemIE }

RL-ResponseInformation-RL-Add-ResFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RL-ResponseInformation-RL-Add-ResFDDItem

CRITICALITY
ignore






TYPE
RL-ResponseInformation-RL-Add-ResFDDItem


PRESENCE
mandatory

},


...

}

RL-ResponseInformation-RL-Add-ResFDDItem ::= SEQUENCE {


rL-ID



RL-ID,


ul-InterferenceLevel

UL-InterferenceLevel,


diversityIndication

DiversityIndication-RL-Add-ResFDD,


sSDT-SupportIndicator

SSDT-SupportIndicator

}

DiversityIndication-RL-Add-ResFDD ::= ENUMERATED {,


combining


Combining-RL-Add-ResFDD,


non-combining


Non-Combining-RL-Add-ResFDD

}

Combining-RL-Add-ResFDD ::= SEQUENCE {

 
rL-ID




RL-ID

}

Non-Combining-RL-Add-ResFDD ::= SEQUENCE {

dCH-InformationResponseList-RL-Add-ResFDD

DCH-InformationResponseList-RL-Add-ResFDD

}

DCH-InformationResponseList-RL-Add-ResFDD ::= SEQUENCE (SIZE (1..maxnoofRL-1)) OF


ProtocolIE-Container{{DCH-InformationResponseList-RL-Add-ResFDD ItemIE }}

DCH-InformationResponseList-RL-Add-ResFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseList-RL-Add-ResFDDItem

CRITICALITY
ignore






TYPE
DCH-InformationResponseList-RL-Add-ResFDDItem


PRESENCE
mandatory


},


...

}

DCH-InformationResponseList-RL-Add-ResFDDItem ::= SEQUENCE {


dCH-ID




DCH-ID,


bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs NBAP-PROTOCOL-IES ::= {


{ID id-CRNC-Communication-Context-ID
CRITICALITY
ignore

TYPE
CRNC-Communication-Context-ID
PRESENCE mandatory

}|


{ ID id-RL-Information-RL-Add-RespTDD
CRITICALITY 
ignore

TYPE
 RL-Information-RL-Add-RespTDD
PRESENCE 
mandatory

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkAdditionResponseTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-Add-Resp ::= SEQUENCE {


rL-ID



RL-ID,


ul-InterferenceLevel

UL-InterferenceLevel,


diversityIndication

DiversityIndication-RL-Add-RespTDD,

}

DiversityIndication-RL-Add-RespTDD ::= ENUMERATED {


combining


Combining-RL-Add-RespTDD,


non-Combining


Non-Combining-RL-Add-RespTDD

}

Combining-RL-Add-RespTDD ::= SEQUENCE {


rL-ID



RL-ID

}

Non-Combining-RL-Add-RespTDD ::= SEQUENCE {

dCH-InfomationResponseList
DCH-InformationResponseList-RL-Add-RespTDD

OPTIONAL,

dSCH-InfomationResponseList

DSCH-InformationResponseList-RL-Add-RespTD

OPTIONAL,

uSCH-InfomationResponseList

USCH-InformationResponseList-RL-Add-RespTDD

OPTIONAL

}

DCH-InformationResponseList-RL-Add-RespTDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-InformationRespopnse-RL-Add-RespTDDItemIE}}

DCH-InformationResponse-RL-Add-RespTDDItemIE NBAP-PROTOCOL-IES ::= {


{ID id-DCH-InformationResponse-RL-Add-RespTDDItem
CRITICALITY
ignore

TYPE
DCH-InformationResponse-RL-Add-RespTDDItem
PRESENCE
mandatory

},


...

}

DCH-InformationResponse-RL-Add-RespTDDItem ::= SEQUENCE {


dCH-ID



DCH-ID,


binding-ID


Binding-ID,


transport-Layer-Address

Transport-Laer-Address

}

DSCH-InformationResponseList-RL-Add-RespTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-InformationRespopnse-RL-Add-RespTDDItemIE}}

DSCH-InformationResponse-RL-Add-RespTDDItemIE NBAP-PROTOCOL-IES ::= {


{ID id-DSCH-InformationResponse-RL-Add-RespTDDItem
CRITICALITY
ignore

TYPE
DSCH-InformationResponse-RL-Add-RespTDDItem
PRESENCE
mandatory

},


...

}

DSCH-InformationResponse-RL-Add-RespTDDItem ::= SEQUENCE {


dSCH-ID



DSCH-ID,


binding-ID


Binding-ID,


transport-Layer-Address

Transport-Laer-Address

}

USCH-InformationResponseList-RL-Add-RespTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF
ProtocolIE-Container {{USCH-InformationResponseList-RL-Add-RespTDD ItemIE}}

USCH-InformationResponseList-RL-Add-RespTDDItemIE NBAP-PROTOCOL-IES ::= {


{ID id-USCH-InformationResponseList-RL-Add-RespTDDItem

CRITICALITY
ignore






TYPE
USCH-InformationResponseList-RL-Add-RespTDDItem


PRESENCE 
mandatory

},


...

}

USCH-InformationResponseList-RL-Add-RespTDDItem ::= SEQUENCE {


uSCH-ID



USCH-ID,


binding-ID


Binding-ID,


transport-Layer-Address

Transport-Laer-Address

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore
TYPE CRNC-CommunicationContextID

PRESENCE mandatory
}|


{ ID id-Unsuccessful-RL-InformationResponseList-RL-Add-FailFDD

CRITICALITY
ignore






TYPE
Unsuccessful-RL-InformationResponseList-RL-Add-FailFDD

PRESENCE
mandatory

}|


{ ID id-Successful-RL-InformationResponseList-RL-Add-FailFDD

CRITICALITY
ignore






TYPE
Successful-RL-InformationResponseList-RL-Add-FailFDD

PRESENCE
mandatory

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkAdditionFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationResponseList-RL-Add-FailFDD ::= SEQUENCE

(SIZE (1..maxnoofRL-1)) OF


ProtocolIE-Container
{{Unsuccessful-RL-InformationResponseList-RL-Add-FailFDDItemIE }}

Unsuccessful-RL-InformationResponseList-RL-Add-FailFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-Unsuccessful-RL-InformationResponseList-RL-Add-FailFDDItem

CRITICALITY ignore






TYPE Unsuccessful-RL-InformationResponseList-RL-Add-FailFDDItem

PRESENCE
mandatory






},


...

}

Unsuccessful-RL-InformationResponseList-RL-Add-FailFDDItem ::= SEQUENCE {


rL-ID




RL-ID,


cause




Cause

}

Successful-RL-InformationResponseList-RL-Add-FailFDD ::= SEQUENCE (SIZE (1..maxnoofRL-2)) OF


ProtocolIE-Container {{Successful-RL-InformationResponse-RL-Add-FailFDD ItemIE }}

Successful-RL-InformationResponse-RL-Add-FailFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-Successful-RL-InformationResponse-RL-Add-FailFDDItem

CRITICALITY ignore






TYPE
Successful-RL-InformationResponse-RL-Add-FailFDDItem

PRESENCE
mandatory





},


...

}

Successful-RL-InformationResponse-RL-Add-FailFDDItem ::= SEQUENCE {


rL-ID



RL-ID,


ul-InterferenceLevel

UL-InterferenceLevel,


diversityIndication

DiversityIndication-RL-Add-FailFDD,


sSDT-SupportIndicator

SSDT-SupportIndicator

}

DiversityIndication-RL-Add-FailFDD ::= ENUMERATED {

 
combining


Combining-RL-Add-FailFDD,

 
non-combining


Non-Combining-RL-Add-FailFDD

 }

Combining-RL-Add-FailFDD ::= SEQUENCE {

 
rL-ID



RL-ID

 }

Non-Combining-RL-Add-FailFDD ::= SQUENCE {

 
dCH-InformationResponseList









DCH-InformationResponseList-RL-Add-FailFDD

}

DCH-InformationResponseList-RL-Add-FailFDD ::= SEQUENCE (SIZE (1..maxnoofDCH)) OF 
ProtocolIE-Container {{DCH-InformationResponse-RL-Add-FailFDDItemIE }}

DCH-InformationResponse-RL-Add-FailFDDItemIE NBAP-PROTOCOL-IES ::= {

 
{ I D id-DCH-InformationResponse-RL-Add-FailFDDItem

CRITICALITY ignore
TYPE DCH-InformationResponse-RL-Add-FailFDDItem
PRESENCE mandatory






},

 
...

 }

DCH-InformationResponse-RL-Add-FailFDDItem ::= SEQUENCE {

 
dCH-ID




DCH-ID,

 
bindingID



BindingID,

 
transportLayerAddress


TransportLayerAddress

 }

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE TDD

--

-- **************************************************************

RadioLinkAdditionFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Unsuccessful-RL-InformationResponse
CRITICALITY ignore
TYPE Unsuccessful-RL-InformationResponse
PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkAdditionFailureTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationResponse ::= SEQUENCE {


rL-ID




RL-ID,


cause




Cause

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareFDD-Extensions}}           OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-UL-DPCH-Information-RL-ReconfPrepFDD
CRITICALITY ignore
TYPE UL-DPCH-Information-RL-ReconfPrepFDD
PRESENCE optional
} |


{ ID id-DL-DPCH-Information-RL-ReconfPrepFDD
CRITICALITY ignore
TYPE DL-DPCH-Information-RL-ReconfPrepFDD
PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfPrepFDD

CRITICALITY ignore

TYPE DCH-ModifyList-RL-ReconfPrepFDD

PRESENCE optional

} |


{ ID id-DCH-AddList-RL-ReconfPrepFDD

CRITICALITY ignore

TYPE DCH-AddList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepFDD

CRITICALITY ignore

TYPE DCH-DeleteList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DSCH-ModifyItem-RL-ReconfPrepFDD
CRITICALITY ignore

TYPE DSCH-ModifyItem-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DSCH-AddItem-RL-ReconfPrepFDD

CRITICALITY ignore

TYPE DSCH-AddItem-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DSCH-DeleteItem-RL-ReconfPrepFDD
CRITICALITY ignore

TYPE DSCH-DeleteItem-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-RadioLinkInformationList-RL-ReconfPrepFDD
CRITICALITY

 ignore

TYPE RadioLinkInformationList-RL-ReconfPrepFDD

PRESENCE
optional

},


...

}

RadioLinkReconfigurationPrepareFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


ul-ScramblingCode


UL-ScramblingCode

OPTIONAL,


minUL-ChannelisationCodeLength
MinUL-ChannelisationCodeLength
OPTIONAL,


maxNrOfUL-DPDCHs

MaxNrOfUL-DPDCHs
OPTIONAL


-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 


ul-PunctureLimit


UL-PunctureLimit

OPTIONAL,


tFCS



TFCS


OPTIONAL,


ul-DPCCH-SlotFormat

UL-DPCCH-SlotFormat
OPTIONAL,


sSDT-CellIdentityLength

SSDT-CellIdentityLength
OPTIONAL,


s-FieldLength


S-FieldLength

OPTIONAL,

-- The following information element is needed if there is a need to add Ies
 with specific criticality.

}

DL-DPCH-Information-RL-ReconfPrepFDD ::= SEQUENCE {


tFCS



TFCS


OPTIONAL,


dl-DPCH-SlotFormat

DL-DPCH-SlotFormat
OPTIONAL,


tFCI-SignallingMode

TFCI-SignallingMode
OPTIONAL,


tFCI-Presence


TFCI-Presence

OPTIONAL,


dTX-InsertionPoint

DTX-InsertionPoint
OPTIONAL,


...

}

DCH-ModifyList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Modify-RL-ReconfPrepFDDItemIE }}

DCH-Modify-RL-ReconfPrepFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Modify-RL-ReconfPrepFDDItem
CRITICALITY ignore

TYPE DCH-Modify-RL-ReconfPrepFDDItem
PRESENCE optional

},


...

}

DCH-Modify-RL-ReconfPrepFDDItem ::= SEQUENCE {


dCH-ID



DCH-ID,


ul-TransportFormatSet

TransportFormatSet
OPTIONAL,


dl-TransportFormatSet

TransportFormatSet
OPTIONAL,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


ul-FP-Mode


UL-FP-Mode

OPTIONAL,


toAWS



ToAWS


OPTIONAL,


toAWE



ToAWE


OPTIONAL

}

DCH-AddList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Add-RL-ReconfPrepFDDItemIE }}

DCH-Add-RL-ReconfPrepFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Add-RL-ReconfPrepFDDItem
CRITICALITY ignore

TYPE DCH-Add-RL-ReconfPrepFDDItem
PRESENCE optional

},


...

}

DCH-Add-RL-ReconfPrepFDDItem ::= SEQUENCE {


dCH-ID



DCH-ID,


dCH-CombinationIndication
DCH-CombinationIndication
OPTIONAL,


rLC-Mode


RLC-Mode,


ul-TransportFormatSet

TransportFormatSet,


dl-TransportFormatSet

TransportFormatSet,


frameHandlingPriority

FrameHandlingPriority,


payloadCRC-PresenceIndicator
PayloadCRC-PresenceIndicator,


ul-FP-Mode


UL-FP-Mode,


toAWS



ToAWS,


toAWE



ToAWE

}

DCH-DeleteList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Delete-RL-ReconfPrepFDDItemIE }}

DCH-Delete-RL-ReconfPrepFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Delete-RL-ReconfPrepFDDItem
CRITICALITY ignore

TYPE DCH-Delete-RL-ReconfPrepFDDItem
PRESENCE optional

},


...

}

DCH-Delete-RL-ReconfPrepFDDItem ::= SEQUENCE {


dCH-ID



DCH-ID

}

DSCH-ModifyItem-RL-ReconfPrepFDD ::= SEQUENCE {


dl-TransportFormatSet

TransportFormatSet

OPTIONAL,


rL-ID



RL-ID


OPTIONAL,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


toAWS



ToAWS


OPTIONAL,


toAWE



ToAWE


OPTIONAL

}

DSCH-AddItem-RL-ReconfPrepFDD ::= SEQUENCE {


dl-TransportFormatSet

TransportFormatSet,


rL-ID



RL-ID,


frameHandlingPriority

FrameHandlingPriority,


toAWS



ToAWS,


toAWE



ToAWE

}

DSCH-DeleteItem-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID



RL-ID

}

RadioLinkInformationList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{RadioLinkInformation-RL-ReconfPrepFDDItemIE}}

RadioLinkInformation-RL-ReconfPrepFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RadioLinkInformation-RL-ReconfPrepFDDItem
CRITICALITY

 ignore

TYPE 
RadioLinkInformation-RL-ReconfPrepFDDItem
PRESENCE
mandatory},


...

}

RadioLinkInformation-RL-ReconfPrepFDDItem ::= SEQUENCE {


rL-ID



RL-ID,


dl-CodeInformationList-RL-ReconfPrepFDD






DL-CodeInformationList-RL-ReconfPrepFDD

OPTIONAL,


maxDL-Power


DL-Power

OPTIONAL,


minDL-Power


DL-Power

OPTIONAL,


sSDT-Indication


SSDT-Indication

OPTIONAL,


sSDT-CellIdentity

SSDT-CellIdentity
OPTIONAL

-- The IE may be present if the SSDT Indication is set to SSDT Active in the UE

}

DL-CodeInformationList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxnoofDLCodes)) OF


ProtocolIE-Container {{DL-CodeInformation-RL-ReconfPrepFDDItemIE }}

DL-CodeInformation-RL-ReconfPrepFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformation-RL-ReconfPrepFDDItem
CRITICALITY ignore
TYPE DL-CodeInformation-RL-ReconfPrepFDDItem
PRESENCE optional
},


...

}

DL-CodeInformation-RL-ReconfPrepFDDItem ::= SEQUENCE {


scramblingCode



ScramblingCode
OPTIONAL,


fdd-DL-ChannelisationCodeNumber

FDD-DL-ChannelisationCodeNumber
OPTIONAL

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID
CRITICALITY 
ignore

TYPE
 NodeB-CommunicationContextID
PRESENCE 
mandatory
}|


{ ID id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD
CRITICALITY

 ignore

TYPE
UL-CCTrCH-InformationList-RL-ReconfPrepTDD
PRESENCE 
optional

} |


{ ID id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD
CRITICALITY 

 ignore

TYPE DL-CCTrCH-InformationList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID id-DCH-ModifyList-RL-ReconfPrepTDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfPrepTDD

PRESENCE optional
} |


{ ID id-DCH-AddList-RL-ReconfPrepTDD

CRITICALITY  ignore
TYPE DCH-AddList-RL-ReconfPrepTDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepTDD

CRITICALITY 
ignore
TYPE DCH-DeleteList-RL-ReconfPrepTDD

PRESENCE optional
} |

{ ID id-DSCH-Information-ModifyList-RL-ReconfPrepTDD
CRITICALITY

 ignore

TYPE
DSCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE
optional

}|


{ ID id-DSCH-information-AddList-RL-ReconfPrepTDD
CRITICALITY

 ignore

TYPE 
DSCH-Information-AddList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID id-DSCH-Information-DeleteList-RL-ReconfPrepTDD
CRITICALITY 
ignore

TYPE
DSCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE 
optional

} |

{ ID id-USCH-Information-ModifyList-RL-ReconfPrepTDD
CRITICALITY

 ignore

TYPE
USCH-Information-ModifyList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID id-USCH-information-AddList-RL-ReconfPrepTDD
CRITICALITY

  ignore
TYPE USCH-Information-AddList-RL-ReconfPrepTDD

PRESENCE 
optional

} |


{ ID id-USCH-Information-DeleteList-RL-ReconfPrepTDD
CRITICALITY 
ignore

TYPE
USCH-Information-DeleteList-RL-ReconfPrepTDD

PRESENCE
optional

} |


{ ID id-RadioLinkInformation-RL-ReconfPrepTDD

CRITICALITY

  ignore
TYPE
 RadioLinkInformation-RL-ReconfPrepTDD

PRESENCE 
optional

},


...

}

RadioLinkReconfigurationPrepareTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofCCTrCHs)) OF
ProtocolIE-Container {{UL-CCTrCH-Information-RL-ReconfPrepTDDItemIE }}

UL-CCTrCH-Information-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-Information-RL-ReconfPrepTDDItem
CRITICALITY 
ignore
TYPE 
UL-CCTrCH-Information-RL-ReconfPrepTDDItem
PRESENCE 
optional},


...

}

UL-CCTrCH-Information-RL-ReconfPrepTDDItem ::= SEQUENCE {


cCTrCH-ID



CCTrCH-ID,


tFCS




TFCS

OPTIONAL,


tFCI-Coding



TFCI-Coding
OPTIONAL,

punturing-Limit



Punturing-Limit OPTIONAL


ul-DPCH-InformationList-RL-ReconfPrepTDD





UL-DPCH-InformationList-RL-ReconfPrepTDD
OPTIONAL

}

UL-DPCH-InformationList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofDPCHs)) OF


ProtocolIE-Container {{UL-DPCH-Information-RL-ReconfPrepTDDItemIE }}

UL-DPCH-Information-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-Information-RL-ReconfPrepTDDItem
CRITICALITY

 ignore

TYPE 
UL-DPCH-Information-RL-ReconfPrepTDDItem
PRESENCE 
manadtory

},


...

}

UL-DPCH-Information-RL-ReconfPrepTDDItem ::= SEQUENCE {

dPCH-ID



DPCH-ID,


tDD-ChannelisationCode

TDD-ChannelisationCode
OPTIONAL,


burstType


BurstType

OPTIONAL,


midambleShift


MidambleShift

OPTIONAL,


timeSlot


TimeSlot

OPTIONAL,


tdd-PhysicalChannelOffset
TDD-PhysicalChannelOffset

OPTIONAL,


repetitionPeriod

RepetitionPeriod
OPTIONAL,


repetitionLength

RepetitionLength
OPTIONAL,


tFCI-Presence


TFCI-Presence

OPTIONAL

}

DL-CCTrCH-InformationList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofCCTrCHs)) OF
ProtocolIE-Container {{DL-CCTrCH-Information-RL-ReconfPrepTDDItemIE }}

DL-CCTrCH-Information-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-Information-RL-ReconfPrepTDDItem
CRITICALITY 
ignore

TYPE
 DL-CCTrCH-Information-RL-ReconfPrepTDDItem
PRESENCE 
mandatory

},


...

}

DL-CCTrCH-Information-RL-ReconfPrepTDDItem ::= SEQUENCE {


cCTrCH-ID



CCTrCH-ID,


tFCS




TFCS

OPTIONAL,


tFCI-Coding



TFCI-Coding
OPTIONAL,

punturing-Limit



Punturing-Limit OPTIONAL


dl-DPCH-InformationList-RL-ReconfPrepTDD





DL-DPCH-InformationList-RL-ReconfPrepTDD 
OPTIONAL

}

DL-DPCH-InformationList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofDPCHs)) OF


ProtocolIE-Container {{DL-DPCH-Information-RL-ReconfPrepTDDItemIE }}

DL-DPCH-Information-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-Information-RL-ReconfPrepTDDItem
CRITICALITY

 ignore

TYPE
 DL-DPCH-Information-RL-ReconfPrepTDDItem

PRESENCE 
mandatory

},


...

}

DL-DPCH-Information-RL-ReconfPrepTDDItem ::= SEQUENCE {

dPCH-ID



DPCH-ID,


tDD-ChannelisationCode

TDD-ChannelisationCode
OPTIONAL,


burstType


BurstType

OPTIONAL,


midambleShift


MidambleShift

OPTIONAL,


timeSlot


TimeSlot

OPTIONAL,

tdd-PhysicalChannelOffset
TDD-PhysicalChannelOffset
OPTIONA


repetitionPeriod

RepetitionPeriod
OPTIONAL,


rpetitionLength


RepetitionLength
OPTIONAL,


tFCI-Presence


TFCI-Presence

OPTIONAL

}

DCH-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Modify-RL-ReconfPrepTDDItemIE }}

DCH-Modify-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Modify-RL-ReconfPrepTDDItem

CRITICALITY ignore

TYPE DCH-Modify-RL-ReconfPrepTDDItem

PRESENCE optional
},


...

}

 DCH-Modify-RL-ReconfPrepTDDItem ::= SEQUENCE {

 
dCH-ID



DCH-ID,

 
ul-TransportFormatSet

TransportFormatSet
OPTIONAL,

 
dl-TransportFormatSet

TransportFormatSet
OPTIONAL,

 
frameHandlingPriority

FrameHandlingPriority
OPTIONAL,

 
ul-FP-Mode


UL-FP-Mode

OPTIONAL,

 
toAWS



ToAWS


OPTIONAL,

 
toAWE



ToAWE


OPTIONAL,

 }

DCH-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Add-RL-ReconfPrepTDDItemIE }}

DCH-Add-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Add-RL-ReconfPrepTDDItem
CRITICALITY ignore

TYPE DCH-Add-RL-ReconfPrepTDDItem
PRESENCE optional
},


...

}

DCH-Add-RL-ReconfPrepTDDItem ::= SEQUENCE {


dCH-ID




DCH-ID,


dCH-CombinationIndication

DCH-CombinationIndication
OPTIONAL,


rLC-Mode



RLC-Mode,


ul-CCTrCH-ID



CCTrCH-ID,


dl-CCTrCH-ID



CCTrCH-ID,


ul-TransportFormatSet


TransportFormatSet,


dl-TransportFormatS


TransportFormatSet,


frameHandlingPriority


FrameHandlingPriority,


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode



UL-FP-Mode,


toAWS




ToAWS,


toAWE




ToAWE

}

DCH-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Delete-RL-ReconfPrepTDDItemIE }}

DCH-Delete-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Delete-RL-ReconfPrepTDDItem
CRITICALITY ignore

TYPE DCH-Delete-RL-ReconfPrepTDDItem
PRESENCE optional
},


...

}

DCH-Delete-RL-ReconfPrepTDDItem ::= SEQUENCE {


dCH-ID



DCH-ID

}

DSCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF
ProtocolIE-Container {{DSCH-Information-Modify-RL-ReconfPrepTDDItemIE }}

DSCH-Information-Modify-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Information-Modify-RL-ReconfPrepTDDItem
CRITICALITY 
ignore

TYPE DSCH-Information-Modify-RL-ReconfPrepTDDItem
PRESENCE 
optional

},


...

}

 DSCH-Information-Modify-RL-ReconfPrepTDDItem ::= SEQUENCE {

 
dSCH-ID



DSCH-ID,

 
transportFormatSet

TransportFormatSet
OPTIONAL,


cCTrCH-ID


CCTrCH-ID

OPTIONAL,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


toAWE



ToAWE


OPTIONAL,

 
toAWS



ToAWS


OPTIONAL

 }

DSCH-Information-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-Information-Add-RL-ReconfPrepTDDItemIE }}

DSCH-Information-Add-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Information-Add-RL-ReconfPrepTDDItem
CRITICALITY

 ignore

TYPE 
DCH-Add-RL-ReconfPrepTDDItem


PRESENCE 
mandatory


},


...

}

DSCH-Information-Add-RL-ReconfPrepTDDItem ::= SEQUENCE {


dSCH-ID



DSCH-ID,


cCTrCH-ID


CCTrCH-ID,


transportFormatSet

TransportFormatSet,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


toAWE



ToAWE,


toAWS



ToAWS

}

DSCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF
ProtocolIE-Container {{DCH-Delete-RL-ReconfPrepTDDItemIE }}

DSCH-Information-Delete-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Information-Delete-RL-ReconfPrepTDDItem
CRITICALITY 
ignore

TYPE
DSCH-Information-Delete-RL-ReconfPrepTDDItem
PRESENCE
 optional

},


...

}

DSCH-Information-Delete-RL-ReconfPrepTDDItem ::= SEQUENCE {


dSCH-ID



DSCH-ID

}

USCH-Information-ModifyList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF
ProtocolIE-Container {{USCH-Information-Modify-RL-ReconfPrepTDDItemIE }}

USCH-Information-Modify-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Information-Modify-RL-ReconfPrepTDDItem
CRITICALITY 
ignore

TYPE USCH-Information-Modify-RL-ReconfPrepTDDItem
PRESENCE optional
},


...

}

 USCH-Information-Modify-RL-ReconfPrepTDDItem ::= SEQUENCE {

 
dSCH-ID



DSCH-ID,

 
transportFormatSet

TransportFormatSet
OPTIONAL,


cCTrCH-ID


CCTrCH-ID

OPTIONAL

}

USCH-Information-AddList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container {{USCH-Information-Add-RL-ReconfPrepTDDItemIE }}

USCH-Information-Add-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Information-Add-RL-ReconfPrepTDDItem
CRITICALITY

 ignore

TYPE 
USCH-Add-RL-ReconfPrepTDDItem
PRESENCE 
optional


},


...

}

USCH-Information-Add-RL-ReconfPrepTDDItem ::= SEQUENCE {


uSCH-ID




USCH-ID,


cCTrCH-ID



CCTrCH-ID,


transportFormatSet


TransportFormatSet

}

USCH-Information-DeleteList-RL-ReconfPrepTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF
ProtocolIE-Container {{USCH-Delete-RL-ReconfPrepTDDItemIE }}

USCH-Information-Delete-RL-ReconfPrepTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Information-Delete-RL-ReconfPrepTDDItem
CRITICALITY 
ignore

TYPE
USCH-Information-Delete-RL-ReconfPrepTDDItem
PRESENCE optional


},


...

}

USCH-Information-Delete-RL-ReconfPrepTDDItem ::= SEQUENCE {


uSCH-ID



USCH-ID

}

RadioLinkInformation-RL-ReconfPrepTDD ::= SEQUENCE {


maxDL-Power


DL-Power

OPTIONAL,


minDL-Power


DL-Power

OPTIONAL

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY

--

-- **************************************************************

RadioLinkReconfigurationReady ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReady-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReady-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReady-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY  ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-RL-InformationResponseList-RL-ReconfReady
CRITICALITY 
ignore

TYPE
RL-InformationResponseList-RL-ReconfReady
PRESENCE 
optional

},


...

}

RadioLinkReconfigurationReady-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationResponseList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{RL-InformationResponse-RL-ReconfReadyItemIE }}

RL-InformationResponse-RL-ReconfReadyItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfReadyItem

CRITICALITY
ignore






TYPE
RL-InformationResponseList-RL-ReconfReadyItem


PRESENCE
mandatory

},


...

}

RL-InformationResponseList-RL-ReconfReadyItem ::= SEQUENCE {


rL-ID


RL-ID,


dCHsToBeAdded

DCH-AddList-RL-ReconfReady
OPTIONAL,


dCHsToBeModified
DCH-ModifyList-RL-ReconfReady
OPTIONAL,


dSCH-SetupItem

DSCH-SetupItem-RL-ReconfReady
OPTIONAL,


dSCH-ModifyItem

DSCH-ModifyItem-RL-ReconfReady
OPTIONAL


uCH-SetupItem

USCH-SetupItem-RL-ReconfReady
OPTIONAL,


uSCH-ModifyItem

USCH-ModifyItem-RL-ReconfReady
OPTIONAL

}

DCH-AddList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Add-RL-ReconfReadyItemIE }}

DCH-Add-RL-ReconfReadyItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Add-RL-ReconfReadyItem

CRITICALITY
 ignore

TYPE DCH-Add-RL-ReconfReadyItem


PRESENCE mandatory
},


...

}

DCH-Add-RL-ReconfReadyItem ::= SEQUENCE {


dCH-ID




DCH-ID,


bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

DCH-ModifyList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Modify-RL-ReconfReadyItemIE }}

DCH-Modify-RL-ReconfReadyItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Modify-RL-ReconfReadyItem

CRITICALITY ignore
TYPE DCH-Modify-RL-ReconfReadyItem

PRESENCE mandatory
},


...

}

DCH-Modify-RL-ReconfReadyItem ::= SEQUENCE {


dCH-ID




DCH-ID,


bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

DSCH-SetupList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-Setup-RL-ReconfReadyItemIE }}

DSCH-Setup-RL-ReconfReadyItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Setup-RL-ReconfReadyItem

CRITICALITY ignore
TYPE DSCH-Setup-RL-ReconfReadyItem

PRESENCE mandatory
},


...

}

DSCH-Setup-RL-ReconfReadyitem ::= SEQUENCE {


dSCH-ID




DSCH-ID



bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

DSCH-ModifyList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-Modify-RL-ReconfReadyItemIE }}

DSCH-Modify-RL-ReconfReadyItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Modify-RL-ReconfReadyItem

CRITICALITY ignore
TYPE DSCH-Modify-RL-ReconfReadyItem

PRESENCE mandatory
},


...

}

DSCH-ModifyItem-RL-ReconfReadyItem ::= SEQUENCE {


dSCH-ID




DSCH-ID


bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

USCH-SetupList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container {{USCH-Setup-RL-ReconfReadyItemIE }}

USCH-Setup-RL-ReconfReadyItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Setup-RL-ReconfReadyItem

CRITICALITY ignore
TYPE USCH-Setup-RL-ReconfReadyItem

PRESENCE mandatory
},


...

}

USCH-Setup-RL-ReconfReadyitem ::= SEQUENCE {


uSCH-ID




USCH-ID



bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

USCH-ModifyList-RL-ReconfReady ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container {{USCH-Modify-RL-ReconfReadyItemIE }}

USCH-Modify-RL-ReconfReadyItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Modify-RL-ReconfReadyItem

CRITICALITY ignore
TYPE USCH-Modify-RL-ReconfReadyItem

PRESENCE mandatory
},


...

}

USCH-ModifyItem-RL-ReconfReadyItem ::= SEQUENCE {


uSCH-ID




USCH-ID


bindingID



BindingID,


transportLayerAddress


TransportLayerAddress

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION FAILURE

--

-- **************************************************************

RadioLinkReconfigurationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationFailure-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY 
ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore

TYPE Cause 




PRESENCE mandatory
} |


{ ID id-RL-ReconfigurationFailureList-RL-ReconfFail
CRITICALITY

  ignore
TYPE RL-ReconfigurationFailureList-RL-ReconfFail
PRESENCE 
optional





}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkReconfigurationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-ReconfigurationFailureList-RL-ReconfFail ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{RL-ReconfigurationFailure-RL-ReconfFailItemIE}}

RL-ReconfigurationFailure-RL-ReconfFailItemIE NBAP-PROTOCOL-IES ::= {

{ ID id-RL-ReconfigurationFailure-RL-ReconfFailItem
CRITICALITY ignore
TYPE 
RL-ReconfigurationFailure-RL-ReconfFailItem
PRESENCE optional

},


...

}

RL-ReconfigurationFailure-RL-ReconfFailItem ::= SEQUENCE {

 
rL-ID





RL-ID,

 
cause





Cause

 }

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION COMMIT

--

-- **************************************************************

RadioLinkReconfigurationCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCommit-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationCommit-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY 
ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-CFN




CRITICALITY 
 ignore

TYPE CFN




 PRESENCE mandatory
},


...

}

RadioLinkReconfigurationCommit-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION CANCEL

--

-- **************************************************************

RadioLinkReconfigurationCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCancel-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCancel-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationCancel-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY  ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
},


...

}

RadioLinkReconfigurationCancel-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-UL-DPCH-InformationItem-RL-ReconfReqFDD
CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-ReconfReqFDD
PRESENCE optional
} |


{ ID id-DL-DPCH-InformationItem-RL-ReconfReqFDD
CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-ReconfReqFDD
PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfReqFDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfReqFDD

PRESENCE optional
} |


{ ID id-DCH-AddList-RL-ReconfReqFDD

CRITICALITY ignore
TYPE DCH-AddList-RL-ReconfReqFDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfReqFDD

CRITICALITY ignore
TYPE DCH-DeleteList-RL-ReconfReqFDD

PRESENCE optional
} |


{ ID id-DSCH-ModifyItem-RL-ReconfReqFDD

CRITICALITY ignore
TYPE DSCH-ModifyItem-RL-ReconfReqFDD

PRESENCE optional
} |


{ ID id-DSCH-AddItem-RL-ReconfReqFDD

CRITICALITY ignore
TYPE DSCH-AddItem-RL-ReconfReqFDD

PRESENCE optional
} |


{ ID id-DSCH-DeleteItem-RL-ReconfReqFDD

CRITICALITY ignore
TYPE DSCH-DeleteItem-RL-ReconfReqFDD

PRESENCE optional
} |


{ ID id-RL-InformationList-RL-ReconfReqFDD
CRITICALITY ignore
TYPE RL-InformationList-RL-ReconfPrepFDD
PRESENCE optional
},


...

}

RadioLinkReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationItem-RL-ReconfReqFDD ::= SEQUENCE {


tFCS



TFCS

OPTIONAL

}

DL-DPCH-InformationItem-RL-ReconfReqFDD ::= SEQUENCE {

 
tFCS



TFCS


OPTIONAL

 
tFCI-SignallingMode

TFCI-SignallingMode
OPTIONAL

 }

DCH-ModifyList-RL-ReconfReqFDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Modify-RL-ReconfReqFDDItemIE }}

DCH-Modify-RL-ReconfReqFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Modify-RL-ReconfReqFDDItem
CRITICALITY ignore

TYPE DCH-Modify-RL-ReconfReqFDDItem
PRESENCE optional

},


...

}

DCH-Modify-RL-ReconfReqFDDItem ::= SEQUENCE {


dCH-ID



DCH-ID,


ul-TransportFormatSet

TransportFormatSet
OPTIONAL,


dl-TransportFormatSet

TransportFormatSet
OPTIONAL,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


ul-FP-Mode


UL-FP-Mode

OPTIONAL,


toAWS



ToAWS


OPTIONAL,


toAWE



ToAWE


OPTIONAL

}

DCH-AddList-RL-ReconfReqFDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Add-RL-ReconfReqFDDItemIE }}

DCH-Add-RL-ReconfReqFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Add-RL-ReconfReqFDDItem
CRITICALITY ignore

TYPE DCH-Add-RL-ReconfReqFDDItem
PRESENCE optional

},


...

}

DCH-Add-RL-ReconfReqFDDItem ::= SEQUENCE {


dCH-ID



DCH-ID,


ul-TransportFormatSet

TransportFormatSet,


dl-TransportFormatSet

TransportFormatSet,


frameHandlingPriority

FrameHandlingPriority,


payloadCRC-PresenceIndicator
PayloadCRC-PresenceIndicator,


ul-FP-Mode


UL-FP-Mode,


toAWS



ToAWS,


toAWE



ToAWE

}

DCH-DeleteList-RL-ReconfReqFDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Delete-RL-ReconfReqFDDItemIE }}

DCH-Delete-RL-ReconfReqFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Delete-RL-ReconfReqFDDItem
CRITICALITY ignore

TYPE DCH-Delete-RL-ReconfReqFDDItem
PRESENCE optional
},


...

}

DCH-Delete-RL-ReconfReqFDDItem ::= SEQUENCE {


dCH-ID



DCH-ID

}

DSCH-ModifyItem-RL-ReconfReqFDD ::= SEQUENCE {


dl-TransportFormatSet

TransportFormatSet
OPTIONAL,


rL-ID



RL-ID


OPTIONAL,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


toAWS



ToAWS


OPTIONAL,


toAWE



ToAWE


OPTIONAL

}

DSCH-AddItem-RL-ReconfReqFDD ::= SEQUENCE {


dl-TransportFormatSet

TransportFormatSet,


rL-ID



RL-ID,


frameHandlingPriority

FrameHandlingPriority,


toAWS



ToAWS,


toAWE



ToAWE

}

DSCH-DeleteItem-RL-ReconfReqFDD ::= SEQUENCE {


rL-ID



RL-ID

}

RL-InformationList-RL-ReconfPrepFDD ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{RL-Information-RL-ReconfPrepFDDItemIE }}

RL-Information-RL-ReconfPrepFDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-ReconfPrepFDDItem
CRITICALITY ignore
TYPE RL-Information-RL-ReconfPrepFDDItem
PRESENCE optional
},


...

}

RL-Information-RL-ReconfPrepFDDItem ::= SEQUENCE {


rL-ID



RL-ID,


maxDL-Power


DL-Power

OPTIONAL,


minDL-Power


DL-Power

OPTIONAL

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |

{ ID id-UL-CCTrCH-InformationList-RL-ReconfReqTDD
CRITICALITY ignore

TYPE 
UL-CCTrCH-InformationList-RL-ReconfReqTDD

PRESENCE optional

} |

{ ID id-DL-CCTrCH-InformationList-RL-ReconfReqTDD
CRITICALITY ignore

TYPE
 DL-CCTrCH-InformationList-RL-ReconfReqTDD

PRESENCE 
optional

} |


{ ID id-DCH-ModifyList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE DCH-ModifyList-RL-ReconfReqTDD

PRESENCE optional
} |


{ ID id-DCH-AddList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE DCH-AddList-RL-ReconfReqTDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE DCH-DeleteList-RL-ReconfReqTDD

PRESENCE optional
} |


{ ID id-DSCH-ModifyList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE DSCH-ModifyList-RL-ReconfReqTDD

PRESENCE optional
} |


{ ID id-DSCH-AddList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE DSCH-AddList-RL-ReconfReqTDD

PRESENCE optional
} |


{ ID id-DSCH-DeleteList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE DSCH-DeleteList-RL-ReconfReqTDD

PRESENCE optional
} |


{ ID id-USCH-ModifyList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE USCH-ModifyList-RL-ReconfReqTDD

PRESENCE optional
} |


{ ID id-USCH-AddList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE USCH-AddList-RL-ReconfReqTDD

PRESENCE optional
} |


{ ID id-USCH-DeleteList-RL-ReconfReqTDD

CRITICALITY ignore
TYPE USCH-DeleteList-RL-ReconfReqTDD

PRESENCE optional
},


...

}

RadioLinkReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofCCTrCHs)) OF


ProtocolIE-Container {{UL-CCTrCH-Information-RL-ReconfReqTDDItemIE }}

UL-CCTrCH-Information-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {

{ ID id-UL-CCTrCH-Information-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE 
UL-CCTrCH-Information-RL-ReconfReqTDDItem

PRESENCE 
mandatory

},


...

}

UL-CCTrCH-Information-RL-ReconfReqTDDItem ::= SEQUENCE {


cCTrCH-ID



CCTrCH-ID,


tFCS




TFCS,


puncturingLimit



PuncturingLimit

}

DL-CCTrCH-InformationList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofCCTrCHs)) OF


ProtocolIE-Container {{DL-CCTrCH-Information-RL-ReconfReqTDDItemIE }}

DL-CCTrCH-Information-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {

{ ID id-DL-CCTrCH-Information-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE 
DL-CCTrCH-Information-RL-ReconfReqTDDItem


PRESENCE
 mandatory

},


...

}

DL-CCTrCH-Information-RL-ReconfReqTDDItem ::= SEQUENCE {


cCTrCH-ID



CCTrCH-ID,


tFCS




TFCS,


puncturingLimit



PuncturingLimit

}

DCH-ModifyList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Modify-RL-ReconfReqTDDItemIE }}

DCH-Modify-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Modify-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE DCH-Modify-RL-ReconfReqTDDItem
PRESENCE optional
},


...

}

DCH-Modify-RL-ReconfReqTDDItem ::= SEQUENCE {


dCH-ID



DCH-ID,


ul-CCTrCH-ID


CCTrCH-ID,


dl-CCTrCH-ID


CCTrCH-ID,


ul-TransportFormatSet

TransportFormatSet
OPTIONAL,


dl-TransportFormatSet

TransportFormatSet
OPTIONAL,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


ul-FP-Mode


UL-FP-Mode

OPTIONAL,


toAWS



ToAWS


OPTIONAL,


toAWE



ToAWE


OPTIONAL

}

DCH-AddList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Add-RL-ReconfReqTDDItemIE }}

DCH-Add-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Add-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE DCH-Add-RL-ReconfReqTDDItem
PRESENCE optional
},


...

}

DCH-Add-RL-ReconfReqTDDItem ::= SEQUENCE {


dCH-ID



DCH-ID,


rLC-Mode


RLC-Mode,


ul-CCTrCH-ID


CCTrCH-ID,


dl-CCTrCH-ID


CCTrCH-ID,


ul-TransportFormatSet

TransportFormatSet,


dl-TransportFormatSet

TransportFormatSet,


frameHandlingPriority

FrameHandlingPriority,


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode


UL-FP-Mode,


toAWS



ToAWS,


toAWE



ToAWE

}

DCH-DeleteList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Delete-RL-ReconfReqTDDItemIE }}

DCH-Delete-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Delete-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE DCH-Delete-RL-ReconfReqTDDItem
PRESENCE optional
},


...

}

DCH-Delete-RL-ReconfReqTDDItem ::= SEQUENCE {


dCH-ID



DCH-ID

}

DSCH-ModifyList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-Modify-RL-ReconfReqTDDItemIE }}

DSCH-Modify-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Modify-RL-ReconfReqTDDItem

CRITICALITY ignore

TYPE DSCH-Modify-RL-ReconfReqTDDItem

PRESENCE optional

},


...

}

DSCH-Modify-RL-ReconfReqTDDItem ::= SEQUENCE {


dSCH-ID



DSCH-ID,


cCTrCH-ID


CCTrCH-ID,


transportFormatSet

TransportFormatSet
OPTIONAL,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


toAWE



ToAWE


OPTIONAL,


toAWS



ToAWS


OPTIONAL

}

DSCH-AddList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-Add-RL-ReconfReqTDDItemIE }}

DSCH-Add-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Add-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE DSCH-Add-RL-ReconfReqTDDItem
PRESENCE optional
},


...

}

DSCH-Add-RL-ReconfReqTDDItem ::= SEQUENCE {


dSCH-ID



DSCH-ID,


cCTrCH-ID


CCTrCH-ID,


transportFormatSet

TransportFormatSet,


frameHandlingPriority

FrameHandlingPriority
OPTIONAL,


toAWE



ToAWE,


toAWS



ToAWS

}

DSCH-DeleteList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-Delete-RL-ReconfReqTDDItemIE }}

DSCH-Delete-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Delete-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE DSCH-Delete-RL-ReconfReqTDDItem
PRESENCE optional
},


...

}

DSCH-Delete-RL-ReconfReqTDDItem ::= SEQUENCE {


dSCH-ID



DSCH-ID

}

USCH-ModifyList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container {{USCH-Modify-RL-ReconfReqTDDItemIE }}

USCH-Modify-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Modify-RL-ReconfReqTDDItem

CRITICALITY ignore

TYPE USCH-Modify-RL-ReconfReqTDDItem

PRESENCE optional
},


...

}

USCH-Modify-RL-ReconfReqTDDItem ::= SEQUENCE {


uSCH-ID



USCH-ID,


cCTrCH-ID


CCTrCH-ID

OPTIONAL,


transportFormatSet

TransportFormatSet
OPTIONAL,

}

USCH-AddList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container {{USCH-Add-RL-ReconfReqTDDItemIE }}

USCH-Add-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Add-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE USCH-Add-RL-ReconfReqTDDItem
PRESENCE optional
},


...

}

USCH-Add-RL-ReconfReqTDDItem ::= SEQUENCE {


uSCH-ID



USCH-ID,


cCTrCH-ID


CCTrCH-ID,


transportFormatSet

TransportFormatSet,

}

USCH-DeleteList-RL-ReconfReqTDD ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container {{USCH-Delete-RL-ReconfReqTDDItemIE }}

USCH-Delete-RL-ReconfReqTDDItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Delete-RL-ReconfReqTDDItem
CRITICALITY ignore

TYPE USCH-Delete-RL-ReconfReqTDDItem
PRESENCE mandatory
},


...

}

USCH-Delete-RL-ReconfReqTDDItem ::= SEQUENCE {


uSCH-ID



USCH-ID

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE

--

-- **************************************************************

RadioLinkReconfigurationResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationResponse-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore
TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-RL-InformationResponseList-RL-ReconfResp

CRITICALITY
ignore
TYPE RL-InformationResponseList-RL-ReconfResp
PRESENCE
optional

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RL-InformationResponseList-RL-ReconfResp ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF

ProtocolIE-Container { {RL-InformationResponseItem-RL-ReconfRespIE} }

RL-InformationResponseItem-RL-ReconfRespIE NBAP-PROTOCOL-IE ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfResp

CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfResp

PRESENCE 
mandatory

},


...

}

RL-InformationResponseItem-RL-ReconfResp ::= SEQUENCE {


rL-ID


RL-ID,


dCHsToBeAdded

DCH-AddList-RL-ReconfResp
OPTIONAL,


dCHsToBeModified
DCH-ModifyList-RL-ReconfResp
OPTIONAL,


dSCHsToBeSetup

DSCH-SetupList-RL-ReconfResp
OPTIONAL,


dSCHsToBeModifie
DSCH-ModifyList-RL-ReconfResp
OPTIONAL,


uSCHsToBeSetup

USCH-SetupList-RL-ReconfResp
OPTIONAL,


uSCHsToBeModifie
USCH-ModifyList-RL-ReconfResp
OPTIONAL


...

}

DCH-ModifyList-RL-ReconfResp ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Modify-RL-ReconfRespItemIE }}

DCH-Modify-RL-ReconfRespItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Modify-RL-ReconfRespItem
CRITICALITY ignore

TYPE DCH-Modify-RL-ReconfRespItem
PRESENCE optional
},


...

}

DCH-Modify-RL-ReconfRespItem ::= SEQUENCE {


dCH-ID



DCH-ID,


bindingID


BindingID,


transportLayerAddress

TransportLayerAddress


}

DCH-AddList-RL-ReconfResp ::= SEQUENCE (SIZE (1..maxnoofDCHs)) OF


ProtocolIE-Container {{DCH-Add-RL-ReconfRespItemIE }}

DCH-Add-RL-ReconfRespItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DCH-Add-RL-ReconfRespItem
CRITICALITY ignore

TYPE DCH-Add-RL-ReconfRespItem
PRESENCE optional
},


...

}

DCH-Add-RL-ReconfRespItem ::= SEQUENCE {


dCH-ID



DCH-ID,


bindingID


BindingID,


transportLayerAddress

TransportLayerAddress


}

DSCH-SetupList-RL-ReconfResp ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-Setup-RL-ReconfRespItemIE }}

DSCH-Setup-RL-ReconfRespItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Setup-RL-ReconfRespItem

CRITICALITY ignore

TYPE DSCH-Setup-RL-ReconfRespItem

PRESENCE optional

},


...

}

DSCH-Setup-RL-ReconfRespItem ::= SEQUENCE {


dSCH-ID



DSCH-ID,


bindingID


BindingID,


transportLayerAddress

TransportLayerAddress


}

DSCH-ModifyList-RL-ReconfResp ::= SEQUENCE (SIZE (1..maxnoofDSCHs)) OF


ProtocolIE-Container {{DSCH-Modify-RL-ReconfRespItemIE }}

DSCH-Modify-RL-ReconfRespItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DSCH-Modify-ReconfRespItem
CRITICALITY ignore

TYPE DSCH-Modify-RL-ReconfRespItem
PRESENCE optional
},


...

}

DSCH-Modify-RL-ReconfRespItem ::= SEQUENCE {


dSCH-ID



DSCH-ID,


bindingID


BindingID,


transportLayerAddress

TransportLayerAddress


}

USCH-ModifyList-RL-ReconfResp ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container {{USCH-Modify-RL-ReconfRespItemIE }}

USCH-Modify-RL-ReconfRespItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Modify-RL-ReconfRespItem
CRITICALITY ignore

TYPE USCH-Modify-RL-ReconfRespItem
PRESENCE optional
},


...

}

USCH-Modify-RL-ReconfRespItem ::= SEQUENCE {


uSCH-ID



USCH-ID,


cCTrCH-ID


CCTrCH-ID,


transportFormatSet

TransportFormatSet,

}

USCH-ModifyList-RL-ReconfResp ::= SEQUENCE (SIZE (1..maxnoofUSCHs)) OF


ProtocolIE-Container {{USCH-Modify-RL-ReconfRespItemIE }}

USCH-Modify-RL-ReconfRespItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-USCH-Modify-RL-ReconfRespItem

CRITICALITY ignore

TYPE USCH-Modify-RL-ReconfRespItem

PRESENCE optional
},


...

}

USCH-Modify-RL-ReconfRespItem ::= SEQUENCE {


uSCH-ID



USCH-ID,


cCTrCH-ID


CCTrCH-ID

OPTIONAL,


transportFormatSet

TransportFormatSet
OPTIONAL,

}

RadioLinkReconfigurationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK DELETION REQUEST

--

-- **************************************************************

RadioLinkDeletionRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkDeletionRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkDeletionRequest-Extensions}}                   OPTIONAL,


...

}

RadioLinkDeletionRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-RL-informationList-RL-Del-Req

CRITICALITY ignore

TYPE RL-informationList-RL-Del-Req

PRESENCE mandatory
} ,


...

}

RadioLinkDeletionRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-informationList-RL-Del-Req ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{RL-informationList-RL-Del-ReqItemIE }}

RL-informationList-RL-Del-ReqItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RL-informationList-RL-Del-ReqItem
CRITICALITY ignore

TYPE RL-informationList-RL-Del-ReqItem

PRESENCE mandatory
},


...

}

RL-informationList-RL-Del-ReqItem ::= SEQUENCE {

 
rL-ID



RL-ID

 }

-- **************************************************************

--

-- RADIO LINK DELETION RESPONSE

--

-- **************************************************************

RadioLinkDeletionResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkDeletionResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkDeletionResponse-Extensions}}                   OPTIONAL,


...

}

RadioLinkDeletionResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore
TYPE CRNC-CommunicationContextID

PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkDeletionResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DL POWER CONTROL REQUEST FDD

--

-- **************************************************************

DLPowerControlRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DLPowerControlRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DLPowerControlRequestFDD-Extensions}}                   OPTIONAL,


privateExtensions               PrivateExtensionContainer  {{DLPowerControlRequestFDD-PrivateExtensions}}            OPTIONAL,


...

}

DLPowerControlRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY  ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-ProcedureScopeType


CRITICALITY  ignore

TYPE ProcedureScopeType



PRESENCE mandatory
} ,


...

}

DLPowerControlRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DLPowerControlRequestFDD-PrivateExtensions NBAP-PRIVATE-EXTENSION ::= {


...

}

ProcedureScopeType ::= CHOICE {


all-RL



All-RL,


individualRL


IndividualRL

}

All-RL ::= SEQUENCE {


dl-ReferencePower

DL-Power

}

IndividualRL ::= SEQUENCE {


dl-ReferencePowerInformationList-PC









DL-ReferencePowerInformationList-PC

}

DL-ReferencePowerInformationList-PC ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{DL-ReferencePowerInformationList-PCItemIE }}

DL-ReferencePowerInformationList-PCItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-DL-ReferencePowerInformationList-PCItem

CRITICALITY

 ignore

TYPE 
DL-ReferencePowerInformationList-PCItem

PRESENCE 
mandatory

},


...

}

DL-ReferencePowerInformationList-PCItem ::= SEQUENCE {


rL-ID




RL-ID,

dl-ReferencePower


DL-Power

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

DedicatedMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationRequest-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementInitiationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-MeasurementID



CRITICALITY ignore

TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-Req
CRITICALITY ignore

TYPE DedicatedMeasurementObjectType-Req

PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementType

CRITICALITY ignore

TYPE DedicatedMeasurementType


PRESENCE mandatory
} |


{ ID id-MeasurementCharacteristics

CRITICALITY  ignore

TYPE MeasurementCharacteristics


PRESENCE mandatory
} |


{ ID id-ReportCharacteristics


CRITICALITY  ignore

TYPE ReportCharacteristics


PRESENCE mandatory
} ,


...

}

DedicatedMeasurementInitiationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementObjectType-Req ::= ENUMERATED {


rL



RL-DMeasureReq,


all-RL



All-DMeasureReq

}

RL-DMeasureReq ::= SEQUENCE {

 
rL-InformationList
RL-InformationList-DMeasureReq

}

RL-InformationList-DMeasureReq ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{ RL-InformationList-DMeasureReqItemIE }}

RL-InformationList-DMeasureReqItemIE NBAP-PROTOCOL-IES ::= {

{ ID id-RL-InformationList-DMeasureReqItem
CRITICALITY ignore


TYPE 
RL-InformationList-DMeasureReqItem
PRESENCE mandatory

},


...

}

RL-InformationList-DMeasureReqItem ::= SEQUENCE {


rL-ID




RL-ID,


dPCH-ID




DPCH-ID

}

All-RL-Req ::= SEQUENCE {

 
dedicatedMeasurementValue

DedicatedMeasurementValue

 }

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

DedicatedMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationResponse-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementInitiationResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-MeasurementID



CRITICALITY ignore

TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-Resp
CRITICALITY ignore

TYPE DedicatedMeasurementObjectType-Resp
PRESENCE mandatory
} |


{ ID id-CFN




CRITICALITY ignore

TYPE CFN




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

DedicatedMeasurementInitiationResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementObjectType-Resp ::= ENUMERATED {

 
rL



RL-Resp,

 
all-RL



All-RL-resp

 }

RL-Resp ::= SEQUENCE {

 
rL-InformationList-DMeasureResponse









RL-InformationList-DmeasureResponse

}

RL-InformationList-DmeasureResponse ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{RL-Information-DMeasureResponseItemIE }}

RL-Information-DMeasureResponseItemIE NBAP-PROTOCOL-IES ::= {

{ ID id-RL-Information-DMeasureResponseItem

CRITICALITY ignore

TYPE 
RL-Information-DMeasureResponseItem
PRESENCE mandatory

},


...

}

RL-Information-DMeasureResponseItem ::= SEQUENCE {


rL-ID




RL-ID,


dedicatedMeasurementValue

DedicatedMeasurementValue

}

All-RL-Resp ::= SEQUENCE {

 
dedicatedMeasurementValue

DedicatedMeasurementValue

 }

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

DedicatedMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationFailure-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementInitiationFailure-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-MeasurementID



CRITICALITY ignore

TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore

TYPE Cause




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

DedicatedMeasurementInitiationFailure-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT REPORT

--

-- **************************************************************

DedicatedMeasurementReport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementReport-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementReport-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementReport-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-MeasurementID



CRITICALITY ignore

TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-Rep
CRITICALITY ignore

TYPE DedicatedMeasurementObjectType-Rep

PRESENCE mandatory
} |


{ ID id-CFN




CRITICALITY ignore

TYPE CFN




PRESENCE mandatory
},


...

}

DedicatedMeasurementReport-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementObjectType-Rep ::= ENUMERATED {

 
rL



RL-Rep,

 
all-RL



All-RL-Rep

 }

RL-Rep ::= SEQUENCE {

 
rL-InformationList-DMeasureReport









RL-InformationList-DMeasureReport

 }

RL-InformationList-DmeasureReport ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF


ProtocolIE-Container {{RL-Information-DMeasureReportItemIE }}

RL-Information-DMeasureReportItemIE NBAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-DMeasureReportItem
CRITICALITY ignore
TYPE RL-Information-DMeasureReportItem

PRESENCE mandatory
},


...

}

RL-Information-DMeasureReportItem ::= SEQUENCE {


rL-ID




RL-ID,


dedicatedMeasurementValue

DedicatedMeasurementValue

}

All-RL-Rep ::= SEQUENCE {

 
dedicatedMeasurementValue

DedicatedMeasurementValue

 }

-- **************************************************************

--

-- DEDICATED MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

DedicatedMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementTerminationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementTerminationRequest-Extensions}}                   OPTIONAL,

OPTIONAL,


...

}

DedicatedMeasurementTerminationRequest-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-MeasurementID



CRITICALITY ignore

TYPE MeasurementID



PRESENCE mandatory
},


...

}

DedicatedMeasurementTerminationRequest-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

DedicatedMeasurementFailureIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementFailureIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementFailureIndication-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-MeasurementID



CRITICALITY ignore

TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore

TYPE Cause




PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

DedicatedMeasurementFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK FAILURE INDICATION

--

-- **************************************************************

RadioLinkFailureIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkFailureIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkFailureIndication-Extensions}}                   OPTIONAL,


...

}

RadioLinkFailureIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-FailInd

CRITICALITY ignore

TYPE RL-InformationList-RL-FailInd

PRESENCE mandatory
}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

RadioLinkFailureIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-FailInd ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF

 
ProtocolIE-Container {{ RL-InformationList-RL-FailIndItemIE }}

RL-InformationList-RL-FailInd ItemIE NBAP-PROTOCOL-IES ::= {

 
{ I D id- RL-InformationList-RL-FailIndItem
CRITICALITY ignore

TYPE RL-InformationList-RL-FailIndItem

PRESENCE mandatory
},

 
...

 }

RL-InformationList-RL-FailIndItem ::= SEQUENCE {

 
rL-ID



RL-ID,

 
cause



Cause

 }

-- **************************************************************

--

-- RADIO LINK RESTORE INDICATION

--

-- **************************************************************

RadioLinkRestoreIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkRestoreIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkRestoreIndication-Extensions}}                   OPTIONAL,


...

}

RadioLinkRestoreIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-RestoreInd
CRITICALITY ignore

TYPE RL-InformationList-RL-RestoreInd

PRESENCE mandatory
},


...

}

RadioLinkRestoreIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-RestoreInd ::= SEQUENCE (SIZE (1..maxnoofRLs)) OF

 
ProtocolIE-Container {{RL-InformationList-RL-RestoreIndItemIE }}

RL-InformationList-RL-RestoreIndItemIE NBAP-PROTOCOL-IES ::= {

 
{ I D id-RL-InformationList-RL-RestoreIndItem
CRITICALITY ignore

TYPE RL-InformationList-RL-RestoreIndItem
PRESENCE mandatory
},

 
...

 }

RL-InformationList-RL-RestoreIndItem ::= SEQUENCE {

 
rL-ID



RL-ID

 }

-- **************************************************************

--

-- COMPRESSED MODE PREPARE FDD

--

-- **************************************************************

CompressedModePrepareFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModePrepareFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModePrepareFDD-Extensions}}                   OPTIONAL,


...

}

CompressedModePrepareFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID
PRESENCE mandatory
} |


{ ID id-TGP1



CRITICALITY ignore

TYPE TGP1



PRESENCE mandatory
} |


{ ID id-TGP2



CRITICALITY ignore

TYPE TGP2



PRESENCE optional
} |


{ ID id-TGL



CRITICALITY ignore

TYPE TGL



PRESENCE mandatory
} |


{ ID id-TGD



CRITICALITY ignore

TYPE TGD



PRESENCE mandatory
} |


{ ID id-UL-DL-CompressedModeSeletion
CRITICALITY ignore

TYPE UL-DL-CompressedModeSeletion
PRESENCE mandatory
} |


{ ID id-CompressesModeMethod

CRITICALITY ignore

TYPE CompressesModeMethod

PRESENCE mandatory
} |


{ ID id-GapPositionMode


CRITICALITY ignore

TYPE GapPositionMode


PRESENCE mandatory
} |


{ ID id-SN



CRITICALITY ignore

TYPE SN




PRESENCE optional
} |


-- This IE is present if Gap position mode = 'flexible position'--


{ ID id-DL-FrameType


CRITICALITY ignore

TYPE DL-FrameType


PRESENCE mandatory
} |


{ ID id-ScramblingCodeChange

CRITICALITY ignore

TYPE ScramblingCodeChange

PRESENCE optional
}|


-- This IE is present if Compressed mode method = 'SF/2' --


{ ID id-PowerControlMode

CRITICALITY ignore

TYPE PowerControlMode


PRESENCE mandatory
} |


{ ID id-PowerResumeMode


CRITICALITY ignore

TYPE PowerResumeMode


PRESENCE mandatory
} |


{ ID id-UL-DeltaEb-No


CRITICALITY ignore

TYPE UL-DeltaEb-No


PRESENCE mandatory
} |


{ ID id-UL-DeltaEb-NoAfter

CRITICALITY ignore

TYPE UL-DeltaEb-NoAfter


PRESENCE mandatory
},


...

}

CompressedModePrepareFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE READY FDD

--

-- **************************************************************

CompressedModeReadyFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeReadyFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeReadyFDD-Extensions}}                   OPTIONAL,


...

}

CompressedModeReadyFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNCommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID
PRESENCE mandatory
},


...

}

CompressedModeReadyFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE COMMIT FDD

--

-- **************************************************************

CompressedModeCommitFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCommitFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCommitFDD-Extensions}}                   OPTIONAL,


...

}

CompressedModeCommitFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID
PRESENCE mandatory
} |


{ ID id-CFN



CRITICALITY ignore

TYPE CFN



PRESENCE mandatory
},


...

}

CompressedModeCommitFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE FAILURE FDD

--

-- **************************************************************

CompressedModeFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeFailureFDD-Extensions}}                   OPTIONAL,


...

}

CompressedModeFailureFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE mandatory
} |


{ ID id-Cause



CRITICALITY ignore

TYPE Cause



PRESENCE mandatory

}|

{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE CriticalityDiagnostic


PRESENCE optional


},


...

}

CompressedModeFailureFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE CANCEL FDD

--

-- **************************************************************

CompressedModeCancelFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCancelFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCancelFDD-Extensions}}                   OPTIONAL,


...

}

CompressedModeCancelFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID
PRESENCE mandatory
},


...

}

CompressedModeCancelFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ErrorIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{ErrorIndication-Extensions}}                   OPTIONAL,


...

}

ErrorIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore

TYPE Cause




PRESENCE mandatory
} |

{ ID id-CRNC-CommunicationContextID

CRITICALITY ignore

TYPE CRNC-CommunicationContextID

PRESENCE optional
} |

-- This IE is only present when message is transmitted by RNC --

{ ID id-NodeB-CommunicationContextID

CRITICALITY ignore

TYPE NodeB-CommunicationContextID

PRESENCE optional
} |

-- This IE is only present when message is transmitted by NodeB --


{ ID id-CriticalityDiagnostic


CRITICALITY ignore

TYPE L3-CriticalityDiagnostic


PRESENCE optional
},


-- At least either or Cause IE or Criticality Diagnostic IE shall be present--


...

}

ErrorIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateIEs

PrivateIE-Container
{{PrivateMessage-IEs}},


...

}

PrivateMessage-IEs NBAP-PRIVATE-IES ::= {


...

}

END

9.3.4
NBAP Information Elements

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS



maxTFcount,



maxnoofTFCs,



maxCTF-1,



maxRM,

FROM NBAP-Constants;

DTX-InsertionPoint ::= INTEGER

DedicatedMeasurementValue ::= INTEGER

DeltaTPC ::= INTEGER

------------------------------------------------

-- A

------------------------------------------------

-- to do

AcknowledgedRA-TriesValue ::= TBD

AddOrDeleteIndicator ::= ENUMERATED {

add,

delete

}

AICH-TransmissionTiming ::= ENUMERATED {

timing0,

timing1

}

AvailabilityStatus ::= ENUMERATED {

empty,

in-test,

failed,

power-off,

off-line,

off-duty,

dependency,

degraded,

not-installed,

log-full,

...

}

--to do

AveragingDuration ::= TBD

-----------------------------------------------

-- B

-----------------------------------------------

BCCH-ModificationTime ::= INTEGER (0| 2| 4| .. | 4095)

BindingID ::= OCTET STRING (SIZE (4))

BlockingPriorityIndicator ::= ENUMERATED {

high,

normal,

low

}

-- High priority: Block resource immediately.

-- Normal priority: Block resource when idle or upon timer expiry.

-- Low priority: Block resource when idle.

BurstType ::= ENUMERATED {

type1,

type2

}

-----------------------------------------------

-- C

-----------------------------------------------

Cause ::= ENUMERATED {

radioNetworkLayer

RadioNetworkLayerCause,

transportLayer


TransportLayerCause,

protocol


ProtocolCause,

misc



MiscellaneousCause

...

}

CCTrCH-ID ::= INTEGER (1..15)

CellID-Length ::= ENUMERATED {


short,


medium,


long

}

CFN ::= INTEGER (0..255)

ChipOffset ::= INTEGER (0..38399)

C-ID ::= INTEGER (0..65535)

CodingRate ::= ENUMERATED {

rate1-2,

rate1-3

}

CommonMeasurementObjectType ::= ENUMERATED {


cell,


rach,


...

}

CommonMeasurementType ::= SEQUENCE  {


rssi




RSSI-Value,


transmitted-carrier-power

TransmittedCarrierPowerValue,


acknowledged-ra-tries


AcknowledgedRA-TriesValue,


time-slot-iscp



TimeSlotISCP-Value,


...

}

CommonPhysicalChannelID ::= INTEGER (0..255)

CommonTransportChannelID ::= INTEGER (0..255)

CommunicationControlPortID ::= INTEGER (0..65535)

CompressedModeMethod ::= ENUMERATED {

puncturing,

sF-2,

gating,

none

}

ConfigurationGenerationID ::= INTEGER (0..255)

CRC-Size ::= ENUMERATED {

size0,

size12,

size16,

size24

}

CRNC-CommunicationContextID ::= INTEGER (0..1048575)

CTFC ::= INTEGER (0..maxCTF-1)

-----------------------------------------------

-- D

-----------------------------------------------

DCH-CombinationInd ::= INTEGER (0..255)

DCH-ID ::= INTEGER (0..255)

DedicatedMeasurementObjectType1 ::= ENUMERATED {


cell,


rach,


...

}

DedicatedMeasurementObjectType2 ::= SEQUENCE {

sir-value

SIR-Value


OPTIONAL,

sir-error-value

SIR-ErrorValue


OPTIONAL,

transmitted-code-power
TransmittedCodePowerValue
OPTIONAL,

time-slot-iscp

TimeSlotISCP-Value

OPTIONAL,

...

}

DedicatedMeasurementObjectType3 ::= ENUMERATED {


rl,


all-rl,


...

}

-- Reference: 25.215 and 25.225

DedicatedMeasurementType ::= ENUMERATED {


sir,


sir-error,


transmitted-code-power,


timeslot-iscp,


...

}

D-FieldLength ::= ENUMERATED {

d-length1,

d-lngth2

}

DiversityControlField ::= ENUMERATED {

may,

must,

must-not

}

DiversityIndication ::= ENUMERATED {

combined,

not-combined

}

DiversityMode ::= ENUMERATED {

none, 

sTTD,

closed-loop-mode1,

closed-loop-mode2

}

DL-DPCH-SlotFormat ::= INTEGER (0..16)

DL-FrameType ::= ENUMERATED {

typeA,

typeB

}

-- -35..15 is transformed into 0..50. 0.1 steps gives 0..500

-- Power0 indicates –35dB, Power1 indicates –34.9dB, …, Power500 indicates 15dB

DL-Power ::= ENUMERATED {

power0,

power1,

...

}

-- 0= Primary scrambling code of the cell, 1..15= Secondary scrambling code --

DL-ScramblingCode ::= INTEGER (0..15)

DPCH-ID ::= INTEGER (0..15)

DPCH-Offset ::= INTEGER (0..255)

DSCH-ID ::= INTEGER (0..255)

-- to do

-- the parameter need to be defined. It may correspond to the DL TFS defined for DCH

DSCH-TransportFormatSet ::= TBD

-- to do 

-- the parameter need to be defined. It may correspond to the DL TFS defined for DCH

DSCH-TransportFormatCombinationSet ::= TBD

DTX-InsertionPosition ::= ENUMERATED {

fixed,

flexible

}

DynamicTransportFormatInformation ::= SEQUENCE (SIZE (1..maxTFcount)) OF


SEQUENCE {


numberOfTransportBlocks

NumberOfTransportBlocks,


transportBlockSize

TransportBlockSize
OPTIONAL


-- This IE is only present if  Number of Transport Blocks is greater than 0 --,


mode-dynamicTFS


Mode-DynamicTFS



...

}

--------------------------------------------------

-- E

--------------------------------------------------

EventA ::= SEQUENCE {


measurementThreshold

MeasurementThreshold,


measurementHysteresisTime

MeasurementHysteresisTime
OPTIONAL

}

EventB ::= SEQUENCE {


measurementThreshold

MeasurementThreshold,


measurementHysteresisTime

MeasurementHysteresisTime
OPTIONAL

}

EventC ::= SEQUENCE {


measurementIncreaseThreshold
MeasurementIncreaseThreshold,


measurementChangeTime

MeasurementChangeTime

}

EventD ::= SEQUENCE {


measurementDecreaseThreshold
MeasurementDecreaseThreshold,


measurementChangeTime

MeasurementChangeTime

}

EventE ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold1,


measurementThreshold2

MeasurementThreshold2
OPTIONAL,


measurementHysteresisTime

MeasurementHysteresisTime

OPTIONAL,


reportPeriodicity


ReportPeriodicity

OPTIONAL

}

EventF ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold1,


measurementThreshold2

MeasurementThreshold2
OPTIONAL,


measurementHysteresisTime

MeasurementHysteresisTime

OPTIONAL,


reportPeriodicity


ReportPeriodicity

OPTIONAL

}

--------------------------------------------------

-- F

--------------------------------------------------

-- The maximum value is equal to the DL spreading factor ・ --

FDD-DL-ChannalisationCodeNumber ::= INTEGER(0.. 255)

-- 0: 0 chip, 1: 256 chip, 2: 512 chip, .. ,149: 38144 chip [TS 25.211] --

FDD-S-CCPCH-Offset ::= INTEGER (0.. 149)

-- 0=lower priority, 15=higher priority --

FrameHandlingPriority ::= INTEGER (0..15)

---------------------------------------------------

-- G

---------------------------------------------------

GapPeriod ::= INTEGER(0..255)

Gap Position Mode ::= ENUMERATED {

fixed, 

flexible

}

---------------------------------------------------

-- H

---------------------------------------------------

---------------------------------------------------

-- I

---------------------------------------------------

-- to do

IB-SG ::= BIT STRING

IB-SG-POS ::= INTEGER (0..4095)

IB-SG-REP ::= INTEGER {rep(16), rep(32), rep(64), rep(128), rep(256), rep(512), rep(1024), rep(2048)}

IB-Type :: Enumerated {

MIB, 

SIB1, 

SIB2,

SIB12

}

IndicationType ::= ENUMERATED {

noFailure,

serviceImpacting,

cellControl,

...

}

---------------------------------------------------

-- J

---------------------------------------------------

---------------------------------------------------

-- L

---------------------------------------------------

LocalCell-ID ::= INTEGER (0..268435455)

--------------------------------------------------

-- M

--------------------------------------------------

-- dBm, granularity 1 dBm

-- dl-power0 indicates 0 dBm

MaximumDL-PowerCapability ::= ENUMERATED{

dl-power0,

dl-power1,

dl-power2,

...

}

-- Unit dBm, 0 to 50, Granularity  1 dB

MaximumTransmissionPower ::= ENUMERATED {

power0,

power1,

power2,

...

}

MaxNumberOfUL-DPDCHs ::= INTEGER (1..6)

MaxPRACH-MidambleShifts ::= ENUMERATED {

shift4,

shift8

}

-- 10ms to 1min, Step10ms

MeasurementChangeTime ::= ENUMERATED {

time10ms,

time20ms,

time30ms,

...

}

MeasurementCharacteristics ::= SEQUENCE {


measurementFrequency

MeasurementFrequency,


averagingDuration

AveragingDuration

}

-- to do

MeasurementDecreaseThreshold ::= TBD

-- to do

MeasurementFrequency ::= TBD

-- to do

MeasurementIncreaseThreshold ::= TBD

-- to do

-- 10ms to 1min, Step10ms --

MeasurementHysteresisTime ::= ENUMERATED {

time10ms,

timm20ms,

time30ms,

...

}

MeasurementID ::= INTEGER (0..1048575)

-- to do

MeasurementThreshold ::= TBD

-- to do

MeasurementThreshold1 ::= TBD

-- to do

MeasurementThreshold2 ::= TBD

MeasurementType ::= ENUMERATED {

sCH,

syncRACH-access

}

MessageDiscriminator ::= ENUMERATED {

common,

dedicated

}

MidambleShift ::= INTEGER (0..15)

MinimumSpreadingFactor ::= ENUMERATED {

sF4,

sF16,

sF32,

sF64,

sF128,

sF256,

sF512

}

MinUL-ChannelisationCodeLength ::= ENUMERATED {

code-length4,

code-length8,

code-length16,

code-length32,

code-length64,

code-length128,

code-length256

}

MiscellaneousCause ::= ENUMERATED {

control-processing-overload,

hardware-failure,

oam-intervention,

not-enough-user-plane-processing-resources,

unspecified

}

Mode-DynamicTFS ::= CHOICE {


tdd-mode-dynamic
TransmissionTimeInterval-Dynamic,


…

}

Mode-SemiStaticTFS ::= 
CHOICE {


tdd-mode-semistatic
TransmissionTimeInterval-SemiStatic,


…

}

--------------------------------------------------

-- N

--------------------------------------------------

-- to do

NumberOfChannelElements ::= TBD

NodeB-CommunicationContextID ::= INTEGER (0..1048576)

NumberOfTransportBlocks ::= INTEGER (0..4095) 

--------------------------------------------------

-- O

--------------------------------------------------

--------------------------------------------------

-- P

--------------------------------------------------

PagingIndicatorLength ::= ENUMERATED {

ind-length2,

ind-length4,

ind-length8

}

PayloadCRC-PresenceIndicator ::= ENUMERATED {

cRC-Included,

cRC-NotIncluded

}

PD ::= INTEGER(0..2047)

PICH-Mode ::= ENUMERATED {

noofPI18, 

noofPI36, 

noofPI72,

noofPI144

} 

PilotBitsUsedIndicator ::= ENUMERATED {

pilot-bits-used,

pilot-bits-not-used

}

PowerControlMode ::= ENUMERATED {

pcm0,

pcm1,

...

}

-- Chips. Step size is 3 chips. 0=0 chips, 1=3 chips .. --

--** TODO. -15..40 is transformed to 0..55. 0.1 steps gives 0..550 **

PowerOffset ::= INTEGER (0..24)

PowerResumeMode ::= ENUMERATED {

prm0,

prm1,

...

}

PRACH-Midamble ::= ENUMERATED {

inverted,

direct

}

PreambleScramblingCode ::= INTEGER (0..4095)

-- Bit 0=P0, Bit 1=P1, .. ,Bit 15=P15 [25.213] --

PreambleSignatures ::= BIT STRING (SIZE (16))

-- Unit dBm, -15 to 40, Granularity 0.1 dB

-- cpich-power1 indicates ・5 dB

PrimaryCPICH-Power ::= ENUMERATED {

cpich-power1,

cpich-power2,

...

}

PrimaryScramblingCode ::= INTEGER (0..511)

PropagationDelay ::= INTEGER (0..255)

ProtocolCause ::= ENUMERATED

transaction-not-allowed,

transfer-syntax-error,

abstract-syntax-error -reject,

abstract-syntax-error-ignore-and-notify,

message-not-compatible-with-receiver-state,

semantic-error,

unspecified

}

-- PCCPCH Power unit dBm

-- PCCPCH Power step 0.1dBm

PCCPCH-power ::= INTEGER (-15..40)

PSCH-TimeSlot ::= INTEGER (0..6)

PSCH-Power ::= INTEGER (0..511)

PUSCH-Offset ::= INTEGER (0..255)

-----------------------------------------------

-- R

--------------------------------------------------

-- SF 

RACH-SlotFormat ::= ENUMERATED {

format256,

format128,

format64,

format32

}

-- Bit 0=Sub Channel Number 0, Bit 1=Sub Channel Number 1, .., Bit 14=Sub Channel Number 14 --

RACH-SubChannelNumbers ::= BIT STRING (SIZE (15))

RadioNetworkLayerCause :: Enumerated {

unknown-C-ID,

cell-not-available,

power-level-not-supported, 

ul-scramblingcode-already-in-use,

dl-radio-resources-not-available,

ul-radio-resources-not-available,

rl-Already-ActivatedorAllocated,

nodeB-Resources-Unavailable,

insufficient-physical-channel-resources,

measurement-not-supported-for-the-object,

macrodiversity-combining-not-possible,

reconfiguration-not-allowed,

requested-configuration-not-supported,

synchronization-failure,

unspecified

}

RateMatchingAttribute ::= INTEGER (1..maxRM)

RepetitionLength ::= ENUMERATED {

length1,

length2,

length4,

length8

}

ReportCharacteristicsType ::= CHOICE {


onDemand


NULL,


periodic


ReportPeriodicity,


event-a



EventA,


event-b



EventB,


event-c



EventC,


event-d



EventD,


event-e



EventE,


event-f



EventF

}

-- 10ms to 1min, step 10ms or

-- 1min to 1hour, step 1min

ReportPeriodicity ::= CHOICE {


msec 



INTEGER (1..1000),


min



INTEGER (1..60)

}

ResourceOperationalState ::= ENUMERATED {

enabled,

disabled

}

RLC-Mode ::= ENUMERATED {

acknowledgedMode,

unacknowledgedMode,

transparentMode

}

RL-ID ::= INTEGER (0..31)

RNC-ID
::= INTEGER (0..4095)

-- -30..-100 step 0.1

-- rssi1 indicates -30

RSSI-Value ::= ENUMERATED {

rssi1,

rssi2,

...

}

-----------------------------------------------

-- S

--------------------------------------------------

ScramblingCodeChange ::= ENUMERATED {

change,

no-change

}

Scrambling Code Word Number ::= INTEGER (0..255)

SecondaryCCPCH-SlotFormat ::= INTEGER(0..8)

SegmentType ::= ENUMERATED {

first, 

subsequent, 

last, 

complete

}

SemiStaticTransportFormatInformation ::= SEQUENCE {


transmissionTimeInterval

TransmissionTimeInterval,


typeOfChannelCoding

TypeOfChannelCoding,


codingRate


CodingRate

OPTIONAL


--  This IE is only present if IE Type of channel coding is Convolutional or Turbo --,


rateMatchingAttribute

RateMatchingAttribute,


cRC-Size


CRC-Size,


mode-semistatic


Mode-SemiStatic


}

S-FieldLength ::= ENUMERATED {

s-length1,

s-length2

}

SIB-DeletionIndicator ::= ENUMERATED {

noDeletion, 

deletion

}

SIB-Originator ::= ENUMERATED {

nodeB, 

cRNC

}

--** TODO. -10..10 is transformed to 0..10. 0.1 steps gives 0..200 **

-- sir-error-value1 indicates ・0 dB

SIR-ErrorValue ::= ENUMERATED {

sir-error-value1,

sir-error-value2,

...

}

--** TODO. -10..20 is transformed to 0..30. 0.1 steps gives 0..300 **

-- sir-value1 indicates ・0 dB

SIR-Value ::= ENUMERATED {

sir-value1,

sir-value2,

...

}

SSDT-CellIdentity ::= ENUMERATED {a, b, c, d, e, f, g, h}

SSDT-Indication ::= ENUMERATED {


ssdtActiveInTheUE,


ssdtNotActiveInTheUE

}

STTD-Indicator ::= ENUMERATED {


active,


inactive

}

SSDT-SupportIndicator ::= ENUMERATED {

sSDT-not-supported,

sSDT-Supported

}

ShutdownTimer ::= INTEGER (1..3600)

SynchronisationMethod ::= ENUMERATED {

external-reference,

locked-toMaster-cell,

one-time-synchronisation

}

-----------------------------------------------

-- T

--------------------------------------------------

T-Cell ::= ENUMERATED {


chip-0,


chip-256,


chip-512,


chip-768,


chip-1024,


chip-1280,


chip-1536,


chip-1892,


chip-2048,


chip-2304

}

TDD-ChannelisationCode ::= ENUMERATED {

channelisationCode1-1,

channelisationCode2-1,

channelisationCode2-2,

channelisationCode4-1,

channelisationCode4-2,

...

}

-- the ChipOffset is ・9200 to + 19199

TDD-ChipOffset ::= INTEGER (-19200..19199)

TransmissionTimeInterval-Dynamic ::= SEQUENCE (SIZE (1..maxTTIcount)) OF


ENUMERATED {tti10, tti20, tti40, tti80}

}

TransmissionTimeInterval-SemiStatic ::= ENUMERATED {

frameRelated,

timeSlotRelated

}

TDD-S-CCPCH-Offset ::= INTEGER (0..63)

TFCI-Presence ::= ENUMERATED {

present,

not-present

}

TFCI-SignallingMode ::= ENUMERATED {

normal,

split

}

TFCS ::= SEQUENCE (SIZE (1..maxnoofTFCs)) OF


SEQUENCE {



cTFC


CTFC

}

TFS ::= SEQUENCE {


dynamicTransportFormatInformation








DynamicTransportFormatInformation,


semiStaticTransportFormatInformation








SemiStaticTransportFormatInformation

}

TGD :: = INTEGER (0..255)

TGL ::= INTEGER (3,4,7,10,14)

TimeSlot ::= INTEGER (0..14)

TimeSlotDirection ::= ENUMERATED {


ul,


dl

}

-- to do

TimeSlotISCP-Value ::= TBD

TimeSlotStatus ::= ENUMERATED {


active,


not-active

}

ToAWE ::= INTEGER (0..2559)
-- msec. --

ToAWS ::= INTEGER (0..1279)
-- msec. --

TPC-DownlinkStepSize ::= ENUMERATED {

step-size0-5,

step-size1

}

Transmit Diversity Indicator ::= ENUMERATED {

active,

Inactive

}

TransmissionTimeInterval ::= ENUMERATED {

time-interval10,

time-interval20, 

time-interval40, 

time-interval80

} 


-- mec --

--** TODO. -35..15 is transformed to 0..50. 0.1 steps gives 0..500 **

-- carrier-power1 indicates ・5 dB

TransmittedCarrierPowerValue ::= ENUMERATED {

carrier-power1,

carrier-power2,

...

}

--** TODO. -35..15 is transformed to 0..50. 0.1 steps gives 0..500 **

-- code-power1 indicated ・5 dB

TransmittedCodePowerValue ::= ENUMERATED {

code-power1,

code-power2,

...

}

TransportBlockSize ::= INTEGER (1..5000)

-- bit --

TSTD-Indicator ::= ENUMERATED {


active,


inactive

}

TransportLayerAddress ::= OCTET STRING (SIZE (1..20, ...))

TransportLayerCause ::= ENUMERATED {

transport-link-failure,

transmission-port-not-available,

transport-resource-unavailable,

unspecified

}

TypeOfChannelCoding ::= ENUMERATED {

no-coding,

convolutional,

turbo

}

-----------------------------------------------

-- U

--------------------------------------------------

UARFCN ::= INTEGER (174 .. 474)

UL-DL-CompressedModeSelection ::= ENUMERATED {

ul-only,

dl-only,

both-UlandDL

}

UL-DPCH-SlotFormat ::= INTEGER (0..5)

UL-EbNo ::= INTEGER (0..255)

-- Resolution is 0.1 dB, range 0-25.5 dB --

UL-FP-Mode ::= ENUMERATED {

normal,

silent

}

-- unit dBm, step 0.1dBm

UL-InterferenceLevel ::= INTEGER (-128..60)

UL-PunctureLimit ::= INTEGER (0..100)

UL-ScramblingCode ::= SEQUENCE {


uL-ScramblingCodeNumber

UL-ScramblingCodeNumber,


uL-ScramblingCodeLength

UL-ScramblingCodeLength

}

-- 2^24 

UL-ScramblingCodeLength ::= INTEGER (0..16777215)

UL-ScramblingCodeNumber ::= ENUMERATED {

short,

long

}

UplinkDeltaEb-No ::= ENUMERATED {

deltaEb-No-6dB,

...

}

UplinkDeltaEb-No-after ::= ENUMERATED {

deltaEb-No-after-6dB,

...

}

END

9.3.5
NBAP Common Data Type Definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

NBAP-CommonDataTypes -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

MessageDiscriminator
::= ENUMERATED { common, dedicated }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID
::= CHOICE {


local



INTEGER (0..65535),


global



OBJECT IDENTIFIER

}

ProcedureID

::= SEQUENCE {


procedureCode


INTEGER (0..255),


ddMode



ENUMERATED { tdd, fdd, common }

}

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TransactionID 

::= INTEGER (0..255)

END

9.3.6
NBAP Extension Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

NBAP-Containers -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


PrivateIE-ID,


ProtocolExtensionID,


ProtocolIE-ID

FROM NBAP-CommonDataTypes


maxProtocolExtensions,


maxPrivateIEs,


maxProtocolIEs

FROM NBAP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

NBAP-PROTOCOL-IES ::= CLASS {


&id

ProtocolIE-ID 


UNIQUE,


&criticality
Criticality,


&Value,


&presence
Presence

}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


TYPE

&Value


PRESENCE
&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

NBAP-PROTOCOL-IES-PAIR ::= CLASS {


&id


ProtocolIE-ID 


UNIQUE,


&firstCriticality
Criticality,


&FirstValue,


&secondCriticality
Criticality,


&SecondValue,


&presence

Presence

}

WITH SYNTAX {


ID


&id


FIRST CRITICALITY
&firstCriticality


FIRST TYPE

&FirstValue


SECOND CRITICALITY 
&secondCriticality


SECOND TYPE

&SecondValue


PRESENCE

&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

NBAP-PROTOCOL-EXTENSION ::= CLASS {


&id

ProtocolExtensionID 

UNIQUE,


&criticality
Criticality,


&Extension

}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


EXTENSION
&Extension

}

-- **************************************************************

--

-- Class Definition for Private IEs
--

-- **************************************************************

NBAP-PRIVATE-IES ::= CLASS {


&id

PrivateIE-ID,


&criticality
Criticality,


&Value
}

WITH SYNTAX {


ID

&id


CRITICALITY
&criticality


TYPE
&Value
}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {NBAP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {NBAP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id

NBAP-PROTOCOL-IES.&id

({IEsSetParam}),


criticality

NBAP-PROTOCOL-IES.&criticality
({IEsSetParam}{@id}),


value

NBAP-PROTOCOL-IES.&Value
 ({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

ProtocolIE-ContainerPair {NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {


id



NBAP-PROTOCOL-IES-PAIR.&id


({IEsSetParam}),


firstCriticality

NBAP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),


firstValue


NBAP-PROTOCOL-IES-PAIR.&FirstValue
({IEsSetParam}{@id}),


secondCriticality

NBAP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),


secondValue


NBAP-PROTOCOL-IES-PAIR.&SecondValue
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, NBAP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-Container {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, NBAP-PROTOCOL-IES-PAIR : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {NBAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {NBAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id

NBAP-PROTOCOL-EXTENSION.&id
({ExtensionSetParam}),


criticality
NBAP-PROTOCOL-EXTENSION.&criticality
({ExtensionSetParam}{@id}),


extensionValue
NBAP-PROTOCOL-EXTENSION.&Extension
({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private IEs
--

-- **************************************************************

PrivateIE-Container {NBAP-PRIVATE-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (1..maxPrivateIEs)) OF


PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {NBAP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {


id


NBAP-PRIVATE-IES.&id



({IEsSetParam}),


criticality


NBAP-PRIVATE-IES.&criticality


({IEsSetParam}{@id}),


value

NBAP-PRIVATE-IES.&Value

({IEsSetParam}{@id})

}

END

9.3.7
Constant Definitions for NBAP

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 





INTEGER ::= 0

id-auditRequired 




INTEGER ::= 1

id-blockResource 




INTEGER ::= 2

id-cellDeletion 




INTEGER ::= 3

id-cellReconfiguration 




INTEGER ::= 4

id-cellSetup 





INTEGER ::= 5

id-commonMeasurementFailure 



INTEGER ::= 6

id-commonMeasurementInitiation 



INTEGER ::= 7

id-commonMeasurementReport 



INTEGER ::= 8

id-commonMeasurementTermination 


INTEGER ::= 9

id-commonTransportChannelDeletion 


INTEGER ::= 10

id-commonTransportChannelReconfiguration 

INTEGER ::= 11

id-commonTransportChannelSetup 



INTEGER ::= 12

id-compressedModeControlCancellation 


INTEGER ::= 13

id-compressedModeControlCommit 



INTEGER ::= 14

id-compressedModeControlPreparation 


INTEGER ::= 15

id-dedicatedMeasurementFailure 



INTEGER ::= 16

id-dedicatedMeasurementInitiation 


INTEGER ::= 17

id-dedicatedMeasurementReport 



INTEGER ::= 18

id-dedicatedMeasurementTermination 


INTEGER ::= 19

id-dlPowerControl 




INTEGER ::= 20

id-neighbourCellMeasurement 



INTEGER ::= 21

id-radioLinkAddition 




INTEGER ::= 22

id-radioLinkDeletion 




INTEGER ::= 23

id-radioLinkFailure 




INTEGER ::= 24

id-radioLinkReconfigurationCommit 


INTEGER ::= 25

id-radioLinkReconfirurationCancel 


INTEGER ::= 26

id-radioLinkRestoration 



INTEGER ::= 27

id-radioLinkSetup 




INTEGER ::= 28

id-resourceStatusIndication 



INTEGER ::= 29

id-synchronisationAdjustment 



INTEGER ::= 30

id-synchronisationFailure 



INTEGER ::= 31

id-synchronisationRestart 



INTEGER ::= 32

id-synchronisedRadioLinkReconfigurationPreparation 
INTEGER ::= 33

id-systemInformationUpdate 



INTEGER ::= 34

id-unblockResource 




INTEGER ::= 35

id-unsynchronisedRadioLinkReconfiguration 

INTEGER ::= 36

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 


INTEGER ::= 65535

maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs



INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxSF




INTEGER ::= 10

maxnoofDLCodes



INTEGER ::= 10

maxnoofRLs



INTEGER ::= 10

maxnoofDPCHs



INTEGER ::= 10

maxnoofSCCPCHs



INTEGER ::= 10

maxnoofPRACHs



INTEGER ::= 10

maxnoofDCHs



INTEGER ::= 10

maxnoofDSCHs



INTEGER ::= 10

maxnoofFACHs



INTEGER ::= 10

maxnoofCCTrCHs



INTEGER ::= 10

maxnoofPCHs



INTEGER ::= 10

maxnoofPUCSHs



INTEGER ::= 10

maxnoofTFCs



INTEGER ::= 10

maxnoofUSCHs



INTEGER ::= 10

maxUCIDinNodeB



INTEGER ::= 10

maxCellinNodeB



INTEGER ::= 10

maxCCPinNodeB



INTEGER ::= 10

maxCTF-1



INTEGER ::= 10

maxLocalCellinNodeB


INTEGER ::= 10

maxPCHinNodeB



INTEGER ::= 10

maxRACHCell



INTEGER ::= 10

maxnoofFACHCell



INTEGER ::= 10

maxPCHCell



INTEGER ::= 10

maxUSCHCell



INTEGER ::= 10

maxAICHCell



INTEGER ::= 10

maxMIBSEG



INTEGER ::= 10

maxSIBSEG



INTEGER ::= 10

maxnoofFDDNeighbours


INTEGER ::= 10

maxnoofTDDNeighbours


INTEGER ::= 10

maxTFcount



INTEGER ::= 10

maxnoofTFCs



INTEGER ::= 10

maxFACHCell 



INTEGER ::= 10

maxnoCCTrCH 



INTEGER ::= 10

maxnoCCTrCHs 



INTEGER ::= 10

maxnoofCCTrCH 



INTEGER ::= 10

maxnoofDPCH 



INTEGER ::= 10

maxnoofPUSHs 



INTEGER ::= 10

maxnoofRL-1 



INTEGER ::= 10

maxnoofRL-2 



INTEGER ::= 10

maxRM




INTEGER ::= 10

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AICH-Information-ResourceStatIndItem 


INTEGER ::= 0

id-AICH-ParametersList 





INTEGER ::= 1

id-AICH-ParametersListItem 




INTEGER ::= 2

id-AllowedSlotFormatInformationListItem-CTCHreconf-Req-FDD 
INTEGER ::= 3

id-AllowedSlotFormatInformationListItem-CTCHsetup-Req-FDD 
INTEGER ::= 4

id-BlockingPriorityIndicator 




INTEGER ::= 5

id-CCTrCH-ParametersList 




INTEGER ::= 6

id-CCTrCH-ParametersListItem 




INTEGER ::= 7

id-CFN 







INTEGER ::= 8

id-CRNC-CommunicationContextID 




INTEGER ::= 9

id-CRNCommunicationContextID 




INTEGER ::= 10

id-Cause 






INTEGER ::= 11

id-Cell-Information-ResourceStatIndItem 


INTEGER ::= 12

id-Cell-InformationItem 




INTEGER ::= 13

id-Cell-InformationList 




INTEGER ::= 14

id-Cell-Parameter 





INTEGER ::= 15

id-Cell-ParametersItem 





INTEGER ::= 16

id-Cell-ParametersList 





INTEGER ::= 17

id-CellParameter 





INTEGER ::= 18

id-CommonMeasurementObjectType 




INTEGER ::= 19

id-CommonMeasurementType 




INTEGER ::= 20

id-CommonPhysicalChannelID 




INTEGER ::= 21

id-CommonPhysicalChannelType-CTCHsetup-Req-FDD 


INTEGER ::= 22

id-CommonPhysicalChannelType-CTCHsetup-Response 

INTEGER ::= 23

id-CommunicationControlPort-InformationItem 


INTEGER ::= 24

id-CommunicationControlPortID 




INTEGER ::= 25

id-CommunicationControlPortInformation-ResourceStatIndItem 
INTEGER ::= 26

id-CommunicationControlPortInformationList 


INTEGER ::= 27

id-CompressesModeMethod 




INTEGER ::= 28

id-ConfigurationGenerationID 




INTEGER ::= 29

id-DCH-Add-RL-ReconfPrepFDDItem 



INTEGER ::= 30

id-DCH-Add-RL-ReconfPrepTDDItem 



INTEGER ::= 31

id-DCH-Add-RL-ReconfReadyItem 




INTEGER ::= 32

id-DCH-Add-RL-ReconfReqFDDItem 




INTEGER ::= 33

id-DCH-Add-RL-ReconfReqTDDItem 




INTEGER ::= 34

id-DCH-AddItem-RL-ReconfResp 




INTEGER ::= 35

id-DCH-AddList-RL-ReconfPrepFDD 



INTEGER ::= 36

id-DCH-AddList-RL-ReconfPrepTDD 



INTEGER ::= 37

id-DCH-AddList-RL-ReconfReqFDD 




INTEGER ::= 38

id-DCH-AddList-RL-ReconfReqTDD 




INTEGER ::= 39

id-DCH-Delete-RL-ReconfPrepFDDItem 



INTEGER ::= 40

id-DCH-Delete-RL-ReconfPrepTDDItem 



INTEGER ::= 41

id-DCH-Delete-RL-ReconfReqFDDItem 



INTEGER ::= 42

id-DCH-Delete-RL-ReconfReqTDDItem 



INTEGER ::= 43

id-DCH-DeleteList-RL-ReconfPrepFDD 



INTEGER ::= 44

id-DCH-DeleteList-RL-ReconfPrepTDD 



INTEGER ::= 45

id-DCH-DeleteList-RL-ReconfReqFDD 



INTEGER ::= 46

id-DCH-DeleteList-RL-ReconfReqTDD 



INTEGER ::= 47

id-DCH-Information-RL-SetupReqFDDItem 



INTEGER ::= 48

id-DCH-Information-RL-SetupReqTDDItem 



INTEGER ::= 49

id-DCH-InformationList-RL-SetupReqFDD 



INTEGER ::= 50

id-DCH-InformationList-RL-SetupReqTDD 



INTEGER ::= 51

id-DCH-InformationResponse-RL-SetupFailFDDItem 


INTEGER ::= 52

id-DCH-InformationResponse-RL-setupResTDDItem 


INTEGER ::= 53

id-DCH-InformationResponseItem 




INTEGER ::= 54

id-DCH-Modify-RL-ReconfPrepFDDItem 



INTEGER ::= 55

id-DCH-Modify-RL-ReconfPrepTDDItem 



INTEGER ::= 56

id-DCH-Modify-RL-ReconfReadyItem 



INTEGER ::= 57

id-DCH-Modify-RL-ReconfReqFDDItem 



INTEGER ::= 58

id-DCH-Modify-RL-ReconfReqTDDItem 



INTEGER ::= 59

id-DCH-ModifyItem-RL-ReconfResp 



INTEGER ::= 60

id-DCH-ModifyList-RL-ReconfPrepFDD 



INTEGER ::= 61

id-DCH-ModifyList-RL-ReconfPrepTDD 



INTEGER ::= 62

id-DCH-ModifyList-RL-ReconfReqFDD 



INTEGER ::= 63

id-DCH-ModifyList-RL-ReconfReqTDD 



INTEGER ::= 64

id-DL-CCTrCH-Information-RL-ReconfPrepTDDItem 


INTEGER ::= 65

id-DL-CCTrCH-Information-RL-ReconfReqTDDItem 


INTEGER ::= 66

id-DL-CCTrCH-Information-RL-SetupReqTDDItem 


INTEGER ::= 67

id-DL-CCTrCH-InformationItem 




INTEGER ::= 68

id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD 


INTEGER ::= 69

id-DL-CCTrCH-InformationList-RL-ReconfReqTDD 


INTEGER ::= 70

id-DL-CCTrCH-InformationList-RL-SetupReqTDD 


INTEGER ::= 71

id-DL-CCTrCHInformationItem 




INTEGER ::= 72

id-DL-CCTrCHInformationList 




INTEGER ::= 73

id-DL-CodeInformation 





INTEGER ::= 74

id-DL-CodeInformation-RL-ReconfPrepFDDItem 


INTEGER ::= 75

id-DL-CodeInformation-RL-SetupReqFDDItem 


INTEGER ::= 76

id-DL-DPCH-Information-RL-ReconfPrepFDD 


INTEGER ::= 77

id-DL-DPCH-Information-RL-ReconfPrepTDDItem 


INTEGER ::= 78

id-DL-DPCH-Information-RL-SetupReqTDDItem 


INTEGER ::= 79

id-DL-DPCH-InformationItem 




INTEGER ::= 80

id-DL-DPCH-InformationItem-RL-ReconfReqFDD 


INTEGER ::= 81

id-DL-DPCH-InformationItem-RL-SetupReqFDD 


INTEGER ::= 82

id-DL-FrameType 





INTEGER ::= 83

id-DL-ReferencePowerInformationItem 



INTEGER ::= 84

id-DSCH-AddItem-RL-ReconfPrepFDD 



INTEGER ::= 85

id-DSCH-AddItem-RL-ReconfReqFDD 



INTEGER ::= 86

id-DSCH-DeleteItem-RL-ReconfPrepFDD 



INTEGER ::= 87

id-DSCH-DeleteItem-RL-ReconfReqFDD 



INTEGER ::= 88

id-DSCH-ID 






INTEGER ::= 89

id-DSCH-Information-RL-SetupReqFDDItem 



INTEGER ::= 90

id-DSCH-InformationList-RL-SetupReqFDD 



INTEGER ::= 91

id-DSCH-InformationResponse-RL-SetupFailFDDItem 

INTEGER ::= 92

id-DSCH-InformationResponse-RL-setupResFDDItem 


INTEGER ::= 93

id-DSCH-ModifyItem-RL-ReconfPrepFDD 



INTEGER ::= 94

id-DSCH-ModifyItem-RL-ReconfReqFDD 



INTEGER ::= 95

id-DedicatedMeasurementObjectType 



INTEGER ::= 96

id-DedicatedMeasurementType 




INTEGER ::= 97

id-FACH-Information-ResourceStatIndItem 


INTEGER ::= 98

id-FACH-InformationItem 




INTEGER ::= 99

id-FACH-ListItem 





INTEGER ::= 100

id-FACH-ParametersList-CTCHreconf-Req-FDD 


INTEGER ::= 101

id-FACH-ParametersList-CTCHreconf-Req-TTD 


INTEGER ::= 102

id-FACH-ParametersListItem-CTCHreconf-Req-FDD 


INTEGER ::= 103

id-FACH-ParametersListItem-CTCHreconf-Req-TTD 


INTEGER ::= 104

id-FACH-ParametersListItem-CTCHsetup-Req-FDD 


INTEGER ::= 105

id-FACH-ParametersListItem-CTCHsetup-Response 


INTEGER ::= 106

id-GapStartingSlotNumber 




INTEGER ::= 107

id-IndicationType 





INTEGER ::= 108

id-Local-Cell-Information-ResourceStatIndItem 


INTEGER ::= 109

id-Local-CellInformation-ResourceStatIndItem 


INTEGER ::= 110

id-LocalCell-ID 





INTEGER ::= 111

id-LocalCell-InformationItem 




INTEGER ::= 112

id-LocalCellInformationList 




INTEGER ::= 113

id-MIB-SegmentInformationItem 




INTEGER ::= 114

id-MIB-SegmentInformationList 




INTEGER ::= 115

id-MaximumTransmissionPower 




INTEGER ::= 116

id-MeasuredCellInfo 





INTEGER ::= 117

id-MeasurementCharacteristics 




INTEGER ::= 118

id-MeasurementID 





INTEGER ::= 119

id-MeasurementType 





INTEGER ::= 120

id-NeighbouringFDD-Cell-InformationItem 


INTEGER ::= 121

id-NeighbouringTDD-Cell-InformationItem 


INTEGER ::= 122

id-NodeB-CommunicationContextID 



INTEGER ::= 123

id-PCCPCH-Information 





INTEGER ::= 124

id-PCH-Information-ResourceStatIndItem 



INTEGER ::= 125

id-PCH-InformationItem 





INTEGER ::= 126

id-PCH-ListItem 





INTEGER ::= 127

id-PCH-Parameters-CTCHreconf-Req-FDD 



INTEGER ::= 128

id-PCH-ParametersList 





INTEGER ::= 129

id-PCH-ParametersListItem 




INTEGER ::= 130

id-PICH-Parameters-CTCHreconf-Req-FDD 



INTEGER ::= 131

id-PRACH-ParametersList 




INTEGER ::= 132

id-PRACH-ParametersListItem 




INTEGER ::= 133

id-PSCH-Information 





INTEGER ::= 134

id-PSCHandPCCPCH-Information 




INTEGER ::= 135

id-PUSCH-ListItem 





INTEGER ::= 136

id-PatternDuration 





INTEGER ::= 137

id-PowerControlMode 





INTEGER ::= 138

id-PowerResumeMode 





INTEGER ::= 139

id-PrimaryCCPCH-Information 




INTEGER ::= 140

id-PrimaryCPICH-Information 




INTEGER ::= 141

id-PrimarySCH-Information 




INTEGER ::= 142

id-PrimaryScramblingCode 




INTEGER ::= 143

id-ProcedureScopeType 





INTEGER ::= 144

id-RACH-Information-ResourceStatIndItem 


INTEGER ::= 145

id-RACH-InformationItem 




INTEGER ::= 146

id-RL-ID 






INTEGER ::= 147

id-RL-Information 





INTEGER ::= 148

id-RL-Information-DMeasureReportItem 



INTEGER ::= 149

id-RL-Information-DMeasureRequestItem 



INTEGER ::= 150

id-RL-Information-DMeasureResponseItem 



INTEGER ::= 151

id-RL-Information-RL-ReconfPrepFDDItem 



INTEGER ::= 152

id-RL-Information-RL-SetupReqFDDItem 



INTEGER ::= 153

id-RL-InformationItem 





INTEGER ::= 154

id-RL-InformationItem-RL-SetupReqTDD 



INTEGER ::= 155

id-RL-InformationList 





INTEGER ::= 156

id-RL-InformationList-RL-ReconfReqFDD 



INTEGER ::= 157

id-RL-InformationList-RL-SetupReqFDD 



INTEGER ::= 158

id-RL-InformationResponse-RL-setupResFDDItem 


INTEGER ::= 159

id-RL-InformationResponseItem-RL-ReconfResp 


INTEGER ::= 160

id-RL-InformationResponseList-RL-ReconfReady 


INTEGER ::= 161

id-RL-InformationResponseList-RL-ReconfReadyItem 

INTEGER ::= 162

id-RL-InformationResponseList-RL-ReconfResp 


INTEGER ::= 163

id-RL-InformationResponseList-RL-setupResFDD 


INTEGER ::= 164

id-RL-InformationResponseList-RL-setupResTDD 


INTEGER ::= 165

id-RL-ReconfigurationFailure-RL-ReconfFailItem 


INTEGER ::= 166

id-RL-ReconfigurationFailureList-RL-ReconfFail 


INTEGER ::= 167

id-RL-ResponseInformation 




INTEGER ::= 168

id-RL-ResponseInformationItem 




INTEGER ::= 169

id-RL-ResponseInformationList 




INTEGER ::= 170

id-RL-informationItem 





INTEGER ::= 171

id-RL-informationList 





INTEGER ::= 172

id-RadioLinkInformation-RL-ReconfPrepFDDItem 


INTEGER ::= 173

id-RadioLinkInformation-RL-ReconfPrepTDD 


INTEGER ::= 174

id-RadioLinkInformation-RL-ReconfReqTDD 


INTEGER ::= 175

id-RadioLinkInformationList-RL-ReconfPrepFDD 


INTEGER ::= 176

id-ReportCharacteristics 




INTEGER ::= 177

id-SFN 







INTEGER ::= 178

id-SIB-SegmentInformationItem 




INTEGER ::= 179

id-SIB-SegmentInformationList 




INTEGER ::= 180

id-ScramblingCodeChange 




INTEGER ::= 181

id-Secondary-CCPCHListItem 




INTEGER ::= 182

id-SecondaryCPICH-Information 




INTEGER ::= 183

id-SecondarySCH-Information 




INTEGER ::= 184

id-ShutdownTimer 





INTEGER ::= 185

id-Successful-RL-InformationResponse-RL-SetupFailFDDItem 
INTEGER ::= 186

id-Successful-RL-InformationResponseItem 


INTEGER ::= 187

id-Successful-RL-InformationResponseList 


INTEGER ::= 188

id-Successful-RL-InformationResponseList-RL-SetupFailFDD 
INTEGER ::= 189

id-SynchronisationMethod 




INTEGER ::= 190

id-T-Cell 






INTEGER ::= 191

id-TDDChipOffset 





INTEGER ::= 192

id-TimeSlotConfigurationItem 




INTEGER ::= 193

id-TimeSlotConfigurationList 




INTEGER ::= 194

id-TransmissionGapDistance 




INTEGER ::= 195

id-TransmissionGapPeriod 




INTEGER ::= 196

id-TransmitGapLength 





INTEGER ::= 197

id-TransmitGapPositionMode 




INTEGER ::= 198

id-UARFCN 






INTEGER ::= 199

id-UC-ID 






INTEGER ::= 200

id-UL-CCTrCH-Information-RL-ReconfPrepTDDItem 


INTEGER ::= 201

id-UL-CCTrCH-Information-RL-ReconfReqTDDItem 


INTEGER ::= 202

id-UL-CCTrCH-Information-RL-SetupReqTDDItem 


INTEGER ::= 203

id-UL-CCTrCH-InformationItemIE 




INTEGER ::= 204

id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD 


INTEGER ::= 205

id-UL-CCTrCH-InformationList-RL-ReconfReqTDD 


INTEGER ::= 206

id-UL-CCTrCH-InformationList-RL-SetupReqTDD 


INTEGER ::= 207

id-UL-CCTrCHInformation 




INTEGER ::= 208

id-UL-CCTrCHInformationList 




INTEGER ::= 209

id-UL-DPCH-Information-RL-ReconfPrepFDD 


INTEGER ::= 210

id-UL-DPCH-Information-RL-ReconfPrepTDDItem 


INTEGER ::= 211

id-UL-DPCH-Information-RL-SetupReqTDDItem 


INTEGER ::= 212

id-UL-DPCH-InformationItem-RL-ReconfReqFDD 


INTEGER ::= 213

id-UL-DPCH-InformationItem-RL-SetupReqFDD 


INTEGER ::= 214

id-UL-DPCH-InformationItemIE 




INTEGER ::= 215

id-USCH-Information-ResourceStatIndItem 


INTEGER ::= 216

id-USCH-InformationItem 




INTEGER ::= 217

id-USCH-ListItem-CTCHsetup-Req-TDD 



INTEGER ::= 218

id-Unsuccessful-RL-InformationResponse 



INTEGER ::= 219

id-Unsuccessful-RL-InformationResponse-RL-SetupFailFDDItem 
INTEGER ::= 220

id-Unsuccessful-RL-InformationResponseItem 


INTEGER ::= 221

id-Unsuccessful-RL-InformationResponseItem-RL-SetupFailTDD 
INTEGER ::= 222

id-Unsuccessful-RL-InformationResponseList 


INTEGER ::= 223

id-Unsuccessful-RL-InformationResponseList-RL-SetupFailFDD 
INTEGER ::= 224

END




PAGE  
3GPP


