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INTRODUCTION:
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DISCUSSION:
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3.2
Abbreviations

CN
Core Network
CPCH
Common Packet Channel
DCH
Dedicated Channel

DL
Downlink

DRNS
Drift RNS

FACH
Forward Access Channel

GTP
GPRS Tunnelling Protocol

MAC
Medium Access Control

NAS
Non Access Stratum

NBAP
Node B Application Protocol

PCH
Paging Channel

QoS
Quality of Service

RAB
Radio Access Bearer

RACH
Random Access Channel

RANAP
Radio Access Network Application Part 

RNC
Radio Network Controller

RNS
Radio Network Subsystem 

RNSAP
Radio Network Subsystem Application Part

RNTI
Radio Network Temporary Identity

SRNS
Serving RNS

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunication System

USIM
UMTS Subscriber Identity Module

UTRAN
UMTS Terrestrial Radio Access Network

11.2
Protocol Model (Informative)

The following section is a informative section which aim is to provide an overall picture of how the MAC layer is distributed over Uu, Iub and Iur for the RACH, CPCH[FDD], FACH and DCH.

11.2.1
RACH Transport Channel

Figure 11 shows the protocol stack model for the RACH transport channel when the Controlling and Serving RNC are co-incident.

For the RACH transport channel, Dedicated MAC (MAC-d) uses the services of  Common MAC (MAC-c).
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Figure 11: RACH: Coincident Controlling and Serving RNC
The Common MAC (MAC-c) entity in the UE transfers MAC-c PDU to the peer MAC-c entity in the RNC using the services of the Physical Layer.

An Interworking Function (IWF) in the NodeB interworks the RACH frame received by the PHY entity into the RACH Frame Protocol (RACH FP) entity.

The RACH Frame Protocol entity adds header information to form a RACH FP PDU which is  transported to the RNC over an AAL2 (or AAL5) connection.

At the RNC, the RACH FP entity delivers the MAC-c PDU to the MAC-c entity.

Figure 12 shows the protocol model for the RACH transport channel with separate Controlling and Serving RNC. In this case, Iur RACH Frame Protocol (DchFP) is used to interwork the Common MAC (MAC-c) at the Controlling RNC with the Dedicated MAC (MAC-d) at the Serving RNC (The exact Iur FACH Frame Protocol is FFS)
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Figure 12: RACH: Separate Controlling and Serving RNC
11.2.2 CPCH [FDD] Transport Channel

Figure 13 shows the protocol model for the CPCH [FDD] transport channel when the controlling and serving RNC are co-incident.

For the CPCH [FDD] transport channel, Dedicated MAC (MAC-d) uses the services of  Common MAC (MAC-c).
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Figure 13: CPCH [FDD]: Coincident Controlling and Serving RNC
The Common MAC (MAC-c) entity in the UE transfers MAC-c PDU to the peer MAC-c entity in the RNC using the services of the Physical Layer.

An Interworking Function (IWF) in the NodeB interworks the CPCH[FDD] frame received by the PHY entity into the CPCH[FDD] Frame Protocol (CPCH FP) entity.

The CPCH[FDD] Frame Protocol entity adds header information to form a CPCH[FDD] FP PDU which is  transported to the RNC over an AAL2 (or AAL5) connection.

At the RNC, the CPCH[FDD] FP entity delivers the MAC-c PDU to the MAC-c entity.

Figure 14 shows the protocol model for the CPCH[FDD] transport channel with separate Controlling and Serving RNC. In this case, Iur CPCH[FDD] Frame Protocol (CpchFP) is used to interwork the Common MAC (MAC-c) at the Controlling RNC with the Dedicated MAC (MAC-d) at the Serving RNC (The exact Iur FACH Frame Protocol is FFS)


[image: image4.wmf]PHY

PHY

ATM

CpchFP

ATM

CpchFP

MAC-c

Iub

UE

NodeB

CRNC

Uu

ATM

ATM

Iur

MAC-d

CCCH

DCCH

DTCH

SRNC

AAL2

AAL2

MAC-c

MAC-d

CCCH

DTCH

DCCH

AAL2

AAL2

RACH/

CPCH[FDD]/

FACH

FP

RACH/

CPCH[FDD]/

FACH

FP

RACH/

CPCH[FDD]/

FACH

FP

RACH/

CPCH[FDD]/

FACH

FP


Figure 14: CPCH[FDD]: Separate Controlling and Serving RNC

11.2.3
FACH Transport Channel

Figure 13 shows the protocol model for the FACH transport channel when the Controlling and Serving RNC are co-incident.
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Figure 15: FACH Co-incident Controlling and Serving RNC

The Common MAC (MAC-c) entity in the RNC transfers MAC-c PDU to the peer MAC-c entity in the UE using the services of the FACH Frame Protocol (FACH FP) entity.

The FACH Frame Protocol entity adds header information to form a FACH FP PDU which is  transported to the NodeB over an AAL2 (or AAL5) connection.

An Interworking Function (IWF) in the NodeB interworks the FACH frame received by FACH Frame Protocol (FACH FP) entity into the PHY entity.

FACH scheduling is performed by MAC-c in the CRNC.

Figure 14 shows the protocol model for the FACH transport channel with separate Controlling and Serving RNC. In this case, Iur FACH Frame Protocol is used to interwork the Common MAC (MAC-c) at the Controlling RNC with the Dedicated MAC (MAC-d) at the Serving RNC (The exact Iur RACH Frame Protocol is FFS)
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Figure 16: FACH: Separate Controlling and Serving RNC
11.2.4
DCH Transport Channel

Figure 15 shows the protocol model for the DCH transport channel when the Controlling and Serving RNC are co-incident.
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Figure 17: DCH: Co-incident Controlling and Serving RNC

The DCH transport channel introduces the concept of distributed PHY layer.

An Interworking Function (IWF) in the NodeB interworks  between the DCH Frame Protocol (DCH FP) entity and the PHY entity.
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Figure 18: DCH: Separate Controlling and Serving RNC

Figure 16 shows the protocol model for the DCH transport channel with separate Controlling and Serving RNC. In this case, the  Iub DCH FP is terminated in the CRNC and interworked with the Iur DCH FP through a PHY function. This function performs optional soft handover or can be a null function.

11.2.5
DSCH Transport Channel

Figure 17 shows the protocol model for the DSCH transport channel when the Controlling and Serving RNC are co-incident.
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Figure 19: DSCH Co-incident Controlling and Serving RNC

The Shared MAC (MAC-sh) entity in the RNC transfers MAC-sh PDU to the peer MAC-sh entity in the UE using the services of the DSCH Frame Protocol (DSCH FP) entity. The DSCH FP entity adds header information to form a DSCH FP PDU which is  transported to the Node B over an AAL2 (or AAL5) connection.

An Interworking Function (IWF) in the Node B interworks the DSCH frame received by DSCH FP entity into the PHY entity. DSCH scheduling is performed by MAC-sh in the CRNC.

Figure 18 shows the protocol model for the DSCH transport channel with separate Controlling and Serving RNC. In this case, Iur DSCH Frame Protocol is used to interwork the MAC-sh at the Controlling RNC with the MAC-d at the Serving RNC.
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Figure 20: DSCH: Separate Controlling and Serving RNC

11.2.6
USCH Transport Channel

Figure 19 shows the protocol model for the USCH transport channel when the Controlling and Serving RNC are co-incident.
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Figure 21: USCH Co-incident Controlling and Serving RNC

The Shared MAC (MAC-sh) entity in the RNC receives MAC-sh PDU from the peer MAC-sh entity in the UE using the services of the Interworking Function in the NodeB, and the USCH Frame Protocol (USCH FP) entity. The USCH FP entity in the NodeB adds header information to form a USCH FP PDU which is transported to the RNC over an AAL2 (or AAL5) connection.

An Interworking Function (IWF) in the Node B interworks the received USCH PHY entity into an USCH frame to be transmitted by the USCH FP entity over the Iub interface. USCH scheduling is performed by MAC-sh in UE and by C-RRC in the CRNC.

Figure 20 shows the protocol model for the USCH transport channel with separate Controlling and Serving RNC. In this case, Iur USCH Frame Protocol is used to interwork the MAC-sh at the Controlling RNC with the MAC-d at the Serving RNC.
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Figure 22: USCH: Separate Controlling and Serving RNC
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