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	Start of change


9.1.6
PAGING

This message is sent by the MME and is used to page a UE in one or several tracking areas.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.2.3.10
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.2.3.13
	
	YES
	ignore

	Paging DRX
	O
	
	9.2.1.16
	If the NB-IoT Paging DRX IE is included, the Paging DRX IE is ignored.
	YES
	ignore

	CN Domain
	M
	
	9.2.3.22
	
	YES
	ignore

	List of TAIs
	
	1
	
	
	YES
	ignore

	>TAI List Item
	
	1 .. <maxnoofTAIs>
	
	
	EACH
	ignore

	>>TAI
	M
	
	9.2.3.16
	
	-
	

	CSG Id List
	
	0..1
	
	
	GLOBAL
	ignore

	>CSG Id
	
	1 .. <maxnoofCSGId>
	9.2.1.62
	
	-
	

	Paging Priority
	O
	
	9.2.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.1.98
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.2.1.103
	
	YES
	ignore

	Paging eDRX Information
	O
	
	9.2.1.111
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.2.3.46
	
	YES
	ignore

	NB-IoT Paging eDRX Information
	O
	
	9.2.1.115
	
	YES
	ignore

	NB-IoT UE Identity Index value
	O
	
	9.2.3.47
	
	YES
	ignore

	Enhanced Coverage Restricted
	O
	
	9.2.1.123
	
	YES
	ignore

	CE-Mode-B Restricted
	O
	
	9.2.1.129
	
	YES
	ignore

	Data size
	O
	
	INTEGER (1..4095, …) 
	The unit is: bit
	YES
	ignore

	WUS Assistance Information
	O
	
	9.2.1.158
	
	YES
	ignore

	NB-IoT Paging DRX
	O
	
	9.2.1.159x
	
	YES
	ignore

	Paging Cause
	
	
	9.2.1.xx
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTAIs
	Maximum no. of TAIs. Value is 256.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.


9.1.7.1
INITIAL UE MESSAGE

This message is sent by the eNB to transfer the initial layer 3 message to the MME over the S1 interface.

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	reject

	TAI
	M
	
	9.2.3.16
	Indicating the Tracking Area from which the UE has sent the NAS message.
	YES
	reject

	E-UTRAN CGI
	M
	
	9.2.1.38
	Indicating the E-UTRAN CGI from which the UE has sent the NAS message.
	YES
	ignore

	RRC Establishment Cause
	M
	
	9.2.1.3a
	
	YES
	ignore

	S-TMSI
	O
	
	9.2.3.6
	
	YES
	reject

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	GUMMEI
	O
	
	9.2.3.9
	
	YES
	reject

	Cell Access Mode
	O
	
	9.2.1.74
	
	YES
	reject

	GW Transport Layer Address
	O
	
	Transport Layer Address 9.2.2.1
	Indicating GW Transport Layer Address if the GW is collocated with eNB.
	YES
	ignore

	Relay Node Indicator
	O
	
	9.2.1.79
	Indicating a relay node.
	YES
	reject

	GUMMEI Type
	O
	
	ENUMERATED (native, mapped, …, mappedFrom5G)
	
	YES
	ignore

	Tunnel Information for BBF
	O
	
	Tunnel Information 9.2.2.3
	Indicating HeNB’s Local IP Address assigned by the broadband access provider, UDP port Number.
	YES
	ignore

	SIPTO L-GW Transport Layer Address
	O
	
	Transport Layer Address 9.2.2.1
	Indicating SIPTO L-GW Transport Layer Address if the SIPTO L-GW is collocated with eNB.
	YES
	ignore

	LHN ID
	O
	
	9.2.1.92
	
	YES
	ignore

	MME Group ID
	O
	
	9.2.3.44
	
	YES
	ignore

	UE Usage Type
	O
	
	INTEGER (0..255)
	
	YES
	ignore

	CE-mode-B Support Indicator
	O
	
	9.2.1.118
	
	YES
	ignore

	DCN ID
	O
	
	INTEGER (0..65535)
	
	YES
	ignore

	Coverage Level
	O
	
	ENUMERATED (extendedcoverage, …)
	
	YES
	ignore

	UE Application Layer Measurement Capability
	O
	
	BIT STRING (SIZE(8))
	Each bit in the bitmap indicates an UE Application layer measurement capability, refer to TS 25.331[10].

Bit 0 = QoE Measurement for streaming service

Bit 1 = QoE Measurement for MTSI service

Value ‘1’ indicates “Capable” and value ‘0’ indicates “not Capable”.

Unused bits are reserved for future use.
	YES
	ignore

	EDT Session
	O
	
	ENUMERATED (true, …)
	
	YES
	

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	Indication of an IAB-node.
	YES
	reject

	Busy indication
	O
	
	ENUMERATED (true, …)
	Details in TS 23.401[11]
	YES
	ignore


9.2.1.xx
Paging Cause
This element indicates the paging cause for paging a UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Cause
	M
	
	ENUMERATED (voice, spare1, spare2, spare3, spare4, spare5, spare6, spare7, …)
	


Note: Detailed Paging Cause value is specified by RAN2 or SA2.
	End of change


