
3GPP TSG-RAN3 Meeting #110-e
R3-206049
E-Meeting, 02 – 12 November, 2020

Title: 
TP for SON BLCR for 38.413: Successful Handover Report
Source: 
Samsung
Agenda item:
10.2.1.3
Document for:
Other
1
Introduction

In R3-206048 some proposals have been made for Successful Handover Report. In this contribution a TP is presented reflecting those proposals.
2
TP to TS 38.413
============ Next Change ==============
9.3.3.35
SON Information Report

This IE contains the configuration information to be transferred.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Information Report 
	M
	
	
	

	>Failure Indication Information
	
	
	
	

	>>Failure Indication
	M
	
	9.3.3.37
	

	>HO Report Information
	
	
	
	

	>>HO Report 
	M
	
	9.3.3.39
	

	>Successful HO Report Information
	
	
	
	

	>>Successful HO Report 
	M
	
	9.3.3.xx
	


============ Next Change ==============
9.3.3.xx
Successful HO Report 

This IE contains the Successful Handover Report information to be transferred to the source NG-RAN node from the target NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Successful HO Report Container
	M
	
	OCTET STRING
	Editor's note


Editor's note:
The IE depends on RAN2’s decisions.
============ Start of ASN.1 change ==============
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-------- skip unchanged part ----------
SONInformationReport::= CHOICE {

failureIndicationInformation
FailureIndication,


hOReportInformation



HOReport,

successfulHOReportInformation
SuccessfulHOReport,

choice-Extensions

ProtocolIE-SingleContainer { { SONInformationReport-ExtIEs} }

}

SONInformationReport-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

SONInformationRequest ::= ENUMERATED { 


xn-TNL-configuration-info,


...
}
-------- skip unchanged part ----------
RejectedNSSAIinPLMN ::= OCTET STRING (SIZE(32))

RejectedNSSAIinTA ::= OCTET STRING (SIZE(32))

SST ::= OCTET STRING (SIZE(1))

SuccessfulHOReport::= SEQUENCE {

successfulHOReportContainer 
SuccessfulHOReportContainer,

iE-Extensions

ProtocolExtensionContainer { { SuccessfulHOReport-ExtIEs} }
OPTIONAL
}

SuccessfulHOReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
SuccessfulHOReportContainer ::= OCTET STRING
SupportedTAList ::= SEQUENCE (SIZE(1..maxnoofTACs)) OF SupportedTAItem

SupportedTAItem ::= SEQUENCE {


tAC








TAC,


broadcastPLMNList

BroadcastPLMNList,


iE-Extensions

ProtocolExtensionContainer { {SupportedTAItem-ExtIEs} } OPTIONAL,


...

}

SupportedTAItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ID id-ConfiguredTACIndication

CRITICALITY ignore
EXTENSION ConfiguredTACIndication
PRESENCE optional
}|

{ID id-RAT-Information



CRITICALITY reject
EXTENSION RAT-Information


PRESENCE optional
},

...

}

============ End of ASN.1 change ==============
============ end of change ==============
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