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[bookmark: _Toc525639801]
[bookmark: _Toc525639891][bookmark: _Toc36552015]9.2.1.17	MBSFN Subframe Configuration
This IE indicates the MBSFN Subframe Configuration, as defined in TS 36.331 [11].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Radio Frame Allocation Period
	M
	
	ENUMERATED (n1, n2, n4, n8, n16, n32)
	Semantics along the IE definition in TS 36.331 [11].

	Radio Frame Allocation Offset
	M
	
	INTEGER (0..7)
	Semantics along the IE definition in TS 36.331 [11].

	CHOICE Subframe Allocation
	M
	
	
	

	>One Frame
	
	
	
	

	>>One Frame Item
	M
	
	BIT STRING (SIZE(6))
	Semantics along the IE definition in TS 36.331 [11].

	>Four Frames
	
	
	
	

	>>Four Frame Item
	M
	
	BIT STRING (SIZE(24))
	Semantics along the IE definition in TS 36.331 [11].

	CHOICE Subframe Allocation Extended
	O
	
	
	

	>One Frame Extension
	
	
	
	

	>>One Frame Extension Item
	M
	
	BIT STRING (SIZE(2))
	Semantics along the definition of the MBSFN-SubframeConfig-v1430 IE as specified in TS 36.331 [11].

	>Four Frames Extension
	
	
	
	

	>>Four Frame Extension Item
	M
	
	BIT STRING (SIZE(8))
	Semantics along the definition of the MBSFN-SubframeConfig-v1430 IE as specified in TS 36.331 [11].

	CHOICE Subframe Allocation Further Extension
	O
	
	
	

	>One Frame Further Extension
	
	
	
	

	>>One Frame Further Extension Item
	M
	
	BIT STRING (SIZE(2))
	Semantics along the definition of the MBSFN-SubframeConfig-v16xy IE as specified in TS 36.331 [11].

	>Four Frames Further Extension
	
	
	
	

	>>Four Frame Further Extension Item
	M
	
	BIT STRING (SIZE(8))
	Semantics along the definition of the MBSFN-SubframeConfig-v16xy IE as specified in TS 36.331 [11].
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[bookmark: _Toc525639917][bookmark: _Toc36552042]9.3.5	Information Element definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

**  skip unchanged asn  **

MBSFN-SynchronisationArea-ID ::= INTEGER (0..65535)

MBSFN-Subframe-Configuration ::= SEQUENCE {
	radioframeAllocationPeriod		ENUMERATED {n1, n2, n4, n8, n16, n32},
	radioframeAllocationOffset		INTEGER (0..7),
	subframeAllocation				CHOICE {
		oneFrame						BIT STRING (SIZE (6)  ),
		fourFrames						BIT STRING (SIZE (24) ) },
	iE-Extensions					ProtocolExtensionContainer { { MBSFN-Subframe-Configuration-ExtIEs} } OPTIONAL,
	...
}

MBSFN-Subframe-Configuration-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {
	{ID id-SubframeAllocationExtended		CRITICALITY reject	EXTENSION SubframeAllocationExtended	PRESENCE optional} |
	{ID id-SubframeAllocationFurtherExtension	CRITICALITY reject	EXTENSION SubframeAllocationFurtherExtension		PRESENCE optional},
	...
}

MCCH-Update-Time ::= INTEGER (0..255)

**  skip unchanged asn  **

-- S

SC-PTM-Information ::= SEQUENCE {
	mbmsCellList					MBMS-Cell-List,
	mbms-E-RAB-QoS-Parameters		MBMS-E-RAB-QoS-Parameters,
	iE-Extensions					ProtocolExtensionContainer { {SC-PTM-Information-ExtIEs} } OPTIONAL,
	...
}

SC-PTM-Information-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {
	...
}

SFN ::= INTEGER (0..1023)

Subcarrier-SpacingMBMS ::= ENUMERATED {khz-7dot5, khz-1dot25, ...}

SubframeAllocationExtended	::=	CHOICE {
		oneFrameExtension				BIT STRING (SIZE(2)),
		fourFrameExtension				BIT STRING (SIZE(8)),
		choice-extension				ProtocolIE-Single-Container { { SubframeAllocationExtended-ExtIEs} },

		...
}


SubframeAllocationExtended-ExtIEs M2AP-PROTOCOL-IES ::= {	...
}

SubframeAllocationFurtherExtension	::=	CHOICE {
		oneFrameFurtherExtension				BIT STRING (SIZE(2)),
		fourFrameFurtherExtension				BIT STRING (SIZE(8)),
		choice-extension				ProtocolIE-Single-Container { { SubframeAllocationFurtherExtension-ExtIEs} },

		...
}


SubframeAllocationFurtherExtension-ExtIEs M2AP-PROTOCOL-IES ::= {	...
}


-- T

NEXT CHANGE


[bookmark: _Toc525639919][bookmark: _Toc36552044]9.3.7	Constant definitions
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

**  skip unchanged asn  **

id-MCH-Scheduling-PeriodExtended2											ProtocolIE-ID ::= 48
id-Subcarrier-SpacingMBMS													ProtocolIE-ID ::= 49
id-SubframeAllocationExtended												ProtocolIE-ID ::= 50
id-MCCHrelatedBCCH-ExtConfigPerMBSFNArea-Item 								ProtocolIE-ID ::= 51
id-MCCHrelatedBCCH-ExtConfigPerMBSFNArea									ProtocolIE-ID ::= 52
id-SubframeAllocationFurtherExtension										ProtocolIE-ID ::= XX
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