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[bookmark: OLE_LINK87][bookmark: _Toc525680103]<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc534903067][bookmark: _Toc51775984]9.1.1	Messages for Location Information Transfer Procedures
[bookmark: _Toc534903068][bookmark: _Toc51775985]9.1.1.1	E-CID MEASUREMENT INITIATION REQUEST
This message is sent by LMF to initiate E-CID measurements.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15 ,…,256)
	
	YES
	reject

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic,…)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…, 20480ms, 40960ms)
	
	YES
	reject

	Measurement Quantities
	
	1 .. <maxnoMeas>
	
	
	EACH
	reject

	>Measurement Quantities Item
	M
	
	ENUMERATED (Cell-ID, Angle of Arrival, Timing Advance Type 1, Timing Advance Type 2, RSRP, RSRQ,…, SS-RSRP, SS-RSRQ, CSI-RSRP, CSI-RSRQ, NR Angle of Arrival)
	
	-
	-

	Other-RAT Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>Other-RAT Measurement Quantities Item
	M
	
	ENUMERATED (GERAN, UTRAN,…, NR, EUTRA)
	
	
	

	WLAN Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>WLAN Measurement Quantities Item
	M
	
	ENUMERATED (WLAN, ...)
	
	-
	



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 64.



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".




<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc51776010]9.1.4	Messages for Measurement Information Transfer Procedures
[bookmark: _Toc51776011]9.1.4.1	MEASUREMENT REQUEST
This message is sent by the LMF to request the NG-RAN node to configure a positioning measurement.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	>TRP Measurement Request Item 
	
	1..<maxnoofMeasTRPs>
	
	
	
	

	>>TRP ID
	M
	
	9.2.24
	
	
	

	>>Search Window Information
	O
	
	9.2.26
	
	
	

	
	
	
	
	
	
	

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, ...)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	[bookmark: OLE_LINK9]ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…, 20480ms, 40960ms) 
	
	YES
	reject

	TRP Measurement Quantities
	
	1
	
	
	YES
	

	>TRP Measurement Quantities Item
	
	1 .. <maxnoPosMeas>
	
	
	EACH
	reject

	>TRP Measurement Type
	M
	
	ENUMERATED (gNB-RxTxTimeDiff, UL-SRS-RSRP, UL-AoA, UL-RTOA,…)
	
	-
	

	>Timing Reporting Granularity Factor
	O
	
	INTEGER (0..5)
	TS 38.133 [16]
	
	

	SFN initialisation Time
	O
	
	9.2.36
	If this IE is not present, the TRP may assume that the value is same as its own SFN initialisation time.
	YES
	ignore

	SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	Measurement Beam Information Request
	O
	
	ENUMERATED (true,...)
	
	YES
	ignore

	[bookmark: OLE_LINK17]System Frame Number
	O 
	
	INTEGER(0..1023)
	
	YES
	ignore

	Slot Number
	O
	
	INTEGER(0..79)
	
	YES
	ignore



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".



	Range bound
	Explanation

	maxnoPosMeas
	Maximum no. of measured quantities that can be configured and reported with one positioning measurement message. Value is 16384.

	maxnoofMeasTRPs
	Maxmum no. of TRPs that can be included within one message. Value is 64. 



<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>


[bookmark: _Toc51775998]9.1.1.14	TRP INFORMATION REQUEST
This message is sent by an LMF to request information for TRPs hosted by an NG-RAN node.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	TRP List
	
	0 ..1
	
	
	
	

	>TRP List Item
	
	1 .. <maxnoTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.2.24
	
	
	

	TRP Information Type List
	
	1
	
	
	
	

	>TRP Information Type Item
	
	1 .. <maxnoTRPInfoTypes>
	
	
	EACH
	reject

	>>TRP Information Type Item
	M
	
	ENUMERATED (nr pci, ng-ran cgi, nr arfcn, prs config, ssb config, sfn init time, spatial direction info, geo-coordinates, …) 
	
	
	



	Range bound
	Explanation

	maxnoTRPs
	Maximum no. of TRPs in a NG-RAN node. Value is 65535

	maxnoTRPInfoTypes
	Maximum no of TRP information types that can be requested and reported with one message. Value is 64.



<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc51776001]9.1.1.17	POSITIONING ACTIVATION REQUEST
This message is sent by the LMF to cause the NG RAN node to activate/trigger UL SRS transmission by the UE.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	YES
	reject

	CHOICE SRS type
	M
	
	
	
	YES
	reject

	>Semi-persistent
	
	
	
	
	
	

	>>SRS Resource Set ID
	M 
	
	9.2.33
	
	-
	-

	>>SRS Spatial Relation
	O
	
	Spatial Relation Information
9.2.34
	
	YES-
	ignore-

	>Aperiodic
	
	
	
	
	
	

	>>Aperiodic
	M
	
	ENUMERATED(true,…)
	
	-
	-

	>>SRS Resource Trigger
	O
	
	9.2.35
	
	-
	-

	Activation Time
	O
	
	SFN Initialisation Time
9.2.36
	indicates the start time when the SRS activation is requested
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc51776004]9.1.1.20	POSITIONING DEACTIVATION
This message is sent by the LMF to cause the NG RAN node to deactivate UL SRS transmission or release all the transmission by the UE.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	YES
	reject

	CHOICE Abort Transmission
	M
	
	
	
	YES
	Ignore

	>SRS Resource Set ID deactivation
	M
	
	9.2.33
	
	-YES
	-Ignore

	>Release ALL
	
	NULL
	
	the NG-RAN node configures UE to stop transmitting SRS for the positioning purpose
	-YES
	-Ignore



<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc51776012]9.1.4.2	MEASUREMENT RESPONSE
This message is sent by the NG-RAN node to report positioning measurements for the target UE.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	TRP Measurement Response List
	
	0..1
	
	
	YES
	reject

	>TRP Measurement Response Item 
	
	1..<maxnoofMeasTRPs>
	
	
	
	

	>>TRP ID
	M
	
	9.2.24
	
	
	

	>>Measurement Result
	M
	
	9.2.37
	
	
	

	Criticality Diagnostics
	O
	
	9.2.11
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMeasTRPs
	Maxmum no. of TRPs that can be included within one message. Value is 64. 



<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc534730156][bookmark: _Toc51776046]9.2.28	SRS Configuration 
This information element contains the SRS configuration configured by the NG-RAN node for the UE.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SRS Carrier List
	
	1..<maxnoSRS-Carriers>
	
	

	>Point A
	M
	
	INTEGER (0..3279165,…)
NR ARFCN
	NR ARFCN

	>Uplink Channel BW-PerSCS-List
	
	1..<maxnoSCSs>
	
	SCS-SpecificCarrier TS 38.331 [13]

	>>Offset To Carrier
	M
	
	INTEGER(0..2199,…)
	First usable RB to Point A in the number of PRBs

	>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120,…)
	

	>>Carrier Bandwidth
	M
	
	INTEGER(0..275,…)
	

	>Active UL BWP
	M
	
	
	Only the configuration in the active UL BWP is needed.

	>>Location And Bandwidth
	M
	
	INTEGER(0..37949,…)
	BWP TS 38.331 [13]

	>>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120,…)
	

	>>Cyclic Prefix
	M
	
	ENUMERATED(Normal, Extended)
	

	>>Tx Direct Current Location
	M
	
	INTEGER(0..3301,…)
	

	>>Shift7dot5kHz
	O
	
	ENUMERATED(true,…)
	

	>>SRS Config
	M
	
	
	

	>>>SRS Resource List
	
	0..1
	
	

	>>>>SRS Resource
	
	1..<maxnoSRS-Resources>
	9.2.29
	

	>>>Positioning SRS Resource List
	
	0..1
	
	

	>>>>Positioning SRS Resource
	
	1..<maxnoSRS-PosResources>
	9.2.30
	

	>>>SRS Resource Set List
	
	0..1
	
	

	>>>>SRS Resource Set
	
	1..<maxnoSRS-ResourceSets>
	9.2.31
	

	>>>Positioning SRS Resource Set List
	
	0..1
	
	

	>>>>Positioning SRS Resource Set 
	
	1..<maxnoSRS-PosResourceSets>
	9.2.32
	

	>PCI
	O
	
	INTEGER (0..1007)
	Physical Cell ID of the cell that contains the SRS carrier



	Range bound
	Explanation

	maxnoSRS-Carriers
	Maximum no of carriers for SRS. Value is 32.

	maxnoSCSs
	Maximum no of SCS spacings for a carrier. Value is 5.

	maxnoSRS-Resources
	Maximum no of SRS resources per UL BWP. Value is 64.

	maxnoSRS-PosResources
	Maximum no of positioning SRS resources per UL BWP. Value is 64.

	maxnoSRS-ResourceSets
	Maximum no of SRS resource sets. Value is 16.

	maxnoSRS-PosResourceSets
	Maximum no of positioning SRS resource sets per UL BWP. Value is 16.




<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- TRP INFORMATION REQUEST
--
-- **************************************************************

TRPInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TRPInformationRequest-IEs}},
	...
}

TRPInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPList						CRITICALITY rejectignore	TYPE TRPList				PRESENCE mandatoryoptional}|
	{ ID id-TRPInformationTypeList		CRITICALITY reject	TYPE TRPInformationTypeList	PRESENCE mandatory},	...
}


<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- POSITIONING ACTIVATION REQUEST
--
-- **************************************************************

PositioningActivationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningActivationRequestIEs} },
	...
}

PositioningActivationRequestIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSType					CRITICALITY reject	TYPE SRSType					PRESENCE mandatory	} |
	{ ID id-ActivationTime			CRITICALITY ignore	TYPE ActivationTime				PRESENCE optional	},
	...
} 

SRSType ::= CHOICE {
	semipersistentSRS				SemipersistentSRS,
	aperiodicSRS					AperiodicSRS, 
	sRSType-extension				ProtocolIE-Single-Container { { SRSType-ExtIEs} }
}

SRSType-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

SemipersistentSRS ::= SEQUENCE {
	sRSResourceSetID			SRSResourceSetID,
	iE-Extensions				ProtocolExtensionContainer { {SemipersistentSRS-ExtIEs} } OPTIONAL,
	...
}

SemipersistentSRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {		
{ ID id-SRSSpatialRelation	CRITICALITY ignore	EXTENSION SRSSpatialRelation PRESENCE optional},
...
}

AperiodicSRS ::= SEQUENCE {
	aperiodic					ENUMERATED{true,...},
	sRSResourceTrigger			SRSResourceTrigger OPTIONAL, 
	iE-Extensions				ProtocolExtensionContainer { {AperiodicSRS-ExtIEs} } OPTIONAL,
	...
}

AperiodicSRS-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- POSITIONING DEACTIVATION
--
-- **************************************************************

PositioningDeactivation ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningDeactivationIEs} },
	...
}

PositioningDeactivationIEs NRPPA-PROTOCOL-IES ::= {
[bookmark: _Hlk42766469]	{ ID id-AbortTransmission			CRITICALITY ignore	TYPE AbortTransmission		PRESENCE mandatory	} ,
	...
} 

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

-- A

AbortTransmission ::= CHOICE {
	sRSResourceSetID		SRSResourceSetID,
	releaseALL				NULL,
	choice-extension							ProtocolIE-Single-Container { { AbortTransmission-ExtIEs } }
}

AbortTransmission-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- MEASUREMENT RESPONSE
--
-- **************************************************************

MeasurementResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementResponse-IEs}},
	...
}

MeasurementResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
[bookmark: _Hlk40090605]	{ ID id-TRP-MeasurementResponseList	CRITICALITY reject	TYPE TRP-MeasurementResponseList PRESENCE mandatoryoptional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}


<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

-- M

[bookmark: _Hlk50649220][bookmark: _Hlk50052037]Measurement-ID ::= INTEGER (1.. 65536)

[bookmark: _Hlk50052049]MeasurementBeamInfoRequest ::= ENUMERATED {true, ...}

MeasurementBeamInfo ::= SEQUENCE {
	pRS-Resource-ID				PRS-Resource-ID		OPTIONAL,
	pRS-Resource-Set-ID			PRS-Resource-Set-ID	OPTIONAL,
	sSB-Index					SSB-Index			OPTIONAL,
	iE-Extensions								ProtocolExtensionContainer { { MeasurementBeamInfo-ExtIEs} } OPTIONAL,
	...
}

MeasurementBeamInfo-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


MeasurementPeriodicity ::= ENUMERATED {
	ms120,
	ms240,
	ms480,
	ms640,
	ms1024,
	ms2048,
	ms5120,
	ms10240,
	min1,
	min6,
	min12,
	min30,
	min60,
	...,
	ms20480, 
	ms40960
}


<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>


