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5.1	XnAP procedure modules
The Xn interface XnAP procedures are divided into two modules as follows:
1.	XnAP Basic Mobility Procedures;
2.	XnAP Global Procedures;
The XnAP Basic Mobility Procedures module contains procedures used to handle the UE mobility within E-UTRANNG-RAN.
The Global Procedures module contains procedures that are not related to a specific UE. The procedures in this module are in contrast to the above module involving two peer NG-RAN nodes.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955261][bookmark: _Toc29991458][bookmark: _Toc36555858][bookmark: _Toc44497578][bookmark: _Toc45107966][bookmark: _Toc45901586]9.2.1.25	PDU Session List with data forwarding info from the target node
This IE contains a list of PDU session related data forwarding information from the target NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session List with data forwarding from the target node
	
	1 .. <maxnoofPDUsessions>
	
	
	–
	

	>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>Data Forwarding Info from target NG-RAN node
	MO
	
	9.2.1.16
	
	–
	

	>DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject



	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256.
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