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	Reason for change:
	[bookmark: OLE_LINK3]The DL and UL scheduling PDCCH CCE usage are missing in the ASN.1 over Xn, and the IE structure is  not aligned with EN-DC X2 and F1.
[bookmark: OLE_LINK5]The expression “overall status” is uncommon and could be somewhat ambiguous. To be specific, “status” would cause confusion with the word “state”, bringing unnecessary consideration of other RRC states like RRC_INACTIVE, though the RRC Connections IE only focuses on UEs in RRC_CONNECTED state. 
The presence of SSB Area Capacity Value List in IE tabular and ASN.1 are not aligned.

	
	

	Summary of change:
	Add the corresponding ASN.1 code of DL and UL scheduling PDCCH CCE usage.

Align the IE structure of DL and UL scheduling PDCCH CCE usage over Xn with F1.

Provide a more clear expression for the definition of RRC Connections IE.

Change the presence of SSB Area Capacity Value List in ASN.1 as ‘’optional.


Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has impact on ASN.1.


	
	

	Consequences if not approved:
	The function of Resource Status Reporting can not work properly.
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<<<<<<<<<<<<<<<<<<<< Start of the First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc44497638][bookmark: _Toc45108026][bookmark: _Toc14207849][bookmark: _Toc51850726][bookmark: _Toc45901646]9.2.2.50	Radio Resource Status
The Radio Resource Status IE indicates the usage of the PRBs per cell and per SSB area for all traffic in Downlink and Uplink and the usage of PDCCH CCEs for Downlink and Uplink scheduling.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Radio Resource Status Type
	M
	
	
	

	>ng-eNB
	
	
	
	

	>>DL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per cell DL GBR PRB usage

	>>UL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per cell UL GBR PRB usage

	>>DL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per cell DL non-GBR PRB usage

	>>UL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per cell UL non-GBR PRB usage

	>>DL Total PRB usage
	M
	
	INTEGER (0..100)
	Per cell DL Total PRB usage

	>>UL Total PRB usage
	M
	
	INTEGER (0..100)
	Per cell UL Total PRB usage

	>gNB
	
	
	
	

	>>SSB Area Radio Resource Status List
	
	1
	
	

	>>>SSB Area Radio Resource Status Item
	
	1..<maxnoofSSBAreas>
	
	

	>>>>SSB Index
	M
	
	INTEGER (0..63)
	

	>>>>SSB Area DL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL GBR PRB usage

	>>>>SSB Area UL GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL GBR PRB usage

	>>>>SSB Area DL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL non-GBR PRB usage

	>>>>SSB Area UL non-GBR PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL non-GBR PRB usage

	>>>>SSB Area DL Total PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area DL Total PRB usage

	>>>>SSB Area UL Total PRB usage
	M
	
	INTEGER (0..100)
	Per SSB area UL Total PRB usage

	>>>>DL scheduling PDCCH CCE usage
	O
	
	INTEGER (0..100)
	

	>>>>UL scheduling PDCCH CCE usage
	O
	
	INTEGER (0..100)
	



	Range bound
	Explanation

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a NG-RAN node cell. Value is 64.



<<<<<<<<<<<<<<<<<<<< End of the First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: OLE_LINK2]<<<<<<<<<<<<<<<<<<<< Start of the Second Change >>>>>>>>>>>>>>>>>>>>
[bookmark: OLE_LINK15][bookmark: _Toc45901652][bookmark: _Toc44497644][bookmark: _Toc45108032]9.2.2.56	RRC Connections
[bookmark: OLE_LINK4]The RRC Connections IE indicates the information aboutoverall status of RRC connections related to UEs in RRC_CONNECTED mode per cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Number of RRC Connections
	M
	
	9.2.2.57
	

	Available RRC Connection Capacity Value
	M
	
	9.2.2.58
	



<<<<<<<<<<<<<<<<<<<< End of the Second Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< Start of the Third Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45108191][bookmark: _Toc20955408][bookmark: _Toc45901811][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc29991616]9.3.5	Information Element definitions
<Unchanged Part Skipped>
CapacityValueInfo ::= SEQUENCE {
	capacityValue				CapacityValue,
	ssbAreaCapacityValueList 	SSBAreaCapacityValue-List  OPTIONAL,
iE-Extension 				ProtocolExtensionContainer { {CapacityValueInfo-ExtIEs} } OPTIONAL,
	...
}

CapacityValueInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
<Unchanged Part Skipped>
SSBAreaRadioResourceStatus-List ::= SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBAreaRadioResourceStatus-List-Item

SSBAreaRadioResourceStatus-List-Item	::= SEQUENCE {
	sSBIndex								INTEGER(0..63),
ssb-Area-DL-GBR-PRB-usage	DL-GBR-PRB-usage,
ssb-Area-UL-GBR-PRB-usage	UL-GBR-PRB-usage,
ssb-Area-dL-non-GBR-PRB-usage		DL-non-GBR-PRB-usage,
	ssb-Area-uL-non-GBR-PRB-usage		UL-non-GBR-PRB-usage,
	ssb-Area-dL-Total-PRB-usage			DL-Total-PRB-usage,
	ssb-Area-uL-Total-PRB-usage			UL-Total-PRB-usage,
dl-scheduling-PDCCH-CCE-usage       INTEGER (0..100),
ul-scheduling-PDCCH-CCE-usage       INTEGER (0..100),
	iE-Extensions						ProtocolExtensionContainer { { SSBAreaRadioResourceStatus-List-Item-ExtIEs} }	OPTIONAL,
	...
}


SSBAreaRadioResourceStatus-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
<<<<<<<<<<<<<<<<<<<< End of the Third Change >>>>>>>>>>>>>>>>>>>>

