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Start of the change


9.3.3.19	PDU Session Resource Modified List
This IE contains modified PDU session resource related information used at Bearer Context Modification Response
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource Modified Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	

	>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	

	>NG DL UP Transport Layer Information
	O
	
	UP Transport Layer Information 9.3.2.1
	
	-
	

	>Security Result
	O
	
	9.3.1.52
	
	-
	

	>PDU Session Data Forwarding Information Response
	O
	
	Data Forwarding Information
9.3.2.6
	
	-
	

	>DRB Setup List
	
	0.. 1
	
	
	-
	

	>>DRB Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	

	>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	

	>>>DRB Data forwarding information Response
	O
	
	Data Forwarding Information 
9.3.2.6
	
	-
	

	>>>UL UP Parameters
	M
	
	UP Parameters
9.3.1.13
	
	-
	

	>>>Flow Setup List
	M
	
	QoS Flow List
9.3.1.12
	
	-
	

	>>>Flow Failed List 
	O
	
	Flow Failed List 
9.3.1.45
	
	-
	

	>DRB Failed List
	
	0.. 1
	
	
	-
	

	>>DRB Failed Item 
	
	1..<maxnoofDRBs>
	
	
	-
	

	>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	

	>>>Cause 
	M
	
	9.3.1.2
	
	-
	

	>DRB Modified List
	
	0.. 1
	
	
	-
	

	>>DRB Modified Item 
	
	1..<maxnoofDRBs>
	
	
	-
	

	>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	

	>>>UL UP Parameters
	O
	
	UP Parameters 
9.3.1.13
	Carries the UL UP parameters.
	-
	

	>>>PDCP SN Status Information
	O
	
	9.3.1.58
	Provides PDCP SN Status tofrom the targetsource gNB-CU-UP.
	-
	

	>>>Flow Setup List
	O
	
	QoS Flow List
9.3.1.12
	
	-
	

	>>>Flow Failed List 
	O
	
	Flow Failed List 
9.3.1.45
	
	-
	

	>>>Early Forwarding COUNT Information
	O
	
	9.3.1.92
	Provides early data forwarding information from the source gNB-CU-UP.
	-
	

	>>> Old QoS Flow List - UL End Marker expected
	O
	
	QoS Flow List 
9.3.1.12
	Indicates the QoS flow(s) for which the gNB-CU-UP has not yet received SDAP end markers after the gNB-CU-CP reconfigured those QoS flow(s) to another DRB.
	Yes
	ignore

	>DRB Failed To Modify List
	
	0.. 1
	
	
	-
	-

	>>DRB Failed To Modify Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>DRB ID 
	M
	
	9.3.1.16
	
	-
	-

	>>>Cause 
	M
	
	9.3.1.2
	
	-
	-

	>Redundant NG DL UP Transport Layer Information
	O
	
	UP Transport Layer Information
9.3.2.1
	
	YES
	ignore
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