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1 Introduction

CB: # 80_NPRACHconfigXch

- clarify relationship between radio config as proposed and use with EPS as agreed in Rel-16

- check details if agreeable

- possible to be discussed as Rel-17 enhancement?

- merge disc from 6113,6114

(HW - moderator)

Summary of offline disc R3-206945
2 For the Chairman’s Notes
//to be added
3 Discussion
3.1 NPRACH configuration exchange over Xn
PRACH configuration exchanging between RAN nodes is a very fundamental function to enable RACH optimization, supported for E-UTRA cells connecting to EPC and 5GC, supported for NR cells connecting to EPC and 5GC, supported for NB-IoT connecting to EPC, but in case NB-IoT connecting to 5GC, the corresponding information exchanging is missing over Xn. It is therefore needed to be introduced over XnAP.

Proposal 1: introduce NPRACH configuration exchanging over XnAP.

Question 1: do you support the proposal? 

Please company provide your view, and if not supported, please elaborate your consideration. 
	Company
	Comment

	Huawei
	Yes, it is indeed needed, fundamental function to enable RACH optimization.

	
	

	
	


Please companies provide comments to the CR content, if any.

	Company
	Comment

	
	

	
	

	
	


3.2 RLF report exchange of NG and Xn
NB-IoT RLF report exchanging was discussed during Rel-16 WI discussion, and it was proposed to introduce it later, because it needs to be introduction after of Rel-16 SON, i.e. on the top of Rel-16 signallings of SON.
Now the Rel-16 WIs are completed, the signaling over NGAP and XnAP to exchange RLF report are there, therefore it is the proper time to extend these signallings to support NB-IoT RLF reports.
Proposal 2: include NB-IoT RLF report over NGAP and XnAP signallings.
Question 2: do you support the proposal? 

Please company provide your view, and if not supported, please elaborate your consideration. 
	Company
	Comment

	Huawei
	Yes, it is indeed needed, fundamental function to enable RLF report exchanging of NB-IoT.

	
	

	
	


Please companies provide comments to the CR content, if any.

	Company
	Comment
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