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	ECT is added to the HANDOVER REQUEST message.

It is specified that an ECT value of “0” indicates that the CN is aware of impending data traffic, but does not request a minimum time before release.

In the procedural text for Initial Context Setup, “shall” is replaced by “shall, if supported” (for ECT).
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Figure 8.3.1.2-1: Initial context setup: successful operation

*** skip unchanged text same section ***

If the Enhanced Coverage Restriction IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [9].
If the Extended Connected Time IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it as described in TS 23.501 [9].

>>> NEXT CHANGE <<<

8.4.2	Handover Resource Allocation
[bookmark: _Toc20954882][bookmark: _Toc29503319][bookmark: _Toc29503903][bookmark: _Toc29504487][bookmark: _Toc36552933][bookmark: _Toc36554660][bookmark: _Toc45651942][bookmark: _Toc45658374][bookmark: _Toc45720194][bookmark: _Toc45798074][bookmark: _Toc45897463]8.4.2.1	General
The purpose of the Handover Resource Allocation procedure is to reserve resources at the target NG-RAN node for the handover of a UE.
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Figure 8.4.2.2-1: Handover resource allocation: successful operation
The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.

*** skip unchanged text same section ***

If the CE-mode-B Restricted IE is included in the HANDOVER REQUEST message and the Enhanced Coverage Restriction IE is not set to "restricted" and the Enhanced Coverage Restriction information stored in the UE context is not set to "restricted", the NG-RAN node shall, if supported, store this information in the UE context and use it as defined in TS 23.501 [9].
If the Management Based MDT PLMN List IE is contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received information in the UE context, and use this information to allow subsequent selections of the UE for management based MDT defined in TS 32.422 [11].
If the HANDOVER REQUEST message contains the UE Radio Capability ID IE, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9] and TS 23.502 [10].
If the DAPS Request Information IE is included for a DRB in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN node shall consider that the request concerns a DAPS Handover for that DRB, as described in in TS 38.300 [8]. The target NG-RAN node shall include the DAPS Response information List IE in the Target NG-RAN Node to Source NG-RAN Node Transparent Container IE within the HANDOVER REQUEST ACKNOWLEDGE message, containing the DAPS Response Information IE for each DRB requested to be configured with DAPS Handover. 
If the Extended Connected Time IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use it as described in TS 23.501 [9].
Interactions with RRC Inactive Transition Report procedure:
If the RRC Inactive Transition Report Request IE is included in the HANDOVER REQUEST message and set to "subsequent state transition report", the NG-RAN node shall, if supported, send the RRC INACTIVE TRANSITION REPORT message to the AMF to report the RRC state of the UE when the UE enters or leaves RRC_INACTIVE state.
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[bookmark: _Toc20955096][bookmark: _Toc29503542][bookmark: _Toc29504126][bookmark: _Toc29504710][bookmark: _Toc36553156][bookmark: _Toc36554883][bookmark: _Toc45652189][bookmark: _Toc45658621][bookmark: _Toc45720441][bookmark: _Toc45798321][bookmark: _Toc45897710]9.2.3.4	HANDOVER REQUEST
This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.
Direction: AMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	[bookmark: OLE_LINK159][bookmark: OLE_LINK160]UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU
9.3.3.4
	Refers to either the “Intra N1 mode NAS transparent container” or the “S1 mode to N1 mode NAS transparent container”, the details of the IE definition and the encoding arespecified in TS 24.501 [26].
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	reject

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	9.3.1.168
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.3.1.142
	
	YES
	reject

	[bookmark: _Hlk20310279]Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore
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[bookmark: _Hlk44335219][bookmark: _Toc45652507][bookmark: _Toc45658939][bookmark: _Toc45720759][bookmark: _Toc45798637][bookmark: _Toc45898026]9.3.3.31	Extended Connected Time
This IE indicates the minimum time the RAN should keep the UE in RRC_CONNECTED state regardless of inactivity, as defined in TS 23.501 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Extended Connected Time
	M
	
	INTEGER (0..255)
	Minimum time the RAN should keep the UE in RRC_CONNECTED state. Unit is second.
Value of “0” indicates that the AMF is aware of pending data traffic, but no specific time value is requested.
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9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

NGAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

*** skip unchanged text same section ***

-- **************************************************************
--
-- Handover Resource Allocation Elementary Procedure
--
-- **************************************************************

-- **************************************************************
--
-- HANDOVER REQUEST
--
-- **************************************************************

HandoverRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {HandoverRequestIEs} },
	...
}

HandoverRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID							CRITICALITY reject	TYPE AMF-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-HandoverType							CRITICALITY reject	TYPE HandoverType									PRESENCE mandatory	}|
	{ ID id-Cause									CRITICALITY ignore	TYPE Cause											PRESENCE mandatory	}|
	{ ID id-UEAggregateMaximumBitRate				CRITICALITY reject	TYPE UEAggregateMaximumBitRate					PRESENCE mandatory	}|
	{ ID id-CoreNetworkAssistanceInformationForInactive		CRITICALITY ignore	TYPE CoreNetworkAssistanceInformationForInactive		PRESENCE optional		}|
	{ ID id-UESecurityCapabilities					CRITICALITY reject	TYPE UESecurityCapabilities						PRESENCE mandatory	}|
	{ ID id-SecurityContext							CRITICALITY reject	TYPE SecurityContext								PRESENCE mandatory	}|
	{ ID id-NewSecurityContextInd					CRITICALITY reject	TYPE NewSecurityContextInd						PRESENCE optional		}|
	{ ID id-NASC									CRITICALITY reject	TYPE NAS-PDU										PRESENCE optional		}|
	{ ID id-PDUSessionResourceSetupListHOReq		CRITICALITY reject	TYPE PDUSessionResourceSetupListHOReq			PRESENCE mandatory	}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI									PRESENCE mandatory	}|
	{ ID id-TraceActivation							CRITICALITY ignore	TYPE TraceActivation								PRESENCE optional		}|
	{ ID id-MaskedIMEISV							CRITICALITY ignore	TYPE MaskedIMEISV									PRESENCE optional		}|
	{ ID id-SourceToTarget-TransparentContainer		CRITICALITY reject	TYPE SourceToTarget-TransparentContainer		PRESENCE mandatory	}|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore	TYPE MobilityRestrictionList						PRESENCE optional		}|
	{ ID id-LocationReportingRequestType			CRITICALITY ignore	TYPE LocationReportingRequestType				PRESENCE optional		}|
	{ ID id-RRCInactiveTransitionReportRequest		CRITICALITY ignore	TYPE RRCInactiveTransitionReportRequest		PRESENCE optional		}|
	{ ID id-GUAMI									CRITICALITY reject	TYPE GUAMI											PRESENCE mandatory	}|
	{ ID id-RedirectionVoiceFallback				CRITICALITY ignore	TYPE RedirectionVoiceFallback					PRESENCE optional		}|
	{ ID id-CNAssistedRANTuning						CRITICALITY ignore	TYPE CNAssistedRANTuning							PRESENCE optional		}|
	{ ID id-SRVCCOperationPossible					CRITICALITY ignore	TYPE SRVCCOperationPossible						PRESENCE optional		}|
	{ ID id-IAB-Authorized							CRITICALITY reject	TYPE IAB-Authorized									PRESENCE optional		}|
	{ ID id-Enhanced-CoverageRestriction			CRITICALITY ignore	TYPE Enhanced-CoverageRestriction				PRESENCE optional		}|
	{ ID id-UE-DifferentiationInfo					CRITICALITY ignore	TYPE UE-DifferentiationInfo						PRESENCE optional		}|
	{ ID id-NRV2XServicesAuthorized					CRITICALITY ignore	TYPE NRV2XServicesAuthorized						PRESENCE optional		}|
	{ ID id-LTEV2XServicesAuthorized				CRITICALITY ignore	TYPE LTEV2XServicesAuthorized					PRESENCE optional		}|
	{ ID id-NRUESidelinkAggregateMaximumBitrate		CRITICALITY ignore	TYPE NRUESidelinkAggregateMaximumBitrate		PRESENCE optional		}|
	{ ID id-LTEUESidelinkAggregateMaximumBitrate	CRITICALITY ignore	TYPE LTEUESidelinkAggregateMaximumBitrate	PRESENCE optional		}|
	{ ID id-PC5QoSParameters						CRITICALITY ignore	TYPE PC5QoSParameters								PRESENCE optional 	}|
	{ ID id-CEmodeBrestricted						CRITICALITY ignore	TYPE CEmodeBrestricted								PRESENCE optional		}|
	{ ID id-UE-UP-CIoT-Support						CRITICALITY ignore	TYPE UE-UP-CIoT-Support								PRESENCE optional		}|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	TYPE UERadioCapabilityID							PRESENCE optional		}|
	{ ID id-Extended-ConnectedTime					CRITICALITY ignore	TYPE Extended-ConnectedTime						PRESENCE optional		},
	...
}
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