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	Summary of change:
	· To include the IE ue-InactiveTime in the IE DU to CU RRC Information
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This IE contains the RRC Information that are sent from the gNB-DU to the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CellGroupConfig
	M
	
	OCTET STRING
	CellGroupConfig, as defined in TS 38.331 [8].
	
	

	MeasGapConfig
	O
	
	OCTET STRING
	MeasGapConfig as defined in TS 38.331 [8].
For EN-DC/NGEN-DC operation, includes the gap for FR2, as requested by the gNB-CU via MeasConfig IE. 

For NG-RAN,NE-DC and MN for NR-NR DC, includes the gap(s) for FR1 and/or FR2, as requested by the gNB-CU via MeasConfig IE and according to the requested gap type (per-UE or per-FR).
	
	

	Requested P-MaxFR1
	O
	
	OCTET STRING
	requestedP-MaxFR1, as defined in TS 38.331 [8]. 
For EN-DC operation, this IE should be included.
	
	

	DRX Long Cycle Start Offset
	O
	
	INTEGER (0..10239)
	Identical to the value of the drx-LongCycleStartOffset IE within the DRX-Config as defined in TS 38.331.
This field is not used in NR-DC.
	
	

	Selected BandCombinationIndex
	O
	
	OCTET STRING
	BandCombinationIndex, as defined in TS 38.331 [8]. 
For (NG)EN-DC and NR DC operation, this IE should be included so that gNB-CU is informed of the selected Band Combination.
	YES
	ignore

	Selected FeatureSetEntryIndex
	O
	
	OCTET STRING
	FeatureSetEntryIndex, as defined in TS 38.331 [8]. 
For (NG)EN-DC and NR DC operation, this IE should be included so that gNB-CU is informed of the selected FeatureSet.
	YES
	ignore

	Ph-InfoSCG
	O
	
	OCTET STRING
	PH-TypeListSCG, as defined in TS 38.331[8].For MR-DC, this IE should be included so that gNB-CU is informed of the Power Headroom type for each serving cell in SN.
	Yes
	ignore

	Requested BandCombinationIndex
	O
	
	OCTET STRING
	BandCombinationIndex, as defined in TS 38.331 [8]. 
This IE is used for the gNB-DU to request a new Band Combination.
	YES
	ignore

	Requested FeatureSetEntryIndex
	O
	
	OCTET STRING
	FeatureSetEntryIndex, as defined in TS 38.331 [8]. 
This IE is used for the gNB-DU to request a new Feature Set.
	YES
	ignore

	Requested P-MaxFR2
	O
	
	OCTET STRING
	This IE is not used in this version of the specification.
	YES
	ignore

	DRX Config
	O
	
	OCTET STRING
	DRX-Config, as defined in TS 38.331 [8].
This field is only used in NR-DC.
	YES
	ignore

	PDCCH BlindDetectionSCG
	O
	
	OCTET STRING
	pdcch-BlindDetectionSCG, as defined in TS 38.331[8]. This IE is used between the MgNB-DU and the MgNB-CU.
	YES
	ignore

	Requested PDCCH BlindDetectionSCG
	O
	
	OCTET STRING
	requestedPDCCH-BlindDetectionSCG, as defined in TS 38.331[8]. This IE is used between the SgNB-DU and the SgNB-CU.
	YES
	ignore

	Ph-InfoMCG
	O
	
	OCTET STRING
	PH-TypeListMCG, as defined in TS 38.331[8]. For MR-DC, this IE should be included so that gNB-CU is informed of the Power Headroom type for each serving cell in MCG.
	YES
	ignore

	MeasGapSharingConfig
	O
	
	OCTET STRING
	MeasGapSharingConfig as defined in TS 38.331 [8].
	YES
	ignore

	UE-InactiveTime
	O
	
	OCTET STRING
	ue-InactiveTime, as defined in TS 38.331[8], sent from gNB-DU to gNB-CU.
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-RequestedP-MaxFR2,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-UE-InactiveTime,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxnoofSITypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxnoofAdditionalSIBs,
	maxnoofUACPLMNs,
	maxnoofUACperPLMN

<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
DUtoCURRCInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DRX-LongCycleStartOffset			CRITICALITY ignore	EXTENSION DRX-LongCycleStartOffset				PRESENCE optional }|
	{ ID id-SelectedBandCombinationIndex		CRITICALITY ignore	EXTENSION SelectedBandCombinationIndex			PRESENCE optional }|
	{ ID id-SelectedFeatureSetEntryIndex		CRITICALITY ignore	EXTENSION SelectedFeatureSetEntryIndex			PRESENCE optional }|
	{ ID id-Ph-InfoSCG							CRITICALITY ignore	EXTENSION Ph-InfoSCG								PRESENCE optional }|
	{ ID id-RequestedBandCombinationIndex		CRITICALITY ignore	EXTENSION RequestedBandCombinationIndex		PRESENCE optional }|
	{ ID id-RequestedFeatureSetEntryIndex		CRITICALITY ignore	EXTENSION RequestedFeatureSetEntryIndex		PRESENCE optional }|
	{ ID id-RequestedP-MaxFR2					CRITICALITY ignore	EXTENSION RequestedP-MaxFR2							PRESENCE optional }|
	{ ID id-DRX-Config							CRITICALITY ignore	EXTENSION DRX-Config								PRESENCE optional }|
	{ ID id-PDCCH-BlindDetectionSCG				CRITICALITY ignore	EXTENSION PDCCH-BlindDetectionSCG				PRESENCE optional }|
	{ ID id-Requested-PDCCH-BlindDetectionSCG	CRITICALITY ignore	EXTENSION Requested-PDCCH-BlindDetectionSCG	PRESENCE optional }|
	{ ID id-Ph-InfoMCG							CRITICALITY ignore	EXTENSION Ph-InfoMCG								PRESENCE optional }|
	{ ID id-MeasGapSharingConfig				CRITICALITY ignore	EXTENSION MeasGapSharingConfig					PRESENCE optional }|
	{ ID id-UE-InactiveTime						CRITICALITY ignore	EXTENSION UE-InactiveTime							PRESENCE optional },
	...
}


<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
UE-associatedLogicalF1-ConnectionItem ::= SEQUENCE {
	gNB-CU-UE-F1AP-ID		GNB-CU-UE-F1AP-ID	 OPTIONAL,
	gNB-DU-UE-F1AP-ID		GNB-DU-UE-F1AP-ID	 OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { UE-associatedLogicalF1-ConnectionItemExtIEs} } OPTIONAL,
	...
}

UEAssistanceInformation ::= OCTET STRING

UE-associatedLogicalF1-ConnectionItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-CapabilityRAT-ContainerList::= OCTET STRING

UEContextNotRetrievable ::= ENUMERATED {true, ...}

UEIdentityIndexValue ::= CHOICE {
	indexLength10			BIT STRING (SIZE (10)),
	choice-extension		ProtocolIE-SingleContainer { {UEIdentityIndexValueChoice-ExtIEs} }	
}

UEIdentityIndexValueChoice-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

UE-InactiveTime	::= OCTET STRING
<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
id-new-gNB-DU-UE-F1AP-ID							ProtocolIE-ID ::= 219
id-NotificationInformation							ProtocolIE-ID ::= 220
id-PLMNAssistanceInfoForNetShar						ProtocolIE-ID ::= 221
id-UEContextNotRetrievable							ProtocolIE-ID ::= 222
id-BPLMN-ID-Info-List								ProtocolIE-ID ::= 223
id-SelectedPLMNID									ProtocolIE-ID ::= 224
id-UAC-Assistance-Info								ProtocolIE-ID ::= 225
id-RANUEID											ProtocolIE-ID ::= 226
id-GNB-DU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 227
id-GNB-DU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 228
id-TNLAssociationTransportLayerAddressgNBDU			ProtocolIE-ID ::= 229
id-portNumber										ProtocolIE-ID ::= 230
id-AdditionalSIBMessageList							ProtocolIE-ID ::= 231
id-Cell-Type										ProtocolIE-ID ::= 232
id-IgnorePRACHConfiguration							ProtocolIE-ID ::= 233
id-CG-Config										ProtocolIE-ID ::= 234
id-PDCCH-BlindDetectionSCG							ProtocolIE-ID ::= 235
id-Requested-PDCCH-BlindDetectionSCG				ProtocolIE-ID ::= 236
id-Ph-InfoMCG										ProtocolIE-ID ::= 237
id-MeasGapSharingConfig								ProtocolIE-ID ::= 238
id-systemInformationAreaID							ProtocolIE-ID ::= 239
id-areaScope										ProtocolIE-ID ::= 240
id-RRCContainer-RRCSetupComplete					ProtocolIE-ID ::= 241
id-ConfiguredTACIndication							ProtocolIE-ID ::= 425
id-UE-InactiveTime									ProtocolIE-ID ::= XXX


<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>

