

	
3GPP TSG-RAN WG3 Meeting #111-e	R3-211045
E-meeting, 25 Jan – 5 Feb 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.473
	CR
	[bookmark: _GoBack]0736
	rev
	-
	Current version:
	16.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction of the PCI IE presence in the ASN.1 for the SRS Configuration 

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R3

	
	

	Work item code:
	NR_POS-Core  
	
	Date:
	2021-1-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The presence of the PCI IE in the tabular for the SRS Configuration IE in 9.3.1.192 is optional while in ASN.1 the presence is mandatory.
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[bookmark: OLE_LINK87][bookmark: _Toc525680103]<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>

SRSCarrier-List ::= SEQUENCE (SIZE(1.. maxnoSRS-Carriers)) OF SRSCarrier-List-Item

SRSCarrier-List-Item ::= SEQUENCE {
	pointA							INTEGER (0..3279165),
	uplinkChannelBW-PerSCS-List		UplinkChannelBW-PerSCS-List,
	activeULBWP						ActiveULBWP,
	pci								NRPCI		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SRSCarrier-List-Item-ExtIEs } } OPTIONAL
}

SRSCarrier-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
