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This message is sent by the ng-eNB-DU to confirm the modification of a UE context.
Direction: ng-eNB-DU  ng-eNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	ng-eNB-CU UE W1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	ng-eNB-DU UE W1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the MR-DC Resource Coordination Information IE as defined in TS 38.423 [7] for NGEN-DC and NE-DC cases.
	YES
	ignore

	DU To CU RRC Information

	O
	
	9.3.1.58
	
	YES
	reject

	DRB Setup List
	
	0..1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	ng-eNB-DU endpoint of the W1 transport bearer. For delivery of DL PDUs.
	-
	

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	ng-eNB-DU endpoint of the W1 transport bearer. For delivery of DL PDUs.
	-
	

	>>RLC Status
	O
	
	9.3.1.49
	Indicates the RLC has been re-established at the ng-eNB-DU.
	YES
	ignore

	SRB Failed to be Setup List
	
	0..1
	
	The List of SRBs which are failed to be established.
	YES
	ignore

	>SRB Failed to be Setup Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	DRB Failed to be Setup List
	
	0..1
	
	The List of DRBs which are failed to be setup.
	YES
	ignore

	>DRB Failed to be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	SCell Failed To Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell Failed to Setup Item
	
	1 .. <maxnoofSCells>
	
	
	EACH
	ignore

	>>SCell ID
	M
	
	E-UTRAN CGI
9.3.1.12
	SCell Identifier in ng-eNB
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	DRB Failed to be Modified List
	
	0..1
	
	The List of DRBs which are failed to be modified.
	YES
	ignore

	>DRB Failed to be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	Inactivity Monitoring Response
	O
	
	ENUMERATED (Not-supported, ...)
	
	YES
	reject

	C-RNTI
	O
	
	9.3.1.29
	C-RNTI allocated at the ng-eNB-DU
	YES
	ignore

	Associated SCell List 
	O
	
	9.3.1.56
	
	YES
	ignore

	SRB Setup List
	
	0..1
	
	
	YES
	ignore

	>SRB Setup Item
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	SRB Modified List
	
	0..1
	
	
	YES
	ignore

	>SRB Modified Item
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	



<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc25943822]9.3.1.33	ng-eNB-CU System Information
This IE contains the system information encoded by the ng-eNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SIB type to Be Updated List
	
	1
	
	

	>SIB type to Be Updated Item IEs
	
	1... <maxnoofSIBTypes>
	
	

	>>SIB type
	M
	
	INTEGER (42,... 7, 9…15,,..32, ...)
	Indicates a certain SIB block, e.g. 2 means sibType2, 3 for sibType3, etc. Values 2, 3, 8 and 16 are not applicable in this version of the specification.

	>>SIB message
	M
	
	OCTET STRING
	SIB message containing SIB as defined in TS 36.331 [1].

	>>Value Tag
	M
	
	INTEGER (0..31, ...)
	



<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
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This IE indicates the list of SCells associated with the RLC entity indicated by the RLC Failure Indication IE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Associated SCell Item IEs
	
	1..< maxnoofSCells >
	
	
	-
	-

	>SCell ID
	M
	
	E-UTRAN CGI
9.3.1.12
	
	-
	



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.





<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Candidate-SpCell-Item,
	Cause,
	Cells-Failed-to-be-Activated-List-Item,
	Cells-Status-Item,
	Cells-to-be-Activated-List-Item,
	Cells-to-be-Deactivated-List-Item, 
	C-RNTI,
	CriticalityDiagnostics,
	CUtoDURRCInformation, 
	DRB-Activity-Item,
	DRBID,
	DRBs-FailedToBeModified-Item,
	DRBs-FailedToBeSetup-Item,
	DRBs-FailedToBeSetupMod-Item,
	DRB-Notify-Item,
	DRBs-ModifiedConf-Item,
	DRBs-Modified-Item,
	DRBs-Required-ToBeModified-Item,
	DRBs-Required-ToBeReleased-Item,
	DRBs-Setup-Item,
	DRBs-SetupMod-Item,
	DRBs-ToBeModified-Item,
	DRBs-ToBeReleased-Item,
	DRBs-ToBeSetup-Item,
	DRBs-ToBeSetupMod-Item,
	DRXCycle,
	DUtoCURRCInformation,
	EUTRANQoS,
	NGENB-CU-UE-W1AP-ID,
	NGENB-DU-UE-W1AP-ID,
	NGENB-DU-ID,
	NGENB-DU-Served-Cells-Item,
	NGENB-DU-System-Information, 
	InactivityMonitoringRequest,
	InactivityMonitoringResponse,
	NotificationControl,
	EUTRANCGI,
	EUTRANPCI,
	Potential-SpCell-Item,
	RAT-FrequencyPriorityInformation,
	ResourceCoordinationTransferContainer,
	RRCContainer,
	RRCReconfigurationCompleteIndicator,
	SCellIndex,
	SCell-ToBeRemoved-Item,
	SCell-ToBeSetup-Item,
	SCell-ToBeSetupMod-Item,
	SCell-FailedtoSetup-Item,
	SCell-FailedtoSetupMod-Item, 
	ServCellIndex,
	Served-Cell-Information,
	Served-Cells-To-Add-Item,
	Served-Cells-To-Delete-Item,
	Served-Cells-To-Modify-Item,
	SRBID,
	SRBs-FailedToBeSetup-Item,
	SRBs-FailedToBeSetupMod-Item,
	SRBs-Required-ToBeReleased-Item,
	SRBs-ToBeReleased-Item,
	SRBs-ToBeSetup-Item,
	SRBs-ToBeSetupMod-Item,
	SRBs-Modified-Item,
	SRBs-Setup-Item,
	SRBs-SetupMod-Item,
	TransactionID,
	TransmissionActionIndicator,
	DUtoCURRCContainer,
	PagingCell-Item, 
	UEIdentityIndexValue,
	UE-associatedLogicalW1-ConnectionItem,
	PagingDRX,
	PagingIdentity,
	PWSSystemInformation,
	Broadcast-To-Be-Cancelled-Item,
	Cells-Broadcast-Cancelled-Item,
	E-UTRAN-CGI-List-For-Restart-Item,
	PWS-Failed-E-UTRAN-CGI-Item,
	RepetitionPeriod,
	NumberofBroadcastRequest,
	Cells-To-Be-Broadcast-Item,
	Cells-Broadcast-Completed-Item,
	Cancel-all-Warning-Messages-Indicator,
	NotificationInformation,
	EUTRA-NR-CellResourceCoordinationReq-Container,
	EUTRA-NR-CellResourceCoordinationReqAck-Container,
	RequestType,
	PLMN-Identity,
	BitRate,
	NGENBDUOverloadInformation,
	ResourceCoordinationTransferInformation,
	Associated-SCell-Item,
	IgnoreResourceCoordinationRequestContainer

FROM W1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-SingleContainer{},
	W1AP-PRIVATE-IES,
	W1AP-PROTOCOL-EXTENSION,
	W1AP-PROTOCOL-IES,
	W1AP-PROTOCOL-IES-PAIR

FROM W1AP-Containers

	id-Candidate-SpCell-List,
	id-Cause,
	id-Cancel-all-Warning-Messages-Indicator,
	id-NotificationInformation,
	id-Cells-Failed-to-be-Activated-List,
	id-Cells-Status-List,
	id-Cells-to-be-Activated-List,
	id-Cells-to-be-Deactivated-List,
	id-ConfirmedUEID,
	id-C-RNTI,
	id-CUtoDURRCInformation,
	id-CriticalityDiagnostics,
	id-DRB-Activity-List,
	id-DRBs-FailedToBeModified-List,
	id-DRBs-FailedToBeSetup-List,
	id-DRBs-FailedToBeSetupMod-List,
	id-DRBs-ModifiedConf-List,
	id-DRBs-Modified-List,
	id-DRB-Notify-List,
	id-DRBs-Required-ToBeModified-List,
	id-DRBs-Required-ToBeReleased-List,
	id-DRBs-Setup-List,
	id-DRBs-SetupMod-List,
	id-DRBs-ToBeModified-List,
	id-DRBs-ToBeReleased-List,
	id-DRBs-ToBeSetup-List,
	id-DRBs-ToBeSetupMod-List,
	id-DRXCycle,
	id-DUtoCURRCInformation,
	id-ngeNB-CU-UE-W1AP-ID,
	id-ngeNB-DU-UE-W1AP-ID,
	id-ngeNB-DU-ID,
	id-ngeNB-DU-Served-Cells-List,
	id-InactivityMonitoringRequest,
	id-InactivityMonitoringResponse,
	id-oldngeNB-DU-UE-W1AP-ID,
	id-Potential-SpCell-List,
	id-RAT-FrequencyPriorityInformation,
	id-ResetType,
	id-ResourceCoordinationTransferContainer,
	id-RRCContainer,
	id-RRCReconfigurationCompleteIndicator,
	id-SCell-FailedtoSetup-List,
	id-SCell-FailedtoSetupMod-List,
	id-SCell-ToBeRemoved-List,
	id-SCell-ToBeSetup-List,
	id-SCell-ToBeSetupMod-List,
	id-Served-Cells-To-Add-List,
	id-Served-Cells-To-Delete-List,
	id-Served-Cells-To-Modify-List,
	id-ServCellIndex,
	id-SpCell-ID,
	id-SRBID,
	id-SRBs-FailedToBeSetup-List,
	id-SRBs-FailedToBeSetupMod-List,
	id-SRBs-Required-ToBeReleased-List,
	id-SRBs-ToBeReleased-List, 
	id-SRBs-ToBeSetup-List,
	id-SRBs-ToBeSetupMod-List,
	id-SRBs-Modified-List,
	id-SRBs-Setup-List,
	id-SRBs-SetupMod-List,
	id-TransactionID,
	id-TransmissionActionIndicator,
	id-UE-associatedLogicalW1-ConnectionListResAck,
	id-DUtoCURRCContainer,
	id-EUTRANCGI,
	id-PagingCell-List,
	id-PagingDRX,
	id-UEIdentityIndexValue,
	id-PagingIdentity,
	id-PWSSystemInformation,
	id-RepetitionPeriod,
	id-NumberofBroadcastRequest,
	id-Cells-To-Be-Broadcast-List,
	id-Cells-Broadcast-Completed-List,
	id-Broadcast-To-Be-Cancelled-List,
	id-Cells-Broadcast-Cancelled-List,
	id-E-UTRAN-CGI-List-For-Restart-List,
	id-PWS-Failed-E-UTRAN-CGI-List,
	id-EUTRA-NR-CellResourceCoordinationReq-Container,
	id-EUTRA-NR-CellResourceCoordinationReqAck-Container,
	id-RequestType,
	id-ServingPLMN,
	id-NGENB-DU-UE-AMBR-UL,
	id-NGENBDUOverloadInformation,
	id-ResourceCoordinationTransferInformation,
	id-Associated-SCell-List,
	id-IgnoreResourceCoordinationRequestContainer,
	maxCellinngeNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,
	maxnoofIndividualW1ConnectionsToReset,
	maxnoofPotentialSpCells,
	maxnoofSCells,
	maxnoofSRBs,
	maxnoofPagingCells,
	maxnoofTNLAssociations,
	maxCellineNB,
	maxnoofUEIDs

<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- UE CONTEXT MODIFICATION RESPONSE
--
-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UEContextModificationResponseIEs} },
	...
}


UEContextModificationResponseIEs W1AP-PROTOCOL-IES ::= {
	{ ID id-ngeNB-CU-UE-W1AP-ID						CRITICALITY reject	TYPE NGENB-CU-UE-W1AP-ID								PRESENCE mandatory	}|
	{ ID id-ngeNB-DU-UE-W1AP-ID						CRITICALITY reject	TYPE NGENB-DU-UE-W1AP-ID								PRESENCE mandatory	}|
	{ ID id-ResourceCoordinationTransferContainer	CRITICALITY ignore	TYPE ResourceCoordinationTransferContainer	PRESENCE optional	}|
	{ ID id-DUtoCURRCInformation					CRITICALITY reject	TYPE DUtoCURRCInformation							PRESENCE optional}|
	{ ID id-DRBs-SetupMod-List						CRITICALITY ignore	TYPE DRBs-SetupMod-List								PRESENCE optional}|
	{ ID id-DRBs-Modified-List						CRITICALITY ignore	TYPE DRBs-Modified-List								PRESENCE optional}|
	{ ID id-SRBs-FailedToBeSetupMod-List			CRITICALITY ignore	TYPE SRBs-FailedToBeSetupMod-List				PRESENCE optional	}|
	{ ID id-DRBs-FailedToBeSetupMod-List			CRITICALITY ignore	TYPE DRBs-FailedToBeSetupMod-List				PRESENCE optional	}|
	{ ID id-SCell-FailedtoSetupMod-List				CRITICALITY ignore	TYPE SCell-FailedtoSetupMod-List				PRESENCE optional	}|
	{ ID id-DRBs-FailedToBeModified-List			CRITICALITY ignore	TYPE DRBs-FailedToBeModified-List				PRESENCE optional	}|
	{ ID id-InactivityMonitoringResponse			CRITICALITY reject	TYPE InactivityMonitoringResponse				PRESENCE optional	}|
	{ ID id-C-RNTI									CRITICALITY ignore	TYPE C-RNTI											PRESENCE optional	}|
	{ ID id-Associated-SCell-List					CRITICALITY ignore  TYPE Associated-SCell-List						PRESENCE optional	}|
	{ ID id-SRBs-SetupMod-List						CRITICALITY ignore	TYPE SRBs-SetupMod-List								PRESENCE optional	}|
	{ ID id-SRBs-Modified-List						CRITICALITY ignore	TYPE SRBs-Modified-List								PRESENCE optional	},
	...
}


DRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBs-SetupMod-Item

DRBs-Modified-List::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBs-Modified-Item
 
SRBs-SetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF SRBs-SetupMod-Item

SRBs-Modified-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF SRBs-Modified-Item

DRBs-FailedToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBs-FailedToBeModified-Item

SRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF SRBs-FailedToBeSetupMod-Item

DRBs-FailedToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DRBs-FailedToBeSetupMod-Item

SCell-FailedtoSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofSCells)) OF SCell-FailedtoSetupMod-Item

Associated-SCell-List ::= SEQUENCE (SIZE(1.. maxnoofSCells)) OF Associated-SCell-Item

<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
-- A

AdditionalSIBMessageList ::= SEQUENCE (SIZE(1..maxnoofAdditionalSIBs)) OF AdditionalSIBMessageList-Item

AdditionalSIBMessageList-Item ::= SEQUENCE {
	additionalSIB			OCTET STRING,
	iE-Extensions		ProtocolExtensionContainer { { AdditionalSIBMessageList-Item-ExtIEs} } OPTIONAL
}

AdditionalSIBMessageList-Item-ExtIEs W1AP-PROTOCOL-EXTENSION ::= {
	...
}

AllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevel				PriorityLevel,
	pre-emptionCapability		Pre-emptionCapability,
	pre-emptionVulnerability	Pre-emptionVulnerability,
	iE-Extensions				ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,
	...
}

AllocationAndRetentionPriority-ExtIEs W1AP-PROTOCOL-EXTENSION ::= {
	...
}

Associated-SCell-Item ::= SEQUENCE {
	sCell-ID		EUTRANCGI,
	iE-Extensions	ProtocolExtensionContainer { { Associated-SCell-ItemExtIEs } }	OPTIONAL,
	...
}

Associated-SCell-ItemExtIEs 	W1AP-PROTOCOL-EXTENSION ::= {
	...
}

AvailablePLMNList ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF AvailablePLMNList-Item


<<<<<<<<<<<<<<<<<<<< Next part, for information against the change >>>>>>>>>>>>>>>>>>>>
SIB1-message ::= OCTET STRING

SIB2-message ::= OCTET STRING

SIB3-message ::= OCTET STRING 

SIB8-message ::= OCTET STRING

SIB16-message ::= OCTET STRING

SibtypetobeupdatedListItem ::= SEQUENCE {
	sIBtype 			INTEGER (2..32,...),
	sIBmessage			OCTET STRING, 
	valueTag			INTEGER (0..31,...),
	iE-Extensions	ProtocolExtensionContainer { { SibtypetobeupdatedListItem-ExtIEs } }	OPTIONAL,
	...
}

SibtypetobeupdatedListItem-ExtIEs 	W1AP-PROTOCOL-EXTENSION ::= {
	...
}

SliceSupportList ::= SEQUENCE (SIZE(1.. maxnoofSliceItems)) OF SliceSupportItem

SliceSupportItem ::= SEQUENCE {
	sNSSAI	SNSSAI,
	iE-Extensions				ProtocolExtensionContainer { { SliceSupportItem-ExtIEs } }	OPTIONAL,
	...
}

SliceSupportItem-ExtIEs	W1AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< Next Changes Begin >>>>>>>>>>>>>>>>>>>>
id-Cancel-all-Warning-Messages-Indicator				ProtocolIE-ID ::= 79
id-NGENB-DU-UE-AMBR-UL									ProtocolIE-ID ::= 80
id-ServingPLMN											ProtocolIE-ID ::= 81
id-NGENBDUOverloadInformation							ProtocolIE-ID ::= 82
id-ResourceCoordinationTransferInformation				ProtocolIE-ID ::= 83
id-Associated-SCell-List								ProtocolIE-ID ::= 84
id-SRBs-Setup-List										ProtocolIE-ID ::= 85
id-SRBs-SetupMod-List									ProtocolIE-ID ::= 86
id-SRBs-Modified-List									ProtocolIE-ID ::= 87
id-IgnoreResourceCoordinationRequestContainer			ProtocolIE-ID ::= 88
id-NotificationInformation								ProtocolIE-ID ::= 89
id-AdditionalSIBMessageList								ProtocolIE-ID ::= 90


<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>

