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1 Introduction

CB: # NRQoE6-Features_ranking
- RAN3 to discuss the ranking and decide the priority for plenary to decide normative work plan?

- The feasibility and value of slice based QoE measurement need to be verified by CT1, SA2, SA4, and SA5?
(QC - moderator)
Summary of offline disc R3-211016
Note: 

The first round email discussion plan to be end at end of Friday of the first week (Friday 17:00 UTC 2021-1-29)
The second round email discussion plan to be end 2 hours before the on-line session (Thursday 11:00 UTC).
2 For the Chairman’s Notes

Propose the following:
Propose to capture the following:
3 Discussion

In [1], it is noted that a lot of enhancements and optimizations have been proposed for NR QoE in the SI phase and it is not a simple extension of LTE QoE.

Considering the TU constraints, it is proposed to prioritize/rank the QoE features if possible, to capture the conclusions at the end of SI phase and aid the RAN in R17 normative phase.
3.1 Multiple QMC (source: SA5)
Please provide your companies’ view of the need for this functionality (and whether it should be supported in R17 normative phase).

	Company
	Comments

	Nokia
	Conditional yes, but technical details need first to be clarified in other CB.


3.2 Mobility and QoE continuity (source: SA5)

Please provide your companies’ view of the need for this functionality (and whether it should be supported in R17 normative phase).

	Company
	Comments

	Nokia
	We think the Mobility is already covered in LTE’s framework. The QoE continuity could be achieved by allowing the Netwotk to configure the Radio reporting of the Report without any configuration sent to App Layer.


3.3 QoE report suspending when RAN is overloaded (source: SA4)

Please provide your companies’ view of the need for this functionality (and whether it should be supported in R17 normative phase).

	Company
	Comments

	Nokia
	This is needed, and can be based on the LTE solution (report deactivation in the AS layer with loss of reports).


3.4 QoE measurement in RRC_IDLE/INACTIVE (source: RAN2/RAN3)

Please provide your companies’ view of the need for this functionality (and whether it should be supported in R17 normative phase).

	Company
	Comments

	Nokia
	QMC is only for RRC Connected mode. Reports received by UE AS in idle / Inactive are lost. (also when UE AS is switched off).


3.5 RAN visible QoE (source: RAN3)

Please provide your companies’ view of the need for this functionality (and whether it should be supported in R17 normative phase).

	Company
	Comments

	Nokia
	We think that this can this doesn’t need any standardization in Rel-17 unless a clear use case is identified. gNB can read the XML-encoded report. Or OAM can inform gNB about the QoE status.


3.6 Per slice QoE measurement (source: RAN3)

Please provide your companies’ view of the need for this functionality (and whether it should be supported in R17 normative phase).

	Company
	Comments

	Nokia
	This is needed


3.7 Interworking with LTE QoE (source: RAN3)

Please provide your companies’ view of the need for this functionality (and whether it should be supported in R17 normative phase).

	Company
	Comments

	Nokia
	No strong view - will depend on decisions taken for NR QMC e.g. support of multiple QMC. In principle NR QoE should be close enough to LTE to allow interworking. No or minimal updates of LTE QoE are foreseen.


3.8 Other

If companies have any other comments or other QoE features to prioritize to aid the normative phase and capture as part of conclusions in the SI phase, please provide your comments below.

	Company
	Comments

	
	


4 Conclusion, Recommendations [if needed]

If needed

5 References
[1] R3-210358 - Ranking and prioritization of QoE enhancement features
