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1 Introduction

This is a TP resulting from discussions on CB#29 at RAN3#111e, based on document R3-210516.
2 Text Proposal for the TS 38.300 BL CR

<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

16.x.x
RAN (Re)Selection of CN Entity
If the NG-RAN node serves more than one country, the NG-RAN node may be configured to ensure that the UE is using an AMF that serves the country in which the UE is located. When so configured:
-
If at AMF Selection the NG-RAN node detects that the UE is in a different country to that served by the AMF, the NG-RAN node implements the NAS Node Selection Function behavior specified in TS 38.410 [16].

-
For RRC Connected, if the NG-RAN node detects that the UE is in a different country to that served by the AMF, the NG-RAN should perform an NG handover to change to an appropriate AMF. 
Editor’s note: Text may need to be revised depending on RAN2/SA2/RAN3 progress.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

16.3.2.1
CN-RAN interaction and internal RAN aspects
NG-RAN selects AMF based on a Temp ID or NSSAI provided by the UE over RRC as specified in TS 38.410 [16]. The mechanisms used in the RRC protocol are described in the next clause.

Table 16.3.2.1-1 AMF selection based on Temp ID and NSSAI

	Temp ID
	NSSAI
	AMF Selection by NG-RAN

	not available or invalid
	not available
	One of the default AMFs is selected (NOTE)

	not available or invalid
	present
	Selects AMF which supports UE requested slices

	valid
	not available, or present
	Selects AMF per CN identity information in Temp ID

	NOTE:
The set of default AMFs is configured in the NG-RAN nodes via OAM.


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
