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	Reason for change:
	The Location reporting function also includes stop one or all the requested UE location reports.
The RRC Inactive Transition Report procedure is to notify the AMF when the UE enters or leaves RRC_INACTIVE state and it belongs to UE Context Management function, however, the current function description has not reflected this yet.
The UE Context Suspend procedure needs to be extended to include both suspend and resume procedures.

	
	

	Summary of change:
	Update the description of Location Reporting function and Location Reporting procedures.
Extend the scope of the UE Context Management Procedures.
Update UE Context Suspend-Resume procedures.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolate impact on the corresponding functions over NG interface.
No ASN.1 impact.


	
	

	Consequences if not approved:
	The location report function, UE context management procedures and the UE context suspend-resume procedures are not completed.
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Start of the First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45882488][bookmark: _Toc36552260][bookmark: _Toc29391570][bookmark: _Toc29391690][bookmark: _Toc29391630][bookmark: _Toc534727698]5.15	Location Reporting function
This function enables the AMF to requestcontrol the NG-RAN node to report the UE's current location, or the UE's last known location with timestamp, or the UE's presence in a configured area of interest.
<<<<<<<<<<<<<<<<<<<< End of the First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc29391699][bookmark: _Toc45882502][bookmark: _Toc29391579][bookmark: _Toc534727706][bookmark: _Toc29391639][bookmark: _Toc36552269]6.2	UE Context Management Procedures
The following list of UE Context management procedures are used to establish, release or modify the UE context and notify the AMF when the UE enters or leaves RRC_INACTIVE state.
-	Initial Context Setup;
-	UE Context Release Request;
-	UE Context Release;
-	UE Context Modification;
-	RRC Inactive Transition Report.
<<<<<<<<<<<<<<<<<<<< End of the Second Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45882509][bookmark: _Toc36552276][bookmark: _Toc29391586][bookmark: _Toc29391646][bookmark: _Toc29391706][bookmark: _Toc534727713]6.9	Location Reporting procedures
The following procedures are related to used to reportUE location report handling the location of the UE:
-	Location Reporting Control;
-	Location Report;
-	Location Reporting Failure Indication.
<<<<<<<<<<<<<<<<<<<< End of the Third Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45882519]6.19	UE Context Suspend-Resume procedures
The following procedures areThe purpose of the UE Context Suspend procedure is used is to suspend/resume the UE-associated logical NG-connection and the corresponding UE context handling and release the NG-U tunnel with the 5GC while keeping the UE context in NG-RAN. In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB.
-	UE Context Suspend;
-	UE Context Resume.
<<<<<<<<<<<<<<<<<<<< End of the Change >>>>>>>>>>>>>>>>>>>>

