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1
Introduction

In R3-210261 some proposals have been made for the support of SN change failure. In this contribution a TP is presented reflecting those proposals.
2
TP to TS 37.340
============ Next Change ==============
10.xx
Self-optimisation for PSCell change 
10.xx.1
General

For analysis of PSCell change failure, the UE makes the SCG Failure Information available to the MN.

The MN performs the initial analysis for PSCell change failure. If PSCell change procedure is triggered by the source SN, the MN may send the SCG Failure Information to the source SN.
10.xx.2
PSCell change failure
One of the functions of self-optimization for PSCell change is to detect PSCell change failures that occur due to Too late PSCell change or Too early PSCell change, or Triggering PSCell change to wrong PSCell. These problems are defined as follows:

· Too late PSCell change: an SCG failure occurs after the UE has stayed for a long period of time in the PSCell; a suitable different PSCell is found, e.g. based on the measurements reported from the UE.

· Too early PSCell change: an SCG failure occurs shortly after a successful PSCell change from a source PSCell to a target PSCell or a PSCell change failure occurs during the PSCell change procedure; source PSCell is a suitable PSCell, e.g. based on the measurements reported from the UE.

· Triggering PSCell change to wrong PSCell: an SCG failure occurs shortly after a successful PSCell change from a source PSCell to a target PSCell or a PSCell change failure occurs during the PSCell change procedure; a suitable PSCell different with source PSCell or target PSCell is found, e.g. based on the measurements reported from the UE.
In the definition above, the "successful PSCell change" refers to the UE state, namely the successful completion of the RA procedure.
============ End of Change ==============
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