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Attachments:	
1	Overall description
[bookmark: OLE_LINK91][bookmark: OLE_LINK90][bookmark: OLE_LINK88][bookmark: OLE_LINK89]RAN3 thanks SA2 for the LS on on Clarification on URLLC QoS Monitoring in S2-2007825/ R3-206838.
RAN3 has updated all related specifications to introduce reporting frequency for the RAN part delay reporting on NG, Xn, F1 and E1 interfaces according to SA2 requirements.
During the discussion in RAN3, it was identified that the RAN part delay measurement reporting over NG-U may not contain the D1 part (UL PDCP queueing delay) from the UE when the monitored UE is not capable of D1 reporting. In order not to mislead the related functions in core network, RAN3 agreed to introduce an additional indicator in NG-U to indicate to UPF the presence or absence of D1 in the UL RAN part delay measurement result.
[bookmark: _GoBack]RAN3 kindly ask SA2 to take above information into account and feedback if there is any further issue.
2	Actions
To SA2
ACTION:  
RAN3 kindly ask SA2 to take above information into account and feedback if there is any further issue.
3	Dates of next RAN3 meetings
[bookmark: OLE_LINK53][bookmark: OLE_LINK54]RAN3#112-e	17 May – 28 May							Online

