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[bookmark: _Toc20954211][bookmark: _Toc29905636][bookmark: _Toc29906146][bookmark: _Toc36549697][bookmark: _Toc45103161][bookmark: _Toc45227008][bookmark: _Toc45890209][bookmark: _Toc45890721][bookmark: _Toc51763696]8.3.13.1	General
The purpose of the Retrieve UE Context procedure is to retrieve the UE context from the eNB where the RRC connection has been suspended (old eNB) and transfer it to the eNB where the RRC Connection has been requested to be resumed (new eNB) or to retrieve the UE context for a UE which attempts to re-establish its RRC connection in an eNB (the new eNB) different from the eNB (the old eNB) where the RRC connection failed, e.g. due to RLF.
The procedure uses UE-associated signalling.
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Figure 8.3.13.2-1: Retrieve UE Context, successful operation
The new eNB initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old eNB.
If the old eNB is able to identify the UE context and to successfully verify the UE by means of the Resume ID, the ShortMAC-I, optionally the C-RNTI, the failure cell PCI and the E-UTRAN Cell Identifier of the new cell contained in the RETRIEVE UE CONTEXT REQUEST message, it shall respond with the RETRIEVE UE CONTEXT RESPONSE message. The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
If the C-RNTI IE is present in the RETRIEVE UE CONTEXT REQUEST, the old eNB shall ignore the Resume ID IE.
The old eNB may include in the GUMMEI IE any GUMMEI corresponding to the source MME node.
If the PLMN of the new cell is not the Serving PLMN stored in the UE Context the old eNB shall replace the Serving PLMN with the PLMN of the new cell and move the Serving PLMN to the equivalent PLMN list, before propagating the roaming and access restriction information to the new eNB.The new eNB shall act upon reception of the
-	UE Security Capabilities IE,
-	AS Security Information IE,
-	Subscriber Profile ID for RAT/Frequency priority IE,
-	Handover Restriction List IE,
-	Location Reporting Information IE,
-	Management Based MDT Allowed IE
-	Management Based MDT PLMN List IE
-	Trace Activation IE,
-	SRVCC Operation Possible IE,
-	Masked IMEISV IE
-	Expected UE Behaviour IE,
-	ProSe Authorized IE,
-	V2X Services Authorized IE,
-	Aerial UE subscription information IE,
-	Subscription Based UE Differentiation Information IE,
-	EPC Handover Restriction List Container IE,
within the RETRIEVE UE CONTEXT RESPONSE message as specified for the target new eNB upon reception of the HANDOVER REQUEST message for the Handover Preparation procedure.
If the UE Sidelink Aggregate Maximum Bit Rate IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new eNB shall, if supported, use it for the concerned UE’s sidelink communication in network scheduled mode for V2X services.
[bookmark: _Hlk511822262]If the Aerial UE subscription information IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the target new eNB shall, if supported, store this information in the UE context and use it as defined in TS 36.300 [15].
For each E-RAB for which the old eNB proposes to do forwarding of downlink data, the old eNB shall include the DL Forwarding IE within the E-RABs To Be Setup Item IE of the RETRIEVE UE CONTEXT RESPONSE message.
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Figure 8.3.13.3-1: Retrieve UE Context, unsuccessful operation
If the old eNB is not able to identify the UE context by means of the Resume ID, or with the ShortMAC-I, C-RNTI, failed cell PCI and new E-UTRAN Cell Identifier contained in the RETRIEVE UE CONTEXT REQUEST message, it shall respond to the new eNB with the RETRIEVE UE CONTEXT FAILURE message.
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Void.
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