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Figure 8.3.6.2-1: Bearer Context Inactivity Notification procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the BEARER CONTEXT INACTIVITY NOTIFICATION message to the gNB-CU-CP.
If the Activity Notification Level was set to “DRB” during the Bearer Context establishment, the gNB-CU-UP shall include the DRB Activity List IE in the BEARER CONTEXT INACTIVITY NOTIFICATION message.
If the Activity Notification Level was set to “PDU Session” during the Bearer Context establishment, the gNB-CU-UP shall include the PDU Session Resource Activity List IE in the BEARER CONTEXT INACTIVITY NOTIFICATION message.
If the Activity Notification Level was set to “UE” during the Bearer Context establishment, the gNB-CU-UP shall include the UE Activity IE in the BEARER CONTEXT INACTIVITY NOTIFICATION message.
If the Activity Notification Level was set to "UE" during the Bearer Context establishment, the gNB-CU-UP may also include the UE Inactivity Timer IE in the BEARER CONTEXT INACTIVITY NOTIFICATION message if the UE is in "Not active" status.
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This message is sent by the gNB-CU-UP to provide information about the UE activity to the gNB-CU-CP.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE Activity Information
	M
	
	
	
	YES
	reject

	>DRB Activity List 
	
	1
	
	Used if the Activity Notification Level IE is set as “DRB” in BEARER CONTEXT SETUP Request message
	YES
	reject

	>>DRB Activity Item 
	
	1 .. <maxnoofDRBs> 
	
	
	-
	-

	>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>DRB Activity
	M
	
	ENUMERATED (Active, Not active, …)
	
	-
	-

	>PDU Session Resource Activity List 
	
	1
	
	Used if the Activity Notification Level IE is set as “PDU Session” in the BEARER CONTEXT SETUP Request message
	YES
	reject

	>>PDU Session Resource Activity Item 
	
	1 .. <maxnoofPDUSessionResource> 
	
	
	-
	-

	>>>PDU Session ID
	M
	
	9.3.1.21
	
	-
	-

	>>>PDU Session Resource Activity
	M
	
	ENUMERATED (Active, Not active, …)
	
	-
	-

	>UE Activity 
	M
	
	ENUMERATED (Active, Not active, …)
	Used if the Activity Notification Level IE is set as “UE” in the BEARER CONTEXT SETUP Request message
	YES
	reject

	UE Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to UE.
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRB for a UE, the maximum value is 32. 

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.
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-- **************************************************************
--
-- Bearer Context Inactivity Notification
--
-- **************************************************************

BearerContextInactivityNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { BearerContextInactivityNotificationIEs } },
	...
}

BearerContextInactivityNotificationIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID			CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID			PRESENCE mandatory }|
	{ ID id-gNB-CU-UP-UE-E1AP-ID			CRITICALITY reject	TYPE GNB-CU-UP-UE-E1AP-ID			PRESENCE mandatory }|
	{ ID id-ActivityInformation				CRITICALITY reject	TYPE ActivityInformation			PRESENCE mandatory }|
	{ ID id-UE-Inactivity-Timer				CRITICALITY reject	TYPE Inactivity-Timer					PRESENCE optional  },
	...
} 
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