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Introduction
The RAN1 response LS on support for UL-DL TDD half slots (R3-207011) says the following:
“Eleven companies in RAN1 provided views on RAN3’s question. Six companies think all the slot formats defined in TS 38.213 shall be supported in the intended TDD UL-DL configuration exchange. Four companies do not think all the slot formats defined in TS 38.213 shall be supported in the intended TDD UL-DL configuration exchange. One company is neutral.”.
Meanwhile, its RAN2 counterpart (R2-2011161) states:
“From RAN2’s perspective, tdd-UL-DL-ConfigurationCommon is not intended to configure all the slot formants defined in TS38.213. RRC signalling is designed to configure UL-DL configuration according to the section 11.1 of TS38.213, where the “slot configuration period” is starting with DL and ending with UL (in which “all DL” and “all UL” are special cases). The same principlec applies to TDD-UL-DL-ConfigDedicated.
The slot formats 46-55 in particular require UL symbol followed by DL symbol within a slot, which is not in line with the signalling principle above. It is therefore RAN2’s understanding that the slot formats 46-55 are meant to be dynamically indicated by DCI format 2_0, as defined in the section 11.1.1 of TS38.213, as opposed to semi-statically configured by RRC.”
[bookmark: _GoBack]Although we, in general, understand the technical motivations for the proposal, we think that, at the moment, RAN3 does not have the mandate to single-handedly support the half-slot formats without consensus across the RAN groups. Hence, we propose the following:
Proposal: Discuss the signalling support for UL-DL TDD half-slot formats once and if the consensus about the need to support it is reached in RAN1 and RAN2.
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