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Introduction

According to the discussion in[1],  It is proposed to introduce minimum activation time IE for inter-system inter-RAT energy saving, but not to specify the rejection behavior during the minimum activation period. This contribution provides the corresponding text proposal to TS38.413 SON BLCR.
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<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>

<unchanged omitted>
9.3.3.zz
Cell Activation Request

This IE contains request information for inter-RAT Cell Activation.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Activation ID
	M
	
	INTEGER (0..16384)
	Allocated by the eNB.

	Minimum Activation Time
	O
	
	INTEGER (1..60)
	Seconds, to Indicate the minimum time before that re-activation cell(s) return to dormant state.

	Cells to Activate List
	
	1..<maxnoofCellsinNGRANNode>
	
	

	>NG-RAN CGI
	M
	
	9.3.1.73
	


	Range bound
	Explanation

	maxnoofCellsinNGRANNode
	Maximum no. of cells that can be served by a NG-RAN node. Value is 16384.


Editor's Note: The ASN.1 changes for the above changes are not yet included

<unchanged omitted>
<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>
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