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	Clarification of the meaning for Number of RRC Corrections IE

	
	

	Summary of change:
	Clarify the text description for Number of RRC Corrections IE, indicating that it refers to the maximum supported number of RRC connections per cell. No ASN.1 impact.
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[bookmark: OLE_LINK15][bookmark: _Toc44497644][bookmark: _Toc45108032][bookmark: _Toc45901652][bookmark: _Toc51850732]9.2.2.56	RRC Connections
The RRC Connections IE indicates the overall status of RRC connections per cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Number of RRC Connections
	M
	
	9.2.2.57
	

	Available RRC Connection Capacity Value
	M
	
	9.2.2.58
	




9.2.2.57	Number of RRC Connections
The Number of RRC Connections IE indicates the absolute maximum supported number of UEs in RRC_CONNECTED mode.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Number of RRC Connections
	M
	
	INTEGER (1..65536,...)
	




[bookmark: _Hlk44423737][bookmark: _Toc44497646][bookmark: _Toc45108034][bookmark: _Toc45901654][bookmark: _Toc51850734]9.2.2.58	Available RRC Connection Capacity Value
The Available RRC Connection Capacity Value IE indicates the residual percentage of the number of RRC connections, relative to the maximum number of RRC connections supported by the cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Available RRC Connection Capacity Value
	M
	
	INTEGER (0..100)
	Value 0 indicates no available capacity, and 100 indicates maximum available capacity with respect to the whole cell. Capacity Value should be measured on a linear scale.
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