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1 Introduction
This contribution aims at clarifying the SIB and System information message used over F1
2 Discussions
In TS38.473, the gNB-DU system information IE and gNB-CU system information IE have the following definition:

---------------------------------Beginning of Citation-------------------------------------------
9.3.1.18
gNB-DU System Information

This IE contains the system information generated by the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MIB message
	M
	
	OCTET STRING
	MIB message, as defined in TS 38.331 [8].


	-
	

	SIB1 message
	M
	
	OCTET STRING
	SIB1 message, as defined in TS 38.331 [8].


	-
	

	SIB12 message
	O
	
	OCTET STRING
	SIB12 message, as defined in TS 38.331 [8].
	YES
	Ignore

	SIB13 message
	O
	
	OCTET STRING
	SIB13 message, as defined in TS 38.331 [8].
	YES
	Ignore

	SIB14 message
	O
	
	OCTET STRING
	SIB14 message, as defined in TS 38.331 [8].
	YES
	ignore

	SIB10 message
	O
	
	OCTET STRING
	SIB10 message, as defined in TS 38.331 [8].
	YES
	ignore


9.3.1.42
gNB-CU System Information

This IE contains the system information encoded by the gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SIB type to Be Updated List
	
	1
	
	
	
	

	>SIB type to Be Updated Item IEs
	
	1... <maxnoofSIBTypes>
	
	
	
	

	>>SIB type
	M
	
	INTEGER (2..32, ...)
	Indicates a certain SIB block, e.g. 2 means sibType2, 3 for sibType3, etc. Values 6, 7, 8 and values 10 and higher are not applicable in this version of the specifications.
	
	

	>>SIB message
	M
	
	OCTET STRING
	SIB message containing SIB as defined in TS 38.331 [8].
	
	

	>>Value Tag
	M
	
	INTEGER (0..31, ...)
	
	
	

	>>areaScope
	O
	
	ENUMERATED (true, …)
	Indicates that a SIB is area specific. If the field is not present, the SIB is cell specific.
	YES 
	ignore

	SystemInformationAreaID
	O
	
	BIT STRING (SIZE (24))
	Indicates the system information area that the cell belongs to, if any.
	YES
	ignore


-----------------------------End of Citation-----------------------------------------------
Moreover, the stage 2 description is as follows:

------------------------------------Beginning of Citation----------------------------------------

5.2.2
System Information management function

Scheduling of system broadcast information is carried out in the gNB-DU. The gNB-DU is responsible for transmitting the system information according to the scheduling parameters available.

The gNB-DU is responsible for the encoding of NR-MIB. In case broadcast of SIB1 and other SI messages is needed, the gNB-DU is responsible for the encoding of SIB1, SIB10, SIB12, SIB13 and SIB14 and the gNB-CU is responsible for the encoding of other SI messages. The gNB-DU may re-encode SIB9.

-----------------------------------------------End of Citation-----------------------------

However, in RAN2 specification, we can observe that:

· SIB1 and MIB: define as RRC message

· SIB2~14: define as RRC IE, and the RRC message, i.e., SystemInformation message, is used to include those SIBs. 

Thus, to align with RAN2 specification, SIB2~14 cannot be mentioned as SI message. Moreover, during the Rel-15 discussion, we have agreed that gNB-DU is responsible for generating SystemInformation message by including other SIBs except SIB1. If we use the SI message as the current specification, it seems to indicate that the System information message can be generated by gNB-CU. Thus, to avoid such misunderstanding, we propose make some clarifications for the system information management function w.r.t. SI message. The corresponding CRs are given in [1]~[4]. 
Proposal: RAN3 is kindly asked to agree CRs in [1]~[4]. 
3 Conclusions
In this contribution, we discuss clarification on SIB and SI message, and propose:
Proposal: RAN3 is kindly asked to agree CRs in [1]~[4].    
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