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-------------------------------------------Change 1-------------------------------------------
8.3.4
S-NG-RAN node initiated S-NG-RAN node Modification

8.3.4.1
General

This procedure is used by the S-NG-RAN node to modify the UE context in the S-NG-RAN node.

The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: S-NG-RAN node initiated S-NG-RAN node Modification, successful operation.

The S-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node.

<The unrelated part is omitted>
If the S-NG-RAN node applied a full configuration or delta configuration, e.g., as part of mobility procedure involving a change of DU, the S-NG-RAN node shall inform the M-NG-RAN node by including the RRC config indication IE in the S-NODE MODIFICATION REQUIRED message.

If the S-NODE MODIFICATION CONFIRM message includes the DRB IDs taken into use IE, the S-NG-RAN node shall, if applicable, act as specified in TS 37.340 [8]
If the S-NODE MODIFICATION REQUIRED message includes the SCG Release IE, the M-NG-RAN node shall, if applicable, consider the SCG resource is released. 
Interaction with the M-NG-RAN node initiated S-NG-RAN node Modification Preparation procedure:

If applicable, as specified in TS 37.340 [8], the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the measGapConfig IE as defined in TS 38.331 [10] within the M-NG-RAN node to S-NG-RAN node Container IE.

If applicable, the S-NG-RAN node may receive, after having initiated the S-NG-RAN node initiated S-NG-RAN node Modification procedure, the S-NODE MODIFICATION REQUEST message including the SN triggered IE.
-------------------------------------------Change 2-------------------------------------------
9.1.2.8
S-NODE MODIFICATION REQUIRED

This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	PDU Session Resources To Be Modified List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Required Info – SN terminated IE 

nor the

PDU Session Resource Modification Required Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.4.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>PDU Session Resource Modification Required Info – SN terminated
	O
	
	9.2.1.20
	
	–
	

	>>PDU Session Resource Modification Required Info – MN terminated
	O
	
	9.2.1.22
	
	–
	

	PDU Session Resources To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU Session Resources To Be Released Item
	
	1 .. <maxnoofPDUSessions>
	
	
	–
	

	>PDU sessions to be released List – SN terminated
	O
	
	PDU session List with data forwarding request info

9.2.1.24
	
	–
	

	>PDU sessions to be released List – MN terminated
	O
	
	PDU session List with Cause

9.2.1.26
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-Config message as defined in subclause 11.2.2 of TS 38.331 [10].
	YES
	ignore

	Spare DRB IDs
	O
	
	DRB List

9.2.1.29
	Indicates the list of unnecessary DRB IDs that had been used by the S-NG-RAN node.
	YES
	ignore

	Required Number of DRB IDs
	O
	
	Number of DRBs

9.2.3.78
	Indicates the number of DRB IDs that the S-NG-RAN node requests more.
	YES
	ignore

	Location Information at S-NODE
	O
	
	Target Cell Global ID

9.2.3.25
	Contains information to support localisation of the UE
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	Ignore

	RRC Config Indication
	O
	
	9.2.3.72
	
	YES
	reject

	SCG Release
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256


9.3.4
PDU Definitions

<The unrelated part is omitted>

CellMeasurementResult,

UEHistoryInformationFromTheUE,


MobilityParametersInformation,

MobilityParametersModificationRange,


RACHReportInformation,

IABNodeIndication,

SNTriggered,

SCGRelease
FROM XnAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


XNAP-PRIVATE-IES,


XNAP-PROTOCOL-EXTENSION,


XNAP-PROTOCOL-IES,


XNAP-PROTOCOL-IES-PAIR

FROM XnAP-Containers


id-ActivatedServedCells,


id-ActivationIDforCellActivation,


id-AdditionalDRBIDs,

id-AMF-Region-Information,


id-AMF-Region-Information-To-Add,


id-AMF-Region-Information-To-Delete,


id-AssistanceDataForRANPaging,


id-AvailableDRBIDs,

<The unrelated part is omitted>

id-MobilityParametersModificationRange,

id-RACHReportInformation,

id-IABNodeIndication,

id-UERadioCapabilityID,

id-SCGRelease,

maxnoofCellsinNG-RANnode,


maxnoofDRBs,


maxnoofPDUSessions,


maxnoofQoSFlows

FROM XnAP-Constants;

<The unrelated part is omitted>
-- **************************************************************

--

-- S-NODE MODIFICATION REQUIRED

--

-- **************************************************************

SNodeModificationRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ SNodeModificationRequired-IEs}},


...

}

SNodeModificationRequired-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-M-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-S-NG-RANnodeUEXnAPID




CRITICALITY reject

TYPE NG-RANnodeUEXnAPID






PRESENCE mandatory}|


{ ID id-Cause








CRITICALITY ignore

TYPE Cause










PRESENCE mandatory}|


{ ID id-PDCPChangeIndication




CRITICALITY ignore

TYPE PDCPChangeIndication





PRESENCE optional }|


{ ID id-PDUSessionToBeModifiedSNModRequired

CRITICALITY ignore

TYPE PDUSessionToBeModifiedSNModRequired
PRESENCE optional }|


{ ID id-PDUSessionToBeReleasedSNModRequired

CRITICALITY ignore

TYPE PDUSessionToBeReleasedSNModRequired
PRESENCE optional }|


{ ID id-SN-to-MN-Container





CRITICALITY ignore

TYPE OCTET STRING








PRESENCE optional }|


{ ID id-SpareDRBIDs







CRITICALITY ignore

TYPE DRB-List









PRESENCE optional }|


{ ID id-RequiredNumberOfDRBIDs




CRITICALITY ignore

TYPE DRB-Number









PRESENCE optional }|


{ ID id-LocationInformationSN




CRITICALITY ignore

TYPE Target-CGI









PRESENCE optional }|


{ ID id-MR-DC-ResourceCoordinationInfo


CRITICALITY ignore

TYPE MR-DC-ResourceCoordinationInfo


PRESENCE optional }|


{ ID id-RRCConfigIndication





CRITICALITY reject

TYPE RRCConfigIndication






PRESENCE optional }|


{ ID id-AvailableFastMCGRecoveryViaSRB3


CRITICALITY ignore

TYPE AvailableFastMCGRecoveryViaSRB3


PRESENCE optional }|


{ ID id-ReleaseFastMCGRecoveryViaSRB3


CRITICALITY ignore

TYPE ReleaseFastMCGRecoveryViaSRB3



PRESENCE optional }|


{ ID id-SCGRelease







CRITICALITY ignore

TYPE SCGRelease






PRESENCE optional },


...

}

9.3.5
Information Element definitions

<The unrelated part is omitted>
-- S

<The unrelated part is omitted>
SCGConfigurationQuery
::= ENUMERATED {true, ...}

SecondaryRATUsageInformation ::= SEQUENCE {


pDUSessionUsageReport

PDUSessionUsageReport



OPTIONAL,


qosFlowsUsageReportList

QoSFlowsUsageReportList



OPTIONAL,


iE-Extension



ProtocolExtensionContainer { {SecondaryRATUsageInformation-ExtIEs} }
OPTIONAL,


...

}

SecondaryRATUsageInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

SCGRelease
::= ENUMERATED {true, ...}
SecurityIndication ::= SEQUENCE {


integrityProtectionIndication


ENUMERATED {required, preferred, not-needed, ...},


confidentialityProtectionIndication

ENUMERATED {required, preferred, not-needed, ...},


maximumIPdatarate





MaximumIPdatarate











OPTIONAL,

-- This IE shall be present if the Integrity Protection IE within the Security Indication IE is present and set to "required" or "preferred". --

iE-Extensions






ProtocolExtensionContainer { {SecurityIndication-ExtIEs} } OPTIONAL,


...

}

SecurityIndication-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

9.3.7
Constant definitions

<The unrelated part is omitted>
id-ExtendedTAISliceSupportList

















ProtocolIE-ID ::= 231
id-cellAssistanceInfo-EUTRA


















ProtocolIE-ID ::= 232
id-ConfiguredTACIndication


















ProtocolIE-ID ::= 233
id-secondary-SN-UL-PDCP-UP-TNLInfo
















ProtocolIE-ID ::= 234

id-pdcpDuplicationConfiguration

















ProtocolIE-ID ::= 235

id-duplicationActivation


















ProtocolIE-ID ::= 236
id-NPRACHConfiguration



















ProtocolIE-ID ::= 237
id-QosMonitoringReportingFrequency
















ProtocolIE-ID ::= 238
id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated













ProtocolIE-ID ::= 239
id-DL-scheduling-PDCCH-CCE-usage
















ProtocolIE-ID ::= 240

id-UL-scheduling-PDCCH-CCE-usage
















ProtocolIE-ID ::= 241

id-SFN-Offset





















ProtocolIE-ID ::= 242
id-QoSMonitoringDisabled



















ProtocolIE-ID ::= 243

id-ExtendedUEIdentityIndexValue

















ProtocolIE-ID ::= 244
id-SCGRelease





















ProtocolIE-ID ::= xxx

END

M-NG-RAN node
S-NG-RAN node
S-NODE MODIFICATION REQUIRED
S-NODE MODIFICATION CONFIRM



