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	Start of the 1st change




[bookmark: _Toc45652397][bookmark: _Toc45658829][bookmark: _Toc45720649][bookmark: _Toc45798529][bookmark: _Toc45897918]9.3.1.131	TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [9]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	9.3.1.132
	

	Burst Arrival Time
	O
	
	9.3.1.133
	

	Survival Time
	O
	
	9.3.1.1xx
	



***************************************************************************************************************************
Skip unchanged part 
***************************************************************************************************************************

9.3.1.1xx	Survival Time
This IE indicates the Survial Time as defined in TS 23.501 [21]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Survival Time 
	M
	
	INTEGER (0..1920000, …)
	Survival time expressed in units of 1 us.




	End of the 1st change




	Start of the 2nd change



[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

***************************************************************************************************************************
Skip unchanged part 
***************************************************************************************************************************

	id-UserLocationInformationW-AGF,
	id-SurvivalTIme	,
	maxnoofAllowedAreas,

***************************************************************************************************************************
Skip unchanged part 
***************************************************************************************************************************

SupportedTAItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-ConfiguredTACIndication		CRITICALITY ignore	EXTENSION ConfiguredTACIndication	PRESENCE optional	}|
	{ID id-RAT-Information				CRITICALITY reject	EXTENSION RAT-Information			PRESENCE optional	},
	...
}

SurvivalTime ::= INTEGER (0..1920000, ...)

SuspendIndicator ::= ENUMERATED {
	true,
	...
}


***************************************************************************************************************************
Skip unchanged part 
***************************************************************************************************************************


TSCAssistanceInformation ::= SEQUENCE {
	periodicity				Periodicity,
	burstArrivalTime		BurstArrivalTime												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TSCAssistanceInformation-ExtIEs} }	OPTIONAL,
	...
}

TSCAssistanceInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-SurvivalTime			CRITICALITY ignore	EXTENSION SurvivalTIme		PRESENCE optional },
	...
}

TSCTrafficCharacteristics ::= SEQUENCE {
	tSCAssistanceInformationDL		TSCAssistanceInformation								OPTIONAL,
	tSCAssistanceInformationUL		TSCAssistanceInformation								OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TSCTrafficCharacteristics-ExtIEs} }	OPTIONAL,
	...
}
[bookmark: _GoBack]
	End of the 2nd change




	Start of the 3rd change



[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45652558][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc45798690][bookmark: _Toc45898079][bookmark: _Toc51746286][bookmark: _Toc64446551]9.4.7	Constant Definitions

***************************************************************************************************************************
Skip unchanged part 
***************************************************************************************************************************



	id-ExtendedUEIdentityIndexValue							ProtocolIE-ID ::= 280
	id-SurvivalTIme											ProtocolIE-ID ::= xxx

END
-- ASN1STOP


	End of the 3rd change




