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	Reason for change:
	In the current specification, the following two paragraphs to describe the action of receiving the optional IE “Child-Node List” in the gNB-DU resource configuration procedure seems redundant in section 8.10.2.2.
[image: image1.png]If the Child-Node List IE is included in the GNB-DU RESOURCE CONFIGURATION message, the gNB-DU shall

store the information therein for the child node(s) indicated by the gNB-CU UE FIAP ID IE and gNB-DU UE FIAP ID
IE, in the cells(s) indicated by the NR CGI IE in the Child-Node Cells List IE.

If the Child-Node List IE is included in the GNB-DU RESOURCE CONFIGURATION message, for each child-node
and for each cell served by this child node indicated in the Child-Node Cells List IE, the gNB-DU shall store the
received information and use this infotmation for scheduling, in compliance with TS 38.213 [31], clause 11.




And comparatively, the second paragraph is clear enough so the first one is not necessary.
Besides, the reference about how the parent gNB-DU will use the “Child-Node List” IE for scheduling should refer to the clause 14 of TS 38.213, rather than the clause 11.   

	
	

	Summary of change:
	In section 8.10.2.2:
1) Delete the description of “If the Child-Node List IE is included in the GNB-DU RESOURCE CONFIGURATION message, the gNB-DU shall store the information therein for the child node(s) indicated by the gNB-CU UE F1AP ID IE and gNB-DU UE F1AP ID IE, in the cells(s) indicated by the NR CGI IE in the Child-Node Cells List IE.”. 
2) Add the description of “indicated by the gNB-CU UE F1AP ID IE and gNB-DU UE F1AP ID IE” after “for each child-node”, and add the description of “by the NR CGI IE” after “for each cell served by this child node indicated”.
3) Change the refered clause in TS38.213 to the correct one, i.e. the clause 14.
Impact analysis
Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact with the previous version of the specification (same release) because the changes only impact IAB functionality.

This CR has an impact under functional point of view. 

The impact can be considered isolated because the change affects only the IAB related definitions and IAB procedure.
The changes are backward compatible.

	
	

	Consequences if not approved:
	The gNB-DU is not able to use the “Child-Node List” IE for scheduling in a correct way with the wrong reference of the TS38.213, and the description about the operation of receiving “Child-Node List” IE  in the gNB-DU resource configuration are redundant.
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START OF CHANGE
8.10.2
gNB-DU Resource Configuration

8.10.2.1
General

The gNB-DU Resource Configuration procedure is initiated by the gNB-CU in order to configure the resource usage for a gNB-DU. The procedure uses non-UE associated signalling.
In this version of the specification, this procedure is used to configure IAB resources.
8.10.2.2
Successful Operation

[image: image2.emf] 
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Figure 8.10.2.2-1: gNB-DU Resource Configuration procedure: Successful Operation
The gNB-CU initiates the procedure by sending the GNB-DU RESOURCE CONFIGURATION message to gNB-DU. The gNB-DU replies to the gNB-CU with the GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE message.

For each cell in the Activated Cells to Be Updated List IE of the GNB-DU RESOURCE CONFIGURATION message, the gNB-DU shall store the resource configuration contained in the IAB-DU Cell Resource Configuration-Mode-Info IE and use it when performing scheduling in compliance with TS 38.213 [31].


If the Child-Node List IE is included in the GNB-DU RESOURCE CONFIGURATION message, for each child-node indicated by the gNB-CU UE F1AP ID IE and gNB-DU UE F1AP ID IE, and for each cell served by this child node indicated by the NR CGI IE in the Child-Node Cells List IE, the gNB-DU shall store the received information and use this information for scheduling, in compliance with TS 38.213 [31], clause 14.
8.10.2.B
Unsuccessful Operation
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Figure 8.10.2.3-1: gNB-DU Resource Configuration procedure: Unsuccessful Operation
If the gNB-DU cannot accept the configuration, it shall respond with a GNB-DU RESOURCE CONFIGURATION FAILURE and appropriate cause value.

If the GNB-DU RESOURCE CONFIGURATION FAILURE message includes the Time To Wait IE, the gNB-CU shall wait at least for the indicated time before reinitiating the GNB-DU RESOURCE CONFIGURATION message towards the same gNB-DU.
8.10.2.3
Abnormal Conditions

Not applicable.
END OF CHANGE
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