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	Reason for change:
	The User location Information IE defined in 9.3.16 of TS 38.413 is used to provide a UE location information to the 5GC – this information is currently signalled to the AMF in the INITIAL UE MESSAGE and over context handling and PDU session resource handling messages. 
In S1-AP spec, we can remark that this IE was present in the S1AP UE CONTEXT SUSPEND REQUEST message, but it is currently missing from the equivalent NG-AP message. There is thus an unalignment with EPS, where the 5GC is not able to get the user location information when the UE enters suspend mode.

	
	

	Summary of change:
	1. Add the User Location Information IE to the NG-AP UE CONTEXT SUSPEND REQUEST message.

Impact analysis:
Impact assessment towards the previous version of the specification (same release):
This CR has an impact under protocol point of view. The impact can be considered isolated because the change affects only the UE Context Suspend procedure.
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	The 5GC cannot get the UE location information during the Suspend procedure.
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START OF CHANGES

[bookmark: _Toc45652179][bookmark: _Toc45658611][bookmark: _Toc45720431][bookmark: _Toc45798311][bookmark: _Toc45897700][bookmark: _Toc51745904][bookmark: _Toc56613556]9.2.2.16	UE CONTEXT SUSPEND REQUEST
This message is sent by the NG-RAN node to request the AMF to suspend the UE context and the related PDU session contexts.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Information on Recommended Cells and RAN Nodes for Paging
	O
	
	9.3.1.100
	
	YES
	ignore

	Paging Assistance Data for CE Capable UE 
	O
	
	[bookmark: _Hlk44322777]9.3.1.141
	
	YES
	ignore

	PDU Session Resource Suspend List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Suspend Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>UE Context Suspend Request Transfer
	M
	
	Containing the UE Context Suspend Request Transfer IE specified in subclause 9.3.4.26.
	
	-
	

	User Location Information
	O
	
	9.3.1.16
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.




NEXT CHANGE

-- **************************************************************
--
-- UE CONTEXT SUSPEND REQUEST
--
-- **************************************************************

UEContextSuspendRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {UEContextSuspendRequestIEs} },
	...
}

UEContextSuspendRequestIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID								CRITICALITY reject	TYPE AMF-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID								CRITICALITY reject	TYPE RAN-UE-NGAP-ID												PRESENCE mandatory	}|
	{ ID id-InfoOnRecommendedCellsAndRANNodesForPaging	CRITICALITY ignore	TYPE InfoOnRecommendedCellsAndRANNodesForPaging		PRESENCE optional		}|
	{ ID id-PagingAssisDataforCEcapabUE					CRITICALITY ignore	TYPE PagingAssisDataforCEcapabUE							PRESENCE optional		}|
	{ ID id-PDUSessionResourceSuspendListSUSReq			CRITICALITY reject	TYPE PDUSessionResourceSuspendListSUSReq				PRESENCE optional		}|
	{ ID id-UserLocationInformation						CRITICALITY ignore	TYPE UserLocationInformation							PRESENCE optional	},	...
}


END OF CHANGE




