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1. Introduction
# 81_NTN_CountrySpecificRouting
- (CATT)
According to SA2’s CR, the new added network node selection rule for NNSF applies only for initial access. -> The sentence in the BL CR for TS 38.300 could be simplified to “For the case of initial access, the NG-RAN node implements the NAS Node Selection Function behavior specified in TS 38.410 [16].”
- (Nok)
During N2-HO to change the AMF for a UE, the gNB shall know the HO is related to an existing UE. -> In order for the “target’ gNB to know that the N2-HO is related to an existing UE, introduce a new ID in the source NG-RAN node to Target NG-RAN node transparent container.
- (HW)
acknowledge the cross-border issue for UE in RRC Connected and UE RRC Inactive in case of fixed NTN beam covering multiple countries. The solution is pending RAN2.
Discuss whether to apply V2X-like Zone definition is appropriated for the cross border in RRC mobility and RRC Inactive mobility. The solution is pending to RAN2. If RAN3 sees some benefit a LS could be sent to RAN2.
- Chair: Discuss 3 questions: 1) whether to simplify the BL st2 text? 2) whether an “existing UE” indicator is needed for the AMF change? 3) whether to acknowledge cross-border issue in case of fixed beam across countries, pending RAN2?
(Nok - moderator)
Summary of offline disc R3-212700 noted
- update the TPs according to the proposal
1817 rev in R3-212793 Agreed unseen

As been discussed and agreed in RAN3#112e, the text proposals summarized in [2] are agreeable, and it’s agreed to revise [2] to reflect the agreed texts for NNSF. 

In this contribution, the revised TP is provided to reflect the agreements.
2. Reference
[1] RAN3#112-e Chairman Notes
[2] R3-212700 Summary of email Discussion on CB: # 81_NTN_CountrySpecificRouting (moderator: Nokia)
[3] R3-211817 (TP for BL CR for TS 38.300) Clarification on country-specific CN selection (CATT)


3. TP for BL CR 38.300
/////////////////////////////////////////////////////////////////////// Begin of change /////////////////////////////////////////////////////////////////
16.x.x	RAN (Re)Selection of CN Entity
[bookmark: _GoBack]The NG-RAN node implements the NAS Node Selection Function specified in TS 38.410 [16].
For a RRC_CONNECTED UE, when If the NG-RAN node serves more than one country, the NG-RAN node may beis configured to ensure that the UE is using an AMF that serves the country in which the UE is located. When so configured:
-	If at AMF Selection the NG-RAN node detects that the UE is in a different country to that served by the AMF, the NG-RAN node implements the NAS Node Selection Function behavior specified in TS 38.410 [16].
-	For RRC Connected, iIf the NG-RAN node detects that the UE is in a different country to that served by the serving AMF, the NG-RAN should perform an NG handover to change to an appropriate AMF. 
Editor’s note: Text may need to be revised depending on RAN2/SA2/RAN3 progress.
/////////////////////////////////////////////////////////////////////// End of Change ///////////////////////////////////////////////////////////////////////
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