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START OF CHANGE
1
Scope

The present document is an introduction to the 3GPP TS 38.46x series of technical specifications that define the E1 interface. The E1 interface provides means for interconnecting a gNB-CU-CP and a gNB-CU-UP of a gNB-CU within an NG-RAN, or for interconnecting a gNB-CU-CP and a gNB-CU-UP of an en-gNB within an E-UTRAN, or for interconnecting an eNB-CP and an eNB-UP of an eNB within an E-UTRAN, or for interconnecting an ng-eNB-CU-CP and an ng-eNB-CU-UP of an ng-eNB-CU within an NG-RAN.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.401: "NG-RAN; Architecture Description".

[3]
3GPP TS 38.461: "NG-RAN; E1 layer 1". 

[4]
3GPP TS 38.462: "NG-RAN; E1 signalling transport". 

[5]
3GPP TS 38.463: "NG-RAN; E1 Application Protocol (E1AP)". 

[6]
3GPP TS 38.300: "NR; Overall description; Stage-2".

[7]
3GPP TS 37.340: "NR; Multi-connectivity; Overall description; Stage-2".
[x1]
3GPP TS 37.470: "W1 interface; General aspects and principles".
[x2]
3GPP TS 36.401: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Architecture description".
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

eNB-CP: as defined in TS 36.401 [x2].
eNB-UP: as defined in TS 36.401 [x2].
en-gNB: as defined in TS 37.340 [7].
gNB-CU: as defined in TS 38.401 [2].
gNB-CU-CP: as defined in TS 38.401 [2].
gNB-CU-UP: as defined in TS 38.401 [2].
gNB-DU: as defined in TS 38.401 [2].
gNB: as defined in TS 38.300 [6].
IAB: as defined in TS 38.300 [6].
ng-eNB-CU: as defined in TS 37.470 [x1].
ng-eNB-CU-CP: as defined in TS 38.401 [2].
ng-eNB-CU-UP: as defined in TS 38.401 [2].
ng-eNB-DU: as defined in TS 37.470 [x1].
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

DL
Downlink

DRB
Data Radio Bearer

E1AP
E1 Application Protocol

IP
Internet Protocol

SCTP
Stream Control Transmission Protocol

TNL
Transport Network Layer

4
General aspects

This clause captures the E1 interface principles and characteristics. 
Note: The principles, functions and procedures specified in this specification also apply to the case where E1 AP is used between ng-eNB-CU-CP and ng-eNB-CU-UP or between eNB-CP and eNB-UP, unless stated otherwise.
4.1
E1 interface general principles

The general principles for the specification of the E1 interface are as follows:

-
the E1 interface is open;

-
the E1 interface supports the exchange of signalling information between the endpoints;

-
from a logical standpoint, the E1 is a point-to-point interface between a gNB-CU-CP and a gNB-CU-UP, or between an ng-eNB-CU-CP and an ng-eNB-CU-UP, or between an eNB-CP and an eNB-UP. 

NOTE 1:
A point-to-point logical interface should be feasible even in the absence of a physical direct connection between the endpoints.

-
the E1 interface separates Radio Network Layer and Transport Network Layer;

-
the E1 interface enables exchange of UE associated information and non-UE associated information;

-
the E1 interface is future proof to fulfil different new requirements, support of new services and new functions.

NOTE 2:
The E1 interface is a control interface and is not used for user data forwarding. 

4.2
E1 interface specification objectives

The E1 interface specifications facilitate the following:

-
inter-connection of a gNB-CU-CP and a gNB-CU-UP supplied by different manufacturers.
-
inter-connection of an ng-eNB-CU-CP and an ng-eNB-CU-UP supplied by different manufacturers.
-
inter-connection of an eNB-CP and an eNB-UP supplied by different manufacturers.
NEXT  CHANGE
5.1.6
Support for IAB
Note: IAB is an NR feature, and this function is not applicable to eNB CP-UP separation and ng-eNB CP-UP separation
This function is used to update the DL/UL F1-U GTP-U tunnels for an IAB network.
NEXT  CHANGE
6.6
IAB procedures
Note: IAB is an NR feature, and this procedure is not applicable to eNB CP-UP separation and ng-eNB CP-UP separation
The IAB procedures are listed as below:
-
IAB UP TNL Address Update procedure
END OF CHANGE
