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<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
9.3.1.76	TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [20]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Periodicity
	M
	
	9.3.1.77
	
	-
	

	Burst Arrival Time
	O
	
	9.3.1.78
	
	-
	

	Survival Time
	O
	
	9.3.1.XX
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

9.3.1.XX	Survival Time
This IE indicates the Survival Time of the TSC QoS flow as defined in TS 23.501 [20]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Survival Time
	M
	
	INTEGER (0..<FFS>, …)
	Survival Time expressed in units of 1 us <FFS>.


Editor’s note: The maximum value and the time unit granularity for the Survival Time are FFS.

<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc56620801][bookmark: _Toc56620463][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc20955684][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc29461127]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
//SKIP the unrelated part//
[bookmark: _Hlk56618322]	id-MCG-OfferedGBRQoSFlowInfo,
[bookmark: _Hlk56618347]	id-Number-of-tunnels,
[bookmark: _Hlk56618382]	id-DataForwardingtoE-UTRANInformationList,
	id-SurvivalTime
	maxnoofQoSParaSets,
	maxnoofErrors,
	maxnoofSliceItems,

-- S
//SKIP the unrelated part//

SubscriberProfileIDforRFP ::= INTEGER (1..256, ...)

SurvivalTime ::= INTEGER (0..<FFS>, ...) 

-- T
//SKIP the unrelated part//
TSCAssistanceInformation ::= SEQUENCE {
	periodicity				Periodicity,
	burstArrivalTime		BurstArrivalTime												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TSCAssistanceInformation-ExtIEs} }	OPTIONAL,
	...
}
TSCAssistanceInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-SurvivalTime		CRITICALITY ignore		EXTENSION SurvivalTime		PRESENCE OPTIONAL},

...
}
Periodicity					::= INTEGER	(1..640000, ...)

BurstArrivalTime			::= OCTET STRING

<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc51746286][bookmark: _Toc45658990][bookmark: _Toc45720810][bookmark: _Toc56613938][bookmark: _Toc29504979][bookmark: _Toc36553432][bookmark: _Toc36555159][bookmark: _Toc45798690][bookmark: _Toc29504395][bookmark: _Toc29503811][bookmark: _Toc20955358][bookmark: _Toc45652558][bookmark: _Toc45898079]9.4.7	Constant Definitions
//SKIP the unrelated part//
id-QoSMonitoringDisabled										ProtocolIE-ID ::= 133
id-AdditionalHandoverInfo										ProtocolIE-ID ::= 134
id-Extended-NR-CGI-Support-List									ProtocolIE-ID ::= 135
id-SurvivalTime													ProtocolIE-ID ::= 1xy



<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>

