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Endorsement
1. Introduction
In RAN3 112e meeting it was agreed to “add SUL CAC to UL CAC as optional IE (up to the sender to include).”

While this is a very good compromise, the way it is currently implemented, it is impossible to separate NUL capacity and SUL capacity that was original intention. The reason is that “Composite Available Capacity Uplink” is currently defined as “For the Uplink, including both NUL and SUL (if available)”.

For example, if NUL has “a” available out of “A” total and SUL has “b” available out of “B” total if reported are two values according to the current definition:
· (a+b)/(A+B)

· b/B,
then there is no way to extract a/A to know NUL capacity in addition to SUL capacity. 
From our view, based on the original intention of several supporting companies to know NUL and SUL load/capacity as two separate values, it is better to update the current definition of “Composite Available Capacity Uplink” as “For the Uplink NUL, not including SUL (if available)”.
Proposal 1: Define “Composite Available Capacity Uplink” as “For the Uplink NUL, not including SUL (if available)”.

Proposed TP for SON BLCR for TS 38.473 is below.

2. TP for SON BLCR for TS 38.473
9.3.1.130
Composite Available Capacity Group

The Composite Available Capacity Group IE indicates the overall available resource level per cell and per SSB area in the cell in Downlink, Uplink, and Supplementary Uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Composite Available Capacity Downlink
	M
	
	Composite Available Capacity 

9.3.1.131
	For the Downlink 
	-
	

	Composite Available Capacity Uplink
	M
	
	Composite Available Capacity 

9.3.1.131
	For the Uplink NUL, not including SUL (if available)  
	-
	

	Composite Available Capacity Supplementary Uplink
	O
	
	Composite Available Capacity 

9.2.2.131
	For the SUL (if available)
	YES
	ignore
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