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	Reason for change:
	
As specified in TS 23.501, the notification control is applicable only to the NG-RAN as follows. 
· The QoS Parameter Notification control indicates whether notifications are requested from the NG-RAN when the "GFBR can no longer (or can again) be guaranteed" for a QoS Flow during the lifetime of the QoS Flow
And due to the same reason, S2-2104816 was agreed to remove the  Notification Control from the Additonal QoS Information, and clarify that Notification Control is not signalled to Trusted non-3GPP Access. 

Also it should be clarified the Alternative QoS profiles associated with the Notification control, are not used for the non-3GPP AN. 

However, the Notification Control and Alternative QoS profiles are included in the GBR QoS Flow Information, which may be sent to the N3IWF, TNGF, TWIF and W-AGF.

	
	

	Summary of change:
	· Clarify that Notification Control and Alternative QoS Parameters Set List would be ignored by the non-3GPP access network if received.

Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).
This CR only has an impact on the Nofitication Control function.


	
	

	Consequences if not approved:
	 Unspecified and unexpected non-3GPP AN behaviour when the notification contrl and Alternative QoS profile are received..
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5.3	Exceptions for NGAP message contents and information element coding when used for non-3GPP access 
For the NGAP messages transferred between the Non-3GPP access network node and the AMF, the following exceptions to the specification in TS 38.413 [2] shall be applied:
PDU SESSION RESOURCE SETUP REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
-	UE Aggregate Maximum Bit Rate IE (except for non-trusted non-3GPP access, trusted non-3GPP access and trusted WLAN access as specified in TS 23.501 [3]).

<Unchanged Text Omitted>
5.3.1	Exceptions for information element contents when used for non-3GPP access
For the information elements transferred between the Non-3GPP access network node and the AMF, the following exceptions to the specification in TS 38.413 [2] shall be applied:
GBR QoS Flow Information information element:
-	the following IEs shall be ignored, when received:
-	Notification Control IE
-	Alternative QoS Parameters Set List IE

<Unchanged Text Omitted>
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