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<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
9.3.1.90	EHC Parameters 
This IE carries the EHC parameters for ethernet header compression.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	EHC Common
	M
	
	
	

	>EHC-CID-Length
	M
	
	ENUMERATED { bits7, bits15, … }
	See description of ehc-CID-Length in TS 38.331 [10]

	>maxCID-EHC
	O
	
	INTEGER (1..32767)
	The total value of maxCID-EHC across all bearers for the UE should be less than or equal to the value of maxNumberEHC-Contexts parameter as indicated by the UE.

	EHC Downlink
	O
	
	
	

	>drb-ContinueEHC-DL
	M
	
	ENUMERATED { true, … }
	See description of drb-ContinueEHC-DL in TS 38.331 [10]

	EHC Uplink
	O
	
	
	

	>drb-ContinueEHC-UL
	M
	
	ENUMERATED { true, … }
	See description of drb-ContinueEHC-UL in TS 38.331 [10]



<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
//SKIP the unrelated part//
	id-EarlyForwardingCOUNTInfo,
	id-AlternativeQoSParaSetList,
	id-MCG-OfferedGBRQoSFlowInfo,
	id-Number-of-tunnels,
	id-DataForwardingtoE-UTRANInformationList,
	id-maxCID-EHC
	maxnoofQoSParaSets,
	maxnoofErrors,
	maxnoofSliceItems,
	maxnoofEUTRANQOSParameters,

-- M
//SKIP the unrelated part//
MaxCID-EHC  ::= INTEGER (1..32767, ...)

MaxDataBurstVolume  ::= INTEGER (0..4095, ..., 4096.. 2000000) 

MaximumIPdatarate ::= SEQUENCE {
	maxIPrate			MaxIPrate,
	iE-Extensions		ProtocolExtensionContainer { {MaximumIPdatarate-ExtIEs} }	OPTIONAL,
	...
}

MaximumIPdatarate-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- E
//SKIP the unrelated part//

EHC-Common-Parameters ::= SEQUENCE {
	ehc-CID-Length						ENUMERATED { bits7, bits15, ...},
	iE-Extensions						ProtocolExtensionContainer { { EHC-Common-Parameters-ExtIEs } } 		OPTIONAL
}

EHC-Common-Parameters-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-maxCID-EHC		CRITICALITY ignore			EXTENSION MaxCID-EHC 		PRESENCE optional},
	...
}

EHC-Downlink-Parameters ::= SEQUENCE {
	drb-ContinueEHC-DL					ENUMERATED { true, ...},
	iE-Extensions						ProtocolExtensionContainer { { EHC-Downlink-Parameters-ExtIEs } } 		OPTIONAL
}

EHC-Downlink-Parameters-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

EHC-Uplink-Parameters ::= SEQUENCE {
	drb-ContinueEHC-UL					ENUMERATED { true, ...},
	iE-Extensions						ProtocolExtensionContainer { { EHC-Uplink-Parameters-ExtIEs } } 		OPTIONAL
}

EHC-Uplink-Parameters-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

EHC-Parameters ::= SEQUENCE {
	ehc-Common							EHC-Common-Parameters,
	ehc-Downlink						EHC-Downlink-Parameters					OPTIONAL,
	ehc-Uplink							EHC-Uplink-Parameters					OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { EHC-Parameters-ExtIEs } } 		OPTIONAL
}

EHC-Parameters-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
9.4.7	Constant Definitions
//SKIP the unrelated part//
id-QosMonitoringReportingFrequency								ProtocolIE-ID ::= 132
id-QoSMonitoringDisabled										ProtocolIE-ID ::= 133
id-AdditionalHandoverInfo										ProtocolIE-ID ::= 134
id-Extended-NR-CGI-Support-List									ProtocolIE-ID ::= 135
id-maxCID-EHC													ProtocolIE-ID ::= 1xy

<<<<<<<<<<<<<<<<<<<< END OF CHANGES >>>>>>>>>>>>>>>>>>>>

