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1	Introduction
[bookmark: _Hlk48630882]This TP implements agreements during RAN3#113-e discussions on Agenda Item 20.2.1 on “Network Identifier Handling” on top of the endorsed BL CR for 38.300 in R3-213183, copied for the reader’s convenience below:
...
Summary of offline disc in R3-214205 noted

Remove the Editorial Note: “it is FFS whether the Cell Identity indicated by the gNB to the Core Network should be specified per function/procedure/feature as above.”
 Agreed to be included in the next version of the BL CR for TS38.300
Agree the following TP “The Cell Identities used in the RAN Paging Area during Xn RAN paging (as defined in TS 38.423 [x]) allow the identification of the correct target cells for RAN paging.”
Agreed to be included in the next version of the BL CR for TS38.300
Replace the EN “it is FFS whether the Cell Identity used in other cases is only allowed to correspond to a Uu Cell Identity or is allowed to correspond to both, a Uu and a fixed geographical area” by a NOTE “NOTE: The Cell Identity used for RAN Paging is assumed to typically represent a Uu Cell ID.”
Agreed to be included in the next version of the BL CR for TS38.300
Remove the Editor’s Note “It is assumed that the method how the gNB derives the Cell Identity provided to the CN is a matter of implementation and configuration, and it is FFS whether this fact requires normative or informative specification text.”
Agreed to be included in the next version of the BL CR for TS38.300
R3-214353 to include all the agreements above related to the BL CR to TS38.300 (Ericsson) Agreed unseen

Apart from RAN Paging, RRC_INACTIVE is kept unspecified from a RAN3 perspective, i.e. no further RRC_INACTIVE related specification text is added, neither on stage 2 nor stage 3 level.
2	Text Proposal 
[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Begin of Changes >>>>>>>>>>>>>>>>>>>>
16.x.5 Signalling [FFS] 
The Cell Identity used in following cases corresponds to a fixed geographical area, irrespective of the orbit of the NTN payload or the types of service links supported. 
-	The Cell Identity indicated by the gNB to the Core Network as part of the User Location Information (as defined in TS 38.413 [26]);
-	The Cell Identity used for Paging Optimization in NG interface (as defined in TS 38.413 [26]);
-	The Cell Identity used for Area of Interest (as defined in TS 38.413 [26]);
-	The Cell Identity used for PWS (as defined in TS 38.413 [26]).

The Cell Identity included within the target identification of the handover messages (as defined in TS 38.413 [26] and TS 38.423 [x]) allows identifying the correct target cell.
The Cell Identities used in the RAN Paging Area during Xn RAN paging (as defined in TS 38.423 [x]) allow the identification of the correct target cells for RAN paging.

NOTE:	The Cell Identity used for RAN Paging is assumed to typically represent a Uu Cell ID.
Editor’s note:	It is FFS whether the RAN Paging Area as signalled over Xn includes a mapped cell ID, or a Uu cell ID.
Editor’s note:	 from rapporteur if the text stay as it is, the reference for TS 38.423 should be introduced in TS 38.300
The mapping between Cell Identities and geographical areas is configured in the RAN and Core Network. 

<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

